Doc# OMA-Template-ChangeRequest-20050824-I.doc[image: image1.jpg]"sOMaQa

Open Mobile Alliance




Change Request

Doc# OMA-Template-ChangeRequest-20050824-I.doc
Change Request



Change Request

	Title:
	UP 7.2 Media Parameter Negotiation
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	PoC WG

	Doc to Change:
	OMA-TS_PoC-UserPlane-V2_0-20060925-D.doc

	Submission Date:
	2006-10-08

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Jan Holm, Ericsson AB
Jan.Holm@ericsson.com, +46(0)87197378

	Replaces:
	n/a


1 Reason for Change

Justification
The subclause 7.2 contains a lot of duplicated information. The fact is that almost no information in the subclauses are not already described in the CP.
Scope of change
· Removed subclauses to 7.2.
· Introduced a reference to CP.

· Kept information about additional Media Parameters not described in the CP.

· Removed Media Parameter Negotiation from SCR tables.
Impacted subclauses
 7.2, A.13, A.2.4 and A.3.4.
Consequence if not accepted
Duplicated information may cause confusion. 
2 Impact on Backward Compatibility

No impact.
3 Impact on Other Specifications

No impact
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that the proposed changes shall be included in the next version of the XX.
6 Detailed Change Proposal

Change 1:  (Cleaning Media Parameter Negotiation)
7.2 Media Parameter Negotiation

This subclause contains additional information to the Media Parameter Negotiation described in [OMA-PoC-CP].

.

PoC Speech Media Parameters in addition to the codec(s) are 

· reference to the Media-floor Control entity to which the PoC Speech is bound 

· codec modes which are indicated in the preferred order as specified in [RFC 3264], [RFC3267] and [RFC3558];

· band width parameter used to indicate the maximum desired data rate supported by the PoC Client for the PoC Session as specified in [RFC3264]; and, 

· ptime and maxptime parameters as specified in [RFC2327], [RFC3267] and [RFC 35580].

The Media Parameters of the Continuous Media apart from PoC Speech in addition to the codec(s) are

· reference to the Media-floor Control entity to which the Continuous Media is bound

· band width parameter used to indicate the maximum desired data rate supported by the PoC Client for the PoC Session as specified in [RFC3264]; 

· ptime and maxptime parameters as specified in [RFC2327], [RFC3267] and [RFC 35580]; and, 

· other media parameters defined for the codecs used for the Continuous Media.

The Media Parameters of the Discrete Media are

· optional reference to the Media-floor Control entity to which the Discrete Media is bound; and,
· Media Parameters as defined in Appendix E "Endorsement"..
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Change 2:  (SCR table updates)

A.1.3  Media control

	Item
	Function
	Reference
	Status
	Requirement

	PoC_UserPlaneV1-UMC-C-001
	Support of quality feed back according to rules and procedures specified in [RFC3550].
	Subclause 7.1
	O
	

	PoC_UserPlaneV1-UMC-C-002
	Supports the transmission of RTCP SR/RR compound packets.
	Subclause 7.1.2
	O
	PoC_UserPlaneV1-UMC-C-001

	PoC_UserPlaneV1-UMC-C-003
	Uses the reception of the RTCP SR compound packet as indication to trigger the transmission of the RTCP RR compound packet.
	Subclause 7.1.2.2
	O
	PoC_UserPlaneV1-UMC-C-002

	PoC_UserPlaneV1-UMC-C-004
	Implement a timer that supervises the reception of the RTCP SR compound packet.
	Subclause 7.1.2.2
	O
	PoC_UserPlaneV1-UMC-C-003

	
	
	
	
	

	PoC_UserPlaneV1-UMC-C-006
	Support of User Plane adaptation.
	Subclause 7.3
	O
	

	PoC_UserPlaneV1-UMC-C-007
	Changes the voice frame packetization or voice codec mode by Out-band signaling using SDP payload within SIP messages.
	Subclause 7.3
	O
	PoC_UserPlaneV1-UMC-C-006

	PoC_UserPlaneV1-UMC-C-008
	void
	
	
	

	PoC_UserPlaneV1-UMC-C-009
	Initiate User Plane adaptation (out-band) triggered by e.g roaming to the system with different Media capabilities.
	Subclause 7.3.1
	O
	PoC_UserPlaneV1-UMC-C-006

	PoC_UserPlaneV1-UMC-C-010
	Supports Media on and off hold.
	Subclause 7.4.1
	O
	

	PoC_UserPlaneV1-UMC-C-011
	Sends Media Bursts, when the Media is on hold.
	Subclause 7.4
	O
	PoC_UserPlaneV1-UMC-C-010

	PoC_UserPlaneV1-UMC-C-012
	Supports Simultaneous PoC Sessions
	Subclause 7.5.1
	O
	

	PoC_UserPlaneV1-UMC-C-013
	Supports the sending of RTP Media packets to any of the Simultaneous PoC Sessions according to the PoC User selection.
	Subclause 7.5.1
	O
	PoC_UserPlaneV1-UMC-C-012

	PoC_UserPlaneV1-UMC-C-014
	Supports RTP Media Session release of the Pre-established Session.
	Subclause 7.6
	O
	PoC_UserPlaneV1-UTB-C-014

	PoC_UserPlaneV1-UMC-C-015
	Support of Media transfer
	Subclause 7.7.1
	M
	

	PoC_UserPlaneV1-UMC-C-016
	Supports Media buffering for handling of variable latency in incoming RTP Media packets.
	Subclause 7.8.1
	O
	

	PoC_UserPlaneV1-UMC-C-017
	Support coding and decoding of Media
	Subclause 7.9
	M
	PoC_UserPlaneV1-UMC-C-018 OR PoC_UserPlaneV1-UMC-C-019

	PoC_UserPlaneV1-UMC-C-018
	Supports codecs recommended by 3GPP
	Subclause 7.9
	O
	

	PoC_UserPlaneV1-UMC-C-019
	Supports codecs recommended by 3GPP2
	Subclause 7.9
	O
	


A.2.4   Media Control

	Item
	Function
	Reference
	Status
	Requirement

	PoC_UserPlaneV1-PMC-S-001
	Support of quality feed back according to rules and procedures specified in [RFC3550].
	Subclause 7.1.1
	O
	PoC_UserPlaneV1-PPR-S-002 

	PoC_UserPlaneV1-PMC-S-002
	Modify the content of the RTCP SR compound packet send by the PoC Client in an interrupted PoC Session according to rules and procedures specified in [RFC3550].
	Subclause 7.1.3
	O
	PoC_UserPlaneV1-UMC-S-001

	
Void
	
	
	
	

	PoC_UserPlaneV1-PMC-S-004
	Support for putting Media on/off hold
	Subclause 7.4.2
	O
	PoC_UserPlaneV1-PPR-S-002

	PoC_UserPlaneV1-PMC-S-005
	User Plane adaptation
	Subclause 7.3
	O
	PoC_UserPlaneV1-PPR-S-002 

	PoC_UserPlaneV1-PMC-S-006
	Forward the Media Bursts and MBCP messages between the PoC Client and the PoC Server performing the Controlling PoC Function while Media is placed on hold for a PoC Session.
	Subclause 7.4.2
	O
	PoC_UserPlaneV1-PMC-S-004

	PoC_UserPlaneV1-PMC-S-007
	Simultaneous PoC Sessions
	Subclause 7.5.2
	O
	PoC_UserPlaneV1-PTB-S-003

	PoC_UserPlaneV1-PMC-S-008
	Forwards the MBCP messages of all PoC Sessions from the PoC Server(s) performing the Controlling PoC Function to PoC Client.
	Subclause 7.5.2
	O
	PoC_UserPlaneV1-PMC-S-007

	PoC_UserPlaneV1-PMC-S-009
	Sends a RTCP SR message to the PoC Client concerning the PoC Session, which was interrupted due to activity in another PoC Session.
	Subclause 7.5.2
	O
	PoC_UserPlaneV1-PMC-S-007

	PoC_UserPlaneV1-PMC-S-010
	Modifies the RTCP RR and SR messages sent between the PoC Client and the PoC Server to improve the accuracy of the quality feedback in the case of interrupted Media Burst. 
	Subclause 7.5.2
	O
	PoC_UserPlaneV1-PMC-S-007

	PoC_UserPlaneV1-PMC-S-011
	Sends a MBCP Media Burst Taken message prior to the first RTP packet being sent to the PoC Client.
	Subclause 7.5.2
	O
	PoC_UserPlaneV1-PMC-S-007

	PoC_UserPlaneV1-PMC-S-013
	Supports Media transfer.
	Subclause 7.7.2
	O
	PoC_UserPlaneV1-PPR-S-002 AND (PoC_UserPlaneV1-PMC-S-015 OR PoC_UserPlaneV1-PMC-S-016)

	PoC_UserPlaneV1-PMC-S-014
	Discards RTP Media of the PoC Sessions not selected for transmitting to the PoC Client. 
	Subclause 7.7.2
	O
	PoC_UserPlaneV1-PTB-S-003

	PoC_UserPlaneV1-PMC-S-015
	Supports codecs recommended by 3GPP
	Subclause 7.9
	O
	PoC_UserPlaneV1-PMC-S-013

	PoC_UserPlaneV1-PMC-S-016
	Supports codecs recommended by 3GPP2
	Subclause 7.9
	O
	PoC_UserPlaneV1-PMC-S-013

	PoC_UserPlaneV2-PMC-S-017
	Support for PoC Media Traffic Optimization
	Subclauses 7.10 and 6.3.5.
	O
	PoC_UserPlaneV1-PMC-S-003 AND PoC_UserPlaneV1-PMC-S-013


A.3.4    Media control

	Item
	Function
	Reference
	Status
	Requirement

	PoC_UserPlaneV1-CMC-S-001
	Support of quality feed back according to rules and procedures specified in [RFC3550].
	Subclause 7.1
	O
	

	PoC_UserPlaneV1-CMC-S-002
	Acts as a 'monitor' according to the rules and procedures specified in [RFC3550] for the RTP Media flow and use the reported statistics to estimate the current quality of service.
	Subclause 7.1.4
	O
	PoC_UserPlaneV1-CMC-S-001

	PoC_UserPlaneV1-CMC-S-003
	Generates and sends a RTCP RR compound packet for the Media Burst that it recently received from a PoC Client.
	Subclause 7.1.4
	O
	PoC_UserPlaneV1-CMC-S-001

	
Void
	
	
	
	

	Void
	
	
	
	

	PoC_UserPlaneV1-CMC-S-006
	User Plane adaptation
	Subclause 7.3 and 7.3.3
	O
	PoC_UserPlaneV1-CTI-S-005 AND PoC_UserPlaneV1-CTI-S-006

	PoC_UserPlaneV1-CMC-S-007
	When determining the Media Parameters the PoC Server SHOULD take into account the highest common Media capabilities provided by both the new and the existing members in the Group.
	Subclause 7.3.3
	O
	PoC_UserPlaneV1-CMC-S-006

	PoC_UserPlaneV1-CMC-S-008
	Media on and off hold
	Subclause 7.4.3
	M
	

	PoC_UserPlaneV1-CMC-S-009
	Send RTCP SR/RR message to the PoC Client when Media is on hold.
	Subclause 7.4.3
	O
	PoC_UserPlaneV1-CTR-S-009

	PoC_UserPlaneV1-CMC-S-010
	Supports transfer of Media
	Subclause 7.7.3
	M
	

	PoC_UserPlaneV1-CMC-S-011
	Supports buffering of Media
	Subclause 7.8.3
	O
	PoC_UserPlaneV1-CTB-S-003

	PoC_UserPlaneV1-CMC-S-012
	When transmitting buffered RTP Media packets, the PoC Server transmits the packets at a bit rate that avoids overload in the receiving PoC Client(s).
	Subclause 7.8.3
	O
	PoC_UserPlaneV1-CMC-S-011

	PoC_UserPlaneV2-CMC-S-013
	Support for PoC Media Traffic Optimization
	Subclauses 7.10 and 7.4.3
	O
	PoC_UserPlaneV1-CMC-S-004 AND PoC_UserPlaneV1-CMC-S-010
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