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1 Reason for Change

Justification
The SCR tables in the CP need to be updated to reflect the latest SCR template, i.e. OMA-ORG-SCR_Rules_and_Procedures-V1_0-20060919-A.
Scope of change

SCR tables updated
Impacted subclauses

Appendix A 
Consequence if not accepted

The SCR will not comply with latest SCR template. 
R01: modifications to separation client/server as decided in confcall

R02: offline comments on QoE and dispatcher reviewed.
2 Impact on Backward Compatibility

No impact.

3 Impact on Other Specifications

No impact
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that the proposed changes shall be included in the next version of the CP.
6 Detailed Change Proposal

Change 1:  (Updating SCR tables)

Appendix A Static Conformance Requirements (SCR)     (Normative)

Annex A defines the MANDATORY (M) and OPTIONAL (O) PoC Control Plane (CP) functionality static conformance requirements (SCR). Mandatory Group Management Service Enabler (GMSE) and optional Presence Service Enabler (PRSE) functions, as required for the PoC enabler, are also referenced in these tables. 

The SCRs defined in the following tables include SCR for:

· PoC Client;

· PoC Server performing the Participating PoC Function; and,

· PoC Server performing the Controlling PoC Function.

The SCRs are defined as described in [OMA_SCR_Rules].

Each SCR table identifies a list of supported features as:

·   Item:
Identifier for a feature. It MUST be of type ScrItem.

·   Function:
Short description of the feature.

·   Reference:
Section(s) of the specification(s) with more details on the feature. 

·   Requirement:
Other features required by this feature, independent of whether those other features are mandatory or optional. The notation in the dependency grammar MUST be used for this column when other features are required; else the column MUST be left empty.

Dependency grammar used in this section is specified in [OMA_SCR_Rules]:

TerminalExpression =
ScrReference
/ NOT TerminalExpression
/ TerminalExpression LogicalOperator TerminalExpression
/ " (" TerminalExpression ")"
ScrReference =
ScrItem
/ ScrGroup

ScrItem =
SpecScrName "–" GroupType "–" DeviceType "–" NumericId "-" Status
/ SpecScrName "–" DeviceType "–" NumericId "-" Status

ScrGroup =
SpecScrName ":" FeatureType
/ SpecScrName "–" GroupType "–" DeviceType "–" FeatureType

SpecScrName = 1*Character;

GroupType = 1*Character;

DeviceType = "C" / "S"; C – client, S – server

NumericId = Number Number Number 

Status = "M" / "O"; M - Mandatory, O - Optional

LogicalOperator = "AND" / "OR"; AND has higher precedence than OR and OR is inclusive

FeatureType = "MCF" / "OCF" / "MSF" / "OSF";

Character = %x41-5A;

































1. PoC Client and PoC Server
Note: The following convention applies for the labels regarding the PoC version:

· PoCv1.0 - SCR Item that is the same in PoCv2.0 as it is in PoCv1.0
· PoCv2.0 - SCR Item that is new in PoCv2.0
· PoCv1.0mod - SCR Item that exists in PoCv1.0, but  modifications in PoCv2.0
1.1 General High level external dependencies

	Item
	Function
	Reference
	Requirement

	PoC_CP-GEN-C-001-M


	ERELD1 
	[OMA PoC ERELD]
	ERELD:MCF

	PoC_CP-GEN-C-002-M PoCV2.0
	ERELD2
	[OMA PoC2 ERELD]
	ERELD2:MCF

	PoC_CP-GEN-C-003-M
PoCV2.0
	Backward compatibility
	6.1A
	ERELD1:MCF

ERELD1:OCF

	PoC_CP-GEN-S-004-M
	ERELD1 
	[OMA PoC1 ERELD]
	ERELD1:MSF

	PoC_CP-GEN-S-005-M PoCV2.0
	ERELD2
	[OMA PoC2 ERELD]
	ERELD2:MSF

	PoC_CP-GEN-S-006-M
PoCV2.0
	Backward compatibility
	7.2.2a  

7.3.1a, 7.3.2a
	ERELD1:MSF

ERELD1:OSF


1.2 Registration (REG)
1.2.1 PoC Client
	Item
	Function
	Reference
	Requirement

	PoC_CP-REG-C-001-M

PoCV1.0mod


	General registration to SIP/IP Core
	6.1.1.1
	PoC_CP-REG-C-002-O OR PoC_CP-REG-C-003-O

	PoC_CP-REG-C-002-O

PoCV1.0mod


	Registration per 3GPP IMS
	6.1.1.1
	

	PoC_CP-REG-C-003-O

PoCV1.0mod


	Registration per 3GPP2 MMD
	6.1.1.1
	

	PoC_CP-REG C-004-M

PoCV1.0mod


	Deregister with options
	6.1.1.2
	


1.2.2 PoC Server

  n/a

1.3 PoC Session Initiation, Joining, Release (SJR)
1.3.1 PoC Client
	Item
	Function
	Reference
	Requirement

	Session Initiation, Joining

	Originating Client Procedures

	PoC_CP-SJR-C-001-M

PoCV1.0mod
	General Initiation –  SIP INVITE request
	6.1.3.1

6.1.3.1.a
	

	PoC_CP-SJR-C-003-O

PoCV1.0
	General Initiation: Includes a Nick Name in the Authenticated Originator’s PoC Address. 
	6.1.3.1, 5.4
	

	PoC_CP-SJR-C-005-O

PoCV2.0
	General Initiation: Includes media in one or more MIME types
	6.1.3.1
	

	PoC_CP-SJR-C-006-O

PoCV2.0
	General Initiation: Includes text content in subject header
	6.1.3.1
	

	PoC_CP-SJR-C-007-O

PoCV2.0
	General Initiation: Includes reference to media
	6.1.3.1
	

	PoC_CP-SJR-C-009-M

PoCV1.0mod
	On-demand Session establishment:
	6.1.3.3

6.1.3.1
6.1.3.1.a
	

	PoC_CP-SJR-C-010-M

PoCV1.0mod
	On-demand Session establishment: Ad-hoc PoC Group Session - Confirmed Indication, 

Invited PoC Client: Automatic Answer Mode.
	6.1.3.1
6.1.3.1.a 6.1.3.3.1

6.2.1.2
	

	PoC_CP-SJR-C-011-M

PoCV1.0mod
	On-demand Session establishment: 1-1 PoC Session - Confirmed Indication, 

Invited PoC Client: Automatic Answer Mode. 
	6.1.3.1
6.1.3.1.a 6.1.3.3.1 6.2.1.2
	

	PoC_CP-SJR-C-012-O

PoCV1.0mod
	On-demand Session establishment: Ad-hoc PoC Group Session and 1-1 PoC Session setup (receiving SIP 180 "Ringing" response)
	6.1.3.1
6.1.3.1.a 6.1.3.3.1
	

	PoC_CP-SJR-C-013-M

PoCV1.0mod
	On-demand Session establishment: Ad-hoc PoC Group Session and 1-1 PoC Session setup (receiving SIP 200 "OK" response)
	6.1.3.1
6.1.3.1.a 6.1.3.3.1
	

	PoC_CP-SJR-C-014-O

PoCV1.0mod
	On-demand Session establishment: Notify Media Burst Control Scheme
	6.1.3.1
6.1.3.1.a 6.1.3.3.1
	

	PoC_CP-SJR-C-015-O

PoCV1.0mod


	On-demand Session establishment: Ad-hoc PoC Group Session and 1-1 PoC Session setup for Unconfirmed Indication
	6.1.3.1
6.1.3.1.a 6.1.3.3.1


	

	PoC_CP-SJR-C-016-M

PoCV1.0mod
	On-demand Session establishment: Pre-arranged PoC Group Session - Confirmed Indication, 

Invited PoC Client: Automatic Answer Mode. 
	6.1.3.1
6.1.3.1.a 6.1.3.3.2, 6.2.1.2
	

	PoC_CP-SJR-C-017-M

PoCV1.0mod
	On-demand Session establishment: Ad-hoc PoC Group Session,

Invited PoC Client: Manual Answer Mode.
	6.1.3.1
6.1.3.1.a 6.1.3.3.1, 6.2.1.3
	

	PoC_CP-SJR-C-018-M

PoCV1.0mod
	On-demand Session establishment: 1-1 PoC Session 

Invited PoC Client Manual: Answer Mode.
	6.1.3.1
6.1.3.1.a 6.1.3.3.1, 6.2.1.3
	

	PoC_CP-SJR-C-019-M

PoCV1.0mod

	On-demand Session establishment: Pre-arranged PoC Group Session - Invited PoC Client Manual Answer Mode.
	6.1.3.1
6.1.3.1.a 6.1.3.3.2

6.2.1.3
	

	PoC_CP-SJR-C-020-M

PoCV1.0mod

	On-demand Session establishment: joining a Chat PoC Group Session setup
	6.1.3.1
6.1.3.1.a 6.1.3.3.2
	

	PoC_CP-SJR-C-021-M

PoCV1.0mod

	On-demand Session establishment: PoC Client re-joining a PoC Session
	6.1.3.1
6.1.3.1.a 6.1.5.1
	

	PoC_CP-SJR-C-022-O

 PoCV1.0mod

	Pre-established Session establishment
	6.1.3.1
6.1.3.1.a 6.1.3.2

6.1.3.2.1
	

	PoC_CP-SJR-C-023-O

PoCV1.0mod

	Pre-established Session : Ad-hoc PoC Group Session (receiving SIP REFER request)
	6.1.3.2.2
	PoC_CP-SJR-C-022-O



	PoC_CP-SJR-C-024-O

PoCV1.0mod

	Pre-established Session: 1-1 PoC Session initiation (receiving SIP REFER request)
	6.1.3.2.2
	PoC_CP-SJR-C-022-O



	PoC_CP-SJR-C-025-O

PoCV1.0mod

	Pre-established Session: Display of indication to PoC User of acceptance/rejection of PoC Session
	6.1.3.2.2

6.1.3.2.3


	PoC_CP-SJR-C-022-O AND PoC_CP-SJR-C-023-O OR

PoC_CP-SJR-C-024-O OR  PoC_CP-SJR-C-026-O

	PoC_CP-SJR-C-026-O

PoCV1.0mod

	Pre-established Session: PoC Client Pre-arranged or Chat PoC Group Session (receiving SIP REFER request)
	6.1.3.2.3
	PoC_CP-SJR-C-022-O



	PoC_CP-SJR-C-027-O

PoCV1.0mod

	Pre-established Session: PoC Client releases a Pre-established Session
	6.1.3.2.4
	PoC_CP-SJR-C-022-O



	PoC_CP-SJR-C-028-O

PoCV1.0mod

	Pre-established Session: Re-joining a PoC Session 
	6.1.5.2
	PoC_CP-SJR-C-022-O

	Terminating Client Procedures

	PoC_CP-SJR-C-029-M

PoCV1.0mod


	PoC Client invited to a PoC Session: General INVITE procedure
	6.2.1.1

5.4
	PoC_CP-SJR-C-031-O OR

PoC_CP-SJR-C-032-O OR

PoC_CP-SJR-C-033-O

	PoC_CP-SJR-C-031-O

PoCV1.0mod

	PoC Client invited to a PoC Session: Automatic Answer Mode 
	6.2.1.2

6.2.1.1.a
	

	PoC_CP-SJR-C-032-O

PoCV1.0mod

	PoC Client invited to a PoC Session: Manual answer 
	6.2.1.3

6.2.1.1.a
	

	PoC_CP-SJR-C-033-O

PoCV1.0mod
	PoC Client invited to a PoC Session: Manual Answer Override
	6.2.1.2

6.2.1.1.a
	

	Releasing/ Leaving a Session

	Originating Client Procedures

	PoC_CP-SJR-C-078-M

PoCV1.0
	On Demand Session: Leaving a PoC Session: Release the floor
	6.1.6.1
	

	PoC_CP-SJR-C-079-M PoCV1.0
	On Demand Session: Leaving a PoC Session SIP BYE 
	6.1.6.1
	

	PoC_CP-SJR-C-080-O

PoCV1.0
	Pre-established Session: Leaving a PoC Session: Generate SIP REFER 
	6.1.6.2
	

	PoC_CP-SJR-C-081-O

PoCV1.0
	Pre-established Session: Leaving a PoC Session - receive SIP NOTIFY 
	6.1.6.2
	

	PoC_CP-SJR-C-082-O

PoCV1.0
	Pre-established Session: Leaving a PoC Session – display information contained in SIP NOTIFY 
	6.1.6.2
	PoC_CP-SJR-C-081-O



	PoC_CP-SJR-C-083-O

PoCV1.0
	On Demand Session: Releasing a PoC Session: Release the floor
	6.1.16.1
	

	PoC_CP-SJR-C-084-M

PoCV1.0
	On Demand Session: Releasing a PoC Session - on demand case
	6.1.16.1
	PoC_CP-SJR-C-083-O



	PoC_CP-SJR-C-085-O

PoCV1.0
	Pre-established Session: Releasing a PoC Session - pre-established case
	6.1.16.2
	PoC_CP-SJR-C-083-O



	PoC_CP-SJR-C-086-O

PoCV1.0
	Pre-established Session: Releasing a PoC Session - receive SIP NOTIFY 
	6.1.16.2
	PoC_CP-SJR-C-083-O



	PoC_CP-SJR-C-087-O

PoCV1.0
	Pre-established Session: Releasing a PoC Session – display information contained in SIP NOTIFY 
	6.1.16.2
	PoC_CP-SJR-C-086-O



	Terminating Client Procedures

	PoC_CP-SJR-C-088-M 
PoCV1.0
	PoC Client receiving a PoC Session Release Request: On-demand case
	6.2.3.1
	

	PoC_CP-SJR-C-089-O 
PoCV1.0
	PoC Client receiving a PoC Session Release Request: Pre-established case
	6.2.3.2
	PoC_CP-SJR-C-085-O



	Cancel a PoC Session
	
	
	

	PoC_CP-SJR-C-101-M

PoCV1.0
	Originating PoC Client Canceling a PoC Session initiation - on-demand case
	6.1.11.1
	

	PoC_CP-SJR-C-102-M

PoCV1.0
	Terminating PoC Client cancelling a PoC Session request: On-demand case (receiving SIP CANCEL)
	6.2.6.1
	


1.3.2 PoC Server

	Item
	Function
	Reference
	Requirement

	Participating PoC Function

	Processing requests initiated by Served User

	PoC_CP-SJR-S-034-M

PoCV1.0mod

	General process for SIP INVITE requests and SIP 200 "OK" responses  
	7.3.1.1
	PoC_CP-SJR-S-035-M

OR

PoC_CP-SJR-S-036-O

	PoC_CP-SJR-S-035-M

PoCV2.0
	SDP offer generation on demand case
	7.3.1.1a
	

	PoC_CP-SJR-S-036-O

PoCV2.0
	SDP offer generation pre-established case
	7.3.1.1b
	PoC_CP-SJR-S-039-O OR PoC_CP-SJR-S-044-O

	PoC_CP-SJR-S-037-M

PoCV2.0
	SDP answer generation
	7.3.1.1c
	PoC_CP-SJR-S-040-O  OR PoC_CP-SJR-S-041-O OR

PoC_CP-SJR-S-042-O

	PoC_CP-SJR-S-038-O

PoCV1.0
	Includes the Nick Name in the Authenticated Originator’s PoC Address
	7.3.1.1, 7.3.2.1
	

	PoC_CP-SJR-S-039-O

PoCV1.0mod

	Pre-established Session initiation requests 
	7.3.1.2

7.3.1.1.b
	PoC_CP-SJR-S-040-O  OR PoC_CP-SJR-S-041-O OR

PoC_CP-SJR-S-042-O

	PoC_CP-SJR-S-040-O

PoCV1.0 ?
	Respond to Pre-established Session requests with SIP 403 "Forbidden" response if feature is not supported
	7.3.1.2
	

	PoC_CP-SJR-S-041-O

PoCV1.0 ?
	Respond to Pre-established Session requests for case where feature is supported
	7.3.1.2
	

	PoC_CP-SJR-S-042-O

PoCV2.0 ?
	Pre-established Session modification request to change media capabilities while not in a PoC Session
	7.3.1.3
	

	PoC_CP-SJR-S-043-M

PoCV1.0mod
	PoC Session Initiation using On-demand Session
	7.3.1.4

7.3.1.1.a
	

	PoC_CP-SJR-S-044-O PoCV1.0mod
	PoC Session Initiation Using Pre-established Session
	7.3.1.5

7.3.1.1.b
	

	Processing requests terminated by Served User

	PoC_CP-SJR-S-045-M

PoCV1.0
	Receiving initiating request (Generate SIP INVITE)
	7.3.2.1
	

	PoC_CP-SJR-S-046-M

PoCV1.0mod
	SDP offer generation
	7.3.2.1a

E3
	PoC_CP-SJR-S-047-M OR 

PoC_CP-SJR-S-048-O

	PoC_CP-SJR-S-047-M

PoCV1.0mod
	SDP answer generation in on demand case
	7.3.2.1b

E3
	PoC_CP-SJR-S-051-O OR PoC_CP-SJR-S-054-M  



	PoC_CP-SJR-S-048-O

PoCV1.0mod
	SDP answer generation in pre-established case
	7.3.2.1c

E3
	PoC_CP-SJR-S-052-O OR PoC_CP-SJR-S-053-O OR PoC_CP-SJR-S-055-O

	PoC_CP-SJR-S-049-M

PoCV1.0
	PoC Session Invitation request
	7.3.2.1

7.3.2.1.a

7.3.2.2
	

	PoC_CP-SJR-S-050-O

PoCV2.0
	PoC Session Invitation request respecting QoE profiles
	7.3.2.1

7.3.2.1.a

7.3.2.2

E.3.2

5.8
	

	PoC_CP-SJR-S-051-O

PoCV1.0mod
	Automatic answer (On- demand Session)
	7.3.2.1

7.3.2.1.b

7.3.2.2.1
	

	PoC_CP-SJR-S-052-O

PoCV1.0mod
	Automatic answer (Pre-established Session)
	7.3.2.1

7.3.2.1.c

7.3.2.2.2
	

	PoC_CP-SJR-S-053-O

PoCV1.0mod
	Automatic answer (Pre-established Session) 
	7.3.2.1

7.3.2.1.c

7.3.2.2.2
	

	PoC_CP-SJR-S-054-M

PoCV1.0mod
	Manual answer
	7.3.2.1

7.3.2.1.a

7.3.2.2.3
	

	PoC_CP-SJR-S-055-O

PoCV1.0mod
	Manual answer using Pre-established Session
	7.3.2.1

7.3.2.1.c

7.3.2.2.4
	

	PoC_CP-SJR-S-056-O

PoCV2.0
	Forward invitation to a PoC Box –unconditional forward
	7.3.2.1

7.3.2.1.a

7.3.2.2.5.1
	

	PoC_CP-SJR-S-057-O

PoCV2.0
	Forward invitation – conditional forward to a NW PoC Box
	7.3.2.1

7.3.2.1.a

7.3.2.2.5.2
	

	Controlling PoC Function

	Requests terminated by the Controlling PoC Function

	PoC_CP-SJR-S-058-M

PoCV1.0mod
	General - Server behavior on receipt of SIP INVITE
	7.2.1.1

7.2.1.1.a
	

	PoC_CP-SJR-S-059-O

PoCV1.0mod
	General - Inclusion of supported SIP methods in the SIP 200 "OK" response
	7.2.1.1

7.2.1.1.a
	

	PoC_CP-SJR-S-060-O

PoCV1.0mod
	General – inclusion of media parameter in the MIME SDP body when sending SIP 488 “not acceptable here”
	7.2.1.1

7.2.1.1.a
	

	
	
	
	

	PoC_CP-SJR-S-062-M

PoCV1.0mod
	Ad-hoc PoC Group and 1-1 PoC Session setup request
	7.2.1.1

7.2.1.1.a 7.2.1.2
	

	PoC_CP-SJR-S-063-M 
PoCV1.0mod
	Ad-hoc PoC Group and 1-1 PoC Session setup request with Confirmed Indication
	7.2.1.1

7.2.1.1.a 7.2.1.2
	

	PoC_CP-SJR-S-064-O 
PoCV1.0mod
	Ad-hoc PoC Group and 1-1 PoC Session setup request with Unconfirmed Indication
	7.2.1.1

7.2.1.1.a 7.2.1.2

7.2.1.1.a
	

	PoC_CP-SJR-S-065-M 
PoCV1.0mod
	Pre-arranged PoC Group Session setup request
	7.2.1.1

7.2.1.1.a 7.2.1.3

7.2.1.3.1
	

	PoC_CP-SJR-S-066-M 
PoCV1.0mod
	Pre-arranged PoC Group Session setup request with Confirmed Indication in General
	7.2.1.1

7.2.1.1.a 7.2.1.3

7.2.1.3.1
	

	PoC_CP-SJR-S-067-O 
PoCV1.0mod
	Pre-arranged PoC Group Session setup request with Unconfirmed Indication in General
	7.2.1.1

7.2.1.1.a 7.2.1.3

7.2.1.3.1
	

	PoC_CP-SJR-S-068-M 
PoCV1.0
	Rejoining PoC Session request
	7.2.1.4
	

	PoC_CP-SJR-S-069-O 
PoCV1.0
	Rejoining PoC Session request: Alternative IP address or port number indication 
	7.2.1.4
	

	PoC_CP-SJR-S-070-M 
PoCV1.0
	Rejoining PoC Session request: Joining chat PoC Group Session request
	7.2.1.5
	

	PoC_CP-SJR-S-071-O 
PoCV1.0
	Rejoining PoC Session request: Alternative IP address or port number indication 
	7.2.1.5
	

	Requests terminated by the Controlling PoC Function

	PoC_CP-SJR-S-072-M

PoCV1.0mod
	General - Server behavior when generating a SIP request: PoC Session invitation request and SDP offer generation
	7.2.2.1

7.2.2.2

7.2.2.2.a
	

	PoC_CP-SJR-S-075-M 
PoCV1.0mod
	PoC Session invitation request with Confirmed Indication
	7.2.2.1

7.2.2.2.a

7.2.2.2
	

	PoC_CP-SJR-S-076-O 
PoCV1.0mod
	PoC Session invitation request with Unconfirmed Indication
	7.2.2.1

7.2.2.2.a

7.2.2.2
	

	PoC_CP-SJR-S-077-O 
PoCV1.0mod
	PoC Session invitation request: Alternative IP address or port number indication
	7.2.2.1

7.2.2.2.a

7.2.2.2
	

	Releasing/ Leaving a Session

	Participating PoC Function

	Processing requests initiated by Served User

	PoC_CP-SJR-S-090-M 
PoCV1.0
	SIP BYE request (On- demand Session)
	7.3.1.10.1
	

	PoC_CP-SJR-S-091-O 
PoCV1.0
	SIP REFER with method set to BYE (Pre-established Session)
	7.3.1.10.2
	

	PoC_CP-SJR-S-092-O 
PoCV1.0
	SIP REFER BYE request (Pre-established Session)
	7.3.1.10.3
	

	PoC_CP-SJR-S-093-M 
PoCV1.0
	PoC Session release from User Plane
	7.3.1.15
	PoC_CP-SJR-C-083-O

	Processing requests terminated by Served User

	PoC_CP-SJR-S-094-M 
PoCV1.0
	SIP BYE request (On- demand Session)
	7.3.2.6.1
	

	PoC_CP-SJR-S-095-O 
PoCV1.0
	SIP BYE Request (Pre-established Session)
	7.3.2.6.2
	

	PoC_CP-SJR-S-096-M 
PoCV2.0 ?
	Leaving a PoC Session when using a pre-established session
	7.3.2.6.3
	PoC_CP-SJR-C-085-O



	Controlling PoC Function

	Requests terminated by the Controlling PoC Function

	PoC_CP-SJR-S-097-M

PoCV1.0
	Leaving PoC Session request  using SIP BYE
	7.2.1.9.1


	

	PoC_CP-SJR-S-098-O

PoCV1.0
	Processing requests for leaving a PoC Session (for Pre-established Session case) using SIP REFER BYE
	7.2.1.9.2
	PoC_CP-SJR-C-085-O



	PoC_CP_SJR-S-099-O

PoCV2.0
	Processing requests for leaving a PoC Session (within Pre-established Session case) using SIP BYE
	7.2.1.9.3


	PoC_CP-SJR-C-085-O



	PoC_CP_SJR-S-100-M 
PoCV2.0
	Processing requests for leaving a PoC Session (using on-Demand Session case) using SIP REFER BYE
	7.2.1.9.4
	

	Cancel a PoC Session
	
	
	

	PoC_CP-SJR-S-103-M

PoCV1.0
	Participating PoC Server processing requests initiated by Served User sending SIP CANCEL Request
	7.3.1.9
	

	PoC_CP-SJR-S-104-M

PoCV1.0
	Participating PoC Server processing requests terminated by Served User sending SIP CANCEL request
	7.3.2.5
	

	PoC_CP-SJR-S-105-M

PoCV1.0
	Requests terminated by the Controlling PoC Function: Cancel PoC Session setup request
	7.2.1.10
	

	PoC_CP-SJR-S-106-M

PoCV1.0
	Requests initiated by the Controlling PoC Function: Cancel of PoC Session invitation request
	7.2.2.4
	


1.4 Session-related Features (SRF)
1.4.1 PoC Client
	Item
	Function
	Reference
	Requirement

	Session Modification

	PoC_CP-SRF-C-001-M

PoCV1.0
	Session Modification: General Procedures: INVITE request
	6.1.4.1
	

	PoC_CP-SRF-C-003-O

PoCV1.0
	Session Modification: General Procedures – SIP UPDATE request
	6.1.4.1
	

	PoC_CP-SRF-C-004-O

PoCV1.0mod
	Session Modification: PoC Client placing media on hold
	6.1.4.2
	PoC_CP-SRF-C-005-O



	PoC_CP-SRF-C-005-O

PoCV1.0mod
	Session Modification: PoC Client placing media off hold
	6.1.4.3
	PoC_CP-SRF-C-004-O



	PoC_CP-SRF-C-006-O

PoCV1.0mod
	Session Modification: User Plane adaptation: Modifying media capabilities during an ongoing PoC Session
	6.1.4.4
	

	PoC_CP-SRF-C-008-M

PoCV2.0 ??
	Session Modification: SIP Session refresh (receiving 200OK)
	6.1.4.5
	

	PoC_CP-SRF-C-009-O

PoCV1.0
	Session Modification: SIP Session Expiration 
	6.1.4.5
	

	PoC_CP-SRF-C-010-O

PoCV2.0
	Session Modification: Adding and disconnect media
	6.1.4.6
	

	PoC_CP-SRF-C-011-O

PoCV2.0
	Session Modification: Adding and disconnect media (receiving 200OK)
	6.1.4.6
	PoC_CP-SRF-C-010-O



	Originating Client Procedure

	PoC_CP-SRF-C-012-M

PoCV1.0mod 
	Session Modification: Adding PoC User to PoC Session: invited PoC User in Manual Answer Mode 
	6.1.7


	

	PoC_CP-SRF-C-013-M

PoCV1.0mod
	Session Modification: Adding PoC user to PoC Session: invited PoC user in Automatic Answer Mode 
	6.1.7


	

	PoC_CP-SRF-C-014-M

PoCV1.0mod
	Adding a PoC user - Notification: in Ad-hoc PoC Group, Pre-arranged PoC Group.

Notification of result of invitation of the invited PoC subscriber 
	6.1.7
	

	Terminating Client Procedures

	PoC_CP-SRF -C-015-O 
PoCV1.0
	PoC Client receiving a PoC Session Modification Request (send SIP 200 OK after receiving SIP UPDATE or SIP re-INVITE)
	6.2.2, 6.2.2.a
	

	PoC_CP-SRF -C-016-O 
PoCV1.0

	PoC Client receiving a PoC Session Modification Request (user plane adaptation)
	6.2.2.b, 6.2.1.1.a
	PoC_CP-SRF -C-015-O

	PoC_CP-SRF -C-017-O 
PoCV1.0

	PoC Client receiving request to add and disconnect media (send SIP 200 OK)
	6.2.2.c, 6.2.1.1.a
	PoC_CP-SRF -C-015-O

	Sending Discrete Media

	PoC_CP-SRF-C-030-O 
PoCV2.0


	Originating PoC Client sending a Discrete Media as a SIP MESSAGE
	6.1.15 [OMA-IM-TS]
	[OMA-IM-TS]: ERELD:MSF

Section „pager mode“

	PoC_CP-SRF-C-031-O

PoCV2.0
	Terminating PoC Client receiving discrete media in SIP MESSAGE
	6.2.8, 

[OMA-IM-TS]
	[OMA-IM-TS]: ERELD:MSF Section „pager mode“

	Simultaneous Sessions

	PoC_CP-SRF-C-067-O 
PoCV1.0
	Originating PoC Client Setting Session Priority indicating with SDP attribute
	6.1.12.1
	

	PoC_CP-SRF-C-068-O 
PoCV1.0
	Simultaneous Session control: PoC Client handling for PoC Session locking in a particular PoC Session
	6.1.12.2
	

	PoC_CP-SRF-C-070-O 
PoCV1.0
	Terminating PoC Client setting  the PoC Session priority in SDP payload
	6.2.7
	

	PoC_CP-SRF-C-071-O 
PoCV1.0
	PoC Client handling for PoC Session locking in a particular PoC Session
	6.2.7
	

	Expelling session participants

	PoC_CP-SRF-C-069-O 
PoCV2.0
	Expel another participant from PoC Session
	6.1.13
	


1.4.2 PoC Server

	Item
	Function
	Reference
	Requirement

	Session Modification

	Participating PoC Function

	Processing requests initiated by Served User

	PoC_CP-SRF-S-018-M 
PoCV1.0mod
	PoC Session Modification request during an ongoing PoC Session
	7.3.1.6
	PoC_CP-SRF-S-019-O OR PoC_CP-SRF-S-020-O

	PoC_CP-SRF-S-019-O 
PoCV1.0mod
	PoC Session Modification request during an ongoing Poc Session if feature is not supported
	7.3.1.6
	

	PoC_CP-SRF-S-020-O 
PoCV1.0mod
	PoC Session Modification request during an ongoing Poc Session if feature is supported
	7.3.1.6
	

	PoC_CP-SRF-S-021-M

PoCV2.0 ?
	SIP SUBSCRIBE requests containing URIs not owned by this Poc Server
	7.3.1.7
	

	PoC_CP-SRF-S-022-M 
PoCV2.0 ?
	SIP REFER request containing URIs not owned by  this PoC Server 
	7.3.1.8
	

	PoC_CP-SRF-S-023-O

PoCV1.0
	Responding to SIP REFER requests when Pre-established Session is supported
	7.3.1.8
	PoC_CP-SJR-S-091-O Or PoC_CP-SJR-S-092-O

	Processing requests terminated by Served User

	PoC_CP-SRF-S-024-M

PoCV1.0
	PoC Session Modification
	7.3.2.3
	

	PoC_CP-SRF-S-025-M

PoCV1.0
	SIP NOTIFY request
	7.3.2.4
	

	Controlling PoC Function

	Requests terminated by the Controlling PoC Function

	PoC_CP-SRF-S-026-M

PoCV1.0mod
	PoC Session modification (changes to media capabilities)
	7.2.1.7

7.2.2.5

7.2.1.1a
	

	PoC_CP-SRF-S-027-O

PoCV1.0mod
	Updating of media capabilities according to local policy
	7.2.1.7

7.2.2.5

7.2.1.1a
	

	PoC_CP-SRF-S-028-M

PoCV1.0mod
	Adding Participants to PoC Session request
	7.2.1.8


	

	PoC_CP-SRF-S-029-M 
PoCV1.0mod
	Termination of the implicit subscription and indication to PoC Client
	7.2.1.8
	

	Sending Discrete Media

	PoC_CP-SRF-S-032-O 
PoCV2.0
	PoC Server Roles Establishment: Discrete Media Request
	7.2.1.23 [OMA-IM-TS]
	[OMA-IM-TS]: ERELD:MSF Section „pager mode“

	PoC_CP-SRF-S-033-O 
PoCV2.0
	Participating PoC Function- Processing requests initiated by Served User: Discrete Media request
	7.3.1.16

[OMA-IM-TS]
	[OMA-IM-TS]:ERELD:MSF Section „pager mode“

	PoC_CP-SRF-S-034-O 
PoCV2.0
	Participating PoC Function- Processing requests terminated by Served User: Discrete Media
	7.3.2.8

[OMA-IM-TS]
	[OMA-IM-TS]:ERELD-MSF Section „pager mode“

	PoC_CP-SRF-S-035-O 
PoCV2.0
	Requests initiated by Controlling PoC Function: Discrete Media Request
	7.2.2.3

[OMA-IM-TS]
	[OMA-IM-TS]:ERELD-MSF Section „pager mode“

	PoC_CP-SRF-S-036-O 
PoCV2.0
	Requests received by Controlling PoC Function: Discrete Media Request
	7.2.2.7

[OMA-IM-TS]
	[OMA-IM-TS]:ERELD-MSF Section „pager mode“

	PoC Server Role Establishment

	PoC_CP-SRF-S-037-M

PoCV1.0
	Determination of PoC Server role as a Participating and/or Controlling PoC Function
	7.1
	

	PoC_CP-SRF-S-038-M 
PoCV1.0
	Reception of initial SIP INVITE request – mobile initiating trigger detection point
	7.1.1

7.3.2.1

7.3.1.4
	

	PoC_CP-SRF-S-042-O

PoCV2.0
	Replace warning text with text in specified language
	7.1.1

5.6
	

	PoC_CP-SRF-S-043-M 
PoCV1.0
	Reception of initial SIP INVITE request – Controlling PoC Function
	7.1.1

7.2.1.3

7.2.1.4

7.2.1.5
	

	PoC_CP-SRF-S-044-M 
PoCV1.0
	Reception of initial SIP INVITE request – Participating PoC Function
	7.1.1

7.3.2.2
	

	PoC_CP-SRF-S-045-M 
PoCV1.0
	Reception of initial SIP INVITE request – SIP URI unknown, send SIP 404
	7.1.1
	

	PoC_CP-SRF-S-046-M 
PoCV1.0
	Forward to PoC Box if Unconditional forward invitations is set to true
	7.1.1

7.3.2.2.5.1
	PoC_CP-PBO-C-004-O

	PoC_CP-SRF-S-047-M 
PoCV1.0
	Reception of SIP REFER request, if originating PoC service trigger
	7.1.2

7.3.1.8
	

	PoC_CP-SRF-S-048-M 
PoCV1.0
	Reception of SIP REFER request, if terminating PoC service trigger
	7.1.2

7.2.1.x

7.2.1.8

7.2.1.9.2

7.2.1.9.4
	

	PoC_CP-SRF-S-051-M

PoCV1.0mod
	Reception of SIP MESSAGE request 
	7.1.3

7.3.1.16

7.3.2.8

7.2.1.23

7.3.1.4

7.3.1.5

7.3.2.2
	PoC_CP-SRF-S-032-O OR PoC_CP-FDC-C-002-O

	PoC_CP-SRF-S-053-M

PoCV1.0mod
	Reception of SIP SUBSCRIBE request
	7.1.4

7.3.1.7
	

	Session Policy Control Procedures

	PoC_CP-SRF-S-054-M 
PoCV1.0
	PoC Session joining policy
	7.2.1.6
	

	PoC_CP-SRF-S-055-M 
PoCV1.0
	PoC Session initiation policy
	7.2.1.14
	

	PoC_CP-SRF-S-056-M 
PoCV1.0
	PoC Session initiation policy for pre-arranged PoC session
	7.2.1.14.1
	

	PoC_CP-SRF-S-057-O 
PoCV2.0
	PoC Session initiation policy for Dispatch PoC session for PoC Dispatcher 
	7.2.1.14.2
	

	PoC_CP-SRF-S-058-O 
PoCV2.0
	PoC Session initiation policy for Dispatch PoC session for PoC Fleet member
	7.2.1.14.3
	

	PoC_CP-SRF-S-059-M 
PoCV2.0
	PoC Session adding policy
	7.2.1.15
	

	PoC_CP-SRF-S-060-M 
PoCV2.0
	PoC Session release policy
	7.2.1.16
	

	PoC_CP-SRF-S-061-M 
PoCV2.0
	Generating a SIP NOTIFY to a SIP REFER request
	7.2.1.17
	

	PoC_CP-SRF-S-062-O 
PoCV2.0
	PoC Session Participant information policy
	7.2.1.18
	

	PoC_CP-SRF-S-063-O 
PoCV2.0
	PoC Session Role Transfer Policy
	7.2.1.19
	

	PoC_CP-SRF-S-064-M 
PoCV2.0
	Group Advertisement Policy
	7.2.1.20
	

	PoC_CP-SRF-S-065-M 
PoCV2.0
	Adding Media to a PoC Session policy
	7.2.1.21
	

	PoC_CP-SRF-S-066-M 
PoCV2.0
	Remove Media from a PoC Session policy
	7.2.1.22
	

	Simultaneous Sessions

	PoC_CP-SRF-S-072-O 
PoCV1.0
	Participating PoC Function: Simultaneous Sessions Control Procedures
	7.3.1.12.1
	

	PoC_CP-SRF-S-073-O 
PoCV1.0
	Participating PoC Function: Simultaneous Sessions Control - Session Priority Requests
	7.3.1.12.2


	PoC_CP-SRF-C-067-O

	PoC_CP-SRF-S-074-O 
PoCV1.0
	Participating PoC Function: Simultaneous Sessions Control - Processing Session locking requests
	7.3.1.12.3 
	PoC_CP-SRF-C-068-O

	SIP Session Timer

	PoC_CP-SRF-S-075-M 
PoCV1.0
	Processing of SIP Session timer expiry 
	7.3.1.13


	

	Subscribing to Participant Information

	PoC_CP-SRF-S-076-M 
PoCV1.0
	Requests initiated by the PoC Server performing the Participating PoC Function: Subscribing to Participant Information
	7.3.3.1
	


1.5 Session-unrelated Features (SUF)
1.5.1 PoC Client
	Item
	Function
	Reference
	Requirement

	PoC_CP-SUF-C-001-M

PoCV1.0
	Originating PoC Client Privacy requested by PoC User 
	6.1.3.1
	

	PoC_CP-SUF-C-002-O PoCV1.0
	Originating PoC Client Subscription to the conference state event package (sending SIP SUBSCRIBE request) for Pre-established Session
	6.1.10
	

	PoC_CP-SUF-C-003-O PoCV1.0
	Originating PoC Client Subscription to the conference state event package (sending SIP SUBSCRIBE request) for On-Demand Session
	6.1.10
	

	Group Advertisement

	PoC_CP-SUF-C-012-O PoCV1.0
	GA: PoC Client Receiving a Group Advertisement
	6.2.5
	

	PoC_CP-SUF-C-013-O PoCV1.0
	GA: PoC Client Sending a Group Advertisement (sending SIP MESSAGE)
	6.1.9
	

	Instant Personal Alert

	PoC_CP-SUF-C-023-O PoCV1.0

	Originating PoC Client Sending an Instant Personal Alert (sending SIP MESSAGE)
	6.1.8
	

	PoC_CP-SUF-C-024-M PoCV1.0


	Terminating PoC Client receiving an Instant Personal Alert: receiving SIP MESSAGE
	6.2.4
	

	PoC_CP-SUF-C-025-O PoCV1.0
	Terminating PoC Client receiving an Instant Personal Alert: initiating 1-1 PoC Session
	6.2.4
	

	PoC Service Settings

	PoC_CP-SUF-C-028-M 
PoCV1.0mod
	PoC Client: PoC Service Setting Procedure – initiation of SIP PUBLISH request 
	6.1.2
	

	PoC_CP-SUF-C-029-M 
PoCV2.0
	PoC Client: Includes parameter: answer mode, ISB, IAB, SSS
	6.1.2
	

	PoC_CP-SUF-C-030-O

PoCV2.0
	PoC Client: Includes parameter: Media content in request header, text content in request header
	6.1.2
	

	PoC_CP-SUF-C-031-O 
PoCV1.0
	PoC Client: Indication of setting results after receiving SIP 200 "OK" response 
	6.1.2
	

	Presence

	PoC_CP-SUF-C-035-O 
PoCV1.0
	Presence procedures
	C.3
	PoC_CP-SUF-C-036-O OR PoC_CP-SUF-C-037-O

	PoC_CP-SUF-C-036-O 
PoCV1.0
	The PoC Client collaborates with the presence source and watcher entities when residing in the same UE.
	C.3
	PoC_CP-SUF-C-035-O

	PoC_CP-SUF-C-037-O 
PoCV1.0
	Only when the PoC Server is not enabled to publish presence information on behalf of the PoC User, then the Presence Source residing in the same UE as the PoC Client publishes the presence information for the elements specified in subclause  C.1 "Availability for PoC-Session Service".
	C.3
	PoC_CP-SUF-C-035-O


1.5.2 PoC Server
	Item
	Function
	Reference
	Requirement

	PoC_CP-SUF-S-004-M 
PoCV1.0
	Controlling PoC Function: PoC Session Participant information requests
	7.2.1.11

7.2.1.11.1

7.2.1.11.2

7.2.1.18
	

	PoC_CP-SUF-S-005-M 
PoCV1.0
	Controlling PoC Function: Terminate subscriptions for terminated PoC Sessions
	7.2.1.11.3
	

	PoC_CP-SUF-S-006-O 
PoCV1.0
	Controlling PoC Function: Sending of SIP NOTIFY when subscribed state changes
	7.2.1.11.1
	

	PoC_CP-SUF-S-007-O 
PoCV1.0
	Controlling PoC Function: Limiting rate of SIP NOTIFY requests
	7.2.1.11.2
	PoC_CP-SUF-S-006-O

	PoC_CP-SUF-S-008-O 
PoCV1.0
	Controlling PoC Function: PoC Server should avoid sending SIP Notify to a PoC Client at the same time as a Talk Burst is sent or received from same PoC Client
	7.2.1.11.2
	

	PoC_CP-SUF-S-009-M 
PoCV1.0
	Requests terminated by Controlling PoC Function: SIP Session refresh procedure
	7.2.1.13
	

	PoC_CP-SUF- S-010-M 
PoCV1.0
	Requests initiated by Controlling PoC Function: Removal  of Participant from PoC Session
	7.2.2.5
	

	PoC_CP-SUF- S-011-O 
PoCV1.0
	Requests initiated by Controlling PoC Function: PoC Session modification of media capabilities for one SIP Session in an ongoing PoC Session
	7.2.2.6
	

	Group Advertisement

	PoC_CP-SUF-S-014-O 
PoCV1.0
	PF processing requests initiated by Served User:  Group Advertisement request 
	7.3.1.11
	

	PoC_CP-SUF-S-015-M 
PoCV1.0
	PF processing requests terminated by Served User:  Group Advertisement Requests (receive SIP MESSAGE)
	7.3.2.7
	PoC_CP-SUF-S-016-O OR  PoC_CP-SUF-S-017-O

	PoC_CP-SUF-S-016-O 
PoCV1.0
	PF processing requests terminated by Served User:  Group Advertisement request reject when not supported by the server
	7.3.2.7
	

	PoC_CP-SUF-S-017-O 
PoCV1.0
	PF processing requests terminated by Served User:  Group Advertisement request procedure when feature is supported
	7.3.2.7
	

	PoC_CP-SUF-S-018-M 
PoCV1.0
	PF processing requests terminated by Served User:  Group Advertisement respecting privacy
	7.3.2.7

[POC-XDM]
	

	PoC_CP-SUF-S-019-M 
PoCV1.0
	Requests terminated by CF: Group Advertisement requests (SIP MESSAGE request)
	7.2.1.12
	PoC_CP-SUF-S-020-O OR PoC_CP-SUF-S-021-O

	PoC_CP-SUF-S-020-O 
PoCV1.0
	Requests terminated by CF: Group Advertisement request reject when not supported by the server
	7.2.1.12
	

	PoC_CP-SUF-S-021-O 
PoCV1.0
	Requests terminated by CF: Group Advertisement request procedure when feature is supported
	7.2.1.12
	

	PoC_CP-SUF-S-022-O 
PoCV1.0
	Requests initiated by CF: Group Advertisement request sending
	7.2.2.7
	

	Instant Personal Alert

	PoC_CP-SUF-S-026-M 
PoCV1.0
	Instant Personal Alert procedure at originating PoC Server
	7.4.1.1
	

	PoC_CP-SUF-S-027-M 
PoCV1.0
	Instant Personal Alert procedure at terminating PoC Server
	7.4.1.2
	

	PoC Service Settings

	PoC_CP-SUF-S-032-M 
PoCV1.0
	Participating PoC Function: PoC Service Setting Procedure (processing SIP PUBLISH requests)
	7.3.1.14


	

	Conference URI

	PoC_CP-SUF-S-033-M 
PoCV1.0
	Handling of a request URI of a Conference-Factory-URI that is not allocated on server
	7.5.1
	

	PoC_CP-SUF-S-034-M 
PoCV1.0
	Handling of a SIP INVITE with a request URI of a Conference URI that is not allocated on server performing the Controlling PoC Function
	7.5.2
	

	Presence

	PoC_CP-SUF-S-038-O 
PoCV1.0
	PoC Server acting as a presence source
	C.2.1
	PoC_CP-SUF-S-039-O AND PoC_CP-SUF-S-041-O AND PoC_CP-SUF-S-042-O

	PoC_CP-SUF-S-039-O 
PoCV1.0
	PoC Server acting as a presence source  for PoC Registration and de-registration
	C.2.1.1
	PoC_CP-SUF-S-038-O

	PoC_CP-SUF-S-040-O 
PoCV1.0
	PoC Server sets the "PoC-Session participation" presence information element to the value of "closed" (as defined in subclause C.1.5 "PoC Session participation") at registration and de-registration.
	C.2.1.1
	PoC_CP-SUF-S-039-O

	PoC_CP-SUF-S-041-O 
PoCV1.0
	PoC Server acting as a presence source for Incoming Session Barring (ISB)
	C.2.1.2
	PoC_CP-SUF-S-038-O

	PoC_CP-SUF-S-042-O 
PoCV1.0
	PoC Server acting as a presence source for Incoming Instant Personal Alert Barring (IAB)
	C.2.1.3
	PoC_CP-SUF-S-038-O


1.6 PoC Box (PBO)
1.6.1 PoC Client (UE PoC Box)
	Item
	Function
	Reference
	Requirement

	PoC_CP-PBO-C-001-O 
PoCV2.0

	Register with UE PoC box feature tag
	6.1.1.1
	PoC_CP-REG-C-002-O

OR

PoC_CP-REG-C-003-O

	PoC_CP-PBO-C-002-O 
PoCV2.0

	De-Register with UE PoC box feature tag
	6.1.1.2 
	PoC_CP-REG-C-002-O

OR

PoC_CP-REG-C-003-O

	PoC_CP-PBO-C-003-O 
PoCV2.0

	Reject routing to recipient’s PoC Box
	6.1.3.3.1

6.1.3.3.2
	

	PoC_CP-PBO-C-004-O 
PoCV2.0

	Enforce routing to recipient’s PoC Box
	6.1.3.3.1

6.1.3.3.2
	

	PoC_CP-PBO-C-005-M 
PoCV2.0

	Notification of PoC session establishment with PoC Box in 200OK response for feature tag 'automata’
	6.1.3.3.1

6.1.3.3.2
	PoC_CP-PBO-C-004-O

	PoC_CP-PBO-C-006-O 
PoCV2.0

	Notification of PoC session establishment with UE PoC Box in 200OK response for feature tag 'principal’ along with the feature tag 'automata’
	6.1.3.3.1

6.1.3.3.2
	PoC_CP-PBO-C-004-O

	PoC_CP-PBO-C-007-O 
PoCV2.0

	PoC Session decline with forward to UE PoC Box
	6.2.3.1
	Sec8.3.1

	PoC_CP-PBO-S-017-O 
PoCV2.0

	Network PoC Box – Invited to PoC Session
	8.1

8.1.1

8.1.2
8.1.3

8.1.3.1
	PoC_CP-PBO-S-013-O

	PoC_CP-PBO-S-018-O 
PoCV2.0

	Network PoC Box – PoC Session Release
	8.1.3.2
	

	PoC_CP-PBO-S-019-O 
PoCV2.0

	Procedures initiated by NW PoC Box – Leaving a PoC Session (on demand case)
	8.2

8.2.1
	PoC_CP-PBO-S-003-O

	PoC_CP-PBO-C-020-O 
PoCV2.0

	UE PoC Box – Invited to PoC Session
	8.1

8.1.1

8.1.2
8.3

8.3.1
	

	PoC_CP-PBO-C-021-O 
PoCV2.0

	UE PoC Box – PoC Session Release
	8.3.2
	PoC_CP-PBO-S-014-O

	PoC_CP-PBO-C-022-O 
PoCV2.0

	Procedures initiated by UE PoC Box – Leaving a PoC Session (on demand case)
	8.4

8.4.1
	


1.6.2 PoC Server
	Item
	Function
	Reference
	Requirement

	PoC_CP-PBO-S-008-O PoCV2.0

	Reject PoC Box from entering a Chat Group Session
	7.1.1
	

	PoC_CP-PBO-S-009-O PoCV2.0

	Controlling PoC Server: PoC Session Initiation procedures for PoC box
	7.2.2.2.
	

	PoC_CP-PBO-S-010-O PoCV2.0

	Participating Poc Server:

PoC Session Initiation procedures for PoC box
	7.3.2.2
	

	PoC_CP-PBO-S-011-O PoCV2.0

	Forward Invitation to a Poc Box: Determination of routing to a PoC Box upon an incoming invitation
	7.3.2.2.5

7.3.2.2.5.1
	PoC_CP-PBO-S-009-O AND PoC_CP-PBO-S-010-O

	PoC_CP-PBO-S-012-O PoCV2.0

	Forward Invitation to a PoC Box: Determination of routing to a NW PoC Box upon failure to receive a valid SIP2xx response
	7.3.2.2.5

7.3.2.2.5.2
	PoC_CP-PBO-S-011-O

	PoC_CP-PBO-S-013-O PoCV2.0

	Forward Invitation to a Poc Box: Forward Invitation to a NW Poc Box:
	7.3.2.2.5

7.3.2.2.5.3

	PoC_CP-PBO-S-011-O OR PoC_CP-PBO-S-012-O

	PoC_CP-PBO-S-014-O PoCV2.0

	Forward Invitation to a Poc Box: Forward Invitation to a UE Poc Box:
	7.3.2.2.5

7.3.2.2.5.4

	PoC_CP-PBO-S-011-O


1.7 Dispatcher (DSP)
1.7.1 PoC Client

	Item
	Function
	Reference
	Requirement

	PoC_CP-DSP-C-001-O 
PoCV2.0

	Register with PoC Dispatcher feature tag
	6.1.1.1
	PoC_CP-REG-C-002-O

OR

PoC_CP-REG-C-003-O

	PoC_CP-DSP-C-002-O 
PoCV2.0

	PoC Client On-demand Session establishment: Initiation of Dispatch PoC Session
	6.1.3.3.2.1


	

	PoC_CP-DSP-C-003-O 
PoCV2.0

	PoC Client Pre-established Session: Initiation of Dispatch PoC Session
	6.1.3.2.1

6.1.3.2.3.1
	PoC_CP-SJR-C-022-O



	PoC_CP-DSP-C-004-O 
PoCV2.0

	PoC Client acting as PoC Dispatcher transferring Dispatcher Role
	6.1.14
	

	PoC_CP-DSP-C-005-O 
PoCV2.0

	PoC Dispatcher or PoC Fleet Member invited to a Dispatch PoC Session in case of Auto-answer
	6.2.1.2
	

	PoC_CP-DSP-C-006-O 
PoCV2.0

	PoC Dispatcher or PoC Fleet Member invited to a Dispatch PoC Session in case of Manual-answer
	6.2.1.3
	

	PoC_CP-DSP-C-007-O 
PoCV2.0

	PoC Dispatcher expels another Participant(s) from a Dispatch PoC Session
	6.1.13
	


1.7.2 PoC Server
	Item
	Function
	Reference
	Requirement

	PoC_CP-DSP-S-008-O 
PoCV2.0

	PoC Server -Dispatcher Role Transfer Request
	7.2.1.24
	

	PoC_CP-DSP-S-009-O 
PoCV2.0

	Requests terminated by the Controlling PoC Function: Session setup request from PoC Dispatcher
	7.2.1.3.2

5.6
	

	PoC_CP-DSP-S-010-O 
PoCV2.0

	Requests terminated by the Controlling PoC Function: Session setup request from PoC Fleetnet member
	7.2.1.3.3

5.6
	

	PoC_CP-DSP-S-011-O 
PoCV2.0

	Requests initiated by the Controlling PoC Function: PoC Session invitation request as Dispatch Session
	7.2.2.2

7.2.1.3.1

7.2.1.3.2

7.2.1.3.3

7.2.1.24
	

	PoC_CP-DSP-S-012-O 
PoCV2.0

	Requests received by the Controlling PoC Function: Rejoining a Dispatch Session
	7.2.1.4

5.6

5.8

5.8.1

5.8.2
	

	PoC_CP-DSP-S-013-O 
PoCV2.0

	Participating Poc Server:

PoC Session Initiation procedures:

Auto-answer, pre-established session for Dispatch Session
	7.3.1.1
7.3.1.2
7.3.2.2.2
	


1.8 Quality of Experience (QOE)
1.8.1 PoC Client

	Item
	Function
	Reference
	Requirement

	PoC_CP-QOE-C-001-M 
PoCV2.0

	PoC Client informs PoC server (CF) about achieved Local QoE profile when it is not able to achieve the negotiated Local QoE Profile
	6.2.1.2, 

6.2.1.3

5.8


	PoC_CP-SJR-C-009-M OR PoC_CP-SJR-C-022-O

	PoC_CP-QOE-C-002-M 

PoCV2.0

	Inviting PoC Client - Generating Session establishment requests respecting QoE profiles.
	6.1.3.1
6.1.3.2

6.1.3.3
	PoC_CP-SJR-C-009-M OR

PoC_CP-SJR-C-022-O



	PoC_CP-QOE-C-003-M 

PoCV2.0

	PoC Client is provisioned vía DM with the authorized QoE Profiles and the associated QoS parameters. 
	B.1, B.3
	


1.8.2 PoC Server
	Item
	Function
	Reference
	Requirement

	PoC_CP-QOE -S-002-M
PoCV2.0

	Participating PoC Function – processing requests initiated by served user: Respond to Pre-established Session initiation requests respecting QoE profiles
	7.3.1.2

e.3.2

5.8

5.8.1
	PoC_CP-SJR-S-039-O

	PoC_CP-QOE -S-003-M
PoCV2.0

	Participating PoC Function – processing requests initiated by served user: Pre-established Session modification request to change media capabilities while not in a PoC Session respecting QoE profiles
	7.3.1.3

E.3.2

5.8

5.8.1
	PoC_CP-SJR-S-039-O AND PoC_CP-SJR-S-042-O

	PoC_CP-QOE -S-004-M
PoCV2.0

	Participating PoC Function – processing requests initiated by served user: PoC Session Initiation using On-demand Session respecting QoE profiles
	7.3.1.4

E.3.2

5.8

5.8.1
	

	PoC_CP-QOE -S-005-M
PoCV2.0

	Participating PoC Function – processing requests initiated by served user:  PoC Session Initiation Using Pre-established Session respecting QoE profiles
	7.3.1.5

E.3.2

5.8

5.8.1
	PoC_CP-SJR-S-039-O

	PoC_CP-QOE -S-006-M
PoCV2.0

	Participating PoC Function – processing requests initiated by served user:   PoC Session Modification request during an ongoing PoC Session respecting QoE profiles
	7.3.1.6

E.3.2

5.8

5.8.1
	PoC_CP-SRF-S-020-O

	PoC_CP-QOE -S-007-O
PoCV2.0

	Participating PoC Function – processing requests initiated by served user:   SIP SUBSCRIBE requests respecting the use of Resource-Priority header.
	7.3.1.7

E.3.2

5.8

5.8.1
	

	PoC_CP-QOE -S-008-O 
PoCV2.0

	Participating PoC Function – processing requests initiated by served user:   SIP session release respecting the use of Resource-Priority header.
	7.3.1.10.1

7.3.1.10.2

7.3.1.10.3

E.3.2

5.8

5.8.1
	PoC_CP-SJR-S-090-M OR PoC_CP-SJR-S-091-O OR

PoC_CP-SJR-S-092-O

	PoC_CP-QOE -S-009-O 
PoCV2.0

	Participating PoC Function – processing requests initiated by served user:   Simultaneous Sessions Control Procedures respecting the use of Resource-Priority header.
	7.3.1.12.2

7.3.1.12.3

E.3.2, 

5.8,

5.8.1
	PoC_CP-SRF-S-072-O AND PoC_CP-SRF-S-073-O OR PoC_CP-SRF-S-074-O



	PoC_CP-QOE -S-010-O 
PoCV2.0

	Participating PoC Function – processing requests initiated by served user:   PoC Service Setting Procedure (processing SIP PUBLISH requests) respecting the use of Resource-Priority header.
	7.3.1.14

E.3.2, 

5.8

5.8.1
	

	PoC_CP-QOE -S-011-O 
PoCV2.0

	Participating PoC Function – processing requests terminated  by served user:   SIP BYE request respecting the use of Resource-Priority header.
	7.3.2.6.1

7.3.2.6.2

E.3.2, 

5.8

5.8.1
	PoC_CP-SJR-S-094-M OR PoC_CP-SJR-S-095-O OR

PoC_CP-SJR-S-096-M

	PoC_CP-QOE -S-012-M
PoCV2.0

	Requests terminated by the Controlling PoC Function: Session setup based on QoE profiles
	7.2.1.2
7.2.1.3.1
E.3.2

5.8

5.8.1
	PoC_CP-SJR-S-075-M OR

PoC_CP-SJR-S-076-O OR

PoC_CP-SJR-S-077-O

	PoC_CP-QOE -S-014-O 
PoCV2.0

	Requests terminated by the Controlling PoC Function: Adding Participants to PoC Session request respecting QoE profiles
	7.2.1.8

E.3.2

5.8

5.8.1
	

	PoC_CP-QOE -S-015-O 
PoCV2.0

	Requests terminated by the Controlling PoC Function: Leaving PoC Session request  using SIP BYE respecting use of Resource-Priority header
	7.2.1.9.1
7.2.1.9.2

7.2.1.9.3
E.3.2

5.8

5.8.1
	PoC_CP-SJR-S-098-O OR PoC_CP-SJR-S-099-O

	PoC_CP-QOE -S-018-O 
PoCV2.0

	Requests terminated by the Controlling PoC Function: PoC Session Participant information requests respecting use of Resource-Priority header
	7.2.1.11

7.2.1.11.1

7.2.1.11.2

E.3.2

5.8

5.8.1
	

	PoC_CP-QOE -S-019-O 
PoCV2.0

	Priority and pre-emption: prioritizing of signalling based on QoE profile use
	5.8.2

5.8.1
	

	PoC_CP-QOE -S-020-O 
PoCV2.0

	Requests terminated by the Controlling PoC Function: Re-joining a PoC session

respecting QoE profiles
	7.2.1.4

5.8

5.8.1
	

	PoC_CP-QOE -S-021-O 
PoCV2.0

	Requests terminated by the Controlling PoC Function: joining a Chat group session requests respecting QoE profiles
	7.2.1.5

E.3.2

5.8

5.8.1

5.6
	


1.9 Full-Duplex Follow On Call (FDC)
1.9.1 PoC Client

	Item
	Function
	Reference
	Requirement

	PoC_CP-FDC-C-001-O PoCV2.0

	Register with FDCFO feature tag
	6.1.1.1
	PoC_CP-REG-C-002-O

OR

PoC_CP-REG-C-003-O

	PoC_CP-FDC-C-002-O PoCV2.0

	PoC Session Initiation with FDCFO feature tag
	6.1.3.1

6.2.1.1.
	PoC_CP-REG-C-002-O

OR

PoC_CP-REG-C-003-O

	PoC_CP-FDC-C-003-O PoCV2.0

	PoC Client sending an FDCFO Proceed SIP MESSAGE


	6.1.17

[OMA-IM-TS]
	[OMA-IM-TS]: ERELD:MSF

Section „pager mode“

	PoC_CP-FDC-C-004-O PoCV2.0

	PoC Client receiving a FDCFO Proceed SIP MESSAGE


	6.2.9

[OMA-IM-TS]
	[OMA-IM-TS]: ERELD:MSF Section „pager mode“

	PoC_CP-FDC-C-005-O PoCV2.0

	Release PoC Session when accepting for FDCFO session
	6.2.9
	PoC_CP-SJR-C-088-M

OR

PoC_CP-SJR-C-089-O




1.9.2 PoC Server
	Item
	Function
	Reference
	Requirement

	PoC_CP-FDC-S-006-O PoCV2.0

	Controlling PoC Server: FDCFO proceed request procedure
	7.2.1.25

7.2.2.8

[OMA-IM-TS]
	[OMA-IM-TS]: ERELD:MSF Section „pager mode“

	PoC_CP-FDC-S-007-O PoCV2.0

	Participating PoC Function – processing requests initiated by server user: PoC Session Initiation or re-join using On-demand Session 
	7.3.1.4

E.3.2

5.8

5.8.1
	

	PoC_CP-FDC-S-008-O PoCV2.0

	Participating PoC Function – processing requests initiated by server user:  PoC Session Initiation Using Pre-established Session respecting 
	7.3.1.5

E.3.2

5.8

5.8.1
	PoC_CP-SJR-S-044-O

	PoC_CP-FDC-S-009-O PoCV2.0

	Participating PoC Server:

FDCFO proceed request procedure
	7.3.1.17

7.3.2.9

[OMA-IM-TS]
	[OMA-IM-TS]: ERELD:MSF Section „pager mode“

	PoC_CP-FDC-S-010-O PoCV2.0

	Participating Poc Server:

PoC Session Initiation procedures

Auto-answer, on-demand 
	7.3.2.2.1
	

	PoC_CP-FDC-S-011-O PoCV2.0

	Participating Poc Server:

PoC Session Initiation procedures

Auto-answer, pre-established
	7.3.2.2.2
	

	PoC_CP-FDC-S-012-O PoCV2.0

	Participating Poc Server:

PoC Session Initiation procedures

manual-answer, on-demand
	7.3.2.2.3
	

	PoC_CP-FDC-S-013-O PoCV2.0

	Participating Poc Server:

PoC Session Initiation procedures

manual-answer, pre-established
	7.3.2.2.4
	


1.10 Multiple PoC groups (MPG)
1.10.1 PoC Client

	Item
	Function
	Reference
	Requirement

	PoC_CP-MPG-C-001-O 
PoCV2.0

	PoC client initiates Adhoc group with multiple PoC groups;

Pre-established
	6.1.3.2.2
	

	PoC_CP-MPG-C-002-O 
PoCV2.0

	PoC client initiates Adhoc group with multiple PoC groups;

On-demand
	6.1.3.3.1
	

	PoC_CP-MPG-C-003-O 
PoCV2.0

	PoC Client to add participants to Multiple PoC Group session
	6.1.7
	


1.10.2 PoC Server
	Item
	Function
	Reference
	Requirement

	PoC_CP-MPG-S-004-O 
PoCV2.0

	Participating Poc Server: PoC session invitation request for Multiple groups


	7.3.2.2.1
7.3.2.2.3
7.3.2.2.4


	

	PoC_CP-MPG-S-005-O 
PoCV2.0

	Removal of participants pre-established session for Multiple groups
	7.2.1.9.2
7.2.1.9.4

	


1.11 Request with Media content (RMC)
1.11.1 PoC Client

	Item
	Function
	Reference
	Requirement

	PoC_CP-RMC-C-001-O
PoCV2.0
	PoC client: PoC Service Settings for “included Media Content”
	6.1.2
	


1.11.2 PoC Server
	Item
	Function
	Reference
	Requirement

	PoC_CP-RMC-S-002-O 
PoCV2.0
	PoC Server: PoC Service Settings for “included Media Content”
	7.3.1.14


	

	PoC_CP-RMC-S-003-O 
PoCV2.0
	PoC Session Invitation Requests on PF for requests terminated by served user for session inv with included Media Content
	7.3.2.1

7.3.2.2

7.2.1.2


	

	PoC_CP-RMC-S-004-O

PoCV2.0
	Requests terminating at Controlling PoC Server: for session invitations with included Media content
	7.2.1.3

7.2.1.3.1

7.2.1.3.2

7.2.1.3.3
	


1.12 Operator-specific warning message (OWM)
1.12.1 PoC Client

	Item
	Function
	Reference
	Requirement

	PoC_CP-OWM-C-001-O 
PoCV2.0
	PoC Client Presenting the warning header to the user (PoC Session Initiation) – originating client
	6.1.3.1

5.6
	

	PoC_CP-OWM-C-002-O 
PoCV2.0
	PoC Client Presenting the warning header to the user (PoC Session Initiation) – terminating client
	6.2.1.1

5.6
	


1.12.2 PoC Server
	Item
	Function
	Reference
	Requirement

	PoC_CP-OWM-S-003-O PoCV2.0
	PoC Server for PoC Session Establishment – determination of PoC server role: including a warning header
	7.1.1

5.6
	

	PoC_CP-OWM-S-004-O PoCV2.0
	PoC Server for PoC Session Establishment – request terminating at CF: including a warning header
	7.2.1.1

5.6
	

	PoC_CP-OWM-S-005-O PoCV2.0
	Adhoc Session setup: CF includes warning header if max number of participants exceeded
	7.2.1.2

7.2.1.4

5.6
	

	PoC_CP-OWM-S-006-O PoCV2.0
	Pre-arranged group setup: CF includes warning header if “isfocus” is present
	7.2.1.3.1

7.2.1.5

5.6
	

	PoC_CP-OWM-S-007-O PoCV2.0
	Pre-arranged group setup: CF includes warning header if max number of participants exceeded
	7.2.1.3.1

7.2.1.4

5.6
	

	PoC_CP-OWM-S-008-O PoCV2.0
	PoC Server includes a Warning header if Dispatch group has already another active dispatcher
	7.2.1.3.2

5.6
	PoC_CP-DSP-S-006-O OR PoC_CP-DSP-S-007-O

	PoC_CP-OWM-S-009-O PoCV2.0
	PoC server  includes warning header if max number of participants exceeded in Dispatch group
	7.2.1.3.3

5.6
	PoC_CP-DSP-S-006-O OR PoC_CP-DSP-S-007-O

	PoC_CP-OWM-S-010-O PoCV2.0
	PoC server includes a warning text if SIP URI for rejoining a PoC session does not exists
	7.2.1.4

5.6
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