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1 Reason for Change

Justification
The backward compatibility requires that whole the leg from PoC Client to CF uses the same version of specification. In other cases the CF may be in the UP state, which is not compatible with PoC Client UP state.  Also unwanted TBCP/MBCP message conversion is avoided this way.
The yellow highlighted part may not be needed after these additions.
Scope of change
See above. 

Impacted subclauses
6.1a, 6.2a, 7.2.1a, 7.2.2a, 7.3.1a and 7.3.2a. 
Consequence if not accepted
Problems with UP state machines. 
R01:  Added response handling in CF terminating part. 
2 Impact on Backward Compatibility

No impact.
3 Impact on Other Specifications

No impact
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that the proposed changes shall be included in the next version of the CP.
6 Detailed Change Proposal

6.1a
Backward compatibility

When PoC Client is configured according to the parameters specified in [OMA-PoC1.0-CP] "The parameters to be provisioned for PoC service" the PoC Client SHALL perform procedures specified in [OMA-PoC-1-CP] "Procedures at the PoC Client".
Upon receiving a SIP response from a PoC Server indicating the use of PoC 1 specification, the PoC Client SHALL perform the actions according to [OMA-PoC-1-CP] "Procedures at the PoC Client".
NOTE:
OMA PoC 1 CP doesn't specify how to handle the PoC 2 specific PoC Service Settings.
When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
6.2a
Backward compatibility

Upon receiving a SIP request from a PoC Server indicating the use of PoC 1 specification, the PoC Client SHALL perform the actions according to [OMA-PoC-1-CP] "Procedures at the PoC Client".

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
7.2.1a
Backward compatibility

Upon receiving a SIP request from an originating PoC Network indicating the use of PoC 1 specification, the PoC Server performing Controlling PoC Function SHALL perform the actions according to [OMA-PoC-1-CP] "Requests terminating at the Controlling PoC Function", when sending SIP responses back to the originating PoC Network.  Otherwise the PoC Server performing Controlling PoC Function SHALL perform the actions according to subclause 7.2.1 "Requests terminating at the Controlling PoC Function", when sending SIP responses back to the originating PoC Network.
When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
7.2.2a
Backward compatibility

Upon receiving a SIP response from the terminating PoC Server performing Participating PoC Function indicating the use of PoC 1 specification, the PoC Server performing Controlling PoC Function SHALL perform the actions according to [OMA-PoC-1-CP] " Request initiated by the Controlling PoC Function". 


When PoC Server performing Controlling PoC Function has learned by means which are out of scope of this specification that the terminating PoC Server supports only the PoC 1 specifications the PoC Server SHOULD perform the actions according to [OMA-PoC-1-CP] "Request initiated by the Controlling PoC Function", when sending a SIP request towards the terminating PoC Network.

When sending subsequent SIP requests inside an existing SIP dialogue the PoC Server performing the Controlling PoC Function SHALL perform actions according to the rules and procedures of [OMA-PoC-1-CP] "Request initiated by the Controlling PoC Function", if the terminating PoC Server indicated in the User Agent or Server headers of the previous SIP transaction that it was PoCv1.0 Server.
In all other cases when PoC Server performing Controlling PoC Function sends a SIP request towards the terminating PoC Network, the PoC Server SHALL perform the actions according to subclause 7.2.2 "Request initiated by the Controlling PoC Function", if the PoC Server does not know the version of OMA PoC specification supported by the terminating PoC Server or the version supported is the one specified in this specification.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
7.3.1a
Backward compatibility
Upon receiving a SIP request from a PoC Client indicating the use of PoC 1 specification, the PoC Server performing Participating PoC Function in the originating PoC Network SHALL perform the actions according to [OMA-PoC-1-CP] "Requests initiated by the served PoC User", when sending a SIP request towards the terminating PoC Network. 

When PoC Server performing Participating PoC Function in the originating PoC Network has learned by means which are out of scope of this specification that the PoC Server performing Controlling PoC Function supports only the PoC 1 specifications the PoC Server SHOULD perform the actions according to [OMA-PoC-1-CP] "Requests initiated by the served PoC User", when sending a SIP request towards the terminating PoC Network and a SIP response towards the originating PoC Client.

When sending subsequent SIP requests inside an existing SIP dialogue the PoC Server performing the Participating PoC Function SHALL perform actions according to the rules and procedures of [OMA-PoC-1-CP] "Request initiated by the Served PoC User", if the terminating PoC Server indicated in the User Agent or Server headers of the previous SIP transaction that it was PoCv1.0 Server.
In all other cases when PoC Server performing Participating PoC Function sends a SIP request towards the terminating PoC Network, the PoC Server SHALL perform the actions according to subclause 7.3.1 "Request initiated by the served PoC User", if the PoC Server does not know the version of OMA PoC specification supported by the terminating PoC Server or the version supported is the one specified in this specification.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
7.3.2a
Backward compatibility

Upon receiving a SIP request from the PoC Server performing Controlling PoC Function indicating the use of PoC 1 specification, the PoC Server performing Participating PoC Function SHALL perform the actions according to [OMA-PoC-1-CP] "Requests initiated by the served PoC User", when sending a SIP request towards the terminating PoC Client. 

When PoC Server performing Participating PoC Function in the terminating PoC Network sends a SIP request towards the terminating PoC Clients, the PoC Server SHALL perform the actions according to the [OMA-PoC-1-CP] "Requests terminated by the served PoC User", if the User Agent header received from the terminating PoC Client, when setting the PoC Service Settings, indicates the support only to the PoC 1 specifications. 

The PoC Server performing Participating PoC Function SHALL indicate in the Server header the version supported by the invited PoC Client, when sending SIP responses back to the PoC Server performing Controlling PoC Function.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
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