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1 Reason for Change

Justification

 This CR proposes a solution for the following consistency review comment:

	D354
	2007.01.22
	E
	7.2.1.3.3

Bullet 6.f
	Source: Telefónica SA

Form: OMA-REL-2007-0050

Comment: Dispatch Type uri-parameter “dispatch=sub-group” is not possible.

Proposed Change: Delete this option.
	Status: OPEN


Scope of change

Bullet 6 starts with: If the Dispatch PoC Group has already an on-going Dispatch PoC Session with the entire Dispatch PoC Group,
And bullet 6.c says: SHALL use the value “dispatch=entire-group”

So if the PoC Session is with the entire Dispatch PoC Group there is no need to give the chance of including in the response the Dispatch Type uri-parameter with the value “dispatch=sub-group”.
Impacted subclauses

7.2.1.3.3
Consequence if not accepted

 Unresolved comments.

2 Impact on Backward Compatibility

No impact.

3 Impact on Other Specifications

No impact.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Include the proposed changes in the next version of CP.
6 Detailed Change Proposal

Change 1:  (D354)

7.2.1.3.3 Dispatch PoC Session setup request from PoC Fleet Member

Upon receiving an initial SIP INVITE request to establish a Dispatch PoC Session from a PoC Fleet Member, as specified in subclause 7.2.1.3.1"General", the PoC Server:

· 1.SHALL perform actions to verify the Authenticated Originator's PoC Address of the Inviting PoC User and authorize the request as specified in subclause 7.2.1.14.3 "Dispatch PoC Session initiation policy for PoC Fleet Member" and if it is not authorized the PoC Server SHALL return a SIP 403 "Forbidden" response. Otherwise, continue with the rest of the steps;

· 2. SHALL check whether privacy is allowed for the Authenticated Originator's PoC Address, when anonymity is requested with the Privacy header containing the value 'id'. If not allowed, the PoC Server SHALL respond with a SIP 403 "Forbidden" response to the originating network. Allowing privacy for a specific Authenticated Originator's PoC Address is defined using <allow-anonymity> element of the PoC Group's authorization rules as specified in [XDM-Shared-Groups]. Otherwise, continue with the rest of the steps;

· 3. SHALL validate that the received SDP offer includes at least one Media Stream for which the Media Parameters and at least one codec or Media format is acceptable for the PoC Server and if not, reject the request with a SIP 488 "Not Acceptable Here" response generated as specified in the subclause 7.2.1.1 "General". Otherwise, continue with the rest of the steps;

· 4. SHOULD check whether the "b=AS" attribute is included in the SDP offer, and if it is, use the attribute as specified in [OMA-PoC-UP] "Media Buffering";

· 5. If the Dispatch PoC Group does not have already any on-going Dispatch PoC Session with the entire Dispatch PoC Group, then the PoC Server:

a) SHALL, if Included Media Content is supported by the PoC Server and if media is received in one or more MIME bodies,

i. Check if included Media Type is allowed, using a local policy, and if at least one Media Type is not allowed, the PoC Server SHALL

1. send a SIP 403 "Forbidden" response and do not continue with the rest of the steps; or,

2. remove the MIME bodies containing the media that is not allowed.

NOTE 1:
One example of a local policy could be that the PoC Server only allows Included Media Content in special traffic scenarios.

ii) Check the size of all MIME bodies containing media and if the total size exceeds a configurable max size send a SIP 413 "Request Entity Too Large" response. Otherwise, continue with the rest of the steps. 

b) MAY remove the Subject header.

c) MAY remove the Alert-Info or the Call-Info header.
NOTE 2:
The reason for removing the Alert-Info header or the Call-Info header or both may be a local policy in the PoC Server.
d) SHALL use the value "dispatch=sub-group" as the Dispatch Type uri-parameter for the Dispatch PoC Session;

e) SHALL invite one member of the Dispatch PoC Group that is allowed the action <allow-dispatch>, as specified in subclauses 7.2.1.14.3 "Dispatch PoC Session initiation policy for PoC Fleet Member" and 7.2.2.2 "PoC Session invitation requests"; and,

f) SHALL interact with User Plane as specified in [OMA-PoC-UP] "Controlling PoC Function procedures at PoC Session initialization" and do not continue the rest of the steps.

· 6. If the Dispatch PoC Group has already an on-going Dispatch PoC Session with the entire Dispatch PoC Group, the PoC Server:

a) SHALL check whether the Authenticated Originator's PoC Address of the joining PoC User is allowed to join by performing the actions specified in subclause 7.2.1.6 "PoC Session joining policy". If it is not allowed to join the PoC Server performing the Controlling PoC Function SHALL respond with a SIP 403 "Forbidden" response to the originating network. Otherwise, continue with the rest of the steps;

b) SHALL check if <max-participant-count> as specified in [XDM-Shared-Groups] is already reached. If reached, PoC Server SHALL return a SIP 486 "Busy Here" response with the warning text set to '102 Too many participants' to the originating network as specified in subclause 5.6 "Warning header". Otherwise, continue with the rest of the steps;

c) SHALL use the value "dispatch=entire-group" as the Dispatch Type uri-parameter for the Dispatch PoC Session;

d) SHALL generate a SIP 200 "OK" response as specified in the 7.2.1.1 "General";

e) SHALL include in the SIP 200 "OK" response a MIME SDP body as an SDP answer to the SDP offer in the incoming SIP INVITE request as specified in the subclause 7.2.1.1a "SDP answer generation";

f) SHALL include in the Authenticated Originator's PoC Address and in the Contact header of the SIP 200 "OK" response the Dispatch Type uri-parameter "dispatch=entire-group" as specified in E.5.2 "Dispatch Type uri-parameter";

g) SHALL send the SIP 200 "OK" response towards the Inviting PoC Client according to rules and procedures of the SIP/IP Core;

h) SHALL interact with User Plane as specified in [OMA-PoC-UP] "Controlling PoC Function procedures at PoC Session initialization";

i) SHALL generate a notification to the PoC Clients, which have subscribed to the conference state event package that the Inviting PoC User has joined in the PoC Group Session, as specified in subclause 7.2.1.11.2 "Generating a SIP NOTIFY request"; and,

j) SHALL send the SIP NOTIFY request to the PoC Clients according to rules and procedures of the SIP/IP Core.

Upon receiving a SIP response for the SIP INVITE request, as specified in subclause 7.2.2.2 "PoC Session invitation requests", the PoC Server SHALL proceed as specified in subclause 7.2.1.3.1"General".
When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
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