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Change Request

	Title:
	CP-D197-198-220-6.1.4.x move text into a note
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	PoC WG 

	Doc to Change:
	OMA-TS-PoC-ControlPlane-V2_0-20061221-D

	Submission Date:
	19th Jan 2007

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Tapio Paavonen, NOKIA, tapio.paavonen@nokia.com; +358 400 672 937.
Ivo Sedlacek, Siemens.

	Replaces:
	  N/A.


1 Reason for Change

a)
Justification: 

Covered the comments D197, D198 and D220. (OMA-REL-2007-0024-POCv2.0_CONR_CP comments_NOKIA).
	ID
	Open Date
	Type
	Section
	Description
	Status

	D197
	2006-01-19
	E
	6.1.4.3
	Source: NOKIA

Form: OMA-REL-2007-0024-INP_POCv2.0_CONR_CP comments_NOKIA

Comment: Change the sentence "If a SIP 200 response is not received …" a NOTE.  This kind of issues are true in many other subclauses also.

Proposed Change: Change the sentence "If a SIP 200 response is not received …" a NOTE to say e.g. "NOTE: If a SIP 200 "OK" response is not received the PoC Client continues to use the previously agreed Media Parameters.".
	Status: OPEN

	D198
	2006-01-19
	E
	6.1.4.4
	Source: NOKIA

Form: OMA-REL-2007-0024-INP_POCv2.0_CONR_CP comments_NOKIA

Comment: Change the sentence "If a SIP 200 response is not received …" a NOTE.  This kind of issues are true in many other subclauses also.

Proposed Change: Change the sentence "If a SIP 200 response is not received …" a NOTE to say e.g. "NOTE: If a SIP 200 "OK" response is not received the PoC Client continues to use the previously agreed Media Parameters.".
	Status: OPEN

	D220
	2006-01-19
	E
	6.1.12.1
	Source: NOKIA

Form: OMA-REL-2007-0024-INP_POCv2.0_CONR_CP comments_NOKIA

Comment: Change the sentence " If a SIP 200 "OK" response is not received … " a NOTE.  This kind of issues are true in many other subclauses also.
Proposed Change: Change the sentence "If a SIP 200 response is not received …" a NOTE to say e.g. "NOTE: If a SIP 200 "OK" response is not received the PoC Client continues to use the previously agreed setting. ".
	Status: OPEN


b)
Clauses affected:

Sub clauses 6.1.4.2, 6.1.4.3, 6.1.4.4, 6.1.12.1 and 6.1.12.2.
c)
Summary of change:

A normative sentence is changed to a note, because the similar issue is true in very many other subclauses also. 

d)
Consequence if not approved:

Unsolved CONR comments.
e)
Reason for revision:
N/A.
2 Impact on Backward Compatibility

No impact.
3 Impact on Other Specifications

No impact.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To review by PoC WG, agree to the changes and incorporate in the next release of PoC AD.
6 Detailed Change Proposal
6.1.4.2 PoC Client placing media on hold

This subclause describes the optional procedures that the PoC Client SHALL use when placing a media component on hold.

When the PoC Client sets a media component on hold the PoC Client:

1. SHALL generate SIP UPDATE request or a SIP re-INVITE request as specified in subclause 6.1.4.1 "General";

2. SHALL include in the SIP request a MIME SDP body as an SDP offer as specified in subclause 6.1.3.1a "SDP offer generation" with the modified capabilities;

3. SHALL include an "a=sendonly" attribute for a media component which is placed on hold; 
4. SHOULD include a Resource-Priority header according to rules and procedures of [RFC4412], if the Local QoE Profile assigned to the PoC User for the on-going PoC Session is 'Official Government Use'. If included, the value of the Resource-Priority header SHALL be equal to the level assigned to the PoC User, as specified in subclause 5.8 "QoE Profiles"; and,
5. SHALL send the SIP request towards the PoC Server according to rules and procedures of the SIP/IP Core.
On receipt of the SIP 200 "OK" response the PoC Client:

1. SHALL interact with the User Plane as specified in [OMA-PoC-UP] "Media on and off hold"; and,

2. SHALL start to use the Media Parameters received in the MIME SDP body.

NOTE: If a SIP 200 "OK" response is not received the PoC Client continues to use the previously agreed Media Parameters.

When the SIP/IP Core corresponds to 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS session mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

6.1.4.3 PoC Client placing media off hold

This subclause describes the procedures that the PoC Client SHALL use when re-activating a media component that had been on hold.
When the PoC Client activates a media component, the PoC Client: 

1. SHALL generate a SIP UPDATE request or a SIP re-INVITE request as specified in subclause 6.1.4.1 "General";

2. SHALL include in the SIP request a MIME SDP body as an SDP offer as specified in subclause 6.1.3.1a "SDP offer generation" with the modified capabilities;

3. SHALL include an "a=sendrecv" attribute for a media component which is activated again; 
4. SHOULD include a Resource-Priority header according to rules and procedures of [RFC4412], if the Local QoE Profile assigned to the PoC User within the on-going PoC Session is 'Official Government Use'. If included, the value of the Resource-Priority header SHALL be equal to the level assigned to the PoC User, as specified in subclause 5.8 "QoE Profiles"; and,
5. SHALL send the SIP request towards the PoC Server according to rules and procedures of the SIP/IP Core.
On receipt of the SIP 200 "OK" response the PoC Client:

1. SHALL interact with the User Plane as specified in [OMA-PoC-UP] "Media on and off hold"; and,

2. SHALL start to use the Media Parameters received in the MIME SDP body.

NOTE: If a SIP 200 "OK" response is not received the PoC Client continues to use the previously agreed Media Parameters.

When the SIP/IP Core corresponds to 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS session mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

6.1.4.4 User Plane adaptation 

This subclause describes the optional procedures that the PoC Client SHALL use when initiating User Plane adaptation during an ongoing PoC Session.

When initiating User Plane adaptation the PoC Client: 

1. SHALL generate a SIP UPDATE request or a SIP re-INVITE request as specified in subclause 6.1.4.1 "General";

2. SHALL include in the SIP request a MIME SDP body as an SDP offer as specified in subclause 6.1.3.1a "SDP offer generation" with the modified Media Parameters; 
3. SHOULD include a Resource-Priority header according to rules and procedures of [RFC4412], if the Local QoE Profile assigned to the PoC User within the on-going PoC Session is 'Official Government Use'. If included, the value of the Resource-Priority header SHALL be equal to the level assigned to the PoC User, as specified in subclause 5.8 "QoE Profiles"; and,
4. SHALL send the SIP request towards the PoC Server according to rules and procedures of the SIP/IP Core.
On receipt of the SIP 200 "OK" response the PoC Client:

1. SHALL interact with the User Plane as specified in [OMA-PoC-UP] "User Plane adaptation"; and,

2. SHALL start to use the Media Parameters received in the MIME SDP body.

NOTE: If a SIP 200 "OK" response is not received the PoC Client continues to use the previously agreed Media Parameters.

When the SIP/IP Core corresponds to 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS Session mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

6.1.12.1 PoC Client setting PoC Session priority

The PoC Client MAY set a PoC Session priority while initiating a PoC Session with a SIP INVITE request or at any time later when a valid PoC Session exists with a SIP UPDATE or SIP re-INVITE request. 

When the PoC User wants to change PoC Session priority the PoC Client:

1. SHALL generate an SDP offer according to rules and procedures of [RFC4566] and [RFC3264] using a SIP INVITE or SIP re-INVITE or SIP UPDATE request as specified in subclause 6.1.4.1 "General";

2. SHALL include a MIME SDP body with the PoC Session parameter "poc_sess_priority" according to subclause E.3.1 "Talk Burst Control Protocol MIME registration"; and,
3. SHALL send the SIP request towards the PoC Server according to rules and procedures of the SIP/IP Core.
On receipt of the SIP 200 "OK" response the PoC Client:

1. SHALL take account the parameter "poc_sess_priority" in the SDP answer; and,

2. SHALL interact with the User Plane as specified in [OMA-PoC-UP] "Simultaneous PoC Sessions".

NOTE: If a SIP 200 "OK" response is not received the PoC Client continues to use the previously agreed setting. 

The PoC Client MAY indicate the PoC Session priority and PoC Session locking setting in the same SIP request.

When the SIP/IP Core corresponds to 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

6.1.12.2 PoC Client handling of PoC Session locking

The PoC Client MAY request to lock itself in a particular PoC Session while initiating a PoC Session with a SIP INVITE request or at any time later when a valid PoC Session exists with a SIP UPDATE or a SIP re-INVITE request. 

When the PoC User wants to change PoC Session locking state the PoC Client:

1. SHALL generate a SDP offer according to rules and procedures of [RFC4566] and [RFC3264] using a SIP INVITE or SIP re-INVITE or SIP UPDATE request as specified in subclause 6.1.4.1 "General";

2. SHALL include a MIME SDP body with the PoC Session locking parameter "poc_lock" according to subclause E.3.1 "Talk Burst Control Protocol MIME registration"; and,
3. SHALL send the request towards the PoC Server according to rules and procedures of the SIP/IP Core.
On receipt of the SIP 200 "OK" response the PoC Client: 

1. SHALL take account the parameter "poc_lock" in the SDP answer; and,

2. SHALL interact with the User Plane as specified in [OMA-PoC-UP] "Simultaneous PoC Sessions". 

NOTE 1: If a SIP 200 "OK" response is not received the PoC Client continues to use the previously agreed setting.

NOTE 2:
The PoC Session locking is automatically released when the PoC Session is ended. 

The PoC Client MAY indicate PoC Session priority and PoC Session locking setting in the same SIP request.

NOTE 3:
If the PoC Client indicates PoC Session priority and PoC Session locking setting in the same SIP request, PoC Session locking has precedence over PoC Session priority when those apply.
When the SIP/IP Core corresponds to 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
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