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1 Reason for Change

Justification

This is a proposal for solution to the following Consistency Review Report item(s): C187.
Figure 1 “Architecture for PoC V2.0 specific charging” in subclause 4.15.3 “Charging architecture” includes the node element “PoC XDMS” which is not part of PoC V2.0. The element is interfaced by Charging Enabler only for PoC V1.0. In order to be “PoC V2.0 specific” the element must be removed from the figure. 
Summary of Change

Element PoC XDMS is removed from figure.  

Scope of Change

Subclause 4.15.3 is affected.

Consequence if not accepted

Confusion to reader.

2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To include the proposed changes as described in chapter 6.

6 Detailed Change Proposal

Change 1:  Charging architecture in 4.15.3
4.15.3 Charging architecture

A simplified diagram showing the online charging system, charging collection functions and the PoC related interfaces, is shown in Figure 1 "Architecture for PoC V2.0 specific charging”. Charging information, relating to PoC usage, may also be gathered from other access network entities using existing interfaces.
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Contributor’s Note: Remove the figure above and replace it by the figure below. This contributor’s Note shall not be included.
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Figure 1: Architecture for PoC V2.0 specific charging
NOTE: The architecture for PoCV1.0 specific charging is described in [PoC AD V1.0]

The Charging Enabler supports both online and offline charging methods. For either method, any of the charging functions listed may be applied by the Charging Enabler, and also provides a method for determining whether online or offline charging should be used in a given situation.

PoC Server SHALL have the capability to send offline accounting information about PoC service events to the charging enabler using CH-1 interface. For 3GPP/3GPP2 IMS compliant core networks the CH-1 interface SHALL conform to the Rf interface as specified in [3GPP TS 32.272]. SIP/IP Core entities, may also use the CH-1 interface to send offline accounting information pertaining to individual PoC Sessions.  The address of the Charging Data Function to be used for one side of the PoC Session (either originating or terminating) is distributed in IMS based systems via SIP signalling as described in [3GPP TS 24.229].

PoC Server SHALL have the capability to send online accounting information about PoC service events to the charging enabler using CH-2 interface. It SHALL be possible for the PoC Server to perform credit control interactions using the CH-2 interface to the online charging system. For 3GPP/3GPP2 IMS compliant core networks the CH-2 interface SHALL conform to the Ro interface as specified in [3GPP TS 32.272]. The address of the Online Charging Function to be used for one side of the PoC Session (either originating or terminating) is distributed in IMS based systems via SIP signalling as described in [3GPP TS 24.229].
Change 2:  Another change

<insert change info here>

Change 3:  etc

<insert change info here>
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