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1 Reason for Change
a) Justification:
The change requests attempts to close the following CONR items:

	ID
	Open Date
	Type
	Section
	Description
	Status

	B10
	2007.01.22
	E
	2.1
	Source: Nortel

Form: OMA-REL-2007-0058
Comment: MSRP is referenced in the document

Proposed Change: Add “[MSRP]  

draft-ietf-simple-message-sessions-15.txt (July 2005): " The Message Session Relay Protocol" , expires December 2006.

http://www.ietf.org/internet-drafts/draft-ietf-simple-message-sessions-15.txt
	

	B123
	2007.01.22
	E
	7.3
	Source: Nortel

Form: OMA-REL-2007-0058
Comment: MSRP is referenced with no specification given.

Proposed Change: Add reference to MSRP specification in 2nd sentence.
	

	B126
	2007.01.22
	E
	7.4
	Source: Nortel

Form: OMA-REL-2007-0058
Comment: MSRP is referenced in the document

Proposed Change: Add reference to MSRP specification in 2nd sentence.
	

	B136
	2007.01.22
	E
	7.10
	Source: Nortel

Form: OMA-REL-2007-0058
Comment: MSRP is referenced with no specification given.

Proposed Change: Add reference to MSRP specification in 2nd sentence.
	

	B139
	2007.01.22
	E
	7.12
	Source: Nortel

Form: OMA-REL-2007-0058
Comment: MSRP is referenced with no specification given.

Proposed Change: Add reference to MSRP specification in 2nd sentence.
	

	B127
	2007.01.22
	E
	7.5
	Source: Nortel

Form: OMA-REL-2007-0058
Comment: XCAP is referenced with no specification given.

Proposed Change: Add reference to XCAP specification in 2nd sentence.
	


b) Clauses affected:

See Section column of the justification
c) Summary of change:
Currently only the RTP/RTCP statements include the reference to the base RFC in the reference point subclauses. The base RFCs/drafts for the other protocols (e.g. SIP, XCAP, MSRP) are not explicitly mentioned. The meaning of the current statements is not clear - the RFC/RTCP RFC reference seems to be only a hint to the reader.
This CR suggests that rather than to state the base RFC/draft reference for every usage of the protocol abbreviation, the abbreviation table protocol lines are extended with NOTE containing the reference to the base RFCs/drafts.
The protocol references (unless used elsewhere) are then inserted to the 2.2 Informative References.
d) Consequence if not approved:
Review comments not closed
e) Reason for revision:
R10 – update based on the comments received in the San Francisco meeting
R02 – Brno meeting comments applied
2 Impact on Backward Compatibility
None
3 Impact on Other Specifications
None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation
It is recommended that the proposed changes are discussed and agreed. 
6 Detailed Change Proposal

2.1 Normative References

	
	



2.2 Informative References
	[draft-MSRP]
	draft-ietf-simple-message-sessions-18 (December 2006): "The Message Session Relay Protocol", expires June 2007

URL: http://www.ietf.org/internet-drafts/draft-ietf-simple-message-sessions-18.txt 

NOTE: The referenced IETF draft is a work in progress.

	[draft-XCAP]
	draft-ietf-simple-xcap-12.txt  (October 2006): "The Extensible Markup Language (XML) Configuration Access Protocol ", expires April 2007

URL: http://www.ietf.org/internet-drafts/draft-ietf-simple-xcap-12.txt 

NOTE: The referenced IETF draft is a work in progress.

	[RFC3550]
	IETF RFC 3550: ”RTP: A Transport Protocol for Real-Time Applications”, H. Schulzrinne, July 2003.

URL: http://www.ietf.org/rfc/rfc3550.txt 


3.3 Abbreviations

For the purposes of the PoC specifications, the abbreviations given in [OMA Dictionary] and the following abbreviations apply:

	MSRP
	Message Session Relay Protocol
NOTE: The base Message Session Relay Protocol is defined in [draft-MSRP]

	RTP
	Real-time Transport Protocol
NOTE: The base Real-time Transport Protocol is defined in [RFC3550]

	RTCP
	RTP Control Protocol
NOTE: The base RTP Control Protocol is defined in [RFC3550]

	SIP
	Session Initiation Protocol
NOTE: The base Session Initiation Protocol is defined in [RFC3261]

	XCAP
	XML Configuration Access Protocol
NOTE: The base XML Configuration Access Protocol is defined in [draft-XCAP]


7. Description of the reference points
The reference point descriptions in the following subclauses describe, what have to be supported by the reference points.  These subclauses do not indicate if the presented functionalities are optional or mandatory for the corresponding network elements.
7.1 Reference point POC-1: PoC Client – SIP/IP Core

The POC-1 reference point supports the communication between the PoC Client and the SIP/IP Core. The protocol for the POC-1 reference point is SIP.
The PoC-1 reference point SHALL support PoC Clients compliant with the earlier versions of PoC Enabler Release.

This reference point SHALL support the following:

· PoC Session signalling between the PoC Client and the PoC Server

· Provides discovery and address resolution services

· Provides SIP compression

· Performs authentication and authorization of the PoC User at the PoC Client based on the PoC User’s service profile

· Provides PoC Client registration

· Indication of capabilities for PoC

· Relaying PoC Service Settings to the PoC Server
· Provides the integrity protection and optionally the confidentiality protection of the PoC Session signalling
When SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the POC-1 reference point SHALL conform to the Gm reference point [3GPP TS 23.002, 3GPP2 X.S0013.2].

7.2 Reference point POC-2: SIP/IP Core – PoC Server

The POC-2 reference point supports the communication between the SIP/IP Core and the PoC Server. The protocol for the POC-2 reference point is SIP.
The PoC-2 reference point SHALL support PoC Servers compliant with the earlier versions of PoC Enabler Release.

The POC-2 reference point SHALL support the following:

· PoC Session signalling between the PoC Client and the PoC Server
· PoC Session signalling between the UE PoC Box and the PoC Server
· PoC Session signalling between the NW PoC Box and the PoC Server
· Provides address resolution services

· Provides charging information

· Publication of Presence information from the PoC Server to the Presence Server

· Subscription to Presence information by the PoC Server to the Presence Server

· Notification of Presence information by the Presence Server to the PoC Server

· Indication of capabilities for PoC

· Relaying of PoC Service Settings from the PoC Client
· Relaying of PoC Service Settings from the UE PoC Box
· Subscription to the modification of XML documents stored in the PoC XDMS or Shared XDMS.

· Notification of modifications made to documents stored in the PoC XDMS or Shared XDMS.

When SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the POC-2 reference point SHALL conform to the ISC reference point [3GPP TS 23.002, 3GPP2 X.S0013.2].

7.3 Reference point POC-3: PoC Client-PoC Server

The POC-3 reference point supports User Plane communication between the PoC Client and the PoC Server. The protocols for the POC-3 reference point are RTP/RTCP and MSRP. RTP protocol is used for Continuous Media transport, RTCP APP messages SHALL be supported for the transport of the Talk Burst Control and Media Burst Control procedures; MSRP is used for Discrete Media transport as defined in [OMA IM AD], reference point IM-7. Other protocols for the Talk Burst Control or Media Burst Control procedure MAY be negotiated.
The PoC-3 reference point SHALL support PoC Servers and PoC Clients that are compliant with the earlier versions of PoC Enabler Release.

The POC-3 reference point SHALL support:

· Media transport 

· Talk Burst Control procedures
· Media Burst Control procedures 

· feedback of the quality of received Media
· Discrete Media Burst delivery and progress status report procedures
The POC-3 reference point SHALL exist between a PoC Client and a PoC Server accessing the SIP/IP Core serving the PoC Client. The POC-3 reference point MAY exist between a PoC Client and a PoC Server accessing different SIP/IP Cores, e.g. to allow direct Media flow between the PoC Client and the PoC Server performing the Controlling PoC Function.

NOTE: 
Provision of a POC-3 reference point between a PoC Client and a PoC Server accessing different SIP/IP Cores, when the SIP/IP Cores are controlled by different operators, can be subject to an inter-operator agreement.

When SIP/IP Core corresponds with 3GPP/3GPP2 IMS, then the POC-3 reference point SHALL use the services of the Mb reference point [3GPP TS 23.002] and ii reference point [3GPP2 X.S0013.2].

7.4 Reference point POC-4: PoC Server – PoC Server

The POC-4 reference point supports the User Plane communication between the PoC Servers. The protocols for the POC-4 reference point are RTP/RTCP and MSRP. RTP protocol is used for Continuous Media transport, RTCP APP messages SHALL be supported for the transport of the Talk Burst Control and Media Burst Control procedures; MSRP is used for Discrete Media transport as defined in [OMA IM AD], reference point IM-8. Other protocols for the Talk Burst Control procedure or Media Burst Control MAY be negotiated.
The PoC-4 reference point SHALL support PoC Servers compliant with the earlier versions of PoC Enabler Release.

The POC-4 reference point SHALL support the following:

· Media transport 

· Talk Burst Control procedures
· Media Burst Control procedures
· feedback of the quality of received Media
· Discrete Media Burst delivery and progress status report procedures
When SIP/IP Core corresponds with 3GPP/3GPP2 IMS, then the POC-4 reference point SHALL use the services of the Mb reference point [3GPP TS 23.002], [3GPP2 X.S0013.2].

7.5 Reference point POC-5: PoC Server – Shared XDMS

The POC-5 reference point supports communication between the Shared XDMS and the PoC Server.  The protocol for the POC-5 reference point is XCAP.
The PoC-5 reference point SHALL support Shared XDM Servers compliant with the earlier versions of XDM Enabler Release.

The POC-5 reference point SHALL provide the following functions:

· Retrieval of URI Lists from the Shared List XDMS.
· Retrieval of shared group documents from Shared Group XDMS.
· Retrieval of  shared user access policy documents from the Shared Policy XDM Server.
7.6 Reference point POC-6: SIP/IP Core – PoC XDMS

The POC-6 reference point supports communication between the PoC XDM Server and the SIP/IP Core.  The protocol for the POC-6 reference point is SIP.
The PoC-6 reference point SHALL support PoC XDM Servers compliant with the earlier versions of PoC Enabler Release.

The POC-6 reference point SHALL provide the following functions:

· Subscription to the modification of PoC-specific XML documents.

· Notification of the modification of PoC-specific XML documents.

When SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the POC-6 reference point SHALL conform to the ISC reference point [3GPP TS 23.002, 3GPP2 X.S0013.0].

7.7 Reference point POC-7: Aggregation Proxy – PoC XDMS

The POC-7 reference point supports communication between the Aggregation Proxy and the PoC XDM Server. The protocol for the POC-7 reference point is XCAP.  

The POC-7 reference point SHALL provide the following functions:

· PoC-specific XML document management (e.g. create, modify, retrieve, delete).

7.8 Reference point POC-8: PoC Server – PoC XDMS

The POC-8 reference point supports communication between the PoC Server and the PoC XDM Server. The protocol for the POC-8 reference point is XCAP.
The PoC-8 reference point SHALL support PoC XDM Servers compliant with the earlier versions of PoC Enabler Release. 

The POC-8 reference point SHALL support the following:

· Retrieval of PoC-specific XML documents (e.g. PoC user access policy document) from the PoC XDM Server.

7.9 Reference point POC-9: UE PoC Box – SIP/IP Core
The POC-9 reference point supports the communication between the UE PoC Box and the SIP/IP Core. The protocol for the POC-9 reference point is SIP.

This reference point SHALL support the following:

· PoC Session signalling between the UE PoC Box and the PoC Server
· Provides discovery and address resolution services
· Provides SIP compression
· Performs authentication and authorization of the PoC User at the UE PoC Box based on the PoC User’s service profile
· Provides UE PoC Box registration
· Indication of capabilities for UE PoC Box
· Relaying UE PoC Box PoC Service Settings to the PoC Server
When SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the POC-9 reference point SHALL conform to the Gm reference point [3GPP TS 23.002, 3GPP2 X.S0013.2].
7.10 Reference point POC-10: UE PoC Box-PoC Server
The POC-10 reference point is between the UE PoC Box and the PoC Server. The protocols for the POC-10 reference point are RTP/RTCP and MSRP. RTP protocol is used for Continuous Media transport, RTCP APP messages SHALL be supported for the transport of the Talk Burst Control and Media Burst Control procedures; MSRP is used for Discrete Media transport as defined in [OMA IM AD], reference point IM-7. Other protocols for the Talk Burst Control or Media Burst Control procedure MAY be negotiated.

The POC-10 reference point SHALL support:

· Media transport 
· Talk Burst Control procedures
· Media Burst Control procedures 
· feedback of the quality of received Media
· Discrete Media Burst delivery and progress status report procedures
The POC-10 reference point is between a UE PoC Box and a PoC Server accessing the SIP/IP Core serving the PoC Client or accessing different SIP/IP Cores, e.g. to allow direct Media flow between the UE PoC Box and the PoC Server performing the Controlling PoC Function.

NOTE: 
Provision of a POC-10 reference point between a UE PoC Box and a PoC Server accessing different SIP/IP Cores, when the SIP/IP Cores are controlled by different operators, can be subject to an inter-operator agreement.

When SIP/IP Core corresponds with 3GPP/3GPP2 IMS, then the POC-10 reference point SHALL use the services of the Mb reference point [3GPP TS 23.002] and ii reference point [3GPP2 X.S0013.2].
7.11 Reference point POC-11: NW PoC Box – SIP/IP Core
The POC-11 reference point supports the communication between the NW PoC Box and the SIP/IP Core. The protocol for the POC-11 reference point is SIP.

The POC-11 reference point SHALL support the following:

· PoC Session signalling between the NW PoC Box and the PoC Server
· Provides discovery and address resolution services
· Performs authentication and authorization of the PoC User at the NW PoC Box based on the PoC User’s service profile
When SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the POC-11 reference point SHALL conform to the Gm reference point [3GPP TS 23.002, 3GPP2 X.S0013.2].
7.12 Reference point POC-12: NW PoC Box – PoC Server
The POC-12 reference point is between the NW PoC Box and the PoC Server. The protocols for the POC-12 reference point are RTP/RTCP and MSRP. RTP protocol is used for Continuous Media transport, RTCP APP messages SHALL be supported for the transport of the Talk Burst Control and Media Burst Control procedures; MSRP is used for Discrete Media transport as defined in [OMA IM AD], reference point IM-8. Other protocols for the Talk Burst Control or Media Burst Control procedure MAY be negotiated.
The POC-12 reference point SHALL support:

· Media transport 
· Talk Burst Control procedures
· Media Burst Control procedures 
· feedback of the quality of received Media.
· Discrete Media Burst delivery and progress status report procedures.

The POC-12 reference point is between a NW PoC Box and a PoC Server accessing the SIP/IP Core serving the NW PoC Box or accessing different SIP/IP Cores, e.g. to allow direct Media flow between the NW PoC Box and the PoC Server performing the Controlling PoC Function.

NOTE: 
Provision of a POC-12 reference point between a NW PoC Box and a PoC Server accessing different SIP/IP Cores, when the SIP/IP Cores are controlled by different operators, can be subject to an inter-operator agreement.
When SIP/IP Core corresponds with 3GPP/3GPP2 IMS, then the POC-12 reference point SHALL use the services of the Mb reference point [3GPP TS 23.002] and ii reference point [3GPP2 X.S0013.2].
7.13 Reference point XDM-1: XDM Client – SIP/IP Core

The functionality of the XDM-1 reference point is specified in [OMA XDM V1.0 AD]. 

7.14 Reference point XDM-2: Shared XDMS – SIP/IP Core

The functionality of the XDM-2 reference point is specified in [OMA XDM V1.0 AD].

7.15 Reference point XDM-3: XDM Client – Aggregation Proxy

The functionality of the XDM-3 reference point is specified in [OMA XDM V1.0 AD].  

7.16 Reference point XDM-4: Aggregation Proxy – Shared XDMS 

The functionality of the XDM-4 reference point is specified in [OMA XDM V1.0 AD].

7.17 Reference point PRS-1: Presence Source – SIP/IP Core

The functionality of the PRS-1 reference point is specified in [Presence AD].

7.18 Reference point PRS-2: Watcher - SIP/IP Core 

The functionality of the PRS-2 reference point is specified in [Presence AD].

7.19 Reference point PRS-3: SIP/IP Core – Presence Server

The functionality of the PRS-3 reference point is specified in [Presence AD].  

7.20 Reference point PRS-5: Shared XDMS – Presence Server

The functionality of the PRS-5 reference point is specified in [Presence AD].

7.21 Reference point IP-1: SIP/IP Core – SIP/IP Core

The IP-1 reference point supports the communication between the SIP/IP Cores. The protocol for the IP-1 reference point is SIP.

The IP-1 reference point SHALL support the following:

· communication and forwarding of SIP signalling messaging between SIP/IP Cores

· transfer of inter-provider charging information.

When SIP/IP Core corresponds with 3GPP/3GPP2 IMS, then the IP-1 reference point SHALL conform to the Mw reference point [3GPP TS 23.002] and [3GPP2 X.S0013.2].

7.22 Reference point C-5: PoC Server - Charging entity

For the PoC V2.0 Enabler Release and later PoC Enabler Releases, the C-5 reference point has been replaced by reference points CH-1 and CH-2 defined in [OMA Charging AD]. These interfaces are further described in following sub-clauses 7.22.1 "Reference point CH-1: PoC Server – Offline Charging Entity" and 7.22.2 "Reference point CH-2: PoC Server – Online Charging Entity".

7.22.1 Reference point CH-1: PoC Server – Offline Charging Entity
The CH-1 reference point supports the communication between the PoC Server and the Offline Charging Entity to perform the PoC-related offline charging activity.

When SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the CH-1 reference point SHALL include either the functionality provided over the Rf reference point as described in [3GPP TS 32.272] / [3GPP2 X.S0013-007] or the functionality of a direct CDR generation in the PoC Server as described in [3GPP TS 32.272] / [3GPP2 X.S0013-007].

7.22.2 Reference point CH-2: PoC Server – Online Charging Entity
The CH-2 reference point supports the communication between the PoC Server and the Online Charging Entity to perform the PoC-related online charging activity.

When SIP/IP Core corresponds with 3GPP/3GPP2 IMS, then the CH-2 reference point SHALL include the functionality provided over the Ro reference point as described in [3GPP TS 32.272] / [3GPP2 X.S0013-007].
7.23 Reference point DM-1: DM Client – DM Server

The DM-1 reference point supports the communication between the DM client and the DM server. The protocol for the DM-1 reference point is described in [OMA-DM]. The DM-1 reference point SHALL support

· Transfer of the PoC Client configuration data from the DM server.

OMA provides a general framework, which shall be used for this interface as described in [OMA- DM].
7.24 Reference point LI-1: Functional Entities – Law Enforcement Monitoring Facility
The LI-1 reference point supports the communication between functional entities and Law Enforcement Monitoring Facilities. The LI-1 reference point uses protocols defined by applicable LI specifications that transport the LI information to Law Enforcement Monitoring Facilities.  The definition of these LI protocols is outside the scope of this specification.  When the SIP/IP Core corresponds with 3GPP IMS, the LI-1 reference point SHALL conform to the HI1, HI2 and HI3 reference point in [3GPP TS 33.107].  The administration of LI information is also outside the scope of this specification.
7.25 Reference point PB-1: Aggregation Proxy – NW PoC Box
The PB-1 reference point is an optional reference point that supports communication between the Aggregation Proxy and the NW PoC Box for exchange of XML documents for the operation of the NW PoC Box using XDM Enabler (e.g., retrieve PoC Session Control Data, delete PoC Session Control Data and PoC Session Data). The protocol for the PB-1 reference point is XCAP.

The documents exchanged using this reference point are a matter of local policy and not specified.
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