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	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	PoC WG

	Doc to Change:
	OMA-TS-PoC-ControlPlane-V2_0-20070301-D

	Submission Date:
	2007-03-03

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Jan Holm, Ericsson AB, Jan.Holm@ericsson.com

	Replaces:
	OMA-POC-POCv2-2007-0431r01-CR_CP_CONRR_D244_D245_D247_D430_D510_D511_D587_D707_D277_D278_FDCFO_cleaning


1 Reason for Change

R01: Contains modifications according to comments in Brno (User-Agent/Server header added, Authenticated Originator’s PoC Address added, anonymity is checked and rejected, some editorial)
Justification
	D244

	2007.01.11
	T
	6.1.17

Separate CR
	Source: Jan Holm, Ericsson

Form: OMA-REL-2007-0029

Comment: There is no relation between FDCFO Proceed SIP MESSAGE an IM hence the IM procedures shall not be used.

Proposed Change: Use procedures similar to Instant Personal Alert and Group Advertisment.
	Status: OPEN
Solved by this CR 



	D245

	2007.01.11
	T
	6.1.17

Separate CR
	Source: Jan Holm, Ericsson

Form: OMA-REL-2007-0029

Comment: What is a SIP 2XX success response?

Proposed Change: SIP 2XX success response ( SIP 2xx final response.
	Status: OPEN 
Solved by this CR


	D247

	2007.01.11
	T
	6.1.17 bullet 4

Separate CR
	Source: Jan Holm, Ericsson

Form: OMA-REL-2007-0029

Comment: The NOTE 1 should be part of the normative bullet 4.

Proposed Change: Modify bullet for to also include the NOTE 1 as follows:

4.     SHALL include a list of full duplex voice call addresses in the form of MIME application/vnd.poc.fdcfo+xml body as specified in the subclause E.1.4 "FDCFO Proceed Document"; and,
NOTE 2 ( NOTE
	Status: OPEN
Solved by this CR 



	D587

	2007.01.11
	T
	7.3.1.17
	Source: Jan Holm, Ericsson

Form: OMA-REL-2007-0029
Comment: FDCFO is a service more like Instant Personal Alert and Group Advertisement a has nothing to do with IM.

Proposed Change: Remove references to IM and describe responses.
	Status: OPEN 
Solved by this CR


	D430

	2007.01.11
	T
	7.2.1.25
	Source: Jan Holm, Ericsson

Form: OMA-REL-2007-0029
Comment: FDCFO Proceed request has nothing to do with IM it’s a service and is more similar to Instant Personal Alert or Group Advertisement.

Proposed Change: Remove any reference to IM and describe how to handle responses.
	Status: OPEN 
Solved by this CR


	D510

	2007.01.11
	T
	7.2.2.8
	Source: Jan Holm, Ericsson

Form: OMA-REL-2007-0029
Comment: The first paragraph is not correct. The text should be describing why this procedure is used.

Proposed Change: Replace 1:st paragraph with something along the lines:

This subclause describe the procedure the PoC Server is using when sending FDCFO Proceed request. The procedure is initiated by procedures described in the subclause 7.2.1.25 " FDCFO Proceed request ".

(In this way the reader can in an easy way trace from where it started)
	Status: OPEN 
Solved by this CR


	D511

	2007.01.11
	T
	7.2.2.8
	Source: Jan Holm, Ericsson

Form: OMA-REL-2007-0029
Comment: FDCFO is a service and the sending of the FDCFO request has nothing to do with IM. The model should be Instant Personal Alert or Group Advertisement instead. 

Proposed Change: Remove IM reference and describe responses.
	Status: OPEN 
Solved by this CR


	D707

	
	T
	7.3.2.9
	Source: Jan Holm, Ericsson

Form: OMA-REL-2007-0029
Comment: The FDCFO Proceed request is a service similar to Instant Personal Alert and has nothing to do with IM.

Proposed Change: Remove references to IM and describe the response procedure.
	Status: OPEN 
Solved by this CR


	D277

	2007.01.11
	T
	6.2.9
Separate CR
	Source: Jan Holm, Ericsson

Form: OMA-REL-2007-0029
Comment: The FDCFO Proceed SIP MESSAGE has nothing to do with IM. 

Proposed Change: Remove references to IM and clarify what to do instead.
	Status: OPEN 
Solved by this CR


	D278

	2007.01.11
	E
	6.2.9
Separate CR
	Source: Jan Holm, Ericsson

Form: OMA-REL-2007-0029
Comment: The sentence "If the PoC User accepts the switch to full duplex voice call, the PoC Client " shall not be indented.

Proposed Change: Make the sentence "If the PoC User accepts the switch to full duplex voice call, the PoC Client:" a normal paragraph without indent.
	Status: OPEN 
Solved by this CR



Scope of change

Modified the FDCFO Proceed request to be similar to the Instant Personal Alert and Group Advertisment.
Impacted subclauses

Subclauses 6.1.17, 7.3.1.17, 7.2.1.25, 7.2.2.8 and 7.3.2.9 are modified.
Consequence if not accepted
Unresolved CONRR comments
2 Impact on Backward Compatibility

No impact.
3 Impact on Other Specifications

No impact.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that the proposed changes shall be included in the next version of the XX.
6 Detailed Change Proposal

Change 1:  (Sending side PoC Client)

6.1.17  PoC Client sending an FDCFO Proceed SIP MESSAGE

Upon a request from a PoC User to send an FDCFO Proceed message, the PoC Client: 

1. SHALL generate a SIP MESSAGE request according to rules and procedures of [RFC3428];

2. SHALL include an Accept-Contact header with the PoC feature tag '+g.poc.fdcfo' along with 'require' and 'explicit' parameters according to rules and procedures of [RFC3841] '; 

3. SHALL include the PoC Address of the PoC User in the Authenticated Originator's PoC Address as specified in subclause 5.2 "Authenticated Originator's PoC Address";
4. SHALL include the User-Agent header to indicate the PoC release version as specified in subclause E.4.1 "Release version in User-agent and Server headers"; 
5. SHALL set the Request URI to the PoC Session Identity;

6. SHALL include a list of full duplex voice call addresses in the form of MIME application/vnd.poc.fdcfo+xml body as specified in the subclause E.1.4 "FDCFO Proceed Document"; and,

5. SHALL send the SIP MESSAGE request towards the PoC Server in a new dialog according to rules and procedures of the SIP/IP Core.
NOTE 1:
The PoC Client can not request anonymity. If anonymity is requested the PoC Server performing the Controlling PoC Function rejects the SIP MESSAGE request.
NOTE 2:
After the PoC Client receives the SIP 2xx  final response, the full duplex voice client collocated with the PoC Client initiates the full duplex voice call to one of the full duplex voice call addresses.

After receiving the SIP 2xx final response to the SIP MESSAGE request, the PoC Client:

· 1. SHOULD release the PoC Session as specified in subclause 6.1.6 "PoC Client leaving a PoC Session"; or,

· 2. SHOULD remove the PoC Speech from the PoC Session as specified in subclause 6.1.4.6 "Adding and disconnecting from Media" if other Media Types than PoC Speech are used in the PoC Session.

NOTE 3:
The timing of the PoC Session release and the PoC Session modification is not specified in detail, the PoC Session release or the PoC Session modification can be postponed until after the full duplex voice client collocated with the PoC Client successfully establishes the full duplex voice call

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
Change 2:  (Originating Participating PoC Server)

7.3.1.17  FDCFO Proceed request

Upon receiving a SIP MESSAGE request containing the PoC feature tag '+g.poc.fdcfo' in the Accept-Contact header field and an identity in the Request-URI not owned by this PoC Server, the PoC Server acting as B2BUA: 

1. SHALL generate the SIP MESSAGE request according to rules and procedures of [RFC3428]; 

Editor's Note: Application of service provider policy on the URI list is FFS

2. SHALL include an Accept-Contact header with the PoC feature tag '+g.poc.fdcfo' along with 'require' and 'explicit' parameters according to rules and procedures of [RFC3841]; and,

3. SHALL send the SIP MESSAGE request to the SIP/IP Core in a new dialog according to rules and procedures of SIP/ IP Core. 


Upon receiving a SIP final response PoC Server SHALL forward the SIP final response along the signalling path towards the originating PoC Client according to rules and procedures of [RFC3261]. 

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

Change 3:  (incoming side Controlling PoC Server)

7.2.1.25   FDCFO Proceed request

Upon receiving a SIP MESSAGE request containing the PoC feature tag '+g.poc.fdcfo' in the Accept-Contact header, the PoC Server:


1. SHALL return a SIP 403 "Forbidden" response, if anonymity is requested. Otherwise, continue with the rest of the steps;
2.   SHALL send the SIP MESSAGE request as specified in the subclause 7.2.2.8 "FDCFO Proceed request"  towards each Participant that indicated support for the FDCFO Proceed feature during the PoC Session establishment, or,;
3. SHALL return a SIP 480 "Temporarily Unavailable" response if no Participant in the PoC Session supports the FDCFO Proceed feature. 

Upon receiving the first SIP 2xx response for the SIP MESSAGE requests from one of the Participants in the PoC Session the PoC Server:

1. SHALL generate a SIP 200 "OK" response according to rules and procedures of [RFC3428]; 
2. SHALL include the User-Agent header to indicate the PoC release version as specified in subclause E.4.1 "Release version in User-agent and Server headers";  and,

3. SHALL send the SIP 200 "OK" response towards the PoC Client according to rules and procedures of the SIP/IP Core.
Upon receiving a SIP final response other than 2xx, that is one of the SIP 3xx, 4xx, 5xx or 6xx final responses the PoC Server:
1.    SHALL send the SIP final response towards the Inviting PoC Client, if a SIP final response was received from all PoC Clients and the SIP 200 "OK" response is not yet sent.
When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

Change 4:  (outgoing side Controlling PoC Server)

7.2.2.8    FDCFO Proceed request

This subclause describes the procedures for sending a FDCFO Proceed request. The procedure is initiated by the PoC Server as the result of an action specified in subclause 7.2.1.25 "FDCFO Proceed request".

The PoC Server: 

1. SHALL generate the SIP MESSAGE request according to rules and procedures of [RFC3428];

2. SHALL include an Accept-Contact header with the PoC feature tag '+g.poc.fdcfo' along with 'require' and 'explicit' parameters according to rules and procedures of [RFC3841] instead;
3. SHALL include the MIME application/vnd.poc.fdcfo+xml body received in the incoming SIP MESSAGE request; 
4.  SHALL include the User-Agent header to indicate the PoC release version as specified in subclause E.4.1 "Release version in User-agent and Server headers"; and, 
5. SHALL forward the SIP MESSAGE request towards the SIP/IP Core in a new dialog according to rules and procedures of the SIP/IP Core.


NOTE: 
Procedures towards the PoC Client sending the FDCFO Proceed request, when a SIP 2xx response, or other SIP final response (4xx, 5xx, 6xx) is received, are specified in subclause 7.2.1.25 "FDCFO Proceed request".
When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

Change 5:  (terminating side Participating PoC Server)

7.3.2.9    FDCFO Proceed request

Upon receiving a SIP MESSAGE request containing the PoC feature tag '+g.poc.fdcfo' in the Accept-Contact header and a PoC Address in the Request-URI served by the PoC Server performing the Participating PoC Function, the PoC Server:
1. SHALL generate the SIP MESSAGE request according to rules and procedures of [RFC3428];

Editor's Note: Application of service provider policy on the URI list is FFS

2. SHALL include an Accept-Contact header with the PoC feature tag '+g.poc.fdcfo' along with 'require' and 'explicit' parameters according to rules and procedures of [RFC3841]; and,

3. SHALL forward the SIP MESSAGE request towards the PoC Client in a new dialog according to rules and procedures of the SIP/IP Core;

Upon receiving a SIP final response PoC Server SHALL forward the SIP final response along the signalling path towards the originating PoC Client according to rules and procedures of [RFC3261]. 


When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
Change 6:  (receiving side PoC Client)

6.2.9  PoC Client receiving an FDCFO Proceed SIP MESSAGE

Upon receiving a SIP MESSAGE request containing the PoC feature tag '+g.poc.fdcfo in the Accept-Contact header field, the PoC Client:

1. MAY reject the SIP MESSAGE request with an appropriate reject code specified in [RFC3428] and [RFC3261] e.g.

a) when the PoC Client determines that there is not enough resources to handle the SIP MESSAGE request; or,

b) any other reason outside the scope of this specification.

NOTE:
The decision to reject the SIP MESSAGE request can e.g. be based on procedures between the PoC Client and the PoC User outside the scope of this specification. 

Otherwise continue with the rest of the steps;


2. SHALL generate a SIP 200 "OK" response according to rules and procedures of [RFC3428];
3.  SHALL include the Server header to indicate the PoC release version as specified in subclause E.4.1 "Release version in User-agent and Server headers";
4.  SHALL send the SIP 200 "OK" response towards the PoC Server according to rules and procedures of the SIP/IP Core
5. SHOULD inform the PoC User of arrival of the FDCFO request;  

If the PoC User accepts the switch to full duplex voice call, the PoC Client: 

1. SHOULD release the PoC Session as specified in subclause 6.1.6 "PoC Client leaving a PoC Session"; or, 

2. SHOULD remove the PoC Speech from the PoC Session as specified in subclause 6.1.4.6 "Adding and disconnecting from Media" if other Media Types than PoC Speech are used in the PoC Session.

NOTE 1:
If PoC User accepts the switch to the full duplex voice call, the full duplex voice client collocated with the PoC Client initiates a full duplex call to one of the full duplex voice call addresses.

NOTE 2:
The timing of the PoC Session release and the PoC Session modification is not specified in detail, the PoC Session release or the PoC Session modification can be postponed until after the full duplex voice client collocated with the PoC Client successfully establishes the full duplex voice call

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
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