[image: image1.jpg]"sOMaQa

Open Mobile Alliance



Doc# OMA-POC-POCv2-2007-0457R01-CR_ETR_J3_J4_J6
Submitted to PoC WG / PoC 2
Error! No text of specified style in document.
Page 2  V(6)




Change Request

	*Title:
	Solve CONRR ETR issues J3,J4,J6
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	POC WG / PoC v2

	Doc to Change:
	OMA-ETR-PoC-V2_0-20070124-D.doc

	Submission Date:
	2 3  2007

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Panasonic

Contact: david.cooper@eu.panasonic.com, david.stacey@eu.panasonic.com, 



	Replaces:
	n/a


1 Reason for Change

a) Justification:
To address the following consistency review comments
	J3

	2007-01-19
	T
	3.2, "PoC Session"
	Source: Siemens

Form: OMA-REL-2007-0039

Comment: Definition of "PoC Session" is confusing. It is possible to understand the sentence in a way that "PoC Session" can be "Pre-arranged PoC Group".

Proposed Change: Change to "A PoC Session is a SIP Session established by the procedures of this specification. This specification supports the following types of PoC Sessions: 1-1 PoC Session, Ad-hoc PoC Group Session, Pre-arranged PoC Group Session, or Chat PoC Group Session."
	Status: CLOSED
Implement proposed change

OMA-POC-POCv2-2007-0457R01-CR_ETR_J3_J4_J6

	J4

	2007-01-19
	T
	3.2,  "PoC Group Session"
	Source: Siemens

Form: OMA-REL-2007-0039

Comment: Definition of "PoC Group Session" is confusing. It is possible to understand the sentence in a way that "PoC Group Session" can be "Pre-arranged PoC Group".

Proposed Change: Change to "A PoC Group Session is a Pre-arranged PoC Group Session, Ad-hoc PoC Group Session or Chat PoC Group Session.  (Source: [OMA-PoC-SD])"
	Status: CLOSED
Implement proposed change

OMA-POC-POCv2-2007-0457R01-CR_ETR_J3_J4_J6

	J6
	2007-01-19
	T
	3.2,  "Media-floor Control Entity"
	Source: Siemens

Form: OMA-REL-2007-0039

Comment: Definition is inconsistent with ControlPlane.

Proposed Change: Reuse from ControlPlane
	Status: CLOSED
Implement proposed change
OMA-POC-POCv2-2007-0457R01-CR_ETR_J3_J4_J6


R01: Media Control -> Media control
And correctly reflect closed CONRR comment status.
2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To discuss and agree this proposal.

6 Detailed Change Proposal

Definitions
For the purposes of the PoC specifications, the terms and definitions given in [OMA Dictionary] and the following terms and definitions apply.
	TestFest
	Multi-lateral interoperability testing event


	1-1 PoC Session
	A feature enabling a PoC User to establish a PoC Session with another PoC User

	Active PoC Dispatcher
	PoC User currently taking the role of PoC Dispatcher for all the Dispatch PoC Sessions of a Dispatch PoC Group. The Active PoC Dispatcher can change along time between PoC Users that are allowed the role of PoC Dispatcher for the Dispatch PoC Group (e.g. through role transfer mechanisms). Source: [OMA-PoC-CP].

	Ad-hoc PoC Group Session
	A PoC Group Session established by a PoC User to an Ad-hoc PoC Group.

	Advanced Revocation Alert
	An alert to the PoC User that the Media transmit time will end within the time specified by the Alert Margin.

	Automatic Answer Mode
	Automatic Answer Mode is a PoC Client mode of operation in which the PoC Client accepts a PoC Session establishment request without manual intervention from the PoC User; Media is immediately played when received.

	Chat PoC Group
	A Chat PoC Group is a persistent PoC Group where the <invite-members> element is set to "false" as specified in the [OMA-POC-XDM] "PoC Group" and in which a PoC User individually joins to have a PoC Session with other joined PoC Users, i.e., the establishment of a PoC Session to a Chat PoC Group does not result in other members of the Chat PoC Group being invited.

	Chat PoC Group Session
	A Chat PoC Group Session is a PoC Session established to a Chat PoC Group.

	Conference-Factory-URI
	A provisioned SIP URI that identifies the PoC service in the Home PoC Network, typically used for setting up an Ad-hoc PoC Group or 1-1 PoC Session. The provisioning procedures of Conference-Factory-URI is specified in [OMA-PoC-CP].

	Confirmed Indication
	A Confirmed Indication is a signalling message returned by the PoC Server to confirm that the PoC Server,  all other network elements intermediary to the PoC Server and a terminating PoC Client are able and willing to receive Media.

	Controlling PoC Function
	A function is implemented in a PoC Server, providing centralized PoC Session handling, which includes RTP Media distribution, Talk Burst Control, policy enforcement for participation in the PoC Group Sessions, and the Participant Information.

	Dispatch PoC Group
	A Pre-arranged PoC Group in which one member is assigned the role of PoC Dispatcher and the other member(s) are assigned the role of PoC Fleet Members. Source: [OMA-PoC-SD].

	Discrete Media
	Media that itself does not contain an element of time (e.g. images, text).

	Dispatch PoC Session
	The PoC Session of a Dispatch PoC Group, or a subset of the Dispatch PoC Group, in which the 1-many-1 communication method is used.

	Full Duplex Call Follow-on Proceed
	A feature which allows PoC Session Participant to request the other PoC Session Participants to set up another independent full duplex voice call (either a circuit switched voice call or voice-over-IP call, subject to Service Provider Policy and configuration). The full duplex voice call set up is out of the scope of this specification. Source: [OMA-PoC-CP].

	Included Media Content
	Media content to be included in an invitation to a PoC Session or in a Group Advertisement. Source: [OMA-PoC-SD].

	Group Advertisement
	A Group Advertisement is a feature that provides the capability to inform other PoC Users of the existence of a PoC Group.

	Incoming Instant Personal Alert Barring
	Incoming Instant Personal Alert Barring is a PoC Service Setting for the PoC Client that conveys the PoC User's desire for the PoC service to block all incoming Instant Personal Alerts.

	Incoming PoC Session Barring
	Incoming PoC Session Barring is a PoC Service Setting for the PoC Client that conveys the PoC User's desire for the PoC service to block all incoming PoC Session requests.

	Instant Personal Alert
	Instant Personal Alert is a feature in which a PoC User sends a SIP based instant message to a PoC User requesting a 1-1 PoC Session.

	Invited PoC Client
	An Invited PoC Client is a PoC Client that is invited to a PoC Session.

	Invited PoC User
	The PoC User who has been invited to a PoC Session.

	Inviting PoC Client
	An Inviting PoC Client is a PoC Client that invites other PoC User(s) to a PoC Session.

	Limited Segment Media Buffer
	A PoC Client buffer that contains a small initial segment of the total buffered Media that can be transmitted to the PoC Server before the called PoC Client answers in order to minimise the delay due to the Media transmit delay latency. Source: [OMA-PoC-SD].

	Local QoE Profile
	QoE Profile that a PoC Client locally applies for a given PoC Session. The Local QoE Profile is intended to be equal to the QoE Profile assigned for the PoC Session but it may differ based on restrictions associated to the subscription of the local PoC User (e.g. ‘Basic’ PoC Users participate with ‘Basic’ Local QoE Profile in PoC Sessions with ‘Professional’ QoE Profile).

	Manual Answer Mode
	Manual Answer Mode is a mode of operation in which the PoC Client requires the PoC User to manually accept the PoC Session invitation before the PoC Session is established.

	Media
	Forms of information that are exchanged between Participants. Media may come in different forms, which are referred to as Media Types. Source: [OMA-PoC-SD].

	Media Burst
	Flow of Media from a PoC Client that has the permission to send Media to the receiving PoC Client(s).

	Media Burst Control Schemes
	Way of using Media Burst Control and/or Talk Burst Control according to predefined rules and procedures. [OMA-PoC-SD]

	Media-floor Control Entity
	A Media control resource shared by Participants in a PoC Session. The Media-floor Control Entity is controlled by a state machine to ensure that only one Participant can access the Media resource at the same time. One Media-floor Control Entity can handle one or more Media Streams according to negotiation.


	Media Stream
	A Media Stream is an instance of the transmission of a Media Type, which is used as the basic unit to distinguish each media flow. Multiple Media Streams can be combined to transmit multimedia. Source: [OMA-PoC-SD].

	Media Type
	Media Types share a characteristic of human perception. Media Types are either realtime or non-realtime, like:

· audio (e.g. speech, music)

· video (without audio component)
· still image

· text (formatted and non-formatted)
file

	On-demand Session
	An On-demand Session is a PoC Session set-up mechanism in which all Media Parameters are negotiated at PoC Session establishment.

	Participant
	A Participant is a PoC User in a PoC Session.

	Participant Information
	Information about the PoC Session and its Participants. Source: [OMA-PoC-SD]

	Participating PoC Function
	The Participating PoC Function is implemented in a PoC Server, and provides PoC Session handling, which includes policy enforcement for incoming PoC Sessions and relays Talk Burst Control messages between the PoC Client and the PoC Server performing the Controlling PoC Function. The Participating PoC Function may also relay RTP Media between the PoC Client and the PoC Server performing the Controlling PoC Function.

	PoC Address
	An address identifying a PoC User. The PoC Address can be used by one PoC User to request communication with other PoC Users. If SIP/IP Core is the 3GPP/3GPP2 IMS the PoC Address is a public user identity.

	PoC Box
	TBD

	PoC Client
	A PoC Client is a PoC functional entity that resides on the PoC User Equipment that supports the PoC service.

	PoC Dispatcher
	PoC Dispatcher is a Participant in a 1-many-1 PoC Group Session that sends Media to all PoC Fleet Members and that receives Media from any PoC Fleet Member.

	PoC Fleet Member
	A Participant in a 1-many-1 PoC Group Session that is only able to send Media to the PoC Dispatcher, and that likewise is only able to receive Media from the PoC Dispatcher.

Note: PoC Fleet Member is the same as Ordinary Participant in PoC 1. Source: [OMA-PoC-SD].

	PoC Group Identity
	The PoC Group Identity is a SIP URI of the Pre-arranged PoC Group or Chat PoC Group.

	PoC Group Session
	A PoC Group Session is a Pre-arranged PoC Group Session, Ad-hoc PoC Group Session or Chat PoC Group Session.

	PoC Interworking Service
	The PoC Interworking Service is a means to extend the PoC User experience beyond the OMA defined PoC Service and PoC Network boundaries, accomplished by interworking with other networks and systems, while not PoC compliant, being able to provide a reasonably comparable capability, involving simplex media based conferencing. Source: [OMA-PoC-SD].

	PoC Server
	The PoC Server implements the 3GPP IMS and 3GPP2 MMD application level network functionality for the PoC service. A PoC Server may perform the role of the Controlling PoC Function or Participating PoC Function, or both at the same time.

	PoC Service Setting
	A set of parameters indicating the capability of the PoC Client and the willingness of the PoC User to convey with related PoC Client and PoC Server functionalities, e.g. Answer Mode Indication, Incoming PoC Session Barring, Incoming Instant Personal Alert Barring, and  Simultaneous PoC Sessions Support. Source: [OMA-PoC-SD].

	PoC Session
	A PoC Session is a SIP Session established by the procedures of this specification.  This specification supports the following types of PoC Sessions:  1-1 PoC Session, Ad-hoc PoC Group Session, Pre-arranged PoC Group Session, or Chat PoC Group Session.

	PoC Subscriber
	Is one whose service subscription includes the PoC service. A PoC Subscriber can be the same person as a PoC User.

NOTE: In [OMA-PoC-RD-V1.0] the term “PoC Subscriber” is sometimes used to mean the same as term “PoC User“ in [OMA-PoC-AD], [OMA-PoC-CP] and [OMA-PoC-UP]. Source: [OMA-PoC-SD].

	PoC User
	A PoC User is a user of the PoC service.

	Pre-arranged PoC Group
	A Pre-arranged PoC Group is a persistent PoC Group, where the <invite-members> element is set to "true" as specified in the [OMA-POC-XDM] "PoC Group".  The establishment of a PoC Session to a Pre-arranged PoC Group results in all members being invited.

	Pre-established Session
	The Pre-established Session is a SIP Session established between the PoC Client and the Home PoC Server.   The PoC Client establishes the Pre-established Session prior to making requests for PoC Sessions to other PoC Users.  To establish a PoC Session based on a SIP request from the user, the PoC Server conferences other PoC Servers/Users to the Pre-established Session so as to create an end-to-end connection.

	QoE Profile
	Set of parameters that establish, from a high level point of view, the end PoC User experience in a given PoC Session. The QoE Profile is part of the PoC User’s subscription and can also be specified for PoC Groups. Each QoE Profile is associated with certain rules for underlying resource usage and potential prioritization procedures.

	Primary PoC Session
	PoC Session that the PoC User selects in preference to other PoC Sessions.   When the user has Simultaneous PoC Sessions, the Primary PoC Session has a priority over Secondary PoC Sessions. Source: [OMA-PoC-SD].

	Referenced Media Content
	Reference(s) to Media content to be included in an invitation to a PoC Session or in a Group Advertisement. Source: [OMA-PoC-SD].

	Talk Burst
	A Talk Burst is the flow of media from a PoC Client while that has the permission to send media.

	Talk Burst Control
	A control mechanism that arbitrates requests from the PoC Clients for the right to send Media. 

NOTE: In [OMA-PoC-RD-V1.0] the term “Floor Control” is used to mean the same as term “Talk Burst Control“ in [OMA-PoC-AD], [OMA-PoC-CP] and [OMA-PoC-UP]. Source: [OMA-PoC-SD].

	Text Content
	Text to be included in an invitation to a PoC Session or in a Group Advertisement. Source: [OMA-PoC-SD].

	Transmit Media Buffering
	A PoC Client mode of operation where the PoC Client buffers Media in a buffer in the PoC Client prior to the PoC Server instructing the PoC Client to transmit the Media. Source: [OMA-PoC-SD].

	UE PoC Box
	It is a function co-located with the PoC Client in the User Equipment where PoC Session Data and PoC Session Control Data can be stored. Source: [OMA-PoC-SD].

	Unconfirmed Indication
	The Unconfirmed Indication is an indication returned by the PoC Server to confirm that it is able to receive media and believes the PoC Client is able to accept media; the PoC Server sends the Unconfirmed Indication prior to determining that all egress elements are ready or even able to receive media.

	Unrestricted Group
	An Unrestricted Group is a PoC Group that any PoC User may join. Source: [OMA-PoC-SD].
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