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	To:
	PoC WG

	Doc to Change:
	OMA-AD-PoC-V2_0-20070326-D

	Submission Date:
	2007-04-02

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Jan Holm, Ericsson AB, Jan.Holm@ericsson.com

	Replaces:
	OMA-POC-POCv2-2007-0458-CR_AD_CONRR_B59_Figure_2


1 Reason for Change

2 R01: Updated according to comments, i.e. old figure added.
Justification
	B59
	2007.01.22
	T
	5 
	Source: Motorola

Form: OMA-REL-2007-0046-INP-POCv2.0_CONR_AD_comments

Comment: Figure 2, should include a signaling link between SIP/IP core and the XDM server.

Proposed Change: Add the missing link.
	Status: CLOSED

The figure shows interactions between PoC functional entities and external entities NOT between external entities. A NOTE is inserted to clarify this all



Scope of change

 A NOTE included to clarify that interactions between external entities are not shown in the figure. 
Impacted subclauses

No subclause impacted
Consequence if not accepted
An Unresolved CONRR comment will remain in the AD.
3 Impact on Backward Compatibility

No impact.
4 Impact on Other Specifications

No impact.
5 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

6 Recommendation

It is recommended that the proposed changes shall be included in the next version of the AD.
7 Detailed Change Proposal

Change 1:  (Note added)
5  Architecture

PoC V2.0 architecture is based on the PoC V1.0 architecture. 

The PoC functional entities (PoC Client, PoC Box and PoC Server) use and interact with certain external entities providing services to PoC system as shown in the Figure 2 "Interaction of PoC functional entities with external entities.
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NOTE:
Interactions between external entities are not shown in the figure.
Figure 2: Interaction of PoC functional entities with external entities.
The XML Document Management enabler is described in [OMA XDM V2.0 AD].  The XDM functional entities are the Aggregation Proxy (as specified in subclause 6.2.3 “Aggregation Proxy”), Shared List XDMS (as specified in subclause 6.2.2.1 “Shared List XML Document Management Server (XDMS)”), Shared Group XDMS (as specified in subclause 6.2.2.2 "Shared Group XML Document Management Server (XDMS)") and Shared Policy XDMS (as specified in subclause 6.2.2.3 "Shared Policy XML Document Management Server (XDMS)"). The PoC Server interacts with the Shared XDMSs over the POC-2, XDM-2, and POC-5 reference points.

The Presence enabler is described in [OMA Presence V1.0 AD].  The Presence functional entities are the Presence Server (as specified in subclause 6.2.4 “Presence Server”), Presence Source (as specified in subclause 6.2.5 “Presence Source”), and Watcher (as specified in subclause 6.2.6 “Watcher”).  The PoC Server can assume the role of a Presence Source or Watcher or both, and interacts with the Presence Server over the POC-2 and PRS-3 reference points. The PoC service interactions with Presence service functionality are further specified in [OMA PoC V2.0 SD] “Presence”.
The SIP/IP Core includes a number of SIP proxies and SIP registrars. When SIP/IP Core is based on the 3GPP/3GPP2 IMS, the SIP/IP Core architecture is specified in [3GPP TS 23.228] or [3GPP2 X.P0013.2].

Discovery/Registry, Authentication/Authorization and Security are provided in cooperation with SIP/IP Core. Registry functionality is described in [OMA PoC V2.0 SD] “Registration”. 
NOTE:
Discovery is SIP/IP Core specific and out of scope of this specification.
The Authentication/Authorization is described in the subclause 4.2 "Security Considerations”. Security is described in the subclause 4.2 "Security Considerations”. 
Charging functionality is described in [OMA PoC V2.0 SD] “Charging”.
Provisioning functionality is described in [OMA PoC V2.0 SD] “PoC service provisioning”. 
Figure 3 “PoC architecture” describes the functional entities and reference points that are involved in the support of the PoC service.
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NOTE: 
There are other interfaces described in clause 7 "Description of the reference points” in addition to those shown in the figure.
Figure 3: PoC architecture
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