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1 Reason for Change

a)
Justification: 

Covered the comments C229-233 (ref. OMA-CONRR-PoC-V2_0-20070208-D).
	C229
	2006-01-19
	T
	SD, 4.23
	Source: NOKIA

Form: OMA-REL-2007-0023-INP_POCV2.0_CONR_SD COMMENTS_NOKIA

Comment: Fixed PoC Client provisioning shall be covered, too, and the corresponding EN shall be closed.

Proposed Change:  
	Status: CLOSED
See C233

	C230
	2007.01.20
	E
	4.23
	Source: Agnieszka.r.Szczurowska@ericsson.com

Form: OMA-REL-2007-0028
Comment: The following text should use full wording for CP and DM.  " either via OMA CP or via OMA DM profile "

Proposed Change: Do not abbreviate CP and DM other than in pre-defined references. OR ass CP abbreviation to the abbreviations section 3.3. It is suggested that maybe some other abbreviation than CP is used, not to be confused with Control Plane.
	Status: CLOSED
OMA-POC-POCv2-2007-0257-SD C229-233
 

	C231
	
	E
	4.23
<The fifth paragraph>
	Source: <lei.zhu@huawei.com; zhangaiqin@huawei.com>

Form: OMA-REL-2007-0038
Comment: < Spelling mistake > 

Proposed Change: < Change any into many >
	Status: CLOSED
Proposed to be rejected.  "any" is correct.

OMA-POC-POCv2-2007-0257-SD C229-233

	C232
	2007-01-20
	E
	4.23
	Source: bert.skedinger@ericsson.com

Form: OMA-REL-2007-0028
Comment: Wrong reference

Proposed Change: Replace “[OMA-DM]” by “[OMA DM]”
	Status: CLOSED

OMA-POC-POCv2-2007-0160R01-CR_SD_Editorial_clean_up_in_SD
 

	C233
	2007.01.22
	T
	4.23
	Source: aallen@rim.com

Form: OMA-REL-2007-0056R01
Comment: Editor's Note:  Provisioning of the fixed PoC Clients should be covered also

Proposed Change: Proposed to add text that allows other provisioning possibilities that are out of scope
	Status: CLOSED
OMA-POC-POCv2-2007-0257-SD C229-233



b)
Clauses affected:

Sub clause 4.23 and its subclauses.
c)
Summary of change:

Covered the comments C229, 230, 231 and 233.  

d)
Consequence if not approved:

Unsolved CONR comments.
e)
Reason for revision:
N/A.
2 Impact on Backward Compatibility

No impact.
3 Impact on Other Specifications

No impact.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To review by PoC WG, agree to the changes and incorporate in the next release of PoC SD.
6 Detailed Change Proposal
2.1 Normative References

	[RFC2046]
	IETF RFC 2046: “Multipurpose Internet Mail Extensions (MIME) Part Two: Media Types”, N. Freed, N. Borenstein, November 1996.
URL: http://www.ietf.org/rfc/rfc2046.txt

	[RFC2119]
	IETF RFC 2119: “Key words for use in RFCs to Indicate Requirement Levels”. S. Bradner. March 1997.
URL: http://www.ietf.org/rfc/rfc2119.txt

	[RFC2396]
	IETF RFC 2396: “Uniform Resource Identifiers (URI): Generic Syntax”, T Berners Lee, R. Fielding, U.C. Irvine, L. Masinter, August 1998.
URL: http://www.ietf.org/rfc/rfc2396.txt 

	[RFC2617]
	IETF RFC 2617: ”HTTP Authentication: Basic and Digest Access Authentication”, J. Franks et al, June 1999.
URL: http://www.ietf.org/rfc/rfc2617.txt 

	[RFC3261]
	IETF RFC 3261: “SIP: Session Initiation Protocol”, J. Rosenberg et al, June 2002. 
URL: http://www.ietf.org/rfc/rfc3261.txt

	[RFC3265]
	IETF RFC 3265: "Session Initiation Protocol (SIP)-Specific Event Notification", A. B. Roach, June 2002.

URL: http://www.ietf.org/rfc/rfc3265.txt?number=3265

	[RFC3320]
	IETF RFC 3320: “Signaling Compression (SigComp)”, R. Price et al, January 2003.

URL: http://www.ietf.org/rfc/rfc3320.txt

	[RFC3321]
	IETF RFC 3321: “Signaling Compression (SigComp) - Extended Operations”, H. Hannu et al, January 2003.

URL: http://www.ietf.org/rfc/rfc3321.txt

	[RFC3325]
	IETF RFC 3325: “Private Extensions to the Session Initiation Protocol (SIP) for Asserted Identity within Trusted Networks”, C. Jennings et al, November 2002

URL: http://www.ietf.org/rfc/rfc3325.txt

	[RFC3485]
	IETF RFC 3485: “The Session Initiation Protocol (SIP) and Session Description Protocol (SDP) Static Dictionary for Signaling Compression (SigComp)”, M. Garcia-Martin et al, February 2003.

URL: http://www.ietf.org/rfc/rfc3485.txt

	[RFC3486]
	IETF RFC 3486: “Compressing the Session Initiation Protocol (SIP)”, G. Camarillo, February 2003. 
URL: http://www.ietf.org/rfc/rfc3486.txt

	[RFC3515]
	IETF RFC 3515: ”The Session Initiation Protocol (SIP) Refer Method”, R. Sparks, April 2003.

URL: http://www.ietf.org/rfc/rfc3515.txt 

	[RFC3550]
	IETF RFC 3550: ”RTP: A Transport Protocol for Real-Time Applications”, H. Schulzrinne, July 2003.

URL: http://www.ietf.org/rfc/rfc3550.txt 

	[RFC3966]
	IETF RFC 3699: “The tel URI for Telephone Numbers”, H. Schulzrinne, December 2004.-12-22

URL: http://www.ietf.org/rfc/rfc3966.txt

	[RFC4412]
	IETF RFC 4412: “Communications Resource Priority for the Session Initiation Protocol (SIP)”, H. Schulzrinne, J. Polk, February 2006.

URL: http://www.ietf.org/rfc/rfc4412.txt

	[3GPP TS 23.002]
	3GPP TS 23.002: “Network architecture”.

URL: http://www.3gpp.org/

	[3GPP TS 23.060]
	3GPP TS 23.060: “General Packet Radio Service (GPRS); Service Description”, Stage 2. 

URL: http://www.3gpp.org/

	[3GPP TS 23.107]
	3GPP TS 23.107: “Quality of Service (QoS) concept and architecture”
URL: http://www.3gpp.org/

	[3GPP TS 23.228]
	3GPP TS 23.228: “IP Multimedia Subsystem (IMS)”, Stage 2. 

URL: http://www.3gpp.org/

	[3GPP TS 24.229]
	3GPP TS 24.229: “IP Multimedia Call Control Protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP)”, Stage 3.

URL: http://www.3gpp.org/

	[3GPP TS 26.235]
	3GPP TS 26.235: “Packet switched conversational multimedia applications; Default codecs”, (Release 6).

URL: http://www.3gpp.org/

	[3GPP TS 32.200]
	3GPP TS 32.200: “Telecommunication management; Charging management; Charging principles”.

URL: http://www.3gpp.org/ 

	[3GPP TS32.240]
	3GPP TS 32.240: "Charging Management; Charging Architecture and Principles".

URL: http://www.3gpp.org/

	[3GPP TS32.260]
	3GPP TS 32.260: “Telecommunication management; Charging management; IP Multimedia Subsystem (IMS) charging”, (Release 6).

URL: http://www.3gpp.org/

	[3GPP TS 32.272]
	3GPP TS 32.272: “Push-to-Talk over Cellular (PoC) Charging”.

URL: http://www.3gpp.org/

	[3GPP TS 33.203]
	3GPP TS 33.203: “Access security for IP-based services”.

URL: http://www.3gpp.org/

	[3GPP2 S.R0100-0]
	3GPP2 S.R0100-0 Push-to-Talk over Cellular (PoC) System Requirements, (v1.0). 

URL: http://www.3gpp2.org/

	[3GPP2 S.S0086-B]
	3GPP2 S.S0086-B: “IMS Security Framework”.

URL: http://www.3gpp2.org/

	[3GPP2 X.S0013.2]
	3GPP2 X.S0013.2: “IP Multimedia Subsystem (IMS)”, Stage 2. 

URL: http://www.3gpp2.org/

	[3GPP2 X S0013.4]
	3GPP2 X.S0013.4: “IP Multimedia Call Control Protocol, Based on SIP and SDP”, stage 3.

URL: http://www.3gpp2.org/

	[ITU-T E.164]
	 ITU-T E.164:  “The international public telecommunication numbering plan”, ITU-T Recommendation E.164. URL: http://www.itu.int/rec/recommendation.asp?type=folders&lang=e&parent=T-REC-E.164

	[OMA Charging AD]
	OMA: “Charging Architecture”, V1.0.
URL: http://www.openmobilealliance.com/ 

	[OMA DM]
	"OMA Device Management Protocol", V1.2
URL: http://www.openmobilealliance.com/

	[OMA DM Bootstrap]
	OMA Device Management,  Bootstrap document

URL: http://www.openmobilealliance.com/

	[OMA Client Provisioning]
	OMA Client Provisioning V1.1.

URL: http://www.openmobilealliance.com/

	[XDM AD]
	OMA XML Document Management Architecture V1.0

URL: http://www.openmobilealliance.com/

	[Presence AD]
	OMA: “Presence SIMPLE Architecture Document”, V1.0.

URL: http://www.openmobilealliance.com/

	[PoC RD V1.0]
	OMA: “Push to Talk over Cellular Requirements”, V1.0. 
URL: http://www.openmobilealliance.com/

	[PoC RD V2.0]
	OMA: “Push to Talk over Cellular 2 Requirements”, V2.0. 
URL: http://www.openmobilealliance.com/  

	[PoC Invocation Descriptor]
	OMA PoC Invocation Descriptor V2.0

URL:http://www.openmobilealliance.com/ 

	[OMA PoC UP]
	OMA: ”PoC User Plane”, V1.0. 

URL: http://www.openmobilealliance.com/

	[OMA PoC CP]
	OMA: “PoC Control Plane”, V1.0. 

URL: http://www.openmobilealliance.com/

	[PoC XDM]
	OMA: “PoC XDM Specification”, V1.0.
URL: http://www.openmobilealliance.com/

	[PoC XDM V2.0]
	OMA: “PoC XDM Specification”, V2.0.

URL: http://www.openmobilealliance.com/ 

	[XDM-Shared-Groups]
	OMA-TS-XDM_Shared_Group-V2_0
URL: http://www.openmobilealliance.org/

	[PoC AD V1.0]
	OMA Push to Talk over Cellular Architecture Document V1.0 
URL: http://www.openmobilealliance.com/ 

	[PoC AD V2.0]
	OMA Push to Talk over Cellular Architecture Document V2.0 
URL: http://www.openmobilealliance.com/ 


4.23 PoC service provisioning

OMA Device Management [OMA DM] and OMA Client Provisioning [OMA Client Provisioning] provide protocols and data structures to provision and manage a mobile terminal over the air. Either method or a combination of the two methods may be used to provision and manage the PoC service feature configurations on a mobile terminal.

The PoC service provider sets up PoC service feature configurations remotely in the User Equipment by using the provisioning mechanisms specified in [OMA Client Provisioning] or in [OMA DM Bootstrap]. The PoC Service provider SHOULD update the PoC service feature configurations remotely in the User Equipment by using [OMA DM].

The PoC Client  SHALL be able to receive the provisioning parameters, either via OMA CP or via OMA DM profile, and sent by service provider. The exact syntax and definition of parameters needed for PoC service are specified in [OMA Client Provisioning] and in [OMA DM]. In networks where other alternative provisioning systems are supported by the network and the user equipment, these provisioning systems are also allowed to be used but they are out of scope for this specification.
Updates to the provisioned parameters SHOULD be done as  specified in [OMA DM].

How any PoC Subscriber specific service attributes are provisioned to the PoC Server is out of scope of this specification.
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