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1 Reason for Change

Solves consistency review comments involving the addition of a RFC 4411 Reason header. 

	ID
	Open Date
	Type
	Section
	Description
	Status

	D908
	
	T
	 7.3.2.10 "PoC Server Releases a PoC Session"
	Source: Alcatel-Lucent

Form: 
Comment:  When the PF PoC Server sends a BYE in section 7.3.2.10 to preempt a PoC User, the BYE needs to have an RFC 4411/3326 Reason header.

Proposed Change: Add an RFC 4411Reason header to the BYE in 73.2.10.
	Status: OPEN




R01: Wording edits and repairing bullet 3 of 7.2.2.4 in change #3.  
R02: Changes made according to comments received in R&A  
	Mr. Paavonen Tapio
	Yes
	What is the difference between phrases ''per RFCxxxx'' and ''according to rules and procedures of RFCxxxx'' ? Is the NOTE correct ? NOTE: There are two cases where a PoC User is pre-empted: (1) A SIP BYE request comes from the Participating PoC Function because a PoC Session of a PoC User has been pre-empted because of the arrival of an ‘Official Government Use’ QoE Profile PoC Session. (2) A SIP INVITE request arrives to the Controlling PoC Function (a PoC User wants to join a PoC Session) and the maximum number of Participants has been reached for the ongoing PoC Session. I think that part 2 needs some additions for beeing true. It doesn''t happen normally. 
	2007-05-23 10:54:17

	Mr. Sedlacek Ivo
	No
	The Reason text should be language dependent.
	


R02: Changed “per RFCxxx” to according to rules and procedures of “RFCxxx”
About the NOTE: First case is not relevant because when the explained scenario happens, the logic does not arrive to subclause 7.2.2.4, therefore first case is removed from the note. Second case is reworded for clarification.
Added a sentence explaining that the Language can be changed.
2 Impact on Backward Compatibility

None identified 
3 Impact on Other Specifications

None identified 
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Adopt into the CP
6 Detailed Change Proposal

Change 1:  Adding Reason code to Section 7.3.2.10
7.3.2.10  PoC Server Releases a PoC Session

If the PoC Session to be released uses the On-demand Session, and the PoC Server acts as a B2BUA, then the PoC Server:

· 1. SHALL interact with the User Plane as specified in [OMA-PoC-UP] "Participating PoC Function procedures at PoC Session release" for releasing the User Plane resources towards the PoC Client;
· 2. SHALL generate a SIP BYE request according to rules and procedures of [RFC3261];  
· 3. SHOULD include a Reason header with text 'Preemption ;cause=1 ; text="UA preemption", according to [RFC 4411], if the PoC Server supports the 'Official Government Use' QoE Profile and the PoC Session is released due to the arrival of another PoC Session with ‘Official Government Use’ QoE Profile.The PoC Server SHOULD choose language of the reason-text in the Reason header depending on the preferred language indicated in Accept-Language header received from the PoC Client in the SIP INVITE request or SIP 200 "OK" response to the SIP INVITE request, if the language is supported;
· 4. SHALL include a Resource-Priority header according to rules and procedures of [RFC4412] that is identical to the one used to establish the PoC Session, if the PoC Session was established with an 'Official Government Use' QoE Profile, and if the PoC Server supports the 'Official Government Use' QoE Profile; 
· 5. SHALL send the SIP BYE request to the PoC Client according to rules and procedures of the SIP/IP Core;
· 
· 6. SHALL generate a SIP BYE request according to rules and procedures of [RFC3261];
· 7. SHOULD include a Reason header with text 'Preemption ;cause=1 ; text="UA preemption"', according to [RFC 4411], if the PoC Server supports the 'Official Government Use' QoE  Profile and the PoC Session is released due to the arrival of another PoC Session with ‘Official Government Use’ QoE Profile. The PoC Server SHOULD choose language of the reason-text in the Reason header depending on the preferred language indicated in Accept-Language header received from the PoC Client in the SIP INVITE request or SIP 200 "OK" response to the SIP INVITE request, if the language is supported;
· 8. SHALL include a Resource-Priority header according to rules and procedures of [RFC4412] that is identical to the one used to establish the PoC Session, if the PoC Session was established with an 'Official Government Use' QoE Profile, and if the PoC Server supports the 'Official Government Use' QoE Profile;and,
· 9. SHALL send the SIP BYE request to the PoC Server performing the Controlling PoC Function according to rules and procedures of the SIP/IP Core;
· 
Upon receiving a SIP 200 "OK" response to the SIP BYE request from the PoC Client, the PoC Server SHALL interact with the User Plane as specified in [OMA-PoC-UP] "Participating PoC Function procedures at PoC Session release" for releasing the User Plane resources towards the PoC Client.

Upon receiving a SIP 200 "OK" response to the SIP BYE request from the PoC Server performing the Controlling PoC Function, the PoC Server SHALL interact with the User Plane as specified in [OMA-PoC-UP] "Participating PoC Function procedures at PoC Session release" for releasing the User Plane resources towards the PoC Server performing the Controlling PoC Function.

If the PoC Session to be released uses Pre-established Session, the PoC Server performing the Participating PoC Function:

· 1. SHALL interact with the User Plane as specified in [OMA-PoC-UP] "Participating PoC Function procedures at PoC Session release" for releasing the User Plane resources towards the PoC Client;
· 2. SHALL generate a SIP BYE request according to rules and procedures of [RFC3261];
· 3. SHOULD include a Reason header with text 'Preemption ;cause=1 ; text="UA preemption"', according to [RFC 4411], if the PoC Server supports the 'Official Government Use' QoE  Profile and the PoC Session is released due to the arrival of another PoC Session with ‘Official Government Use’ QoE Profile. The PoC Server SHOULD choose language of the reason-text in the Reason header depending on the preferred language indicated in Accept-Language header received from the PoC Client in the SIP INVITE request or SIP 200 "OK" response to the SIP INVITE request, if the language is supported;
· 4. SHALL include a Resource-Priority header according to rules and procedures of [RFC4412] that is identical to the one used to establish the PoC Session, if the PoC Session was established with an 'Official Government Use' QoE Profile, and if the PoC Server supports the 'Official Government Use' QoE Profile;
· 5. SHALL send the SIP BYE request to the PoC Server performing the Controlling PoC Function according to rules and procedures of the SIP/IP Core;
· 
· 6. SHALL interact with the User Plane as specified in [OMA-PoC-UP] "Participating PoC Function procedures at PoC Session release" for disconnecting User Plane resources towards the PoC Client; and,
· 7. SHALL maintain the Pre-established Session towards the PoC Client.
Upon receiving a SIP 200 "OK" response to the SIP BYE request from the PoC Server performing the Controlling PoC Function, the PoC Server SHALL interact with the User Plane as specified in [OMA-PoC-UP] "Participating PoC Function procedures at PoC Session release" for releasing the User Plane resources towards the PoC Server performing the Controlling PoC Function. 

Change 2:  Adding Reason to Section 6.2.3.1
6.2.3.1  PoC Session release request – On-demand Session case

Upon receiving a SIP BYE request, the PoC Client: 

· 1. SHALL interact with the User Plane as specified in [OMA-PoC-UP] "PoC Client procedures at PoC Session release"; and,

NOTE 1:
Resulting User Plane processing is completed before the next step is performed.
NOTE 2: If the SIP BYE request contains a Reason header according to rules and procedures of [RFC 4411], the PoC Client can display a message to the PoC User containing the text from the Reason header.
· 2. SHALL send SIP 200 "OK" response towards PoC Server according to rules and procedures of the SIP/IP Core.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

Change 3:  Adding Reason header to Section 7.2.2.4
7.2.2.4 Removal of Participant from PoC Session

When a Participant needs to be removed from the PoC Session the PoC Server:

· 1. SHALL interact with User Plane as specified in [OMA-PoC-UP] "Controlling PoC Function procedures at PoC Session release";

· 2. SHALL generate a SIP BYE request according to rules and procedures of [RFC3261];
-     3. SHOULD include a Reason header with text 'Preemption ;cause=1 ; text="UA preemption"', according to rules and procedures of [RFC 4411] if the Participant is being released due to the arrival of a SIP INVITE request to the Controlling PoC Function and the maximum number of Participants has already been reached for the ongoing PoC Session. 
The PoC Server SHOULD choose language of the reason-text in the Reason header depending on the preferred language indicated in Accept-Language header received from the PoC Client in the SIP INVITE request or SIP 200 "OK" response to the SIP INVITE request, if the language is supported;
NOTE:  The release of a Participant can happen when a PoC User wants to join a PoC Session in which the maximum number of Participants has been reached and the joining PoC User uses 'Official Government Use' QoE Profile. 
· 4. SHALL include a Resource-Priority header according to rules and procedures of [RFC4412] set to the priority value assigned for the PoC Session, if the QoE Profile assigned to the PoC Session is 'Official Government Use' and if the PoC Server supports this QoE Profile; and,

· 5. SHALL send the SIP BYE request towards the PoC Client of the Participant according to rules and procedures of the SIP/IP Core.

Upon receiving a SIP 200 "OK" for the SIP BYE request, the PoC Server:

· 1. SHALL interact with the User Plane as specified in [OMA-PoC-UP] "Controlling PoC Function procedures at PoC Session release" for releasing User Plane resources towards the PoC Server performing Participating PoC Function (or towards the PoC Client if there is no Participating PoC Function on the User Plane path);
· 2. SHALL generate a notification to the PoC Clients, which have subscribed to the conference state event package that a PoC User has left the PoC Group Session, as specified in subclause 7.2.1.11.2 "Generating a SIP NOTIFY request"; and, 
· 3. SHALL send the SIP NOTIFY request to the PoC Clients according to rules and procedures of the SIP/IP Core.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

Change 4:  Adding Reason header to Section 7.3.2.6
7.3.2.6   SIP BYE request

7.3.2.6.1   SIP BYE request from the Controlling PoC Function – On-demand Session case

Upon receiving a SIP BYE request from the PoC Server performing the Controlling PoC Function a PoC Server acting as a B2BUA:

· 1. SHALL check if a Resource-Priority header is included in the SIP BYE request according to rules and procedures of [RFC4412], if the PoC Server supports 'Official Government Use' QoE Profile. If included the PoC Server SHALL apply preferential treatment to the request to leave the PoC Session, as specified in [RFC4412];

· 2. SHALL interact with the User Plane as specified in [OMA-PoC-UP] "Participating PoC Function procedures at PoC Session release" for releasing User Plane resource associated with the SIP Session with the PoC Server performing the Controlling PoC Function; 

· 3. SHALL generate a SIP 200 "OK" response and send it towards the PoC Server performing the Controlling PoC Function according to rules and procedures of the SIP/IP Core;
· 
· 4. SHALL generate a SIP BYE request according to rules and procedures of [RFC3261];
· 5. SHOULD include a Reason header unmodified according to rules and procedures of [RFC4411], if the incoming SIP BYE request contained a Reason header and if the PoC Server supports the 'Official Government Use' QoE  Profile;
· 5. SHALL include a Resource-Priority header unmodified according to rules and procedures of [RFC4412], if the incoming SIP BYE request contained a Resource-Priority header and if the PoC Server supports the 'Official Government Use' QoE Profile; and, 
· 6. SHALL send the SIP BYE request to the PoC Client according to rules and procedures of the SIP/IP Core.
Upon receiving a SIP 200 "OK" response to the SIP BYE request the PoC Server SHALL interact with the User Plane as specified in [OMA-PoC-UP] "Participating PoC Function procedures at PoC Session release" for releasing User Plane resources associated with the SIP Session with the PoC Client. 

When acting as a SIP proxy the rules and procedures as specified in [RFC3261] SHALL be applied.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
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