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1 Reason for Change
	ID
	Open Date
	Type
	Section
	Description
	Status

	D908
	
	T
	 7.3.2.10 "PoC Server Releases a PoC Session"
	Source: Alcatel-Lucent

Form: 
Comment:  When the PF PoC Server sends a BYE in section 7.3.2.10 to preempt a PoC User, the BYE needs to have an RFC 4411/3326 Reason header.
Proposed Change: Add an RFC 4411Reason header to the BYE in 73.2.10.
	Status: OPEN




The above applies as well to the Disconnect Message, which is the purpose of this contribution.  
R01: Slight rewording of "Reason Text", fixing capitalization, etc.  Addition of Reason Text field to section 6.5.1.2. 
Note:  in the figure below, yellow highlighted text is revision (new) text.  This is done to improve readability.  
R02: Changes made according to comments received in R&A

	Mr. Paavonen Tapio
	Yes
	6.5.12: Align the Disconnect message with all other messages and add value ''109'' in the message table. 6.5.1.2: Update numbers for ''Reserved for future use''. What is ''this'' in the sentence "The Reason-Header-length SHALL indicate the length of this item" ?
	2007-05-23 10:44:59

	Mr. Holm Jan
	No
	Remove SDES item content since there is no SDES item in the message.
	2007-05-24 11:48:05

	Mr. Sedlacek Ivo
	No
	  "Provides optional the Reason header" -> "Provides optional Reason header" 

  From the description in 6.5.12 it seems that the Reason header name is also included in the Reason-Header MBCP field. Would it be enough just to include the Reason header value (instead of "Reason: Preemption;cause=1;text="UA preemption"" only " Preemption;cause=1;text="UA preemption"" would be included)?
	


2 Impact on Backward Compatibility

None identified
3 Impact on Other Specifications

None identified 
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Adopt
6 Detailed Change Proposal

Change 1:  Adding Reason text to Disconnect
6.5.12  MBCP Disconnect message

The MBCP Disconnect message is sent by the PoC Server performing the Participating PoC Function to the PoC Client to indicate that the PoC Session using a Pre-established Session has been released.

Table 1 "MBCP Disconnect message" shows the content of the message.

Table 1: MBCP Disconnect message.

 0                   1                   2                   3   

 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|V=2|P|0 1 0 1 1|   PT=APP=204  |          length=2             |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|  SSRC of PoC Server performing the Participating PoC function |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|                          name=PoC1                            |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+
|Reason-Header  |Reason-Header- |                               |
|        = 109  |  length       |                               |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+                               |

|                 Reason-Header-Value                           |
+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+
The following bit pattern in the subtype field SHALL be used for the MBCP Disconnect message: 01011.

SSRC
The SSRC field SHALL carry the SSRC of the PoC Server performing the Participating PoC Function.

Reason header:
In case the optional Reason header item is included, it SHALL provide the Reason header as specified in [RFC 4411] of a received SIP BYE request that caused the release of the PoC User. The coding of the Reason header is specified in subclause 6.5.1.2.10 "Reason header".



Change 2:  Reason text field addition to section 6.5.1.2
6.5.1.2 MBCP specific fields

This subclause list fields specific for MBCP.

The MBCP messages can include the MBCP specific fields. If included, the MBCP specific fields are contained in the application-dependent data of the MBCP message. 

Each MBCP specific field consists of an 8-bit Field ID, an 8-bit octet count describing the length of the field value not including this two-octet header, and the field value.

Table 2 "MBCP specific fields" lists the available fields including the assigned Field ID.

Table 2: MBCP specific fields.

	Field name
	Field ID
	Reference
	Description

	-
	000-099
	[RFC3550]
	Used by RTCP [RFC3550]

	P-count
	100
	6.5.1.2.1
	Participants

	T2-timer
	101
	6.5.1.2.2
	Stop talking time

	MB-priority-level
	102
	6.5.1.2.3
	MB-priority value

	Time-stamp
	103
	6.5.1.2.4
	Time stamp value

	Alert-margin
	104
	6.5.1.2.5
	Advanced Revocation Alert time information

	Privacy
	105
	6.5.1.2.6
	Privacy for Sender Identification

	Anonymous identity
	106
	6.5.1.2.7
	Unique anonymous identity

	MBCP-restrict
	107
	6.5.1.2.8
	MBCP usage restrictions

	Media-Streams
	108
	6.5.1.2.9
	Media Streams usage

	Reason-Header
	109
	6.5.1.2.10
	Reason header of SIP BYE request

	-
	110-255
	Future releases of the PoC Enabler
	Reserved for future use


[no changes till the following]

6.5.1.2.10   Reason header 
The Reason-Header field SHALL include the value 109 (decimal) indicating that this particular item indicates the Reason header [RFC4411] contained in a SIP BYE request that caused the Disconnect message.

The Reason-Header-length field SHALL indicate the length in bytes of the Reason-Header-Value field.
The Reason-Header-Value field SHALL contain the actual Reason header.
The following is an example of a Reason header in a SIP BYE request and its use in the Reason-Header-Value:

Preemption ;cause=1 ;text="UA preemption"
In this case, the above Reason header is to be copied into the Reason-Header-Value field.
NOTE: The text "UA preemption" can be a changed by a different string, matching the corresponding meaning in a different language.
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