[image: image1.jpg]"sOMaQa

Open Mobile Alliance



Doc# OMA-POC-POCv2-2006-0519R02-SD-Discrete Media
Submitted to PoC WG / PoC 2
Submission Date: 14th June 2006
Doc# OMA-POC-POCv2-2006-0519R02-SD-Discrete Media
Submitted to PoC WG / PoC 2
Submission Date: 14th June 2006

Change Request

	Title:
	CP Backward compatibility
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	PoC WG

	Doc to Change:
	OMA-TS-PoC_ControlPlane-V2_0-20070528-D

	Submission Date:
	2007-05-29

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Ivo Sedlacek, Siemens, ivo.sedlacek@siemens.com
Tapio Paavonen, Nokia

	Replaces:
	n/a


1 Reason for Change
a) Justification:
The contribution attempts to close the following comments:
	D516

	2007-01-19
	T
	7.3.1.a
	Source: Siemens

Form: OMA-REL-2007-0005

Comment:  Behavior in case PoCv1.0 Client is being served by the PoC Server performing the Participating PoC should be added.

Proposed Change: if the PoC Client indicates in the publish of the PoC Service Settings that the PoC Client supports only PoCv1.0 enabler release, the PoC Server performing the Participating PoC Function should behave according to the PoCv1.0 specification.
	Status: CLOSED


Additionally,
· PoCv1.0 -> was changed to "supported only the PoC 1 specifications"

· "User Agent" -> "User-Agent"
b) Clauses affected:

See justification.
c) Summary of change:
See justification. 
d) Consequence if not approved:
CONRR not closed.
e) Reason for revision:
2 Impact on Backward Compatibility
None
3 Impact on Other Specifications
None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation
It is recommended that the proposed changes are discussed and agreed. 
6 Detailed Change Proposal
7.2.2a
Backward compatibility

When PoC Server performing Controlling PoC Function sends a SIP request towards the terminating PoC Network, the PoC Server SHALL perform the actions according to subclause 7.2.2 "Request initiated by the Controlling PoC Function", if the PoC Server does not know the version of OMA PoC specification supported by the terminating PoC Server or the version supported is the one specified in this specification.

When PoC Server performing Controlling PoC Function has learned by means which are out of scope of this specification that the terminating PoC Server supports only the PoC 1 specifications the PoC Server SHOULD perform the actions according to [OMA-PoC-1-CP] "Request initiated by the Controlling PoC Function", when sending a SIP request towards the terminating PoC Network.

When sending subsequent SIP requests inside an existing SIP dialog the PoC Server performing the Controlling PoC Function SHALL perform actions according to the rules and procedures of [OMA-PoC-1-CP] "Request initiated by the Controlling PoC Function", if the terminating PoC Server indicated in the User-Agent or Server headers of the previous SIP transaction that the terminating PoC Server supported only the PoC 1 specifications.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
7.3.1a
Backward compatibility

When PoC Server performing Participating PoC Function sends a SIP request towards the terminating PoC Network, the PoC Server SHALL perform the actions according to subclause 7.3.1 "Request initiated by the served PoC User", if the PoC Server does not know the version of OMA PoC specification supported by the terminating PoC Server or the version supported is the one specified in this specification.

When PoC Server performing Participating PoC Function in the originating PoC Network has learned by means which are out of scope of this specification that the terminating PoC Server supports only the PoC 1 specifications the PoC Server SHOULD perform the actions according to [OMA-PoC-1-CP] "Requests initiated by the served PoC User", when sending a SIP request towards the terminating PoC Network.

When sending a SIP request on behalf of a served PoC Client which indicated in the User-Agent header of the SIP PUBLISH request setting the PoC Service Settings that the PoC Client supports only the PoC 1 specifications, the PoC Server performing the Participating PoC Function SHALL perform actions according to the rules and procedures of [OMA-PoC-1-CP] "Request initiated by the Served PoC User".

When sending subsequent SIP requests inside an existing SIP dialog the PoC Server performing the Participating PoC Function SHALL perform actions according to the rules and procedures of [OMA-PoC-1-CP] "Request initiated by the Served PoC User", if the terminating PoC Server indicated in the User-Agent or Server headers of the previous SIP transaction that the terminating PoC Server supported only the PoC 1 specifications.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
7.3.2a
Backward compatibility

When PoC Server performing Participating PoC Function in the terminating PoC Network sends a SIP request towards the terminating PoC Clients, the PoC Server SHALL perform the actions according to the [OMA-PoC-1-CP] "Requests terminated by the served PoC User", if the User-Agent header received from the terminating PoC Client, when setting the PoC Service Settings, indicates the support only to the PoC 1 specifications. 

The PoC Server performing Participating PoC Function SHALL indicate in the Server header the version supported by the Invited PoC Client, when sending SIP responses back to the PoC Server performing Controlling PoC Function.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

 E.4.1 Release version in User-agent and Server headers

Editor's note: If a User-agent and Server headers is needed for  PoC Box is FFS.

User-Agent and Server headers are used to indicate the release version and product information of the PoC Clients, PoC Servers and PoC Boxes.

The PoC Client, the PoC Server and the PoC Box shall implement the User-Agent and Server headers, according to rules and procedures of [RFC3261] with the clarifications in this subclause specific for PoC.

The User-Agent and Server headers ABNF are specified in [RFC3261] and extended as follows:

Server = "Server" HCOLON server-val *(LWS server-val)

User-Agent =  "User-Agent" HCOLON server-val *(LWS server-val)

server-val =  product / comment

product  =  poc-product / token [SLASH product-version]

product-version = token

This specification allows having several server-val tags. The first of those server-val tags shall be encoding according to the following ABNF:

poc-product = "PoC-" poc-device-token (SLASH poc-product-version)

poc-device-token = "client" | "serv" | "box" | token

poc-product-version = "OMA2.0"
Where
client = PoC Client

serv = PoC Server

box = PoC Box

poc-product-version = OMA PoC release version

Example 1:

In this example PoC Client acting as UAC and the PoC Server acting as UAS are OMA PoC release version 1.0 products. The PoC Client has inserted its own company and product name and version "Acme-Talk5000/v1.01".

User-Agent: PoC-client/OMA2.0 Acme-Talk5000/v1.01

Server: PoC-serv/OMA2.0 

Example 2:

In this example both the PoC Server acting as UAC and the PoC Client acting as UAS are OMA PoC release version 1.0 products.

User-Agent: PoC-serv/OMA2.0

Server: PoC-client/OMA2.0

Example 3:

In this example both the PoC Server acting as a UAC and the PoC Box acting as UAS are OMA PoC release version 2.0 products.

User-Agent: PoC-serv/OMA2.0

Server: PoC-box/OMA2.0
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