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1 Reason for Change
a) Justification:
The contribution attempts to close the following comments:
	E171

	2007-01-19
	T
	6.2.6 Fig 4
	Source: Siemens

Form: OMA-REL-2007-0005

Comment: The case when the PoC Client rejects the PoC Session set up (6.2.6.2.1 3 a) is not covered in the figure.
	Status: CLOSED

	E172

	2007-01-19
	T
	6.2.6.2, 2nd sentence
	Source: Siemens

Form: OMA-REL-2007-0005

Comment: "In this state the PoC Client can receive PoC Session initiation message or RTP Media packets." is inconsistent with the following subchapters – in the following subchapter the MBCP message reception is described while RTP Media packets reception is not described there.
	Status: CLOSED

	E179

	2007-01-19
	T
	6.2.6.3
	Source: Siemens

Form: OMA-REL-2007-0005

Comment: In case the Pre-established Session contains both Continuous Media and Discrete Media, the state machine does not cover MSRP message sending and receiving

Proposed Change: Allow MSRP message sending and receiving in the state 'U: Pre-established Session_In_use'
	Status: CLOSED

	E181

	2007-01-19
	T
	6.2.6.3.1 2
	Source: Siemens

Form: OMA-REL-2007-0005

Comment: MB_Request is inconsistent with 6.4.2 and 6.2.5.1.1. The MB_Request should be sent only when negotiated (when PoC Speech is not bound to Media-floor Control Entity) or when the PoC Session is not Chat PoC Group Session.
	Status: CLOSED

	E186

	2007-01-19
	T
	6.2.6.3.7
	Source: Siemens

Form: OMA-REL-2007-0005

Comment: MB_ACK for the MB_Disconnect is sent 2x – once in 6.2.5.7.1 2 and once in 6.2.6.3.7 1
	Status: CLOSED


Additionally wrong direction of MSRP SEND was corrected in  6.2.5.4.5.

b) Clauses affected:

See justification.
c) Summary of change:
See justification. 
d) Consequence if not approved:
CONRR not closed.
e) Reason for revision:
2 Impact on Backward Compatibility
None
3 Impact on Other Specifications
None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation
It is recommended that the proposed changes are discussed and agreed. 
6 Detailed Change Proposal
 6.2.5 PoC Session control state diagram – basic
…. (text skipped) ….

 6.2.5.4 State: 'U: has permission'
…. (text skipped) ….

 6.2.5.4.5 Sending a MSRP SEND request (S: MSRP SEND)

When the state is permitted and Discrete Media is available for transfer, the PoC Client:

1. SHALL generate and send a MSRP SEND request according to rules and procedures of  [OMA-PoC-IM];

2. SHALL include the encoded Discrete Media as specified in  [OMA-PoC-IM]; 

3. SHALL send the MSRP SEND request according to rules and procedures of  [OMA-PoC-IM]; and,
4. SHALL remain in the 'U: has permission' state.

…. (text skipped) ….
 6.2.5.7 State: Any state

This subclause describes the actions to be taken in all states defined for the basic state diagram with the exception of the 'Start-stop' state and the 'Releasing' state.

 6.2.5.7.1 Receive MBCP Disconnect message (R: Disconnect)

Upon receiving a MBCP Disconnect message from the PoC Server in any state, the PoC Client:

1. SHALL update the status information of the PoC Session to indicate that the PoC Session within the Pre-established Session is released and the User Plane association between the PoC Session and the Pre-established Session is removed in the PoC Server performing the Participating Function;

NOTE:
MBCP Media Burst Acknowledge message is sent in the subclause 6.2.6 "PoC Session control state diagram – Pre-established Session"
Contributor's note: MB_Ack has already been sent by 6.2.6.3.7
PLEASE REMOVE THIS BEFORE APPLYING THE CHANGES TO THE DOCUMENT
2. SHALL stop sending MBCP messages, MSRP requests and RTP Media packets towards the PoC Server;

3. SHALL interact with the Control Plane according to the reference [OMA-PoC-CP] "PoC Client Leaving a PoC Session"; and,

4. SHALL enter the 'Releasing' state.
 6.2.5.7.2 Receive PoC Session release – 1 (R: PoC Session release - 1)

…. (text skipped) ….

6.2.6 PoC Session control state diagram – Pre-established Session

If the PoC Client supports Pre-established Session, the PoC Client SHALL support the state diagram and the state transitions specified in this subclause.

NOTE:
The PoC Client can only use Pre-established Sessions if supported by the Home PoC Server.

A Pre-established Session has two states: Pre-established Session_Not_in_use and Pre-established Session_In_use. The states are partly controlled on the Control Plane [OMA-PoC-CP].

A PoC Client MAY have several Pre-established Sessions at a time.

Figure 1 "PoC Client state transition diagram for Pre-established Session" shows the Pre-established PoC User states (U states) and the state transitions.
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Figure 1: PoC Client state transition diagram for Pre-established Session.
Contributor's note: Blue is the added text

PLEASE REMOVE THIS BEFORE APPLYING THE CHANGES TO THE DOCUMENT
The PoC Client SHALL create one instance of the Pre-established Session state machine per Pre-established Session.

State details are explained in the following subclauses.

If a MBCP message, SIP request or RTP Media packet arrives in any state and there is no procedure specified in the subclauses below the PoC Client SHALL discard the MBCP message, SIP request or RTP Media packet and SHALL remain in the current state.

6.2.6.2 State 'Start-stop

In this state, no Pre-established Session exists.

6.2.6.2.1 Pre-established Session started

When a Pre-established Session is created between the PoC Server and a PoC Client, the PoC Client:

1. SHALL initialize any needed User Plane resources for the Pre-established Session; and,

2. SHALL enter the 'G: Pre-established Session_Not_in_use' state.

6.2.6.3 State 'U: Pre-established Session_Not_in_use'

The 'U: Pre-established Session_Not_in_use' state is a stable state. The PoC Client is in this state when Pre-established Session is established, but it is not used for PoC Session. 

In this state the PoC Client can receive PoC Session initiation message and MBCP messages.

6.2.6.3.1 Receive MBCP Connect message (R: Connect)

Upon receiving a MBCP Connect message the PoC Client:

1. SHALL create an instance of the PoC Session control state machine as defined in subclause 6.2.5 "PoC Session control state diagram – basic" or ‎6.2.9 "PoC Session control state diagram – queuing" if queuing of Media Burst requests are used; and,

2. if the PoC Client accepts the incoming PoC Session the PoC Client:

a. SHALL send MBCP Media Burst Acknowledgement message with the reason code 'Accepted';
b. SHALL use only the Media Streams of the Pre-established Session which are indicated as used in the associated PoC Session in the Media-Streams field, if MBCP Connect contains the Media-Streams field; and,

c. SHALL enter the 'U: Pre-established Session_In_use' state.

3. Otherwise the PoC Client:

a. SHALL send MBCP Media Burst Acknowledgement message with the reason code 'Busy' or 'Not accepted'; and,

b. SHALL remain in the 'U: Pre-established Session_Not_in_use' state.

6.2.6.3.2 Void
6.2.6.3.3 Receive SIP 202 "Accepted" response (R: 202 ACCEPTED (CP))

Upon receiving a SIP 202 "Accepted" response for the  SIP REFER request sent to initiate a PoC Session as specified in the [OMA-PoC-CP] "PoC Client initiates and Ad-hoc PoC Group and 1-1 PoC Session", or "PoC Client initiates a Pre-arranged Group Session or joining a Chat PoC Group" or "PoC Client rejoining a PoC Session" the PoC Client:
1. SHALL create an instance of the PoC Session control state machine as defined in subclause 6.2.5 "PoC Session control state diagram – basic" or 6.2.9 "PoC Session control state diagram – queuing" if queuing of Media Burst requests are used; and,

2. SHALL enter the 'U: Pre-established Session_In_use' state.

6.2.6.3.4 Pre-established Session stopped

When the Pre-established Session between the PoC Client and the PoC Server is stopped, the PoC Client:

1. SHALL release any User Plane resources including any running timers associated with the Pre-established Session; and,

2. SHALL enter the 'Start-stop' state.

6.2.6.3.5 Void
6.2.6.3.6 Receive MBCP Disconnect (R: Disconnect)

Upon receiving a MBCP Disconnect message the PoC Client:

1. SHALL send MBCP Media Burst Acknowledgement message; and,

2. SHALL remain in the 'U: Pre-established Session_Not_in_use' state.
6.2.6.3.7 Send SIP 200 "OK" response to the SIP re-INVITE request (S: 200 OK  (CP))
Upon sending the SIP 200 "OK" response to the SIP re-INVITE request of the Pre-established Session initiating a PoC Session as specified in the [OMA-PoC-CP] "PoC Client invited to a PoC Session", the PoC Client:
1. SHALL create an instance of the PoC Session control state machine as defined in subclause 6.2.5 "PoC Session control state diagram – basic" or 6.2.9 "PoC Session control state diagram – queuing" if queuing of Media Burst requests are used; and,

2. SHALL enter the 'U: Pre-established Session_In_use' state.
6.2.6.4 State 'U: Pre-established Session_In_use'

The 'U: Pre-established Session_In_use' state is a stable state. The PoC Client is in this state when Pre-established Session is established and it is used for PoC Session.

In this state the PoC Client can receive RTP Media packets, MSRP requests or responses, MBCP messages and indication of the PoC Session release.
NOTE: Reception and sending of the MSRP response and the MSRP REPORT request is handled according to rules and procedures of [OMA-PoC-IM].
6.2.6.4.1 Receive MBCP Connect message (R: Connect)

Upon receiving a MBCP Connect message the PoC Client:

1. SHALL send MBCP Media Burst Acknowledgement message;

2. SHALL start T11 (Media Burst Request) timer, if T11 (Media Burst Request) timer is not running yet and if the PoC Session control state machine is in the state "U: pending MB_Request";
Contributor's note: MBCP Connect may be received due to several reasons:

(a) reception of the initial MB_Connect for outgoing PoC Session set up

(b) reception of the retransmitted MB_Connect for outgoing PoC Session set up (due to MB_Ack was lost)

(c) reception of the retransmitted MB_Connect for incoming PoC Session set up (due to MB_Ack was lost)

In (b) there is no reason to start T11 since it was already started for (a)

In (c) there is no reason to start T11 since Invited PoC Client never requests the implicit floor 

(a) case can be detected by T11 not running yet and PoC Session control state machine is in the state "U: pending MB_Request" (6.2.5.1.1). This also filters out initiating the PoC Session without implicit floor request (e.g. Chat PoC Group Session) 
1. PLEASE REMOVE THIS BEFORE APPLYING THE CHANGES TO THE DOCUMENT
3. SHALL use only the Media Streams of the Pre-established Session which are indicated as used in the associated PoC Session in the Media-Streams field, if MBCP Connect contains the Media-Streams field; and,

4. SHALL remain in the 'U: Pre-established Session_In_use' state.
6.2.6.4.2 Receive other MBCP message (R: MBCP message)

Upon receiving a MBCP message the PoC Client:

1. SHALL act as specified in the subclause 6.2.5 "PoC Session control state diagram – basic" or in the subclause 6.2.9 "PoC Session control state diagram – queuing" if queuing of Media Burst requests are used.

2. SHALL remain in the 'Pre-established Session_In_use' state.

6.2.6.4.3 Receive RTP Media packets (R: Media)

Upon receiving RTP Media packets the PoC Client:

1. SHALL act as specified in the subclause 6.2.5 "PoC Session control state diagram – basic" or ‎6.2.9 "PoC Session control state diagram – queuing" if queuing of Media Burst requests are used; and,

2. SHALL remain in the 'Pre-established Session_In_use' state.

6.2.6.4.4 Receive SIP 202 "Accepted" (R: 202 ACCEPTED (CP))

Upon receiving a SIP 202 "Accepted" response to the sent SIP REFER request as described in  [OMA-PoC-CP]"Leaving a PoC Session – Pre-established Session case" when the PoC Session is released, but the Pre-established Session is kept alive the PoC Client:
1. SHALL enter the 'U: Pre-established Session_Not_in_use' state; and,

2. SHALL terminate the instance of the PoC Session control state machine as defined in subclause 6.2.5 "PoC Session control state diagram – basic" or ‎6.2.9 "PoC Session control state diagram – queuing" if queuing of Media Burst requests are used.

6.2.6.4.5 Send MBCP message (S: MBCP message)

When sending a MBCP message the PoC Client:

1. SHALL act as specified in subclause 6.2.5 "PoC Session control state diagram – basic" or ‎6.2.9 "PoC Session control state diagram – queuing" if queuing of Media Burst request are used; and,

2. SHALL remain in the 'Pre-established Session_In_use' state.

6.2.6.4.6 Send RTP Media packets (S: Media)

When sending RTP Media packets the PoC Client:

1. SHALL act as specified in subclause 6.2.5.4.1 "Send RTP Media packets (S: Media)"; and,

2. SHALL remain in the 'Pre-established Session_In_use' state.

6.2.6.4.7 Receive MBCP Disconnect (R: Disconnect)

Upon receiving a MBCP Disconnect message the PoC Client: 

2. SHALL send MBCP Media Burst Acknowledgement message;

3. SHALL enter the 'U: Pre-established Session_Not_in_use' state; and,
4. SHALL act as specified in subclause 6.2.5 "PoC Session control state diagram – basic" or 6.2.9 "PoC Session control state diagram – queuing" if queuing of Media Burst requests are used.
5. Contributor's note: There are more actions than just PoC Session control state machine termination
6. PLEASE REMOVE THIS BEFORE APPLYING THE CHANGES TO THE DOCUMENT
6.2.6.4.8 Receive a MSRP SEND request (R: MSRP SEND)

Upon receiving an MSRP SEND request the PoC Client:

3. SHALL act as specified in the subclause 6.2.5 "PoC Session control state diagram – basic" or 6.2.9 "PoC Session control state diagram – queuing" if queuing of Media Burst requests are used; and,

4. SHALL remain in the 'Pre-established Session_In_use' state.

6.2.6.4.9 Send a MSRP SEND request (S: MSRP SEND)
When sending an MSRP SEND request the PoC Client:

3. SHALL act as specified in subclause 6.2.5.4.5 "Sending a MSRP SEND request (S: MSRP SEND)"; and,

4. SHALL remain in the 'Pre-established Session_In_use' state.
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