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	Source:
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	Replaces:
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1 Reason for Change

2 R01: This is the agreed version.
Justification
In the case a PoC Client is connected to the PoC Network via an Interworking Agent on an IP Network only the PoC Client and the Interworking Agent need to be aware of the NAT traversal method  when invited to a PoC Session. This means that all the CP CONRR comments in CP can be closed if the PoC Client SDP answer procedure on terminating side is updated. 
	D895
	2007-02-16
	T
	6.1, 6.2
	Source: Jan Holm, Ericsson

Form: OMA-POC-POCv2-2007-0278-INP_Additional_CONR_comments

Comment: In the case the PoC Client is behind an uncontrolled NAT MSRP does not for PoC Clients invited to a PoC Session. The reason for that is that a binding is not done yet in the NAT when the PoC Server tries to establish the TCP connection.

Proposed Change: Invited PoC Client shall establish the TCP connection according to rules and procedures of RFC4145 "TCP-Based Media Transport in the Session Description Protocol (SDP)"
	Status: 
Solved by this CR

	D896
	2007-02-16
	T
	7.2.1.1a, 7.2.2.1a
	Source: Jan Holm, Ericsson

Form: OMA-POC-POCv2-2007-0278-INP_Additional_CONR_comments

Comment: In the case the PoC Client is behind an uncontrolled NAT MSRP does not for PoC Clients invited to a PoC Session. The reason for that is that a binding is not done yet in the NAT when the PoC Server tries to establish the TCP connection.

Proposed Change: Invited PoC Client shall establish the TCP connection according to rules and procedures of RFC4145 "TCP-Based Media Transport in the Session Description Protocol (SDP)"
	Status: 
Solved by this CR

	D897
	2007-02-16
	T
	7.3.1.1a, 7.3.1.1b, 7.3.1.1c,

7.3.2.1a, 7.3.2.1b, 7.3.2.1c
	Source: Jan Holm, Ericsson

Form: OMA-POC-POCv2-2007-0278-INP_Additional_CONR_comments

Comment: In the case the PoC Client is behind an uncontrolled NAT MSRP does not for PoC Clients invited to a PoC Session. The reason for that is that a binding is not done yet in the NAT when the PoC Server tries to establish the TCP connection.

Proposed Change: Invited PoC Client shall establish the TCP connection according to rules and procedures of RFC4145 "TCP-Based Media Transport in the Session Description Protocol (SDP)"
	Status: 
Solved by this CR


The following comment can be closed if this CR is agreed.
	I65
	2007-02-16
	T
	5.2 

(7.2.3.1)
	Source: Jan Holm, Ericsson

Form: OMA-POC-POCv2-2007-0278-INP_Additional_CONR_comments

Comment: In the case the PoC Client is behind an uncontrolled NAT MSRP does not for PoC Clients invited to a PoC Session. The reason for that is that a binding is not done yet in the NAT when the PoC Server tries to establish the TCP connection.

Proposed Change: Invited PoC Client shall establish the TCP connection according to rules and procedures of RFC4145 "TCP-Based Media Transport in the Session Description Protocol (SDP)".

The solution may be to inform IM about the problem and they may include it in the IM "OMA Instant Messaging using SIMPLE", Version 1.0, Open Mobile Alliance™, OMA-TS-SIMPLE_IM-V1_0
	Status: CLOSED

Solved by this CR


Scope of change

 The additional SDP attribute a=setup is added.
Impacted subclauses
 The subclause 2.2, 3.3 and 6.2.1.1a is modified.
Consequence if not accepted
 It is not possible to invite a PoC Client to a PoC Session with Discrete Media.
3 Impact on Backward Compatibility

No impact.
4 Impact on Other Specifications

No impact.
5 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

6 Recommendation

It is recommended that the proposed changes shall be included in the next version of the CP.
7 Detailed Change Proposal

Change 1:  (New reference added)

2.1  Normative References

	[RFC4145]
	IETF RFC4145 (September 2005) "TCP-Based Media Transport in the Session Description Protocol (SDP)".
URL: http://www.ietf.org/rfc/rfc4145.txt 

	[RFC3489]
	IETF RFC 3489 (March 2003) "STUN - Simple Traversal of User Datagram Protocol (UDP) Through Network Address Translators (NATs)"


Change 2:  (new abbreviation)

3.3 Abbreviations
	NAT
	Network Address Translation


Change 3:   (Includes tha a=setup SDP attribute)
6.2.1.1a
SDP answer generation

When PoC Client receives an initial SDP offer for a PoC Session, the PoC Client SHALL accept or reject each Media Stream according to rules and procedures of [RFC3264].

When PoC Client receives an SDP offer, which removes a Media Stream from the existing PoC Session, the PoC Client SHALL accept each Media Stream removal in the SDP answer according to rules and procedures of [RFC3264]. The PoC Client SHOULD accept PoC Speech, if offered in the PoC Group Session SDP offer.

NOTE 1: 
If an offered Media Type is not accepted in the Automatic Answer Mode, the PoC Server performing the Controlling PoC Function can still accept the Media Type to the Inviting PoC Client which can potentially result in Media loss.

When PoC Client receives an SDP offer, which offers adding new Media Stream in the existing PoC Session, the PoC Client SHALL accept or reject each new Media Stream according to rules and procedures of [RFC3264].

When composing an SDP answer according to rules and procedures of [RFC3264] and [RFC4566] the PoC Client :

· 1. SHALL set the IP address of the PoC Client for each accepted Media Stream and for each accepted Media-floor Control Entity;
· NOTE 2:
If NAT traversal according to rules and procedures of [RFC3489] is needed the IP address of a TCP connection is a different IP address than the one of the PoC Client.
· 2. SHALL include the media-level section for each accepted Media from the SDP offer consisting of:

a) the port number for Media Stream selected as specified in [OMA-PoC-UP] "Port numbers";

b) the codec(s) and Media Parameters acceptable by the PoC Client for the PoC Service selected from those in the SDP offer contained in the incoming SIP INVITE request or the SIP re-INVITE request within a Pre-established Session;

NOTE 3:
The Media Parameters of the Discrete Media are defined in [OMA_IM_TS_Endorsement].

c) the "a=label" attribute with a unique value as specified in [RFC4574], if the Media Stream is to be connected to a Media-floor Control Entity and except when only PoC Speech with Talk Burst Control Protocol as specified in [OMA-POC-1-UP] is accepted; 

d) the IP address of the PoC Client and port number to be used for RTCP selected as specified in [OMA-PoC-UP] "Port numbers", according to rules and procedures of [RFC3605], if the Media Stream uses the RTCP protocol and other than the default IP address or port number specified by the [RFC3550] is to be used;,

e) under the media level definition of MSRP, add to "a=accept types:" SDP attribute MIME Types "application/vnd.oma.poc.final-report+xml", "application/vnd.oma.poc.detailed-progress-report+xml" and "application/vnd.oma.poc.optimized-progress-report+xml" if included in the received SDP offer and if supported by the PoC Client; and,
f) include the "a=setup:active" attribute according to rules and procedures of [RFC4145] if a "a=setup:passive" attribute was received in the SDP offer and if the PoC Client supports NAT traversal according to [RFC4145].
NOTE 4:
The "a=setup:active" attribute is included by a network entity recognizing that the PoC Client is behind a NAT, e.g. the Interworking Agent
Editors Note: following is ffs "– e) if PoC Client is not willing to send or receive the Media Streams immediately, an attribute to set the Media inactive. ".

· 3. SHALL include for any Media-floor Control Entity, that is offered in the SDP offer and accepted in the SDP answer, the media-level section of each offered Media-floor Control Entity consisting of:

a) the format list field for the Media-floor Control Entity is set to "TBCP";

b) the Media-floor Control Entity parameters selected from those in the SDP offer contained in the SIP INVITE request or the SIP re-INVITE request within a Pre-established Session, including if needed theTBCP MIME parameter "multimedia" with the appropriated value as specified in E.3 "SDP Extensions";

c) the port number for Media-floor Control Entity selected as specified in [OMA-PoC-UP] "Port numbers"; and,

d) the "a=floorid:0 m-stream" attribute with value(s) referencing the Media Stream as specified in [RFC4583] intended to be connected the Media-floor Control Entity except when only PoC Speech with Talk Burst Control Protocol as specified in [OMA-POC-1-UP] is accepted;

· 4. SHALL mark as rejected according to rules and procedures of [RFC3264] the Media-floor Control Entity and all the Media Streams bound to the rejected Media-floor Control Entity, if the Media-floor Control Entity is either rejected or not supported;

· 5. SHALL mark as rejected according to rules and procedures of [RFC3264] the Media Streams rejected or not supported;

· 6. SHOULD include a QoE Profile attribute, as specified in subclause E.3.2 "QoE Profile" with the following value, if QoE Profiles are provisioned to the PoC Client:

a) the value of the Local QoE Profile corresponding to the QoS achieved by the PoC Client for the PoC Session if the SDP answer is used in the modification of a PoC Session.
b) the value of the Local QoE Profile for the PoC Session in other case. The chosen Local QoE Profile SHOULD be equal to the QoE Profile indicated in the received SDP offer, if allowed according to the QoE Profiles provisioned to the PoC Client. Otherwise it SHOULD be the highest QoE Profile provisioned to the PoC Client.
When composing an SDP answer, the PoC Client:

· 1. SHALL bind the media-level section that identifies PoC Speech to the corresponding Media-floor Control Entity as in the SDP offer, if PoC Speech is accepted;

· 2. SHALL bind the media-level section that identifies Video to the corresponding Media-floor Control Entity as in the SDP offer, if Video is accepted;

· 3. SHALL bind the media-level section that identifies Audio to the corresponding Media-floor Control Entity as in the SDP offer, if Audio is accepted; and

· 4. SHALL bind the media-level section that identifies Discrete Media to the corresponding Media-floor Control Entity as in the SDP offer, if Discrete Media is accepted and bound to the Media-floor Control Entity.

Editor's note: how to distinguish the PoC Speech and Audio is FFS

When the SIP/IP Core corresponds to 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
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