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1 Reason for Change

2 R01: Found some errors in the data (e.g. +g.poc.fdcfo; +g.poc.discretemedia) missing here and here + some typos.
3 R02: Updated according to comments received in Vancouver.
R03: Updated according to comments received in R&A:

	
	Mr. Sedlacek Ivo
	Nokia Siemens Networks
	No
	- 11 - "sendonly" for the traffic optimization is not used correctly. SDP offer from the PF (9.) contained only "upcc(0)" and not included "recvonly". Therefore the SDP answer from CF (11.) should contain only "upcc(0)" only. "upcc(0)" in SDP body sent by a PoC Server just signals that the PoC Server supports the PoC Media Traffic Optimization but does not activate it. PoC Media Traffic Optimization is activated when the PF includes both "upcc(0)" and "sendonly" and when CF responds with "upcc(0)" and "recvonly". Either (a) add "recvonly" to 5., 7., 9. or (b) remove "sendonly" from 11., 12., 13. - 15 - isfocus in missing in the Contact header - "96000" -> "9600" in 11 (application 96000 udp TBCP)
	2007-11-01 08:57:59

	 
	Mr. Sedlacek Ivo
	Nokia Siemens Networks
	No
	the previous comment is party wrong - the options for 11. are: (a) add "sendonly" in 5., 7., 9. + replace "sendonly" with "recvonly" in 11., 12., 13. (b) remove "sendonly" from 11., 12., 13.
	2007-11-05 06:35:44

	 
	Mr. González Diego
	Telefonica SA
	Yes
	The resource priority header is included in the SIP INVITEs so the Local QoE Profile requested by the Inviting PoC User should be Official Government Use (as it was in R00 and R01). If we assume that the ongoing Chat PoC Session has a Premium QoE Profile (as you have written at the beginning of the subclause), my proposal would be: - Change back the QoE attribute to: a=poc-qoe:government-use in messages 1, 3, 5, 7 and 9. - Change the sentence at the beggining of the subclause to: "The PoC Client A requests ''Official Government Use'' as the Local QoE Profile.
	2007-11-05 14:57:37


Updated as follows:
· I added "sendonly" in 5., 7., 9. and replaced "sendonly" with "recvonly" in 11., 12., 13.
· I changed 96000 ( 9600 in 11.

· I added isFocus in the Contact header in 15.

· I changed the text in the beginning to be: "The PoC Client A requests ''Official Government Use" and updated QoE in sdp to be a=poc-qoe:government-use in 1,3,5,7 (i.e. in all INVITEs)
R04: Updated according to comments received in the Conference Call 2007-11-07:

· I changed "recvonly" to "sendonly" in 5, 7, and 9.

· I removed one a= a=poc-qoe:government-use to much..
Justification
The joining a Chat Group flow need to be updated with new parameters.
Clauses affected
 Subclause F.7 is modified
Summary of change
Joining Chat Group flow is updated with new parameters.

Some existing text modified to align with spec (may be an error also in PoC 1.0.2) 
Consequence if not approved
 Inconsistency between procedures and flow. 
4 Impact on Backward Compatibility

No impact.
5 Impact on Other Specifications

No impact.
6 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

7 Recommendation

It is recommended that the proposed changes shall be included in the next version of the xx.
8 Detailed Change Proposal

Change 1:  ()
F.7  Joining a Chat PoC Group Session

F.7.1 Using on-demand signaling

This subclause describes the successful joining to an ongoing Chat PoC Group PoC Session using On-demand signaling.
The PoC Media Traffic Optimisation is used between the PoC Server A and PoC Server X.
The QoE Profile assigned to the Chat PoC Group is the 'Premium' QoE Profile. The PoC Client A requests ''Official Government Use'  as the Local QoE Profile.
NOTE:
The signaling flow is valid for rejoining a Chat PoC Group Session. 
Figure 1: "Joining a Chat PoC Group Session" shows the signaling flow for the scenario.
 SHAPE  \* MERGEFORMAT 



Figure 1: Joining a Chat PoC Group Session.

The steps of the flows are as follows:

1.
SIP INVITE request (from PoC Client A to SIP/IP Core A)

The PoC Client receives a request from the PoC User to join a Chat Group PoC Session and sends a SIP INVITE request to the SIP/IP Core A. The SIP INVITE request includes the Chat PoC Group Identity in the Request-URI.


	Request-URI
	sip:OMA-Golf-buddies@networkX.net;session=chat

	
	

	SIP HEADERS
	

	P-Preferred-Identity:
	"PoC User A" <sip:PoC-UserA@networkA.net>

	Accept-Contact:
	*;+g.poc.talkburst; require;explicit

	User-Agent:
	PoC-client/OMA2.0 Acme-Talk5000/v1.01

	Privacy:
	id

	Contact:
	<sip:PoC-ClientA.networkA.net>;+g.poc.talkburst; +g.poc.fdcfo; +g.poc.discretemedia

	Supported:
	timer

	Session-Expires:
	1800;refresher=uac

	Allow:
	INVITE,ACK,CANCEL,BYE,REFER,MESSAGE,SUBSCRIBE, NOTIFY,PUBLISH,OPTIONS

	Accept-Language
	en

	Resource-Priority
	wps.2

	
	

	SDP PARAMETERS
	

	
	

	c=
	IN IP6 5555::aaa:bbb:ccc:ddd

	a=
	poc-qoe:government-use

	m=
	audio 3456 RTP/AVP 97

	a=
	rtpmap:97 AMR

	a=
	rtcp:5560

	i=
	speech

	b=
	AS:25.4

	a=
	label:aa

	m=
	application 2000 udp TBCP

	a=
	fmtp:TBCP queuing=1; tb_priority=2; timestamp=1; multimedia=1; mbc_scheme="random"; tb_txbw=64; poc_sess_priority=1;local_grant=1; imp_mb_req=0

	a=
	floorid:0 mstrm:aa bb

	m=
	video 3456 RTP/AVP 99

	a=
	rtpmap:99 MP4V-ES

	b=
	AS:75

	a=
	label:bb

	m=
	message 12345 TCP/MSRP *

	a=
	accept-types:message/cpim application/vnd.oma.poc.final-report+xml application/vnd.oma.poc.detailed-progress-report+xml application/vnd.oma.poc.optimized-progress-report+xml

	a=
	accept-wrapped-types:text/plain

	a=
	path:msrp://[5555::aaa:bbb:ccc:ddd]:12345/kjhd37s2s20w2a;tcp

	a=
	max-size:10000


2.
SIP 100 "Trying" response (from SIP/IP Core A to PoC Client A) 

The SIP/IP Core A sends a SIP 100 "Trying" response to the PoC Client A.

3.
SIP INVITE request (from SIP/IP Core A to PoC Server A) 

The SIP/IP Core A sends the SIP INVITE request to the PoC Server A.


	Request-URI
	sip:OMA-Golf-buddies@networkX.net;session=chat

	
	

	SIP HEADERS
	

	P-Asserted-Identity:
	"PoC User A" <sip:PoC-UserA@networkA.net>

	Accept-Contact:
	*;+g.poc.talkburst; require;explicit

	User-Agent:
	PoC-client/OMA2.0 Acme-Talk5000/v1.01

	Privacy:
	id

	Contact:
	<sip:PoC-ClientA networkA.net>;+g.poc.talkburst; +g.poc.fdcfo; +g.poc.discretemedia

	Supported:
	timer

	Session-Expires:
	1800;refresher=uac

	Allow:
	INVITE,ACK,CANCEL,BYE,REFER,MESSAGE,SUBSCRIBE, NOTIFY,PUBLISH,OPTIONS

	Accept-Language
	en

	Resource-Priority
	wps.2

	
	

	SDP PARAMETERS
	

	
	

	c=
	IN IP6 5555::aaa:bbb:ccc:ddd

	a=
	poc-qoe:government-use

	m=
	audio 3456 RTP/AVP 97

	a=
	rtpmap:97 AMR

	a=
	rtcp:5560

	i=
	speech

	b=
	AS:25.4

	a=
	label:aa

	m=
	application 2000 udp TBCP

	a=
	fmtp:TBCP queuing=1; tb_priority=2; timestamp=1; multimedia=1; mbc_scheme="random"; tb_txbw=64; poc_sess_priority=1;local_grant=1; imp_mb_req=0

	a=
	floorid:0 mstrm:aa bb

	m=
	video 3456 RTP/AVP 99

	a=
	rtpmap:99 MP4V-ES

	b=
	AS:75

	a=
	label:bb

	m=
	message 12345 TCP/MSRP *

	a=
	accept-types:message/cpim application/vnd.oma.poc.final-report+xml application/vnd.oma.poc.detailed-progress-report+xml application/vnd.oma.poc.optimized-progress-report+xml

	a=
	accept-wrapped-types:text/plain

	a=
	path:msrp://[5555::aaa:bbb:ccc:ddd]:12345/kjhd37s2s20w2a;tcp

	a=
	max-size:10000

	
	


4.
SIP 100 "Trying" response (from PoC Server A to SIP/IP Core A) 

The PoC Server A sends a SIP 100 "Trying" response to the SIP/IP Core A.

5.
SIP INVITE request (from PoC Server A to SIP/IP Core A) 

Using the PoC Group Identity the PoC Server A determines that the Chat PoC Group is owned by another PoC Server and sends the SIP INVITE request to the SIP/IP Core A. The SIP INVITE request includes the Chat PoC Group Identity in the Request-URI.


	Request-URI
	sip:OMA-Golf-buddies@networkX.net;session=chat

	
	

	SIP HEADERS
	

	P-Asserted-Identity:
	"PoC User A" <sip:PoC-UserA@networkA.net>

	Accept-Contact:
	*;+g.poc.talkburst; require;explicit

	User-Agent:
	PoC-serv/OMA2.0

	Privacy:
	id

	Contact:
	<sip:PoC-SessionABCDEF@PoC-ServerA.networkA.net>;+g.poc.talkburst; +g.poc.discretemedia;+g.poc.fdcfo; b2bua

	Supported:
	timer

	Session-Expires:
	1800;refresher=uac

	Allow:
	INVITE,ACK,CANCEL,BYE,REFER,MESSAGE,SUBSCRIBE, NOTIFY,PUBLISH,OPTIONS

	Accept-Language
	en

	Resource-Priority
	wps.2

	
	

	SDP PARAMETERS
	

	c=
	IN IP6 50555::ccc:ddd:aaa:bbb

	a=
	poc-qoe:government-use

	m=
	audio 53456 RTP/AVP 97 98

	a=
	rtpmap:97 AMR

	a=
	rtpmap:98 EVRC/8000

	a=
	rtcp:53080

	i=
	speech

	b=
	AS:25.4

	a=
	label:aa

	a=
	upcc:0

	a=
	sendonly

	m=
	Application 50000 udp TBCP

	a=
	fmtp:TBCP queuing=1; tb_priority=2; timestamp=1; multimedia=1; mbc_scheme="random"; tb_txbw=64; poc_sess_priority=1;local_grant=1; imp_mb_req=0

	a=
	floorid:0 mstrm:aa bb

	m=
	video 53456 RTP/AVP 99

	a=
	rtpmap:99 MP4V-ES

	b=
	AS:75

	a=
	label:bb

	a=
	upcc:0

	a=
	sendonly

	m=
	message 54321 TCP/MSRP *

	a=
	accept-types:message/cpim application/vnd.oma.poc.final-report+xml application/vnd.oma.poc.detailed-progress-report+xml application/vnd.oma.poc.optimized-progress-report+xml

	a=
	accept-wrapped-types:text/plain

	a=
	path:msrp://[50555:: ccc:ddd:aaa:bbb]:54321/kjhd37p4z789w1;tcp

	a=
	max-size:10000


6.
SIP 100 "Trying" response (from SIP/IP Core A to PoC Server A) 

The SIP/IP Core A sends a SIP 100 "Trying" response to the PoC Server A.

7.
SIP INVITE request (from SIP/IP Core A to SIP/IP Core X) 

Based on the Chat PoC Group Identity in the Request-URI the SIP/IP Core A sends the SIP INVITE request to the SIP/IP Core X.


	Request-URI
	sip:OMA-Golf-buddies@networkX.net;session=chat

	
	

	SIP HEADERS
	

	P-Asserted-Identity:
	"PoC User A" <sip:PoC-UserA@networkA.net>

	Accept-Contact:
	*;+g.poc.talkburst; require;explicit

	User-Agent:
	PoC-serv/OMA2.0

	Privacy:
	id

	Contact:
	<sip:PoC-SessionABCDEF@PoC-ServerA.networkA.net>;+g.poc.talkburst; +g.poc.fdcfo;+g.poc.discretemedia; b2bua

	Supported:
	timer

	Session-Expires:
	1800;refresher=uac

	Allow:
	INVITE,ACK,CANCEL,BYE,REFER,MESSAGE,SUBSCRIBE, NOTIFY,PUBLISH,OPTIONS

	Accept-Language
	en

	Resource-Priority
	wps.2

	
	

	SDP PARAMETERS
	

	c=
	IN IP6 50555::ccc:ddd:aaa:bbb

	a=
	poc-qoe:government-use

	m=
	audio 53456 RTP/AVP 97 98

	a=
	rtpmap:97 AMR

	a=
	rtpmap:98 EVRC/8000

	a=
	rtcp:53080

	i=
	speech

	b=
	AS:25.4

	a=
	label:aa

	a=
	upcc:0

	a=
	sendonly

	m=
	Application 50000 udp TBCP

	a=
	fmtp:TBCP queuing=1; tb_priority=2; timestamp=1;multimedia=1; mbc_scheme="random"; tb_txbw=64; poc_sess_priority=1;local_grant=1; imp_mb_req=0

	a=
	floorid:0 mstrm:aa bb

	m=
	video 53456 RTP/AVP 99

	a=
	rtpmap:99 MP4V-ES

	b=
	AS:75

	a=
	label:bb

	a=
	upcc:0

	a=
	sendonly

	m=
	message 54321 TCP/MSRP *

	a=
	accept-types:message/cpim application/vnd.oma.poc.final-report+xml application/vnd.oma.poc.detailed-progress-report+xml application/vnd.oma.poc.optimized-progress-report+xml

	a=
	accept-wrapped-types:text/plain

	a=
	path:msrp://[50555:: ccc:ddd:aaa:bbb]:54321/kjhd37p4z789w1;tcp

	a=
	max-size:10000

	
	


8.
SIP 100 "Trying" response (from SIP/IP Core X to SIP/IP Core A) 

The SIP/IP Core X sends a SIP 100 "Trying" response to the SIP/IP Core A.

9.
SIP INVITE request (from SIP/IP Core X to PoC Server X) 

The SIP/IP Core X sends the SIP INVITE request to the PoC Server X.


	Request-URI
	sip:OMA-Golf-buddies@networkX.net;session=chat

	
	

	SIP HEADERS
	

	P-Asserted-Identity:
	"PoC User A" <sip:PoC-UserA@networkA.net>

	Accept-Contact:
	*;+g.poc.talkburst; require;explicit

	User-Agent:
	PoC-serv/OMA2.0

	Privacy:
	id

	Contact:
	<sip:PoC-SessionABCDEF@PoC-ServerA.networkA.net>;+g.poc.talkburst; +g.poc.fdcfo;+g.poc.discretemedia; b2bua

	Supported:
	timer

	Session-Expires:
	1800;refresher=uac

	Allow:
	INVITE,ACK,CANCEL,BYE,REFER,MESSAGE,SUBSCRIBE, NOTIFY,PUBLISH,OPTIONS

	Accept-Language
	en

	Resource-Priority
	wps.2

	
	

	SDP PARAMETERS
	

	c=
	IN IP6 50555::ccc:ddd:aaa:bbb

	a=
	poc-qoe:government-use

	m=
	audio 53456 RTP/AVP 97 98

	a=
	rtpmap:97 AMR

	a=
	rtpmap:98 EVRC/8000

	a=
	rtcp:53080

	i=
	speech

	b=
	AS:25.4

	a=
	label:aa

	a=
	sendonly

	a=
	upcc:0

	m=
	Application 50000 udp TBCP

	a=
	fmtp:TBCP queuing=1; tb_priority=2; timestamp=1; multimedia=1; mbc_scheme="random"; tb_txbw=64; poc_sess_priority=1;local_grant=1; imp_mb_req=0

	a=
	floorid:0 mstrm:aa bb

	m=
	video 53456 RTP/AVP 99

	a=
	rtpmap:99 MP4V-ES

	b=
	AS:75

	a=
	label:bb

	a=
	upcc:0

	a=
	sendonly

	m=
	message 54321 TCP/MSRP *

	a=
	accept-types:message/cpim application/vnd.oma.poc.final-report+xml application/vnd.oma.poc.detailed-progress-report+xml application/vnd.oma.poc.optimized-progress-report+xml

	a=
	accept-wrapped-types:text/plain

	a=
	path:msrp://[50555:: ccc:ddd:aaa:bbb]:54321/kjhd37p4z789w1;tcp

	a=
	max-size:10000


10.
SIP 100 "Trying" response (from PoC Server X to SIP/IP Core X) 

The PoC Server X sends the SIP 100 "Trying" response to the SIP/IP Core X.
11.
SIP 200 "OK" response (from PoC Server X to SIP/IP Core X)

The PoC Server X authorizes the PoC Client A to rejoin to the Chat PoC Group Session and sends the SIP 200 "OK" response to the SIP/IP Core X.


	SIP HEADERS
	

	P-Asserted-Identity:
	<sip:OMA-Golf-buddies@networkX.net;session=chat>

	Contact
	<sip:PoC-SessionABCDEF@PoC-ServerX.networkX.net;session=chat>;+g.poc.talkburst;isfocus

	Server:
	PoC-serv/OMA2.0

	Require:
	timer

	Session-Expires:
	1800;refresher=uac

	Allow:
	INVITE,ACK,CANCEL,BYE,PRACK, UPDATE, REFER,MESSAGE,SUBSCRIBE, NOTIFY,PUBLISH,OPTIONS

	Supported:
	norefersub

	
	

	SDP PARAMETERS
	

	c=
	IN IP6 9666::eee: aaa:bbb:fff

	a=
	poc-qoe:premium

	m=
	audio 9652 RTP/AVP 98

	a=
	rtpmap:98 EVRC/8000

	a=
	rtcp:9600

	a=
	upcc:0

	a=
	recvonly

	i=
	speech

	a=
	label:aa

	m=
	application 9600 udp TBCP

	a=
	fmtp:TBCP queuing=1; tb_priority=2; timestamp=1; multimedia=1; mbc_scheme="random"; tb_txbw=64; poc_sess_priority=1;local_grant=1; imp_mb_req=0

	a=
	floorid:0 mstrm:aa bb

	m=
	video 9652 RTP/AVP 93

	a=
	rtpmap:93 MP4V-ES

	a=
	label:bb

	a=
	upcc:0

	a=
	recvonly

	m=
	message 18912 TCP/MSRP *

	a=
	accept-types:message/cpim application/vnd.oma.poc.final-report+xml application/vnd.oma.poc.detailed-progress-report+xml application/vnd.oma.poc.optimized-progress-report+xml

	a=
	accept-wrapped-types:text/plain

	a=
	path:msrp://[9666:: eee:aaa:bbb:fff]:18912/zrtopxW45;tcp

	a=
	max-size:64000


12.
SIP 200 "OK" response (from SIP/IP Core X to SIP/IP Core A)

The SIP/IP Core X sends the SIP 200 "OK" response to the SIP/IP Core A.


	SIP HEADERS
	

	P-Asserted-Identity:
	<sip:OMA-Golf-buddies@networkX.net;session=chat>

	Contact
	<sip:PoC-SessionABCDEF@PoC-ServerX.networkX.net;session=chat>;+g.poc.talkburst;isfocus

	Server:
	PoC-serv/OMA2.0

	Require:
	timer

	Session-Expires:
	1800;refresher=uac

	Allow:
	INVITE,ACK,CANCEL,BYE,PRACK, UPDATE, REFER,MESSAGE,SUBSCRIBE, NOTIFY,PUBLISH,OPTIONS

	Supported:
	norefersub

	
	

	SDP PARAMETERS
	

	c=
	IN IP6 9666::eee: aaa:bbb:fff

	a=
	poc-qoe:premium

	m=
	audio 9652 RTP/AVP 98

	a=
	rtpmap:98 EVRC/8000

	a=
	rtcp:9600

	a=
	upcc:0

	i=
	speech

	a=
	recvonly

	a=
	label:aa

	m=
	application 9600 udp TBCP

	a=
	fmtp:TBCP queuing=1; tb_priority=2; timestamp=1; multimedia=1; mbc_scheme="random"; tb_txbw=64; poc_sess_priority=1;local_grant=1; imp_mb_req=0

	a=
	floorid:0 mstrm:aa bb

	m=
	video 9652 RTP/AVP 93

	a=
	rtpmap:93 MP4V-ES

	b=
	AS:75

	a=
	label:bb

	a=
	upcc:0

	a=
	recvonly

	m=
	message 18912 TCP/MSRP *

	a=
	accept-types:message/cpim application/vnd.oma.poc.final-report+xml application/vnd.oma.poc.detailed-progress-report+xml application/vnd.oma.poc.optimized-progress-report+xml

	a=
	accept-wrapped-types:text/plain

	a=
	path:msrp://[9666:: eee:aaa:bbb:fff]:18912/zrtopxW45;tcp

	a=
	max-size:64000


13.
SIP 200 "OK" response (from SIP/IP Core A to PoC Server A)

The SIP/IP Core A sends the SIP 200 "OK" response to the PoC Server A.


	SIP HEADERS
	

	P-Asserted-Identity:
	<sip:OMA-Golf-buddies@networkX.net;session=chat>

	Contact
	<sip:PoC-SessionABCDEF@PoC-ServerX.networkX.net;session=chat>;+g.poc.talkburst;isfocus

	Server:
	PoC-serv/OMA2.0

	Require:
	timer

	Session-Expires:
	1800;refresher=uac

	Allow:
	INVITE,ACK,CANCEL,BYE,PRACK, UPDATE, REFER,MESSAGE,SUBSCRIBE, NOTIFY,PUBLISH,OPTIONS

	Supported:
	norefersub

	
	

	SDP PARAMETERS
	

	c=
	IN IP6 9666::eee: aaa:bbb:fff

	a=
	poc-qoe:premium

	m=
	audio 96525 RTP/AVP 98

	a=
	rtpmap:98 EVRC/8000

	a=
	rtcp:9600

	a=
	upcc:0

	i=
	speech

	a=
	label:aa

	a=
	recvonly

	m=
	application 9600 udp TBCP

	a=
	fmtp:TBCP queuing=1; tb_priority=2; timestamp=1; multimedia=1; mbc_scheme="random"; tb_txbw=64; poc_sess_priority=1;local_grant=1; imp_mb_req=0

	a=
	floorid:0 mstrm:aa bb

	m=
	video 9652 RTP/AVP 93

	a=
	rtpmap:93 MP4V-ES

	a=
	label:bb

	a=
	upcc:0

	a=
	recvonly

	m=
	message 18912 TCP/MSRP *

	a=
	accept-types:message/cpim application/vnd.oma.poc.final-report+xml application/vnd.oma.poc.detailed-progress-report+xml application/vnd.oma.poc.optimized-progress-report+xml

	a=
	accept-wrapped-types:text/plain

	a=
	path:msrp://[9666:: eee:aaa:bbb:fff]:18912/zrtopxW45;tcp

	a=
	max-size:64000


14.
SIP 200 "OK" response (from PoC Server A to SIP/IP Core A)

The PoC Server A sends the SIP 200 "OK" response to SIP/IP Core A.


	SIP HEADERS
	

	P-Asserted-Identity:
	<sip:OMA-Golf-buddies@networkX.net;session=chat>

	Contact
	<sip:PoC-SessionABCDEF@ PoC-ServerA.networkA.net ;session=chat>;+g.poc.talkburst;isFocus

	Server:
	PoC-serv/OMA2.0

	Require:
	timer

	Session-Expires:
	1800;refresher=uac

	Allow:
	INVITE,ACK,CANCEL,BYE,PRACK, UPDATE, REFER,MESSAGE,SUBSCRIBE, NOTIFY,PUBLISH,OPTIONS

	Supported:
	norefersub

	
	

	SDP PARAMETERS
	

	c=
	IN IP6 57777::eee:fff:aaa:bbb

	a=
	poc-qoe:premium

	m=
	audio 57787 RTP/AVP 98

	a=
	rtpmap:98 EVRC/8000

	a=
	rtcp:57000

	a=
	upcc:0

	i=
	speech

	a=
	label:aa

	m=
	application 57790 udp TBCP

	a=
	fmtp:TBCP queuing=1; tb_priority=2; timestamp=1 ; multimedia=1; mbc_scheme="random"; tb_txbw=64; poc_sess_priority=1;local_grant=1; imp_mb_req=0

	m=
	video 57787 RTP/AVP 93

	a=
	rtpmap:93 MP4V-ES

	a=
	label:bb

	m=
	message 23456 TCP/MSRP *

	a=
	accept-types:message/cpim application/vnd.oma.poc.final-report+xml application/vnd.oma.poc.detailed-progress-report+xml application/vnd.oma.poc.optimized-progress-report+xml

	a=
	accept-wrapped-types:text/plain

	a=
	path:msrp://[ 57777::eee:fff:aaa:bbb]:23456/l2wzz1K92w5;tcp

	a=
	max-size:64000


15.
SIP 200 "OK" response (from SIP/IP Core A to PoC Client A)

The SIP/IP Core A sends the SIP 200 "OK" response to the PoC Client A.


	SIP HEADERS
	

	P-Asserted-Identity:
	<sip:OMA-Golf-buddies@networkX.net;session=chat>

	Contact
	<sip:PoC-SessionABCDEF@PoC-ServerA.networkA.net ;session=chat>;+g.poc.talkburst;isFocus


	Server:
	PoC-serv/OMA2.0

	Require:
	timer

	Session-Expires:
	1800;refresher=uac

	Allow:
	INVITE,ACK,CANCEL,BYE,PRACK, UPDATE, REFER,MESSAGE,SUBSCRIBE, NOTIFY,PUBLISH,OPTIONS

	Supported:
	norefersub

	
	

	SDP PARAMETERS
	

	c=
	IN IP6 57777::eee:fff:aaa:bbb

	a=
	poc-qoe:premium

	m=
	audio 57787 RTP/AVP 98

	a=
	rtpmap:98 EVRC/8000

	a=
	rtcp:57000

	a=
	upcc:0

	i=
	speech

	a=
	label:aa

	m=
	application 57790 udp TBCP

	a=
	fmtp:TBCP queuing=1; tb_priority=2; timestamp=1; multimedia=1; mbc_scheme="random"; tb_txbw=64; poc_sess_priority=1;local_grant=1; imp_mb_req=0

	m=
	video 57787 RTP/AVP 93

	a=
	rtpmap:93 MP4V-ES

	a=
	label:bb

	m=
	message 23456 TCP/MSRP *

	a=
	accept-types:message/cpim application/vnd.oma.poc.final-report+xml application/vnd.oma.poc.detailed-progress-report+xml application/vnd.oma.poc.optimized-progress-report+xml

	a=
	accept-wrapped-types:text/plain

	a=
	path:msrp://[ 57777::eee:fff:aaa:bbb]:23456/l2wzz1K92w5;tcp

	a=
	max-size:64000


A.
TBCP Talk Burst Taken message (from PoC Server X to PoC Server A)

The PoC Server X sends a TBCP Talk Burst Taken message to the PoC Server A.

B.
TBCP Talk Burst Taken message (from PoC Server A to PoC Client A)

The PoC Server A sends the TBCP Talk Burst Taken message to the PoC Client A. 

16.
SIP ACK request (PoC Client A to SIP/IP Core A) 

The PoC Client A acknowledges the SIP 200 "OK" response with a SIP ACK request sent to the SIP/IP Core A.

17.
SIP ACK request (SIP/IP Core A to PoC Server A) 

The SIP/IP Core A forwards the SIP ACK request to the PoC Server A. 

18.
SIP ACK request (PoC Server A to SIP/IP Core A) 

PoC Server A forwards the SIP ACK request to SIP/IP Core A. 

19.
SIP ACK request (SIP/IP Core A to SIP/IP Core X) 

The SIP/IP Core A forwards the SIP ACK request to the SIP/IP Core X. 

20.
SIP ACK request (SIP/IP Core X to PoC Server X) 

The SIP/IP Core X forwards the SIP ACK request to the PoC Server X. 

(participating)





PoC Server A





SIP/IP Core A





PoC Client A Home Network





PoC Client A





SIP/IP Core X





PoC Server X





(controlling)





PoC Server X Network





1. INVITE





3. INVITE





7. INVITE





12.  200 OK





15.  200 OK





Active PoC Group Session





9. INVITE





5. INVITE





13.  200 OK





14.  200 OK





11.  200 OK





2. 100 Trying





4. 100 Trying





6. 100 Trying





8. 100 Trying





10. 100 Trying





B. Talk Burst Taken message





A. Talk Burst Taken message





16. ACK





17. ACK





19. ACK





20. ACK





18. ACK














NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.

THIS DOCUMENT IS PROVIDED ON AN "AS IS" "AS AVAILABLE" AND "WITH ALL FAULTS" BASIS.

© 2007 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 1 (of 15)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20070101-I]

© 2007 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 2 (of 16)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20070101-I]

