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1 Reason for Change

2 R01: Updated to reflect comments received in the Beijing meeting. 
· Updated reference to the [sip-outbound]. No changes that impact PoC is detected using the diff tool provided by IETF.
· Updated Multiple registered PoC Address determination.
· Updated PoC Service Settings.
Justification

At the moment the issue with multiple PoC Addresses on one PoC Client remains to be solved.

There are 2 solutions already proposed and I got as an action point in London to provide a 3:rd solution based on subscription to the "reg" event package.

The "OMA-POC-POCv2-2008-0001-INP_Multiple_PoC_Addresses_in_ multi_device_environment_using_Regevent" shows the over all solution.
This CR proposes the changes needed in the SD.
Summary of Change

· Included a normative reference to draft-ietf-sip-outbound.
· Included a definition of Instance Identifier URN
· Updated the PoC Service Settings subclause to also include a Instance Identifier URN (optional) in the poC Service settings
· Updated the Multiple registered PoC Address determination subclause to include subscription to the "reg" event package and to describe how the PoC Server can determine if PoC Addresses belongs to the same PoC Client or not
· Corrected some editorial errors.
Scope of Change

 Subclauses 2.1, 3.2, 4.10.4.1, 4.26 and 4.47 are modified.
Consequence if not accepted

 The issue remains unresolved.
3 Impact on Backward Compatibility

None
4 Impact on Other Specifications

None
5 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

6 Recommendation

To include the proposed changes as described in clause 6 in the next version of the SD.
7 Detailed Change Proposal

Change 1:  (introducing new reference)

2.1 Normative references

	[sip-outbound]
	draft-ietf-sip-outbound-12 (February2008): "Managing Client Initiated Connections in the Session Initiation Protocol (SIP)", expires August, 2008,
URL: http://www.ietf.org/internet-drafts/draft-ietf-sip-outbound-12.txt 

NOTE:
The referenced IETF draft is a work in progress.



Change 2:  (introducing new definition)

3.2 Definitions
	Instance Identifier URN
	A global unique identifier identifying a PoC Client created as specified in [sip-outbound].


Change 3:  (correcting reference and style of reference)
4.10.4.1    Simultaneous PoC Session association

The PoC Server performing the Participating PoC Function SHALL select for the RTP Media filtering the Simultaneous PoC Sessions established by the same PoC Client using any registered PoC Address as determined in the subclause 4.26 " Multiple registered PoC Address determination ".

Change 4:  (modifying)
4.26   PoC Service Settings 

The PoC Client SHALL control PoC Service Settings via the POC-1 reference point.

The PoC Client SHALL provide to the Home PoC Server the following PoC Service Settings:

· Answer Mode Indication;

· Incoming PoC Session Barring; 

· Incoming Instant Personal Alert Barring; and
· Simultaneous PoC Sessions Support.
The PoC Client MAY provide to the Home PoC Server the following PoC Service Settings:

· Invited Parties Identity Information Mode;
· Support for Media Content included in a request; 
· Support for Referenced Media Content included in a request; 
· Support for Text Content included in a request; 
· PoC Box Use; and
· Privacy.
The PoC Client SHALL include an Instance Identifier URN identifying the PoC Client in the PoC Service Setting if an Instance Identifier URN is available to the PoC Client.
· NOTE 1:
If the PoC Client includes an Instance Identifier URN in the PoC Service Settings the PoC Client also includes the same Instance Identifier URN in the contact information of SIP requests and responses. 
If multiple PoC Addresses are registered by a PoC Client explicitly or implicitly, the PoC Client SHALL publish the PoC Service Setting for each PoC Address. 

The PoC Client MAY publish different PoC Service Settings values for each PoC Address. 
The PoC Server SHALL ignore PoC Service Settings for a PoC Address and when the PoC Address and the Instance Identifier URN is not registered together.
NOTE 2:
The publishing of the PoC Service Settings can fail due to a race condition between the registration of the PoC Client and the publishing of the PoC Service Settings.
The PoC Server SHALL apply the PoC Service Settings that the PoC Client publishes for requests involving that specific PoC Address.

The following subclause describes the PoC Service Settings in more detail.
NOTE 3:
PoC Client will get the information about supported optional features that are related to PoC Service Settings by provisioning as specified in subclause 4.23 "PoC service provisioning".

Change 5:  (correcting)
4.47 Multiple registered PoC Address determination
The PoC Server performing the Participating PoC Function SHALL subscribe to registration information from SIP/IP Core.
The PoC Client SHALL include an Instance Identifier URN in the contact information when registering PoC Addresses to the SIP/IP Core if an Instance Identifier URN is available to the PoC Client.
NOTE:
If the PoC Client includes an Instance Identifier URN in the contact information of SIP requests and responses the PoC Client also includes the same Instance Identifier URN in the PoC Service Settings as described in 4.26 "PoC Service Settings".
The PoC Server performing the Participating PoC Function SHALL subscribe to registration information from the SIP/IP Core. 
NOTE:
The SIP/IP Core adds PoC Addresses registered by the same Instance Identifier URN when notifying PoC Server about registration events.
When the PoC Server performing the Participating PoC Function receives notifications about registration events the PoC Server SHALL store the relation between Instance Identifier URNs and each PoC Address registered by the same Instance Identifier URN contained in registration events so that it is possible to later access the stored information using the Instance Identifier URN and a PoC Address to retrieve all other PoC Addresses registered by the same Instance Identifier URN.
PoC Addresses registered by the same Instance Identifier in a registration event SHALL be determined to be used by the same PoC Client.

· 
When an Instance Identifier URN is not included in the PoC Service Settings or during registration of PoC Addresses the PoC Server performing the Participating PoC Function SHALL use the principles described in [PoC AD V1.0] "Simultaneous PoC Session association".
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