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1 Reason for Change

Justification
There was a bug that the ABNF URL is linked to RFC2234 in the PoC CP document and in fact RFC4234 has been obsoleted by RFC5234(RFC4234bis) which is in the state AUTH48 now.

RFC5234 may be got by URL http://ietfreport.isoc.org/rfc/rfc5234.txt now and would be in the URL http://www.ietf.org/rfc/rfc5234.txt very soon.
The begin part of RFC5234 is as below:

Network Working Group                                    D. Crocker, Ed.

Request for Comments: 5234                   Brandenburg InternetWorking

STD: 68                                                       P. Overell

Obsoletes: 4234                                                THUS plc.

Category: Standards Track                                   January 2008

             Augmented BNF for Syntax Specifications: ABNF
Clauses affected
Subclauses 2.1 was modified.
Summary of change
RFC4234 update to RFC5234.
Consequence if not approved
The document would be unsuited.

2 Impact on Backward Compatibility

No impact.

3 Impact on Other Specifications

No impact.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that the proposed changes are discussed and agreed. 
6 Detailed Change Proposal
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