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1 Reason for Change

Justification

R01: Updated after comments received in R&A:

	Mr. Holm Jan
	Ericsson
	No
	OKay, but I think the reference should be moved to subclause C.2.1 instead.
	2009-03-11 08:28:36


The highlighted text below is an extract from appendix B.3.2 and is referred in CP Appendix C.2.2 to motivate support for Watcher in PoC Server. However this parameter is used to indicate Presence Publish capability, but has no specification for Watcher functionality in PoC Server. Here it is presumed that PoC Server subscribing to registration state from SIP/IP Core, or PF subscribing to CF (PoC Session status) are not part of a watcher function.

The proposal is to remove the reference to this parameter.
17. /<X>/PRES-SRV-CAP/

A binary flag used for PoC Server to indicate the Presence publish capability of the PoC Server, the PoC status on behalf of a PoC Client. The flag must be given in sequence order according to the list of parameters below:

bit1: "Application-specific (PoC) Availability for sessions"

bit2: "Application-specific (PoC) Availability for alerts"

bit3: "Session Participation"

bit 4-8 for future extension.
· Occurrence: One

· Format: bin

· Access Types: Get

· Values: <A binary, b1b2b3xxxxx>

bit 1-3 have 2 values: 

0 means no support by the PoC Server and 

1 means the support is available.
Summary of Change

The description of watcher functionality is clarified.  

Scope of Change

Subclause C.2.2 is affected.

Consequence if not accepted

The description of watcher functionality is unclear.

2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To include the proposed changes as described in chapter 6.
6 Detailed Change Proposal

Change 1:  C.2.2 - clarifying support for watcher functionality in PoC Server 
C.2.2 Acting as watcher

The PoC Server MAY act as a watcher as specified in [PoC-AD] and [OMA-Pres-Spec]. When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use the procedures of "AS acting as originating User Agent" specified in [TS24.229] / [3GPP2 X.S0013.4] section 5.7.3.

The exact procedures determining the behaviour of the PoC Server acting as watcher is beyond the scope of the present specification.
Change 2:  C.2.1 – moving reference from C.2.2
C.2.1 Acting as a Presence Source

The PoC Server MAY act as a Presence Source as specified in [PoC-AD] and [OMA-Pres-Spec] and according to the setting of the provisioning parameter 'PRES-SRV-CAP' as specified in subclause B.3.2 "Management Object parameters" and publish certain sets of presence information on behalf of the PoC Client.

The PoC Server MAY refresh the published presence information as defined in [OMA-Pres-Spec] until the PoC Server becomes aware of PoC client de-registration state or until the PoC Service Setting expiration or removal. 

All the following procedures SHALL apply when the PoC Server acts as a Presence Source and supports the publication of presence information elements as specified in Table 3.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use the procedures of "AS acting as originating User Agent" defined in [TS24.229] / [3GPP2 X.S0013.4] section 5.7.3, when acting as a Presence Source.
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