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1 Reason for Change

Justification

The Dynamic PoC Groups feature needs more description in AD. Definitions for the function are still valid although some functionality has been moved to CBUS enabler, thus the EN in 3.2 can be removed. CBUS is added as interacting functional entity in figure 2. An EN is added in text to indicate that the functional entities of CBUS are not settled yet. An EN is also added to indicate that CBUS shall be added as functional entity in PoC architecture diagram, figure 3 (the CBUS functional entities have not been agreed yet in PAG).
Summary of Change

Description for Dynamic PoC Groups updated. One EN is removed and two other ENs are added. 

Scope of Change

Subclauses 3.2 and 5.1a are affected.

Consequence if not accepted

Text is missing for Dynamic PoC Groups.

2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To include the proposed changes as described in chapter 6.

6 Detailed Change Proposal

Change 1:  3.2 - Definitions
3.2 Definitions

For the purposes of the PoC specifications, the terms and definitions given in [OMA DICT], [OMA Presence V1.0 AD], [OMA XDM V1.0 AD] and the following terms and definitions apply.
	1-1 PoC Session
	A feature enabling a PoC User to establish a PoC Session with another PoC User.

	1-many PoC Group Session
	A PoC Session with many Participants and in which all Participants can communicate with each other.

	1-many-1 PoC Group Session
	A PoC Session established by a PoC User to a Pre-arranged PoC Group, in which one Participant is a Distinguished Participant and other Participants are Ordinary Participants.

	Access Control
	PoC User specified rules that define the interactions with other PoC Users, e.g. rules restricting other PoC Users that may try to establish PoC Session to the PoC User. 

	Ad-hoc PoC Group Session
	A PoC Group Session established by a PoC User to PoC Users listed on the invitation. The list includes PoC Users or PoC Groups or both.

	Advanced Revocation Alert
	An alert to the PoC User that the Media transmit time will end within the time specified by the Alert Margin.

	Alert Margin
	The amount of time between the moment when the Advanced Revocation Alert is notifies the PoC User and the moment when the granted Media Burst for the PoC User is to be revoked.

	Answer Mode
	A PoC Client mode of operation for the terminating PoC Session invitation handling.

	Answer Mode Indication
	A PoC Service Setting indicating the current Answer Mode of the PoC Client.

	Audio
	General communication of sound with the exception of PoC Speech.

	Chat PoC Group
	A persistent PoC Group in which a PoC User individually joins to have a PoC Session with other joined PoC Users, i.e., the establishment of a PoC Session to a Chat PoC Group does not result in other PoC Users being invited.

NOTE:
A Chat PoC Group is a persistent PoC Group where the <invite-members> element is set to "false" as specified in the [OMA-PoC-Document-Mgmt] "PoC Group".

	Chat PoC Group Session
	A PoC Session established to a Chat PoC Group.

	Condition Re-evaluation
	Repeated evaluation of conditions of PoC Users against the rules that define a Dynamic PoC Group. According to the evaluation results PoC Users are invited to or removed from a PoC Session involving the Dynamic PoC Group.

	Contact List
	A list available to the PoC User that contains the PoC Addresses and/or PoC Group Identities.

	Continuous Media
	Media with an inherent notion of time (e.g., PoC Speech, Audio, and Video).

	Control Plane
	The specification of the signalling between PoC Client and PoC Server, between PoC Box and PoC Server and between PoC Servers for the Push to talk over Cellular (PoC) service.

	Controlling PoC Function
	A function implemented in a PoC Server, providing centralized PoC Session handling, which includes Media distribution, Talk Burst Control, Media Burst Control, policy enforcement for participation in the PoC Group Sessions, and the Participant information.

	Crisis Event
	An unplanned event having potentially significant impact on the safety or well-being of the community (local, regional or national). Examples of a Crisis Event include natural or man-made disasters.

	Crisis Event Handling Entity
	A functional entity in the PoC Network to handle PoC Sessions by authorized users initiated in case of a Crisis Event.

NOTE:
Crisis Event handling complements emergency service.

	Deferred Messaging
	Messaging where messages are stored in a repository for later delivery.

	Discrete Media
	Media that itself does not contain an element of time (e.g. images, text).

	Dispatch PoC Group
	A Pre-arranged PoC Group in which one member is assigned the role of PoC Dispatcher and the other member(s) are assigned the role of PoC Fleet Members.

	Dispatch PoC Session
	The PoC Session of a Dispatch PoC Group, or a subset of the Dispatch PoC Group, in which the 1-many-1 communication method is used.

	Distinguished Participant
	A Participant in a 1-many-1 Session that sends Media to all Ordinary Participants, and that receives Media from any Ordinary Participant.

NOTE:
The <is-key-participant> is set to "true" as specified in [OMA-PoC-Document-Mgmt] to indicate who is the Distinguished Participant.

	Dynamic Ad-hoc PoC Group
	An Ad-hoc PoC Group which is a Dynamic PoC Group.

	Dynamic Chat PoC Group
	A Chat PoC Group which is a Dynamic PoC Group.

	Dynamic PoC Group
	A Pre-arranged, restricted Chat or Ad-hoc PoC Group whose Participants are restricted based on the evaluation of a set of rules.

	Dynamic Pre-arranged PoC Group
	A Pre-arranged PoC Group which is a Dynamic PoC Group.

	External Media Content Server
	A non PoC entity that conveys media content to Participants of a PoC Session.

	External Media Content Server Retrieval
	A PoC feature enabling PoC User to request the PoC Service Infrastructure to convey media content from an External Media Content Server to Participants of a PoC Session.

	External Media Content Server Retrieval Function
	An abstract entity which supports conveying Media from External Media Content Server to Participants of a PoC Session.

	External P2T Networks
	Private or public circuit switched or packet switched network that provide push-to-talk services similar to PoC services.

	Full Duplex Call Follow-on Proceed
	A feature which allows PoC Session Participant to request the other PoC Session Participants to set up another independent full duplex voice call (either a circuit switched voice call or voice-over-IP call, subject to Service Provider Policy and configuration). The full duplex voice call set up is out of the scope of this specification.

	Group
	A predefined set of Users together with its policies and attributes. A Group is identified by a SIP URI.

	Group Advertisement
	A feature that provides the capability to inform other PoC Users of the existence of a PoC Group.

	Home PoC Network
	A network comprising of a Home PoC Server and SIP/IP Core operated by the PoC User's PoC service provider.  The Home PoC Network is the same as the Home Network defined in 3GPP/3GPP2 IMS specifications.

	Home PoC Server
	The PoC Server of the PoC Service Provider that provides PoC service to the PoC User.

	Incoming Condition Based PoC Session Barring
	A feature to block a particular incoming PoC Session request based on conditions defined for incoming PoC Sessions.

	Incoming Instant Personal Alert Barring
	A PoC Service Setting for the PoC Client that indicates the PoC User's desire for the PoC service to block all incoming Instant Personal Alerts.

	Incoming PoC Session Barring
	A PoC Service Setting for the PoC Client that indicates the PoC User's desire for the PoC service to block all incoming PoC Session requests. 

	Instant Personal Alert
	A feature in which a PoC User sends a SIP based instant message to a PoC User requesting a 1-1 PoC Session.

	Law Enforcement Agency
	An organization authorized by a lawful authorization based on a national law to request interception measures and to receive the results of telecommunications interceptions.

	Law Enforcement Monitoring Facility
	A law enforcement facility designated as the transmission destination for the results of a Lawful Interception.

	Lawful Interception
	The legal authorization, process, and associated technical capabilities and activities of Law Enforcement Agencies related to the timely interception of signalling and content of wire, oral, or electronic communications.

	Location Service
	TBD

	Manual Answer Mode
	A mode of operation in which the PoC Client requires the PoC User to manually accept the PoC Session invitation before the PoC Session is established.  

	Media
	Forms of information that are exchanged between Participants. Media may come in different forms, which are referred to as Media Types.

	Media Burst
	Flow of Media from a PoC Client that has the permission to send Media to the receiving PoC Client(s).

	Media Burst Control
	Media Burst Control is a control mechanism that arbitrates requests from the PoC Clients, for the right to send Media and Multimedia.

	Media Burst Control Protocol
	Media Burst Control Protocol (MBCP) is a protocol for performing Media Burst Control, and is defined in [OMA PoC V2.0 AD].

	Media Burst Control Schemes
	Way of using Media Burst Control according to predefined rules and procedures.

	Media Filtering
	A procedure of the PoC Server performing the Participating PoC Function in order to determine the Media Burst retrieval priority in case of Simultaneous PoC Sessions.

	Media Streaming Control
	A feature allowing a PoC functional entity to control streaming of Media of a controlled Media Stream sent by a different PoC functional entity.

	Media Type
	Media Types share a characteristic of human perception. Media Types are either realtime or non-realtime, like:

· PoC Speech
· Audio (e.g. music)
· Video
· Discrete Media (e.g. still image, formatted and non-formatted text, file)

	Media-floor Control
	The mechanism to control separate Media streams.

	Moderated PoC Group
	A PoC Group where an authorized Participant of the PoC Session acts as the Moderator of the PoC Session who has an ability to control the Media Burst Control entity of the PoC Session.

	Moderated PoC Session
	A PoC Session established using a Moderated PoC Group where an authorized Participant of the PoC Session acts as the Moderator of the PoC Session who has an ability to control the Media Burst Control entity of the PoC Session.

	Moderated PoC Session Media Burst Control
	The mechanism to support a Moderator controlling a Moderated PoC Session.

	Moderator
	An authorized Participant of a Moderated PoC Session who has an ability to control the Media Burst Control entity of the PoC Session.

	Multicast Access Network
	An access network providing multicast/broadcast access to a PoC Client, e.g. MBMS, BCMCS, DVB-H, DVB-T, etc.

	Multicast PoC
	A feature that provides the capability to use multicast/broadcast access technology in PoC Sessions.

	Multicast PoC Channel
	A bearer to transport Media using the underlying Multicast Access Networks capability to distribute Media on a multicast/broadcast bearer, e.g. MBMS specified by 3GPP.

	Multimedia
	Multimedia is the simultaneous existence of multiple Media Types like

· audiovisual 

· video plus subtitles 

Multimedia from a single source that involves real-time Media Types are assumed to be synchronized.

	NW PoC Box
	A PoC functional entity in the PoC Network where PoC Session Data and PoC Session Control Data can be stored

	Offline Charging Entity
	Network entity that performs Offline Charging, as described in [OMA-DICT]

	Online Charging Entity
	Network entity that performs Online Charging, as described in [OMA-DICT]

	Ordinary Participant
	A Participant in a 1-many-1 PoC Group Session that is only able to send and receive Media to and from the Distinguished Participant.

	Outgoing Condition Based PoC Session Barring
	A feature to block a particular outgoing PoC Session request based on conditions defined for outgoing PoC Sessions.

	P2T Address
	A P2T Address identifying a P2T User. The P2T Address can be used by PoC Users to communicate with P2T Users. The P2T Address used in a PoC Network points to the PoC Interworking Agent of the P2T User in the PoC Interworking service.

	P2T User
	A P2T User is a user of the P2T service provided by an External P2T Network.

	Participant
	A Participant is a PoC User in a PoC Session.

	Participating PoC Function
	A function implemented in a PoC Server, which provides PoC Session handling, which includes policy enforcement for incoming PoC Sessions and relays Talk Burst Control and Media Burst Control messages between the PoC Client and the PoC Server performing the Controlling PoC Function. The Participating PoC Function may also relay RTP Media between the PoC Client and the PoC Server performing the Controlling PoC Function.

	PoC Address
	An address identifying a PoC User. The PoC Address can be used by one PoC User to request communication with other PoC Users. If SIP/IP Core is the 3GPP/3GPP2 IMS the PoC Address is a public user identity.

	PoC Box
	A PoC functional entity where PoC Session Data and PoC Session Control Data can be stored. It can be a NW PoC Box or a UE PoC Box.

	PoC Client
	A functional entity that resides on the User Equipment that supports the PoC service.

	PoC Dispatcher
	The Participant in a Dispatch PoC Session that sends Media to all PoC Fleet Members and that receives Media from any PoC Fleet Member.

NOTE:
The PoC Dispatcher is an enhancement to the PoC 1 Distinguished Participant.

	PoC Fleet Member
	A Participant in a Dispatch PoC Session that is only able to send Media to the PoC Dispatcher, and that likewise is only able to receive Media from the PoC Dispatcher.

NOTE:
PoC Fleet Member is the same as Ordinary Participant in PoC 1.

	PoC Group
	A Group supporting the PoC service. PoC User uses PoC Groups e.g. to establish PoC Group Sessions.

	PoC Group Identity
	A SIP URI identifying a Pre-arranged PoC Group or a Chat PoC Group. A PoC Group Identity is used by the PoC Client e.g. to establish PoC Group Sessions to the Pre-arranged PoC Groups and Chat PoC Groups.

	PoC Group Session
	A Pre-arranged PoC Group Session, Ad-hoc PoC Group Session or Chat PoC Group Session.

	PoC Interworking Agent
	Abstract entity implemented in the PoC Interworking Function, acting as a PoC Client on behalf of a PoC Remote Access User or a P2T User.

	PoC Interworking Function
	Part of the PoC Interworking Service, it provides conversion between PoC Network based SIP signaling, Talk Burst Control and Media Burst Control Protocol, and Media packet transport, and External P2T Network based session signaling, floor control, and Media transport protocol.

	PoC Interworking Service
	A means to extend the PoC User experience beyond the OMA defined PoC service and PoC Network boundaries, accomplished by interworking with other networks and systems, while not PoC compliant, being able to provide a reasonably comparable capability, involving simplex Media based conferencing.

	PoC Media Traffic Optimisation
	A mechanism for reducing PoC Media traffic via the PoC-4 reference point.

	PoC Remote Access
	A method of providing a compliant PoC User access to a SIP/IP Core and PoC Network via an potentially non-SIP/IP based network

	PoC Remote Access User
	A user of the PoC service accessing the service potentially via a non IMS enabled SIP/IP based network, not necessarily using a PoC Client (e.g. a PoC User, with a valid subscription, accessing PoC services via a PSTN terminal).

	PoC Server
	A network element, which implements the 3GPP/3GPP2 IMS application level network functionality for the PoC service. A PoC Server can perform the role of the Controlling PoC Function or Participating PoC Function, or both at the same time.

	PoC Service Setting
	A set of parameters indicating the capability of the PoC Client and the willingness of the PoC User to support related PoC Client and PoC Server functionalities, e.g. Answer Mode Indication, Incoming PoC Session Barring, Incoming Instant Personal Alert Barring and  Simultaneous PoC Sessions Support.

	PoC Session
	A PoC Session is a SIP Session established by the procedures of this specification. This specification supports the following types of PoC Sessions: 1-1 PoC Session, Ad-hoc PoC Group Session, Pre-arranged PoC Group Session, or Chat PoC Group Session.

	PoC Session Control Data
	Information about PoC Session Data e.g. time and date, PoC Session initiator.

	PoC Session Data
	Media Bursts and Media Burst Control information exchanged during a PoC Session e.g. Video frames, an image or Talk Burst.

	PoC Speech
	Communication of speech as defined by PoC version 1.0.

	PoC User
	A User of the PoC service. A PoC User can be the same person as a PoC Subscriber. A PoC User uses the PoC features through the User Equipment.

	Pre-arranged PoC Group
	A persistent PoC Group. The establishment of a PoC Session to a Pre-arranged PoC Group results in the members being invited.
NOTE:
A Pre-arranged PoC Group is a persistent PoC Group, where the <invite-members> element is set to "true" as specified in the [OMA-PoC-Document-Mgmt]"PoC Group".

	Pre-arranged PoC Group Identity
	PoC Group Identity of a Pre-arranged PoC Group.

	Pre-arranged PoC Group Session
	A PoC Session established by a PoC User to a Pre-arranged PoC Group.

	Pre-established Session
	The Pre-established Session is a SIP Session established between the PoC Client and the Home PoC Server containing at least one Media Stream bound to a Media-floor Control Entity.  The PoC Client establishes the Pre-established Session prior to making requests for PoC Sessions to other PoC Users. To establish a PoC Session based on a SIP request from the PoC User, the PoC Server conferences other PoC Servers/Users to the Pre-established Session so as to create an end-to-end connection.

	Primary PoC Session
	A PoC Session that the PoC User selects in preference to other PoC Sessions. When the PoC User has Simultaneous PoC Sessions, the Primary PoC Session has a priority over Secondary PoC Sessions.

	Push To Talk Service (P2T)
	Non OMA PoC "walkie-talkie" service.

	QoE Profile
	Set of parameters that establish, from a high level point of view, the end PoC User experience in a given PoC Session. The QoE Profile is part of the PoC User’s subscription and can also be specified for PoC Groups. Each QoE Profile is associated with certain rules for underlying resource usage and potential prioritization procedures.

	Remote PoC Network
	Other PoC Network or inter working function to external P2T Network.

	RTP Media
	Considered as an association that allows exchange of RTP Media streams and RTCP messages among a set of PoC functional entities.

	Secondary PoC Session
	A PoC Session for which the PoC User receives Media when there is no Media present on the Primary PoC Session. 

	Service Provider Policy
	Service Provider Policy refers to the overall policy conditions actually selected by a service provider(s) for commercial implementation of a PoC service.  Service Provider Policy is established based on commercial considerations, which may concern, e.g. support/non-support of certain network or client capabilities or service features within a network.  Service Provider Policy is applicable only to the network or subscribers over which the service provider has control.

	Simultaneous PoC Session
	Functionality, where Home PoC Server discards Media for keeping conversation uninterrupted, in case a PoC User is a Participant in more than one PoC Session simultaneously using the same PoC Client.

	SIP Session
	A SIP dialog. From [RFC3261], a SIP dialog is defined as follows: A dialog is a peer-to-peer SIP relationship between two UAs that persists for some time. A dialog is established by SIP messages, such as a 2xx response to an INVITE request. A dialog is identified by a call identifier, local tag, and a remote tag. A dialog was formerly known as a call leg in [RFC2543].

	SIP URI
	From RFC 3261: "A SIP or SIPS URI identifies a communications resource" and "follows the guidelines in RFC 2396 [5]".  PoC uses SIP URIs to identify PoC Clients, PoC Servers, and PoC Sessions, resource lists that point to URI lists, etc. 

	Talk Burst
	A flow of PoC Speech from a PoC Client having the permission to send PoC Speech as specified in [OMA PoC V1.0]. 

	Talk Burst Control
	A control mechanism that arbitrates requests from the PoC Clients for the right to send PoC Speech as specified in [OMA PoC V1.0]. 

	Talk Burst Control Protocol
	A protocol for performing Talk Burst Control defined in [OMA PoC V1.0 UP]. 

	Talker Identification
	A procedure by which the current talker's identity is determined and made known to listeners on the PoC Session. 

	UE PoC Box
	A functional entity co-located with the PoC Client in the User Equipment where PoC Session Data and PoC Session Control Data can be stored.

	User Equipment
	A hardware device that supports a PoC Client e.g., a wireless phone. 

	User Plane
	The User Plane includes the Media and Media control signaling (e.g., Talk Burst Control Protocol) between the PoC Client and PoC Server, between the PoC Box and the PoC Server as well as between PoC Servers.

	Video
	Communication of live-streamed pictures without any Audio component.



Change 2:  5.1a – Architecture Model
5.1a Architecture Model

The PoC architecture is an evolution of the architecture described in [OMA PoC V1.0 AD]. 

The PoC functional entities (PoC Client, PoC Box and PoC Server), that provide the PoC service, use and interact with certain external entities providing services to the PoC service as shown in the Figure 2 "Interaction of PoC functional entities with external entities." 
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NOTE 1:
Interactions between external entities are not shown in the figure.

NOTE 2:
Architecture for PoC specific charging is described in [OMA PoC V2.0 SD] "Charging architecture".
Figure 2: Interaction of PoC functional entities with external entities.
The XML Document Management enabler is described in [OMA XDM V2.0 AD].  The XDM functional entities used by this version of the PoC Enabler are the Aggregation Proxy (as specified in subclause 6.2.3 "Aggregation Proxy"), Shared List XDMS (as specified in subclause ‎6.2.2.1 "Shared List XML Document Management Server (XDMS)"), Shared Group XDMS (as specified in subclause ‎6.2.2.2 "Shared Group XML Document Management Server (XDMS)") and Shared Policy XDMS (as specified in subclause ‎6.2.2.3 "Shared Policy XML Document Management Server (XDMS)"). The PoC Server interacts with any of the Shared XDM Servers over the POC-2, XDM-2, and POC-13 reference points.

The Presence enabler is described in [OMA Presence V1.0 AD].  The Presence functional entities are the Presence Server (as specified in subclause 6.2.4 "Presence Server"), Presence Source (as specified in subclause 6.2.5 "Presence Source"), and Watcher (as specified in subclause 6.2.6 "Watcher").  The PoC Server can assume the role of a Presence Source or Watcher or both, and interacts with the Presence Server over the POC-2 and PRS-3 reference points. The PoC service interactions with Presence service functionality are further specified in [OMA PoC V2.0 SD] "Presence".
Editor’s Note:  The functional entities representing Condition Based URIs Selection enabler (CBUS) with which PoC is interacting are FFS.
The SIP/IP Core includes a number of SIP proxies and SIP registrars. When SIP/IP Core is based on the 3GPP/3GPP2 IMS, the SIP/IP Core architecture is specified in [3GPP TS 23.228] or [3GPP2 X.S0013.2].
The Multicast Access Network contains the technology required to broadcast Continuous Media and Discrete Media in a PoC Session. The Multicast Access Network used for the Multicast PoC Channel can be based on a technology different than the access network used for PoC Sessions without Multicast PoC Channel. When the Multicast Access Network is based on the 3GPP MBMS/3GPP2 BCMCS the Multicast Access Network architecture is specified in [3GPP TS 23.246] or [3GPP2 A.S0019-A_v1.0].
Discovery/Registry, Authentication/Authorization and Security are provided in cooperation with SIP/IP Core. Registry functionality is described in [OMA PoC V2.0 SD] "Registration".
NOTE:
Discovery is SIP/IP Core specific and out of scope of this specification.
The Authentication/Authorization is described in the subclause ‎4.2 "Security Considerations". Security is described in the subclause ‎4.2 "Security Considerations". 
Charging functionality is described in [OMA PoC V2.0 SD] "Charging".
Provisioning functionality is described in [OMA PoC V2.0 SD] "PoC service provisioning". 
Figure 3 "PoC architecture" describes the functional entities and reference points that are involved in the support of the PoC service.
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NOTE 1:
Shared XDMSs is a logical entity to map similar Shared XDM Servers together for simplification as specified in [OMA XDM V2.0 AD].
NOTE 2:
There are other reference points described in clause ‎7 "Description of the reference points" in addition to those shown in the figure.
Editor’s Note:  The functional entities and reference points representing CBUS with which PoC is interacting in figure 3 are FFS.
Figure 3: PoC architecture
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