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1 Reason for Change

2 R01: This is the agreed version.
Justification
Some text is required in 7.2.1.
Summary of change
Normative text included in 7.2.1.
Scope of change

Subclauses 2.1, 3.2 and 7.2.1 are modified.
Consequence if not accepted
Missing text Multicast PoC specification.
3 Impact on Backward Compatibility

None
4 Impact on Other Specifications

None
5 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

6 Recommendation

To include the proposed changes as described in clause 6 in the next version of the MC.
7 Detailed Change Proposal

Change 1:  (Adding a reference to Gmb protocol)

2.1 Normative references
	[3GPP TS 29.061]
	3GPP TS 29.061 "3rd Generation Partnership Project; Technical Specification Group Core Network and Terminals; Interworking between the Public Land Mobile Network (PLMN) supporting packet based services and Packet Data Networks (PDN)".

URL: http://www.3gpp.org/

	[3GPP TS 23.003]
	3GPP TS 23.003 "3rd Generation Partnership Project; Technical Specification Group Core Network and Terminals; Numbering, addressing and identification"
URL: http://www.3gpp.org/

	[3GPP TS 24.008]
	3GPP TS 24.008 "3rd Generation Partnership Project; Technical Specification Group Core Network and Terminals; Mobile radio interface Layer 3 specification; Core network protocols; Stage 3".

URL: http://www.3gpp.org/


Change 2:   (New definitions)

3.2
Definitions

	MBMS Service Area Identity
	A code mapped to one or more cells by the RNC/BSS. The MBMS Service Area Identity and its semantics are defined in [3GPP TS 23.003].



	Core Network
	An architectural term relating to the part of 3GPP System which is independent of the connection technology of the terminal that includes the GGSN and the SGSN.

	Service Provider Policy
	Service Provider Policy refers to the overall policy conditions actually selected by a service provider(s) for commercial implementation of a PoC service.  Service Provider Policy is established based on commercial considerations, which may concern, e.g. support/non-support of certain network or client capabilities or service features within a network.  Service Provider Policy is applicable only to the network or subscribers over which the service provider has control.


3.3 Abbreviations
	RAR
	Re-Auth-Request, see [3GPP TS 29.061].

	RAA
	Re-Auth-Answer, see [3GPP TS 29.061].

	AVP
	Attribute-Value Pair

	TCP
	Transmission Control Protocol

	GGSN
	Gateway GPRS Service Node

	SGSN
	Service GPRS Support Node

	3GPP
	3rd Generation Partnership Project


Change 3:  (Adding text)
7.2 Participating PoC Function using MBMS

7.2.1 Starting a Multicast PoC Channel

When the PoC Server acting as the BM-SC decides to start a Multicast PoC Channel then the PoC Server:

1. SHALL establish a TCP connection to the Core Network if TCP connection does not already exist;

2. SHALL perform a capability exchange with the Core Network as specified in [3GPP TS 29.061] "Usage of Diameter on Gmb interface" if capability exchange is not already done;

3. SHALL generate a RAR message according to rules and procedures of [3GPP TS 29.061] "RAR Re-Auth-Request Command" and SHALL include all mandatory headers with the clarifications below:

a. SHALL set the MBMS-StartStop-Indication AVP to 'START';
b. SHALL include one or more MBMS Service Area Identity based on local policy in the MBMS-Service-Area AVP;
c. NOTE:
The local policy can e.g. be based on the PoC Group Identity.
d. SHALL include a Allocation/Retention Priority value in the MBMS-Required-QoS AVP based on the QoE profile of the PoC Session as indicated in the Table 1 "Allocation/Retention Priority based on QoE profile of the PoC Session" below:

Table 1: Allocation/Retention Priority based on QoE profile of the PoC Session.

	QoE profile
	Allocation/Retention Priority

	
	GERAN
	UTRAN

	'Basic' 
	1
	1

	'Premium' 
	1
	2

	'Professional' 
	2
	3

	'Official Government Use' set to 4
	3
	4-15 based on local policy in the PoC Server

	'Official Government Use' set to 3
	3
	

	'Official Government Use' set to 2
	3
	

	'Official Government Use' set to 1
	3
	

	'Official Government Use' set to 0
	3
	


e. SHALL include the quality of service information element coded as shown in [3GPP TS 24.008] in the MBMS-Required-QoS AVP based on the quality of service information requested by the PoC Session based on local policy.
f. SHALL set the MBMS-Session-Duration AVP to all 0’s i.e. indefinite time;
g. SHALL set the MBMS-Service-Type AVP to 'BROADCAST';
h. SHALL set the MBMS-Counting-Information AVP to 'COUNTING-APPLICABLE' or 'COUNTING-NOT-APPLICABLE' according to the Service Provider Policy;
i. SHALL allocate a MBMS Session Identity value and include the allocated value in the MBMS-Session-Identity AVP;

j. SHALL include a unique value in the TMGI AVP identifying the Multicast PoC Channel;
k. SHALL include the MBMS-2G-3G-Indicator AVP with the value set to '2G', '3G' or '2G-AND-3G';
l. SHALL include the MBMS-User-Data-Mode-Indication AVP with the value set to 'Multicast and Unicast (1)';
4. SHALL send the RAR message according to the rules and procedures of the Core Network.
On receipt of a RAA message the PoC Server:

1. SHALL establish the Multicast PoC Channel as described in the subclause 6.2.1 "Establishing a Multicast Channel" if the Experimental-Result AVP fall within the Success category; or,

2. SHOULD retransmit the RAR within a reasonable time if the Result-Code AVP or the Experimental-Result AVP fall within the Transient Failures category; or,

3. SHALL not make a new attempt to start the Multicast PoC Channel if the Result-Code AVP or the Experimental-Result AVP fall within the Permanent Failures category.
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