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1 Reason for Change

a)
Justification: 7.1.2 Connecting to a Multicast Channel at the client side needs to be specified. This describes the normative procedure.
NOTE: Look another CR (212) together with this CR.
b)
Clauses affected: 7.1.2.
c)
Summary of change: 7.1.2 text filled.
d)
Consequence if not approved: 7.1.2 is not filled.

e)
Reason for revision:

R01: Comments during Osaka meeting taken into account.
R02: Comment over e-mail included.
R03: Comment during conf. call on 6th Nov included.
2 Impact on Backward Compatibility

No impact.
3 Impact on Other Specifications

No impact.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To review by PoC WG, agree to the changes and incorporate in the next release of TS Multicast PoC.
6 Detailed Change Proposal
7.1. Client procedures using MBMS
7.1.1. General

The User Plane Signalling for MBMS describes how the PoC Client acting as a MBMS Client detects the Multicast PoC Channel Identity provided by the Multicast Agent, connects to the Multicast PoC Channel, and then receives the Media over the Multicast PoC Channel according to rules and procedures of [3GPP TS 25.331] subclause 8.7 "MBMS specific procedures" with the clarifications in this subclause.

The PoC Client acting as a MBMS Client:
· SHALL receive the MBMS control information as specified in [3GPP TS 25.331] subclause 8.7.1 "Reception of MBMS control information";
· SHALL detect the Multicast PoC Channel as specified in [3GPP TS 25.331] subclause 8.7.2 "MCCH acquisition" with the clarifications in subclause 7.1.2 "Detecting a Multicast PoC Channel";
· SHALL initiate reception of the Media over the Multicast PoC Channel as specified in [3GPP TS 25.331] subclause 8.7.2 "MCCH acquisition" with the clarifications in subclause 7.1.4 "Media transmission";
· SHALL respond to a change of the Multicast PoC Channel as specified in [3GPP TS 25.331] subclause 8.7.3 "MBMS Notification";
· SHALL inform Multicast Access Network about its interest to receive the Media over the Multicast PoC Channel as specified in [3GPP TS 25.331] subclause 8.7.4 "MBMS counting" in order for the Multicast Access Network to decide to use either p-t-m radio bearer or p-t-p radio bearer;
· SHALL configure the p-t-m radio bearer for the Multicast PoC Channel as specified in [3GPP TS 25.331] subclause 8.7.5 "MBMS p-t-m radio bearer configuration";
· SHALL request to release the p-t-p radio bearer for the Multicast PoC Channel as specified in [3GPP TS 25.331] subclause 8.7.6 "MBMS modification request"; and,
· SHALL receive the service scheduling information as specified in [3GPP TS 25.331] subclause 8.7.6 "MBMS service scheduling".
Editor’s Note: it is FFS whether all the above procedures are required or not.
7.1.2. Detecting a Multicast PoC Channel
The PoC Client SHALL detect a Multicast PoC Channel by checking that the value of IE "MBMS Service ID" coded as octets 3 to 5 of the IE "Temporary Mobile Group Identity" in the [RRC] MBMS MODIFIED SERVICES INFORMATION or [RRC] MBMS UNMODIFIED SERVICES INFORMATION is equivalent to the Multicast PoC Channel Identity in the SIP INFO message received in subclause 6.1.2 "Reception of SIP INFO request". 
NOTE: The IE "MBMS Service ID" is the sub element of the IE "MBMS Transmission identity" of the [RRC] MBMS MODIFIED SERVICES INFORMATION or [RRC] MBMS UNMODIFIED SERVICES INFORMATION message. The IE "MBMS short transmission ID" of the [RRC] MBMS ACCESS INFORMAION message indexes The IE "MBMS Transmission identity".
7.1.3. Connecting to a Multicast Channel

· 

· 
On receipt of the [RRC] MBMS MODIFIED SERVICES INFORMATION message the PoC Client: 
· 1. SHALL detect the Multicast PoC Channel as specified in subclause 7.1 "General";
· 

· 
· 2. SHALL configure the p-t-m radio bearer for the Multicast PoC Channel as specified in subclause 7.1.1 "General"; and,
· 3. SHALL initiate reception of the Media over the Multicast PoC Channel as specified in subclause 7.1.1 "General".
7.1.4. Media transmission
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