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1 Reason for Change

a)
Justification: Handoff from non Multicast Area to Multicast Area at the client side needs to be specified. This describes the normative procedure.
b)
Clauses affected: new subclause 6.1.4 added in section 6.
c)
Summary of change: new subclause 6.1.4 Handoff from non Multicast Area to Multicast Area introduced.
d)
Consequence if not approved: normative procedure for handoff from non Multicast Area to Multicast Area is missing
e)
Reason for revision:
N/A

2 Impact on Backward Compatibility

No impact.
3 Impact on Other Specifications

No impact.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To review by PoC WG, agree to the changes and incorporate in the next release of TS Multicast PoC.
6 Detailed Change Proposal
6.1.3. Handoff from non Multicast Area to Multicast Area
Upon receiving a [RRC] SYSTEM INFORMATION message, of which IE "MCCH configuration information" of the IE " Secondary CCPCH system information” or IE " Secondary CCPCH system information MBMS", both included in the IE "System Information Block type 5 and 5bis" contained by the IE "SIB data" within the IEs, "First Segment", "Subsequent or last Segment" and "Complete SIB" is included, the PoC Client:  

· 1. SHALL generate an initial SIP REFER request as specified in subclause 6.1.3.1 "General" and according to rules and procedures of [RFC3515], if the SIP REFER request will be sent in a new dialog; otherwise generate a SIP REFER request according to rules and procedures of [RFC3515];

· 2. SHALL set the Request-URI of the SIP REFER request to the PoC Session Identity of an ongoing PoC Session and SHALL include in the Request-URI Handoff Type uri-parameter "handoff=to-multicast-area"; 

· 3. SHALL set the Refer-To header of the SIP REFER request to the PoC Address of the PoC Client according to rules and procedures of [RFC3515];
· 4. SHALL include the following according to rules and procedures of [RFC4488]:
a) the option tag 'norefersub' in the Require header; and,

b) the value 'false' in the Refer-Sub header.

· 5. SHOULD include a Resource-Priority header according to rules and procedures of [RFC4412], if the PoC Client is using 'Official Government Use' as the Local QoE Profile for the on-going PoC Session. If included, the value of the Resource-Priority header SHALL be equal to the level of priority assigned to the PoC User, as specified in [OMA-PoC-CP] subclause 5.8 "QoE Profiles"; the Resource-Priority header is included as a header of the REFER request as well as a Refer-to URI parameter; and, 
· 6. SHALL send the SIP REFER request towards the PoC Server within the existing dialog from which the PoC Session Identity of the ongoing PoC Session was received in the Contact header of the SIP final response if such a dialog exists, otherwise send the SIP REFER request towards the PoC Server using a new SIP dialog according to rules and procedures of the SIP/IP Core. 

Upon receiving a SIP 202 "Accepted" or a SIP 202 "Accepted" response to the SIP REFER request the PoC Client: 

· 1. SHALL cache the address of the PoC Server received in the Contact header.

Upon receiving a SIP re-INVITE request with a MIME SDP body including a new SDP offer for Multicast PoC Channel as specified by [RFC3264] and [RFC2327], the PoC Client:

· 1. SHALL validate that the Media Parameters and at least one codec are acceptable to the PoC Client and if not,

a) select a subset of the received Media Parameters; or,

b) reject the request with a SIP 488 "Not Acceptable Here" response towards the PoC Server according to the rules and procedures of SIP/IP Core. Otherwise, continue with the rest of the steps.

· 2. SHALL connect to a Multicast PoC Channel as specified in subclause 7.1.2 "Connecting to a Multicast Channel". Continue with the rest of the steps only if the PoC Client successfully connects to a Multicast PoC Channel.
· 3. SHALL activate new Media Parameters;
· 4. SHALL generate a SIP 200 "OK" according to rules and procedures of [RFC3261]; 

· 5. SHALL include the Session-Expires header in the SIP 200 "OK" response to the SIP re-INVITE request and re-start the SIP Session timer according to rules and procedures specified in [RFC4028]], “UAS Behavior”.  The ‘refresher’ parameter in the Session-Expires header SHALL be set to 'uas'.  

· 6. SHALL include the option tag 'timer' in the Require header;
· 7. SHALL include the accepted Media Parameters in a MIME SDP body as the SDP answer according to rules and procedures of [RFC3264] and [RFC2327]; and,

· 8. SHALL send the SIP 200 "OK" response towards the PoC Server according to rules and procedures of SIP/IPCore. 

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
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