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1 Reason for Change

Justification

This is a proposal for solution to the following CONR comments:
	ID
	Open Date
	Type
	Section
	Description
	Status

	E028
	2009.05.27
	T
	5.6.1
	Source: Jan.Holm@ericsson.com

Form: <INP doc >

Comment: Unresolved EN: 

Editor's note: How the PoC Server determines if the MBCP/TBCP message is the same or not the same is FFS. (time stamped by CF?)
Proposed Change: Resolve EN
	Status: 
CLOSED

Note that this CR should be agreed or noted together with CR#303 against Multicast PoC.



Summary of Change

Scope of Change

Consequence if not accepted

A number of CONR comments remain open/unsolved.

2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To include the proposed changes.
6 Detailed Change Proposal

6.5.1.2. MBCP specific fields

This subclause list fields specific for MBCP.

The MBCP messages can include the MBCP specific fields. If included, the MBCP specific fields are contained in the application-dependent data of the MBCP message.

Each MBCP specific field consists of an 8-bit Field ID, an 8-bit octet count describing the length of the field value not including this two-octet header, and the field value.

Table 2 "MBCP specific fields" lists the available fields including the assigned Field ID.

Table 2: MBCP specific fields

	Field name
	Field ID
	Reference
	Description

	-
	000-099
	[RFC3550]
	Used by RTCP [RFC3550]

	P-count
	100
	6.5.1.2.1
	Participants

	T2-timer
	101
	6.5.1.2.2
	Stop talking time

	MB-priority-level
	102
	6.5.1.2.3
	MB-priority value

	Time-stamp
	103
	6.5.1.2.4
	Time stamp value

	Alert-margin
	104
	6.5.1.2.5
	Advanced Revocation Alert time information

	Privacy
	105
	6.5.1.2.6
	Privacy for Sender Identification

	Anonymous identity
	106
	6.5.1.2.7
	Unique anonymous identity

	MBCP-restrict
	107
	6.5.1.2.8
	MBCP usage restrictions

	Media-Streams
	108
	6.5.1.2.9
	Media Streams usage

	Reason-Header
	109
	6.5.1.2.10
	Reason header value of SIP BYE request

	Requested-Duration
	110
	6.5.1.2.11
	Requested Duration for Media Burst Transmission

	MBCP-sequence
	112
	6.5.1.2.13
	Sequence number of MBCP message sent over a Multicast PoC Channel

	-
	113-255
	Future releases of the PoC Enabler
	Reserved for future use


6.5.1.2.13. MBCP-sequence
The MBCP-Sequence field SHALL include the value 112 (decimal) indicating that this additional information field is used to indicate the sequence number of MBCP message sent over a Multicast PoC Channel in the PoC Session.

The MBCP-sequence-length field SHALL include the value 2 indicating the length of this item.

The MBCP-sequence-number field SHALL be a 16 bits integer and it SHALL be used as follows:

0
= This value is not used.

1 … 65535   
= The sequential number of MBCP/TBCP message sent only over a Multicast PoC Channel.

The value of MBCP-sequence-number field MAY be allocated by the PoC Server performing the Controlling PoC Function and it MAY be included in the MBCP Media Burst Taken message,  TBCP Talk Burst Taken message, MBCP Media Burst Idle message and TBCP Talk Burst Idle messag. The value of MBCP-sequence-number field SHALL be inclemented by one whenever new MBCP/TBCP messages are sent by the PoC Server performing the Controlling PoC Function towards all PoC Clients in the PoC Session. The value of MBCP-sequence-number field SHALL be the same for all the duplicated MBCP/TBCP messages for the same MBCP/TBCP message.
6.5.6. MBCP Media Burst Idle message

The MBCP Media Burst Idle message is sent as an action from the PoC Server performing the Controlling PoC Function to participating PoC Clients signalling that no PoC Client has permission to send a Media Burst.

Table 7 "MBCP Media Burst Idle message" shows the content of the message.

Table 7: MBCP Media Burst Idle message.

 0                   1                   2                   3   

 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|V=2|P|0 0 1 0 1|   PT=APP=204  |          length=2             |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|  SSRC of PoC Server performing the Controlling PoC Function   |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|                          name=PoC1                            |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+
| MBCP-sequence |MBCP-sequence- |                               |
| =112          |length = 2     |    MBCP-sequence-number
     | 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+
The following bit pattern in the subtype field SHALL be used for the MBCP Media Burst Idle message: 00101.

SSRC

The SSRC field SHALL carry the SSRC of the PoC Server performing the Controlling PoC Function.
MBCP-sequence-number

If the optional MBCP-sequence-number is included in the MBCP Media Burst Idle message and TBCP Talk Burst Idle message, it SHALL provide the sequence number of the MBCP Media Burst Idle message and TBCP Talk Burst Idle message.
6.5.7. MBCP Media Burst Taken message

The MBCP Media Burst Taken message is sent as an action from the PoC Server performing the Controlling PoC Function to inform non-requesting PoC Client(s) that someone has been granted permission to send a Media Burst.

Table 8 "MBCP Media Burst Taken message" shows the content of the message.

Table 8: MBCP Media Burst Taken message.
 0                   1                   2                   3   

 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 2 3 4 5 6 7 8 9 0 1 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|V=2|P| subtype |   PT=APP=204  |           length              |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|  SSRC of PoC Server performing the Controlling PoC Function   |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|                          name=PoC1                            |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

| SSRC of PoC Client granted a permission to send a Media Burst  |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

|         SDES item CNAME followed by SDES item NAME            |

:                                                               :

|                                                               |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

| P-count = 100 |    P-count-   |                               |

|               |    length = 2 |    Participants    
     |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+
| Privacy = 105 |    Privacy-   |                               |

|               |    length = 2 |    Privacy request    
     |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+

| Anonymous     |    Identity-  |                               |

| identity = 106|    length     |    Unique anonymous identity  |

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+
| MBCP-sequence |MBCP-sequence- |                               |
| =112          |length = 2     |    MBCP-sequence-number
     | 

+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+-+
The following bit pattern in the subtype field SHALL be used for the MBCP Media Burst Taken message: 

· 00010, when no acknowledgement reply is expected; and,

· 10010, when the sender of the MBCP Media Burst Taken message expects an acknowledgement reply.

SSRC

The SSRC field SHALL carry the SSRC of the PoC Server performing the Controlling PoC Function.

The SSRC field in the application dependent data of the Media Burst Taken message SHALL carry, either;

1. the SSRC of the PoC Client that has been granted a permission to send a Media Burst, if known by the PoC Server; or,
2. the SSRC of the PoC Server performing the Controlling PoC Function in the case the Media is retrieved from an EMCS;

or,
3. the SSRC field with all 32 bits set to '1'. In this case the receiving PoC Client SHALL ignore the SSRC field.

SDES item CNAME followed by SDES item NAME
In the application dependent data, the MBCP Media Burst Taken message SHALL carry a SSRC field and SDES items, CNAME and MAY carry SDES item NAME to identify the PoC Client that has been granted permission to send a Media Burst.

The MBCP Media Burst Taken message MAY also carry Participants item, Privacy item and Anonymous identity item. Therefore the length of the packet will vary depending on number of SDES items and the size of the SDES items and existence of the optional items.

The SDES item CNAME SHALL either

· carry the URI of the PoC User that has been granted permission to send a Media Burst, if privacy was not requested or if privacy was requested, the PoC Server performing the Participating PoC Function is in the Media path and the MBCP Media Burst Taken message is sent by the PoC Server performing the Controlling PoC Function;

or,

· The RTSP URL of the EMCS in the case the Media is retrieved from an EMCS.
NOTE:
The PoC Client uses the RTSP URL received in the MBCP Taken message to associate the Media-floor Control Entity handling the Streaming Media with the Media-floor Control Entity handling the Media Streaming Control Media Type.

The SDES item CNAME SHALL carry the Anonymous PoC Address as defined in [OMA-PoC-CP] "Anonymous PoC Address" of the PoC User that has been granted permission to send a Media Burst, if privacy was requested and either the PoC Server performing the Participating PoC Function is not in the Media path or the MBCP Media Burst Taken message is sent by the PoC Server performing the Participating PoC Function.

The SDES item NAME, if known by the PoC Server and the sending of Nick Names is supported as specified in [OMA-PoC-CP] "Nick Name", SHALL carry the Nick Name of the PoC User that has been granted permission to send a Media Burst.

The SDES items and the proper encoding of the URI and the Nick Name are specified in [RFC3550]. The format of the SIP URI is defined in [RFC2396] and [RFC3261].

Participants
If the optional Participants item is included, it SHALL give the number of the Participants currently in the PoC Session in case the PoC Speech is the only Media in the PoC Session, otherwise the number of the Participants connected to the Media-floor Control Entity currently in the PoC Session.

The coding of the Participants is specified in subclause 6.5.1.2.1 "P-count".

Privacy
The Privacy SHALL give the information, if privacy is requested in the Sender Identification.

The coding of the Privacy is specified in subclause 6.5.1.2.6 "Privacy".

Anonymous identity
If the optional Anonymous identity item is included, it SHALL provide the unique Anonymous PoC Address of the Participant in the PoC Session.
MBCP-sequence-number

If the optional MBCP-sequence-number is included in the MBCP Media Burst Taken message and TBCP Talk Burst Taken message, it SHALL provide the sequence number of the MBCP Media Burst Taken message and TBCP Talk Burst Taken message.
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