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1 Reason for Change

Justification

	D008
	2009.06.10
	T
	0 general
	Source: Tom Hiller, Alan Hameed

Form: doc #0035

Comment:   The actual ABNF of the content disposition "relay" value and "emcs-rf" parameter is missing, along with cross references throughout the entire CP, necessary normative references, etc.  Appropriate sections are needed to be added, too. 
Proposed Change:   The proposed revision, which has been discussed on two PoC conference calls, is OMA-POC-POCV2_1-2009-0261R01
	Status: OPEN
Fixed by other CRs but also this CR adds cross references.

	D011
	2009.06.09
	T
	0 general
	Source: Tom Hiller, Alan Hameed

Form: doc #0035

Comment: Although there is an EMCS Retrieval Function, the EMCS Retrieval Function itself is logically contained within the CF PoC Server.  Therefore, a physical vs a logical EMCS RF should be made very plain to the reader, or delete the externally physical version of the EMCS RF, and have it only in the CF PoC Server.  For example, 7.2.1.23.2 is within the PoC Server. 
Proposed Change: 
	Status: OPEN
Already fixed by other CRs

	D049
	2009.06.10
	T
	6.1.15
	Source: Tom Hiller, Alan Hameed

Form: doc #0035

Comment:   Note 3 is not complete as a MESSAGE with a content indirection results in a 4xx, which is not contained in [IM].  
Proposed Change: Add a note or something to clarify a 415 would be received if there is a non existent EMCS being requested in content indirection.      
	Status: CLOSED

Solved by:

OMA-MWG-POCV2_1-2009-0317R01-CR-CP-CONRR-EMCS
Solved by this CR

	D061
	2009.06.10
	T
	6.1.3.1 6.1.15


	Source: Tom Hiller, Alan Hameed

Form: doc #0035

Comment:   In section 6.1.3.1, "relay" is added just to the section of the INVITE.   Content indirection does not appear in the Discrete Message section 6.1.15, either.   
Proposed Change:   Move bullet 4b and Note 5 of section 6.1.3.1 into the top part of 6.1.3.1 so it applies not only to INVITE, but to MESSAGE, too.  Renumber Note 5 accordingly.  Then reference the fact "relay" can appear in a MESSAGE in Section 6.1.15, but mention it is not functionality contained in the IM TS  
	Status: OPEN

Solved by this CR

	D068
	2009.06.10
	T
	6.1.4.6
	Source: Tom Hiller, Alan Hameed

Form: doc #0035

Comment:   If  PoC Client wishes to modify a PoC Session to include content indirection per EMCS, then it seems "relay" and "emcs-rf" needs to be mentioned for a re-INVITE somewhere in this section.  Furthermore, clarify the PoC Client may need to modify the PoC Session media to match the media of an RTSP DESRIBE. 

Proposed Change:   Clarify re-INVITE can have EMCS-style "relay" content disposition.  
	Status: OPEN

EMCS Retrieval is not possible in re-INVITE this comment can be closed.

	D070
	2009.06.10
	T
	6.1.6
	Source: Tom Hiller, Alan Hameed

Form: doc #0035

Comment:   If there is an RTSP session, and the PoC Client releases, the RTSP Session within the PoC Media should be released first.  
Proposed Change: Clarify this    
	Status: OPEN

There is no different between this and other Media. Recommendations to release Media already included in UP.

If Media is not released the PoC Server will release Media anyway. No text is needed.

Closed by this CR.

	D079
	2009.06.10
	T
	7.1.1
	Source: Tom Hiller, Alan Hameed

Form: doc #0035

Comment:   There is a reference to " 5.14 "Past Participants" in bullet 2.  It does not make sense, so must there must an error somewhere.
Proposed Change:  Resolve the cross reference   
	Status: OPEN

There is no error. The reference shall be there!

Closed by this CR.

	D099
	2009.06.10
	T
	7.2.1.21
	Source: Tom Hiller, Alan Hameed

Form: doc #0035

Comment:  Is there obvious EMCS impact?
Proposed Change:       
	Status: OPEN

The Media type (streaming) is included in XDM hence the policy for EMCS will be checked.

Closed by this CR


Summary of change

Solves a number of EMCS related comments i.e.

· Using the SIP MESSAGE dedicated for EMCS Retrieval instead of using the IM endorsement.

· Adding cross references e.g. to the 5.14 subclause.

Scope of change

The subclauses 6.1.20, 7.3.1.16, 7.3.1.20 and 7.2.1.23A.2 are modified.

Consequence if not accepted

Unsolved CONRR comments.

2 Impact on Backward Compatibility

No impact.

3 Impact on Other Specifications

No impact.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Discuss the content of CR and agree to include it in the next revision of CP.

6 Detailed Change Proposal

Change 1:  (PoC Client modifications)

6.1.20. PoC Client sending an EMCS Retrieval SIP MESSAGE

Upon a request from a PoC User to send EMCS Retrieval message as specified in subclause 5.15 "EMCS Retrieval" to Participants in a PoC Session supporting EMCS Retrieval, the PoC Client: 

· 1. SHALL generate a SIP MESSAGE request according to rules and procedures of [RFC3428];
· 2. SHALL set the Request-URI to the PoC Session Identity;
· 2. SHALL include the Privacy header with the value "id" if privacy is requested;
· 3. SHALL include an Accept-Contact header with the PoC feature tag, '+g.poc.discretemedia' according to rules and procedures of [RFC3841]; and,
· 4. SHALL include a MIME body with a Disposition header with the value "relay" as specified in subclause E.7.1 "Relay Value and EMCS-RF Parameter"; 
· 5. SHALL include an Accept header with "message-external-body"; and,
· 6. SHALL send the SIP MESSAGE request towards the PoC Server inside the SIP dialog used for the PoC Session according to rules and procedures of the SIP/IP Core.

After receiving the SIP 2xx final response to the SIP MESSAGE request, the PoC Client MAY indicate towards the PoC User about a successful result.

After receiving a SIP final response other than a SIP 2xx final response, the PoC Client MAY indicate towards the PoC User about the unsuccessful result.
When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
Change 2:  (Participating PoC Function modifications)

7.3.1.16 Discrete Media request

Upon receiving a SIP MESSAGE request not containing a MIME body of the MIME Type application/vnd.poc.fdcfo+xml or not containing a Content Disposition value "relay" either 

· 1. outside the SIP dialog used for a PoC Session containing the PoC feature tag '+g.poc.discretemedia' in the Accept-Contact header field ; or,

· 2. inside the SIP dialog used for the PoC Session, 

and the PoC Session Identity in the Request-URI not owned by this PoC Server, the PoC Server acting as B2BUA: 

· 1. SHALL generate the SIP MESSAGE request as specified in [OMA_IM_TS_Endorsement] "Receiving SIP MESSAGE request for Pager mode"; 

· 2. SHALL include in the Accept-Contact header the PoC feature tag '+g.poc.discretemedia' according to rules and procedures of [RFC3841], if to be sent outside the SIP dialog used for the PoC Session;
·  and,

· 4. SHALL send the SIP MESSAGE request to the SIP/IP Core as specified in [OMA_IM_TS_Endorsement] "Receiving SIP MESSAGE request for Pager mode". 

Upon receiving a SIP MESSAGE request containing the PoC feature tag '+g.poc.discretemedia' in the Accept-Contact header field and the PoC Session Identity in the Request-URI not owned by this PoC Server, the PoC Server acting as proxy:

· 1. SHALL check the SIP MESSAGE request as specified in [OMA_IM_TS_Endorsement] "Receiving SIP MESSAGE request for Pager mode"; 

· 2. SHALL forward the SIP MESSAGE request according to rules and procedures of [RFC3261].

NOTE:
Responses for the SIP MESSAGE requests are described in [OMA_IM_TS_Endorsement] "Receiving SIP MESSAGE request for Pager mode".

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

7.3.1.20 EMCS Retrieval request

Upon receiving a SIP MESSAGE request containing a MIME body and a Content Disposition value "relay" as described in subclause 5.1 "EMCS Retrieval" the PoC Server acting as B2BUA: 

· 1. SHALL generate the SIP MESSAGE request according to rules and procedures of [RFC3428]; 

· 2. SHALL include the MIME body received in the incoming SIP MESSAGE request in the outgoing SIP request;
· 3. SHALL include a Content-Disposition with the value "relay";
· 4. SHALL include an Accept header with "message-external-body";
· 5.  MAY include the 'emcs-rf' parameter in the Content-Disposition header as specified in the subclause E.7.1 "Relay Value and EMCS-RF Parameter" with another reference to the Media if the referenced Media is not available from the network and if the PoC Server supports the External Media Content Server Retrieval Function; and,
· 6. SHALL send the SIP MESSAGE request towards the Controlling PoC Function according to rules and procedures of the SIP/IP Core.
Upon receiving a SIP MESSAGE request containing the PoC feature tag '+g.poc.discretemedia' in the Accept-Contact header field and the PoC Session Identity in the Request-URI not owned by this PoC Server, the PoC Server acting as proxy:

· 1. SHALL remove the 'emcs-rf' parameter in the Content-Disposition header if included in the Content-Disposition header;

· 2.  MAY include the 'emcs-rf' parameter in the Content-Disposition header as specified in the subclause E.7.1 "Relay Value and EMCS-RF Parameter" with another reference to the Media if the referenced Media is not available from the network and if the PoC Server supports the External Media Content Server Retrieval Function; and,
· 3. SHALL forward the SIP MESSAGE request according to rules and procedures of [RFC3261].

Upon receiving a SIP final response to the SIP MESSAGE request the SIP final response SHALL be forwarded according to [RFC3261].
When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
Change 3:  ()

7.2.1.23A.2. External Media Content Server (EMCS) Retrieval function

Upon receiving an EMCS Retrieval request as described in 5.14 "EMCS Retrieval", i.e.:

· a SIP MESSAGE request containing a MIME body with a reference to external Media with the Content-Disposition value set to "relay", as defined in Annex E.7.1"Relay Value and EMCS-RF Parameter", but not containing a MIME body of the MIME Type application/vnd.poc.fdcfo+xml  or

· a rejoin request as described in the subclause 7.2.1.4 "Rejoining PoC Session request" containing a MIME body with a reference to external Media stored in an EMCS with the Content-Disposition value set to "relay", as defined in Annex E.7.1"Relay Value and EMCS-RF Parameter", or,

· a join request as described in the subclause  7.2.1.5 "Joining Chat PoC Group Session request" containing a MIME body with a reference to external Media stored in an EMCS with the Content-Disposition value set to "relay", as defined in Annex E.7.1"Relay Value and EMCS-RF Parameter",
· a SIP 200 "OK" as described in SIP 200 "OK" response for a SIP INVITE request as described in as specified in subclause 7.2.1.2 "Ad-hoc PoC Group and 1-1 PoC Session setup request", or  7.2.1.8 "Adding Participants to PoC Session request", or 7.2.1.3.1 "General".
the PoC Server:

· 1. SHALL verify that the Media is available using procedures agreed between the PoC Server and the External Media Content Server and if the Media is not available the PoC Server SHALL either 
·             a) return a SIP 404 "Not Found" with the warning text set to '121 Function not allowed due to <detailed reason>' to the originating network as specified in subclause 5.6 "Warning header", and do not continue with the rest of the steps.; or,  
·             b) return a SIP 415 "Unsupported Media Type" with the warning text set to '121 Function not allowed due to <detailed reason>' to the originating network as specified in subclause 5.6 "Warning header",  and do not continue with the rest of the steps.
· 2. SHALL initiate PoC Session Modification towards the Participants in the PoC Session as described in 7.2.2.5 "PoC Session modification" using: 

a) One Media-floor Control Entity for Streaming Media Control if Streaming Media Control is required; and.
b) One or more Media-floor Control Entities, as required, for the distribution of Discrete Media and/or Streaming Media stored in the EMCS to the Participants in the PoC Session..

The PoC Server SHALL ensure PoC Media and Streaming Media are consistent with one another, and if not, the PoC Server SHALL release the PoC Media and Streaming Media from the PoC Session.  

NOTE 1:  Streaming Media runs over PoC Media and therefore the two must be consistent with one another.  The PoC Server may transcode as necessary between Media from the EMCS and PoC based Streaming Media to PoC Session Participants. When a Participant needs to be removed from the PoC Session, as described in 7.2.2.4 "Removal of Participant from PoC Session", the EMCS Retrieval function SHALL release EMCS related established PoC Media associated with the PoC Client, and ceases to source EMCS media towards the PoC Client.  

NOTE 2: According to Service Provider Policy, the EMCS Retrieval function may terminate media access with the EMCS itself, and then release all EMCS Retrieval based PoC media with the Participants, as in subclause 7.2.2.5 "PoC Session modification".

When EMCS Retrieval associated PoC Media is removed, as described in subclause 7.2.2.5 "PoC Session modification", the EMCS Retrieval function SHALL ceases to source EMCS media content to the associated PoC Client.   
When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.












NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.

THIS DOCUMENT IS PROVIDED ON AN "AS IS" "AS AVAILABLE" AND "WITH ALL FAULTS" BASIS.

© 2009 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 1 (of 2)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20090101-I]

© 2009 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 2 (of 2)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20090101-I]

