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1 Reason for Change

Justification

This CR closes PoC 2.1 AP: http://member.openmobilealliance.org/Portal_ActionList/ActionDetails.asp?TbId=136&qHideClosedGroups=true&SubTb=136&Param=1rubd1VXjD7CGBGmUwsP&ActionId=11595&Intbid=136
Change includes substitution of “Streaming Media Control” for “Media Streaming Control”.
Document taken as base is from:

OMA-MWG-POCv2_1-2009-0450-INP_CP_Permanent_final_7_14_
Summary of Change

Change of terminology.
Scope of Change
CP document.

Consequence if not accepted

Inconsistency in CP technical specification.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To include the proposed changes in the new version of the CP technical document.
6 Detailed Change Proposal

Change 1:  Section 3.2
7.1 Definitions

	1-1 PoC Session
	A feature enabling a PoC User to establish a PoC Session with another PoC User

	1-many-1 PoC Group Session
	A PoC Session established by a PoC User to a Pre-arranged PoC Group, in which one Participant is a Distinguished Participant and other Participants are Ordinary Participants.

	Access Control
	PoC User specified rules that define the interactions with other PoC Users, e.g. rules restricting other PoC Users that may try to establish PoC Sessions to the PoC User. 

	Active PoC Dispatcher
	PoC User currently taking the role of PoC Dispatcher for all the Dispatch PoC Sessions of a Dispatch PoC Group. The Active PoC Dispatcher can change along time between PoC Users that are allowed the role of PoC Dispatcher for the Dispatch PoC Group (e.g. through role transfer mechanisms)

	Active PoC Session
	A PoC Session that carries both RTP and MBCP/TBCP based packets to the PoC User. If the PoC User has multiple PoC Sessions, at most only one can be active at any given time.

	Ad-hoc PoC Group Session
	A PoC Group Session established by a PoC User to PoC Users listed on the invitation. The list includes PoC Users or PoC Groups or both.  

	Anonymous PoC Address
	A PoC Address identifies a PoC User who has requested privacy. The Anonymous PoC Address is of the form that the hostname of URI is "anonymous.invalid" and 'user' is of the form "anonymous-n".     Anonymous PoC Addresses are scoped within a given PoC Session.

	Answer Mode
	A PoC Client mode of operation for the terminating PoC Session invitation handling.

	Answer Mode Indication
	A PoC Service Setting indicating the current Answer Mode of the PoC Client.

	Application Server
	In 3GPP/3GPP2 IMS, a functional entity that implements the service logic for SIP sessions. When the SIP/IP Core used for the PoC service is according to 3GPP/3GPP2 IMS, the PoC Server implements the Application Server functionality.

	Audio
	General communication of sound with the execption of PoC Speech.

	Authenticated Originator's PoC Address
	The Authenticated Originator's PoC Address is the PoC Address of the PoC User at the originating or terminating PoC Client that has been validated by the SIP/IP Core or the PoC Group Identity used by the PoC Server performing the Controlling PoC Function when inviting PoC Users to a PoC Group Session.

	Automatic Answer Mode
	Answer Mode where the PoC Client accepts a PoC Session establishment request without manual intervention from the PoC User. The Media is immediately played when received.

	Chat PoC Group
	A persistent PoC Group in which a PoC User individually joins to have a PoC Session with other joined PoC Users, i.e., the establishment of a PoC Session to a Chat PoC Group does not result in other PoC Users being invited.

NOTE:
A Chat PoC Group is a persistent PoC Group where the <invite-members> element is set to "false" as specified in the [OMA-PoC-Document-Mgmt] "PoC Group".

	Chat PoC Group Identity
	PoC Group Identity of a Chat PoC Group.

	Chat PoC Group Session
	A PoC Session established to a Chat PoC Group.

	Condition Re-evaluation
	Repeated evaluation of conditions of PoC Users against the rules that define a Dynamic PoC Group. According to the evaluation results PoC Users are invited to or removed from a PoC Session involving the Dynamic PoC Group.

	Conference-factory-URI
	A Conference-Factory-URI for PoC service is a provisioned SIP URI that identifies the PoC service in the Home PoC Network.

	Confirmed Indication
	A signalling message returned by the PoC Server to confirm that the PoC Server, all other network elements intermediary to the PoC Server and a terminating PoC Client are able and willing to receive Media.

	Continuous Media
	Media with an inherent notion of time (e.g., PoC Speech, audio, and video).

	Control Plane
	The specification of the signalling between PoC Client and PoC Server, between PoC Box and PoC Server and between PoC Servers for the Push to talk over Cellular (PoC) service.

	Controlling PoC Function
	A function implemented in a PoC Server, providing centralized PoC Session handling, which includes Media distribution, Talk Burst Control, Media Burst Control, policy enforcement for participation in the PoC Group Sessions, and the Participant Information.

	Discrete Media
	Media that itself does not contain an element of time (e.g. images, text).

	Discrete Media Transfer Final Report
	A report sent to the sending PoC Client to indicate final status of the Discrete Media transfer to the receiving PoC Clients.

	Discrete Media Transfer Progress Report
	A report sent to the sending PoC Client to indicate progress of the Discrete Media transfer to the receiving PoC Clients.

	Dispatch PoC Group
	A Pre-arranged PoC Group in which one member is assigned the role of PoC Dispatcher and the other member(s) are assigned the role of PoC Fleet Members.

	Dispatch PoC Session
	The PoC Session of a Dispatch PoC Group, or a subset of the Dispatch PoC Group, in which the 1-many-1 communication method is used.

	Distinguished Participant
	A Participant in a 1-many-1 Session that sends Media to all Ordinary Participants, and that receives Media from any Ordinary Participant.

NOTE:
The <is-key-participant> is set to "true" as specified in [OMA-PoC-Document-Mgmt] to indicate who is the Distinguished Participant.

	Dynamic Ad-hoc PoC Group
	An Ad-hoc PoC Group which is a Dynamic PoC Group.

	Dynamic Chat PoC Group
	A Chat PoC Group which is a Dynamic PoC Group.

	Dynamic PoC Group
	A Pre-arranged, restricted Chat or Ad-hoc PoC Group whose Participants are restricted based on the evaluation of a set of rules.

	Dynamic Group Member Information
	Information about PoC Addresses matching the rules for being member of a Dynamic PoC Group.

	Dynamic Pre-arranged PoC Group
	A Pre-arranged PoC Group which is a Dynamic PoC Group.

	Exploder URI
	An Exploder URI is an address of a SIP URI-list service. A URI-list service is a specialized application service that receives a SIP request with a list of URIs and generates a similar SIP request to each of the URIs on the list. The SIP URI-list service includes a copy of the body of the original SIP request in the generated SIP requests.

	External Media Content Server 
	An entity outside the scope of OMA that contains a media content that the PoC Server accesses and renders over the PoC Session 

	External Media Content Server Retrieval Function
	A functional Entity contained within the PoC Server performing the Controlling Function that supports the conveying of Media from External Media Content Server to Participants of a PoC Session.

	Filter Criteria
	Filter Criteria is routing logic used in the 3GPP/3GPP2 IMS SIP/IP Core to route SIP requests to the correct Application Server.

	Full Duplex Call Follow-on Proceed
	A feature which allows PoC Session Participant to request the other PoC Session Participants to set up another independent full duplex voice call (either a circuit switched voice call or voice-over-IP call, subject to Service Provider Policy and configuration). The full duplex voice call set up is out of the scope of this specification.

	Group
	A predefined set of Users together with its policies and attributes. A Group is identified by a SIP URI.

	Group Advertisement
	A feature that provides the capability to inform other PoC Users of the existence of a PoC Group.

	Group List
	A list of members in a Pre-arranged PoC Group or restricted Chat PoC Group. Each member is identified by a SIP URI or a TEL URI.

	Home PoC Network
	A network comprising a Home PoC Server and SIP/IP Core operated by the PoC User's PoC service provider. The Home PoC Network is the same as the Home Network defined in 3GPP/3GPP2 IMS specifications.

	Home PoC Server
	The PoC Server of the PoC Service Provider that provides PoC service to the PoC User.

	Implicit Media Burst Request
	A Media Burst request that is inferred from the receipt of a SIP INVITE request or a SIP REFER request.

	Included Media Content
	Media content included in an invitation to a PoC Session or in a Group Advertisement.

	Incoming Condition Based PoC Session Barring
	A feature to block a particular incoming PoC Session request based on conditions defined for incoming PoC Sessions.

	Incoming Instant Personal Alert Barring
	A PoC Service Setting for the PoC Client that indicates the PoC User's desire for the PoC service to block all incoming Instant Personal Alerts.

	Incoming Media Content Barring
	A feature to block particular Media Type(s) of media content included in incoming PoC Session and Group Advertisement requests.

	Incoming Media Stream Barring
	A feature to block particular Media Type(s) of media streams in incoming PoC Session requests and during ongoing PoC Sessions at terminating PoC Client.

	Incoming PoC Session Barring
	A PoC Service Setting for the PoC Client that indicates the PoC User's desire for the PoC service to block all incoming PoC Session requests.

	Instant Personal Alert
	A feature in which a PoC User sends a SIP based instant message to a PoC User requesting a 1-1 PoC Session.

	Instance Identifier URN
	A global unique identifier identifying a PoC Client created as specified in [sip-outbound].

	Invited Parties Identity Information Mode
	A PoC Service Setting for the PoC Server that indicates that the PoC Client is able and PoC User is willing to receive invited parties identity information.

	Invited PoC Client
	A PoC Client that is invited to a PoC Session.

	Invited PoC User
	The PoC User who has been invited to a PoC Session.

	Inviting PoC Client
	A PoC Client that invites other PoC User(s) to a PoC Session.

	Inviting PoC User
	The PoC User who invites other PoC User(s) to a PoC Session.

	Limited Segment Media Buffer
	A PoC Client buffer that contains a small initial segment of the total buffered Media that can be transmitted to the PoC Server before the called PoC Client answers in order to minimise the delay due to the Media transmit delay latency.

	Local QoE Profile
	QoE Profile that a PoC Client locally applies for a given PoC Session. The Local QoE Profile is intended to be equal to the QoE Profile assigned for the PoC Session but it may differ based on restrictions associated to the subscription of the local PoC User (e.g. ‘Basic’ PoC Users participate with ‘Basic’ QoE Profile in PoC Sessions with ‘Professional’ QoE Profile).

	Manual Answer Mode
	A mode of operation in which the PoC Client requires the PoC User to manually accept the PoC Session invitation before the PoC Session is established.

	Media
	Forms of information that are exchanged between Participants. Media may come in different forms, which are referred to as Media Types. 

	Media Burst
	Flow of Media from a PoC Client that has the permission to send Media to the receiving PoC Client(s).  

	Media Burst Control
	A Media Type allowing Participants to control a Continuous Media stream using RTSP in a PoC Session.

	Media Burst Control Protocol
	Media Burst Control Protocol (MBCP) is a protocol for performing Media Burst Control, and is defined in [OMA-PoC-UP].

	Media Burst Control Schemes
	Way of using Media Burst Control according to predefined rules and procedures.

	Media Parameters
	Media Parameters are SIP/SDP based information exchanged between the PoC Server and the PoC Client, between the PoC Server and the PoC Box and between PoC Servers that specify the characteristics of the Media for a PoC Session being established or that already exists.

	Media Stream
	An instance of the transmission of a Media Type, which is used as the basic unit to distinguish each Media flow. Multiple Media Streams can be combined to transmit multimedia.

	Media Streaming Control
	A Media Type allowing a PoC functional entity to control streaming of Media of a controlled Media Stream sent by a different PoC functional entity.

	Media Time Compression
	A PoC Client operation on Media data to be transmitted, which compresses the Media in time such that the compressed Media data will be played out in a shorter time duration than the original uncompressed Media data.

	Media Streaming Control
	The Media Type allowing participants to control the Continuous Media stream using RTSP in a PoC Session.

	Media Type
	Media Types share a characteristic of human perception. Media Types are either realtime or non-realtime, like:

· PoC Speech

· Audio (e.g. music)
· Video
· Discrete Media (e.g. still image, formatted and non-formatted text, file)
· Media Streaming Control
· Media Streaming Control (RTSP)

	Media-floor Control
	The mechanism to control separate Media streams.

	Media-floor Control Entity
	A Media Control resource shared by Participants in a PoC Session. The Media-floor Control Entity is controlled by a state machine to ensure that only one Participant can access the Media resource at the same time. One Media-floor Control Entity can handle one or more Media Streams according to negotiation.

	Moderated PoC Group
	A PoC Group where an authorized Participant of the PoC Session acts as the Moderator of the PoC Session who has an ability to control the Media Burst Control entity of the PoC Session.

	Moderated PoC Session
	A PoC Session established using a Moderated PoC Group where an authorized Participant of the PoC Session acts as the Moderator of the PoC Session who has an ability to control the Media Burst Control entity of the PoC Session.

	Moderated PoC Session Media Burst Control
	The mechanism to support a Moderator controlling a Moderated PoC Session.

	Moderator
	An authorized Participant of a Moderated PoC Session who has an ability to control the Media Burst Control entity of the PoC Session.

	Moderator Role
	The role performed by a PoC User acting as a Moderator in a Moderated PoC Session.

	Multicast PoC Channel
	A bearer to transport one or more Media Steams using the underlying Multicast Access Networks capability to distribute Media Streams on a multicast/broadcast bearer, e.g. MBMS specified by 3GPP. The Multicast PoC Channel is uniquely identified by TMGI in the case of MBMS.

	Multimedia
	Multimedia is the simultaneous existence of multiple Media Types like

· audiovisual 

· video plus subtitles 

Multimedia from a single source that involves real-time Media Types are assumed to be synchronized.

	National Security
	The requirement to maintain the survival of the nation-state through the use of economic, military and political power and the exercise of diplomacy.

	Nick Name
	A user-friendly display name that might be associated to a PoC User or a PoC Group. The Nick Name can either be provided as a "display-name" in a SIP header or in the <display-name> child element of the <entry> element for the PoC User or for the PoC Group as specified in [OMA-PoC-Document-Mgmt] or generated by PoC Server performing the Controlling PoC Function if unique Nick Names are supported and PoC User requested privacy.

	Normal PoC Session Procedures
	The procedures that applies for initiating, maintaining and releasing a PoC Session without using PoC Session Control for Crisis Handling procedures.

	NW PoC Box
	A PoC functional entity in the PoC Network where PoC Session Data and PoC Session Control Data can be stored.

	On-demand Session
	A PoC Session set-up mechanism in which all Media Parameters are negotiated at PoC Session establishment.

	Ordinary Participant
	A Participant in a 1-many-1 PoC Group Session that is only able to send and receive Media to and from the Distinguished Participant.

	Originating PoC Service Point Trigger
	An Originating PoC Service Point Trigger is a filter criterion for a dialog initiating SIP request from a (PoC) SIP User Agent. For a definition and addition information on "Service Point Triggers" when the SIP/IP core is 3GPP/3GPP2 IMS, see [3GPP TS 29.228] or [3GPP2 X.S0013.005] for more information.

	Outgoing Condition Based PoC Session Barring
	A feature to block a particular outgoing PoC Session request based on conditions defined for outgoing PoC Sessions.

	P2T User
	A P2T User is a user of the P2T service provided by an External P2T Network.

	Participant
Participant Information
	A Participant is a PoC User in a PoC Session.
Information about the PoC Session and its Participants.

	Participating PoC Function
	A function implemented in a PoC Server, which provides PoC Session handling, which includes policy enforcement for incoming PoC Sessions and relays Talk Burst Control and Media Burst Control messages between the PoC Client and the PoC Server performing the Controlling PoC Function. The Participating PoC Function may also relay RTP Media between the PoC Client and the PoC Server performing the Controlling PoC Function.

	PoC Address
	An adreess identifying a PoC User. The PoC Address can be used by one PoC User to request communication with other PoC Users. If SIP/IP Core is the 3GPP/3GPP2 IMS the PoC Address is a public user identity.

	PoC Box
	A PoC functional entity where PoC Session Data and PoC Session Control Data can be stored. It can be a NW PoC Box or a UE PoC Box.

	PoC Client
	A functional entity that resides on the User Equipment that supports the PoC service.

	PoC Client Service Setting
	PoC service Settings applicable for a PoC Client identified by an Instance Identifier URN if multiple PoC Clients are registered for the same PoC Address, e.g. Media Barring. The PoC Client Service Settings are only applicable for the PoC Client sending PoC Client Service Settings.

	PoC Crisis Event Handling Entity
	A functional Entity in the PoC Network authorizing PoC Users to initiate or join Crisis PoC Sessions. The PoC Crisis Event Handling Entity enforces the local policy for National Security, Public Safety and Private Safety applications within a country or a sub-division of a country.
NOTE:
The PoC Crisis Event Handling Entity complements the emergency service.

	PoC Dispatcher
	The Participant in a Dispatch PoC Session that sends Media to all PoC Fleet Members and that receives Media from any PoC Fleet Member.

NOTE: The PoC Dispatcher is an enhancement to the PoC 1 Distinguished Participant.

	PoC Fleet Member
	A Participant in a Dispatch PoC Session that is only able to send Media to the PoC Dispatcher, and that likewise is only able to receive Media from the PoC Dispatcher.

NOTE: PoC Fleet Member is the same as Ordinary Participant in PoC 1.

	PoC Group
	A Group supporting the PoC service. PoC User uses PoC Groups e.g. to establish PoC Group Sessions.

	PoC Group Identity
	A SIP URI identifying a Pre-arranged PoC Group or Chat PoC Group. A PoC Group Identity is used by the PoC Client e.g. to establish PoC Group Sessions to the Pre-arranged PoC Groups and Chat PoC Groups.

	PoC Group Name
	Indicates the name of the PoC Group that can be presented to the PoC User.

	PoC Group Session
	A Pre-arranged PoC Group Session, Ad-hoc PoC Group Session or Chat PoC Group Session.

	PoC Interworking Agent
	Abstract entity implemented in the PoC Interworking Function, acting as a PoC Client on behalf of a PoC Remote Access User or a P2T User.

	PoC Interworking Function
	Part of the PoC Interworking Service, it provides conversion between PoC Network based SIP signaling, Talk Burst Control and Media Burst Control Protocol, and Media packet transport, and External P2T Network based session signaling, floor control, and Media transport protocol.

	PoC Interworking Service
	A means to extend the PoC User experience beyond the OMA defined PoC service and PoC Network boundaries, accomplished by interworking with other networks and systems, while not PoC compliant, being able to provide a reasonably comparable capability, involving simplex Media based conferencing.

	PoC Media Traffic Optimisation
	A mechanism for reducing PoC Media traffic via the PoC-4 reference point.

	PoC Network
	Network comprising a SIP/IP Core and PoC Server(s), which provide PoC capabilities to the associated PoC capable User Equipments which are compliant with OMA PoC Service Enabler specifications.

	PoC Remote Access User
	A user of the PoC service accessing the service potentially via a non IMS enabled SIP/IP based network, not necessarily using a PoC Client (e.g. a PoC User, with a valid subscription, accessing PoC services via a PSTN terminal).

	PoC Server
	A network element, which implements the 3GPP/3GPP2 IMS application level network functionality for the PoC service. A PoC Server can perform the role of the Controlling PoC Function or Participating PoC Function, or both at the same time.

	PoC Service Provider
	A PoC Service Provider provides PoC Service – on its own or in conjunction with other Value Added Services – to his PoC Subscribers.

	PoC Service Setting
	A set of parameters indicating the capability of the PoC Client and the willingness of the PoC User to support related PoC Client and PoC Server functionalities, e.g. Answer Mode Indication, Incoming PoC Session Barring, Incoming Instant Personal Alert Barring and Simultaneous PoC Sessions Support.

	PoC Session
	A PoC Session is a SIP Session established by the procedures of this specification. This specification supports the following types of PoC Sessions: 1-1 PoC Session, Ad-hoc PoC Group Session, Pre-arranged PoC Group Session, or Chat PoC Group Session.

	PoC Session Control Data
	Information about PoC Session Data e.g. time and date, PoC Session initiator.

	PoC Session Control for Crisis Handling
	A service providing the means to enforce high enough priority in the PoC Network to serve a PoC Session for end user groups with more mission critical requirements in applications such as Public Safety, Private Safety and National Security.

	PoC Session Data
	Media Bursts and Media Burst Control information exchanged during a PoC Session e.g. Video frames, an image or Talk Burst.

	PoC Session Identity
	SIP URI, which identifies the PoC Session and which can be used for routing initial SIP requests. It is received by the PoC Client during the PoC Session establishment in the Contact header and/or in the MBCP Connect message in case of using Pre-established Session.

	PoC Session Precedence
	A level of priority determined based on the Service Provider Policy and the QoE Profile associated with the PoC Session. It controls how the PoC Session is treated under competing situations with other PoC Sessions and may result in a preferred treatment for those PoC Sessions with a higher PoC Session Precedence. The definition of different levels to be applied for this feature is a decision that belongs to the PoC Service Provider.

NOTE:
A level of priority can be determined for each of four existing QoE Profiles. When 'Official Government Use' QoE Profile is used, five sub-levels of priority are determined for this QoE Profile, according to rules in [RFC4412] and WPS namespace.

	PoC Speech
	Communication of speech as defined by PoC version 1.0.

	PoC Subscriber
	Is one whose service subscription includes the PoC service. A PoC Subscriber can be the same person as a PoC User.

NOTE:
In [PoC RD V1.0] the term "PoC Subscriber" is sometimes used to mean the same as term "PoC User" in [OMA PoC AD], [OMA PoC CP] and [OMA PoC UP].

	PoC User
	A User of the PoC service. A PoC User can be the same person as a PoC Subscriber. A PoC User uses the PoC features through the User Equipment.

	PoC User Service Setting
	PoC service Settings applicable for a PoC User identified by a PoC Address if multiple PoC Clients are registered for the same PoC Address, e.g. Incoming PoC Session Barring. The PoC User Service Settings are applicable for all PoC Clients of the PoC User.

	Pre-arranged PoC Group
	A persistent PoC Group. The establishment of a PoC Session to a Pre-arranged PoC Group results in the members being invited.

NOTE:
A Pre-arranged PoC Group is a persistent PoC Group, where the <invite-members> element is set to "true" as specified in the [OMA-PoC-Document-Mgmt] "PoC Group".

	Pre-arranged PoC Group Session
	A PoC Session established by a PoC User to a Pre-arranged PoC Group.

	Pre-established Session
	The Pre-established Session is a SIP Session established between the PoC Client and the Home PoC Server containing at least one Media Stream bound to a Media-floor Control Entity.  The PoC Client establishes the Pre-established Session prior to making requests for PoC Sessions to other PoC Users. To establish a PoC Session based on a SIP request from the PoC User, the PoC Server conferences other PoC Servers/Users to the Pre-established Session so as to create an end-to-end connection.

	Primary PoC Session
	A PoC Session that the PoC User selects in preference to other PoC Sessions.  When the PoC User has Simultaneous PoC Sessions, the Primary PoC Session has a priority over Secondary PoC Sessions.

	Private Safety
	A private service providing security services aimed at protecting homes, workplaces and society including mobile patrols, access control, fire prevention, receptionist, monitoring and call-out services.

	Public Safety
	A public service that focuses primarily on law enforcement, fire fighting, emergency medical, and disaster recovery services for the citizens of a pre-defined political sub-division of a country.

	QoE Profile
	Set of parameters that establish, from a high level point of view, the end PoC User experience in a given PoC Session. The QoE Profile is part of the PoC User’s subscription and can also be specified for PoC Groups. Each QoE Profile is associated with certain rules for underlying resource usage and potential prioritization procedures.

	Referenced Media Content
	Reference(s) to media content to be included in an invitation to a PoC Session or in a Group Advertisement.

	Request with Media Content
	An invitation to a PoC Session or a Group Advertisement that includes embedded media e.g. Included Media Content, Referenced Media Content or Text Content

	Restricted Group
	A Group that can be joined only by a PoC User that is a member of the Group. A Restricted Group has a Group List.

	RTP Media
	The media carried in an RTP payload.

	RTP Session
	Considered as an association that allows exchange of RTP Media streams and RTCP messages among a set of PoC functional entities.

	Search Request
	A request to perform a search operation towards one or more XCAP Resources.

	Secondary PoC Session
	A PoC Session for which the PoC User receives Media when there is no Media present on the Primary PoC Session.

	Sender Identification
	The procedure by which the identity of the current Media sender is determined and made known to receivers on the PoC Session.

	Served PoC User
	A PoC User that obtains a PoC service from a Home PoC Server.

	Service Provider Policy
	Service Provider Policy refers to the overall policy conditions actually selected by a service provider(s) for commercial implementation of a PoC service.  Service Provider Policy is established based on commercial considerations, which may concern, e.g. support/non-support of certain network or client capabilities or service features within a network.  Service Provider Policy is applicable only to the network or subscribers over which the service provider has control.

	Session Type
	A Session Type is a SIP URI-parameter used to convey the type of SIP URI, and may take on one of the following values: adhoc, prearranged, chat or 1-1.

	SigComp
	A signaling compression mechanism specified in [RFC3320]; SigComp in PoC provides for the compression of SIP requests and responses.

	Simultaneous PoC Session
	Functionality, where Home PoC Server discards Media for keeping conversation uninterrupted, in case a PoC User is a Participant in more than one PoC Session simultaneously using the same PoC Client.

	Simultanoeus PoC Sessions Support
	A PoC Service Setting for the PoC Client that indicates that the PoC Client is able and PoC User is willing to use Simultaneous PoC Sessions.

	SIP Session
	A SIP dialog. From [RFC 3261], a SIP dialog is defined as follows: A dialog is a peer-to-peer SIP relationship between two UAs that persists for some time. A dialog is established by SIP messages, such as a 2xx response to an INVITE request. A dialog is identified by a call identifier, local tag, and a remote tag. A dialog was formerly known as a call leg in [RFC 2543].

	SIP URI
	From [RFC 3261]: "A SIP or SIPS URI identifies a communications resource" and "follows the guidelines in [RFC 2396]". PoC uses SIP URIs to identify PoC Clients, PoC Servers, and PoC Sessions, resource lists that point to URI lists, etc.

	SIP User Agent
	A SIP User Agent is any SIP peer that performs SIP signaling [RFC3261].

	Still-alive
	A procedure making it possible for the PoC Client to indicate to the PoC Server during an ongoing PoC Session or for a Pre-established Session that the PoC Client is still running. The Still-alive mechanism can be used to e.g. ensure accurate charging.

	
	

	Talk Burst
	A flow of PoC Speech from a PoC Client having the permission to send PoC Speech as specified in [OMA PoC V1.0].

	Talk Burst Control
	A control mechanism that arbitrates requests from the PoC Clients for the right to send PoC Speech as specified in [OMA PoC V1.0].

	Talk Burst Control Protocol
	A protocol for performing Talk Burst Control defined in [OMA PoC V1.0 UP].

	Talker Identification
	A procedure by which the current talker's identity is determined and made known to listeners on the PoC Session.

	Terminating PoC Service Point Trigger
	A Terminating PoC Service Point Trigger is a filter criterion for a dialog initiating SIP request to a (PoC) SIP User Agent. For a definition and additional information on "Service Point Triggers" when the SIP/IP core is 3GPP/3GPP2 IMS, see [3GPP TS 29.228] or [3GPP2 X.S0013.005] for more information.

	Text Content
	Text included in an invitation to a PoC Session or in a Group Advertisement.

	UE PoC Box
	A functional entity co-located with the PoC Client in the User Equipment where PoC Session Data and PoC Session Control Data can be stored.

	Unconfirmed Indication
	An indication returned by the PoC Server to confirm that it is able to receive Media and believes the PoC Client is able to accept Media. The PoC Server sends the Unconfirmed Indication prior to determining that all elements on the forward path are ready or even able to receive Media.

	Unrestricted Group
	An Unrestricted Group is a PoC Group that any PoC User may join.

	User
	Any entity that uses the described features through the User Equipment.

	User Equipment
	A hardware device that supports a PoC Client e.g., a wireless phone.

	User Plane
	The User Plane includes the Media and Media control signaling (e.g., Talk Burst Control Protocol) between the PoC Client and PoC Server, between the PoC Box and the PoC Server as well as between PoC Servers.

	Video
	Communication of live-streamed pictures without any Audio component.

	XCAP Resource
	An HTTP resource representing an XML document, an element within an XML document, or an attribute of an element within an XML document that follows the naming and validation constraints of XCAP. (Source: [RFC4825])


Change 2:  Section 6.1.3.1a

6.1.3.1a
SDP offer generation

For a PoC Session one or more Media Types MAY be offered. The offered Media Streams MAY be of PoC Speech, Audio, Video and Discrete Media. Media Streams for a PoC Session are offered with an SDP body, each independent Media Stream of offered Media Type represented by its own media-level section also known as m-line. One PoC Session MAY include one or more Media-floor Control Entities.

When generating an SDP offer for the PoC Session re-join, the PoC Client SHALL compose the SDP offer as in case of PoC Session initiation. 

NOTE 1:
The PoC Client can determine the Media Types currently used in the PoC Session as specified in subclause 6.1.10 "PoC Client subscription to the conference state event package" or the PoC Client can use the same or subset of the Media Types negotiated in the previous PoC Session invitation.

When the PoC Client generates the SDP offer for the SIP Session refresh using SIP re-INVITE request, the PoC Client SHALL offer the currently used Media Streams with used Media Parameters according to rules and procedures of [RFC3264].

When the PoC Client establishes a Pre-established Session, the PoC Client SHALL compose the SDP offer as in case of PoC Session initiation. In the SDP offer, the PoC Client MAY include one or more Media Types and one or more Media-floor Control Entities.

When the PoC Client requests User Plane adaptation, the PoC Client SHALL offer the used Media Streams with modified Media Parameters according to rules and procedures of [RFC3264].

When the PoC Client generates SDP offer for placing media off hold or placing media on hold, the PoC Client SHALL offer the used Media Stream with used Media Parameters according to rules and procedures of [RFC3264].
When the PoC Client requests enable or disable PoC Moderated PoC Session Media Burst Control functionality, the PoC Client SHALL offer the Media Stream with the TBCP MIME parameters as specified in E.3 "SDP Extensions" and procedures of [RFC3264].
When the PoC Client offers to add new Media Type to the PoC Session or to connect to a Media Type in the PoC Session, the PoC Client SHALL offer the Media Type according to rules and procedures of [RFC3264].
NOTE 2:
The PoC Client is not necessarily authorized to add a Media Type to the existing PoC Session

When the PoC Client offers to disconnect from a Media Type in the PoC Session, the PoC Client SHALL mark the Media Stream as rejected according to rules and procedures of [RFC3264]. 

The PoC Client MAY offer to add a new MediaType, to connect to a Media Type and to disconnect from a Media Stream in the PoC Session in the same SIP request.

When composing an SDP offer according to rules and procedures of [RFC3264] and [RFC4566] the PoC Client:

· 1. SHALL set the IP address of the PoC Client for each offered Media Stream and for each offered Media-floor Control Entity; 

NOTE 3:
If the PoC Client is behind NAT the IP address and port can be a different IP address and port than the one of the PoC Client depending on NAT traversal method used by SIP/IP Core.

· 2. SHALL include the media-level section for each offered Media Stream consisting of:

a) the port number for the Media Stream selected as specified in [OMA-PoC-UP] "Port numbers";

b) the codec(s) and Media Parameters;

NOTE 4:
The Media Parameters of the Discrete Media are specified in [OMA-PoC-IM].

c) the "a=label" attribute with a unique value as specified in [RFC4574], if the Media Stream is to be connected to a Media-floor Control Entity, except when only PoC Speech with Talk Burst Control Protocol as specified in [OMA-POC-1-UP] is offered; and,

d) indication of the manner of Simultaneous Media Stream as specified in E.3 "SDP Extensions " if supported.
e) the "i=" field set to "speech" as specified in subclause 5.10 "PoC Speech" when PoC Speech with MBCP is offered.

NOTE 5:
PoC Speech Media exists at most once in the SDP offer.

f) the IP address of the PoC Client and port number to be used for RTCP at the PoC Client selected as specified in [OMA-PoC-UP] "Port numbers", according to rules and procedures of [RFC3605], if the Media Stream uses the RTCP protocol and other than the default IP address or port number specified by the [RFC3550] is to be used; and,

g) under the media level definition of MSRP, add to "a=accept-types:" SDP attribute any combination of a MIME Type "application/vnd.oma.poc.final-report+xml", "application/vnd.oma.poc.detailed-progress-report+xml", and "application/vnd.oma.poc.optimized-progress-report+xml" if either Discrete Media Transfer Final Report, detailed Discrete Media Transfer Progress Report and optimized Discrete Media Transfer Progress Report respectively, is indicated to be supported.

NOTE 6:
Includes an "a=sendonly" attribute for a media component if the Media Stream is placed on hold as specified in 6.1.4.2 "PoC Client placing media on hold".
· 3. SHALL include the media-level section of each offered Media-floor Control Entity, if any Media-floor Control Entity is offered, consisting of:

a) the format list field for the Media-floor Control Entity set to "TBCP";

b) the port number for Media-floor Control Entity selected as specified in [OMA-PoC-UP] "Port numbers"; 

c) the "a=floorid:0 mstrm" attribute with value(s) referencing the Media Stream as specified in [RFC4583] intended to be connected to the Media-floor Control Entity except when only PoC Speech with Talk Burst Control Protocol as specified in [OMA-POC-1-UP] is offered; and,
d) optionally TBCP MIME parameters as specified in E.3 "SDP Extensions", TBCP MIME parameter "multimedia=1" is included, unless only PoC Speech with Talk Burst Control Protocol is offered.
· 4. SHOULD include a QoE Profile attribute as specified in subclause E.3.2 "QoE Profile" with the following value, if QoE Profiles are provisioned to the PoC Client:

a) the value of the Local QoE Profile corresponding to the QoS achieved by the PoC Client for the PoC Session if the SDP offer is used in the modification of a PoC Session.

b) the QoE Profile requested by the PoC User in other case.

When composing an SDP offer, the PoC Client:

· 1. SHALL bind the media-level section that identifies PoC Speech to Media-floor Control Entity, if PoC Speech is offered;

· 2. SHALL bind the media-level section that identifies Video to Media-floor Control Entity, if Video is offered;

· 3. SHALL bind the media-level section that identifies Audio to Media-floor Control Entity, if Audio is offered;

· 4. SHALL bind the media-level section that identifies Discrete Media to Media-floor Control Entity, if Discrete Media is offered and bound to the Media-floor Control Entity; and,
· 5. SHALL bind the media-level section that identifies Media Streaming Control, i.e., either TCP/RTSP or TCP/TLS/RTSP,  if Media Streaming Control is offered.
When the SIP/IP Core corresponds to 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

Change 3:  6.2.1.1a
6.2.1.1a
SDP answer generation

When PoC Client receives an initial SDP offer for a PoC Session, the PoC Client SHALL accept or reject each Media Stream according to rules and procedures of [RFC3264].

When PoC Client receives an SDP offer, which removes a Media Stream from the existing PoC Session, the PoC Client SHALL accept each Media Stream removal in the SDP answer according to rules and procedures of [RFC3264]. The PoC Client SHOULD accept PoC Speech, if offered in the PoC Group Session SDP offer.

NOTE 1: 
If an offered Media Type is not accepted in the Automatic Answer Mode, the PoC Server performing the Controlling PoC Function can still accept the Media Type to the Inviting PoC Client which can potentially result in Media loss.

When PoC Client receives an SDP offer, which offers adding new Media Stream in the existing PoC Session, the PoC Client SHALL accept or reject each new Media Stream according to rules and procedures of [RFC3264].

When composing an SDP answer according to rules and procedures of [RFC3264] and [RFC4566] the PoC Client:

· 1. SHALL set the IP address of the PoC Client for each accepted Media Stream and for each accepted Media-floor Control Entity;

NOTE 2:
If the PoC Client is behind NAT the IP address and port can be a different IP address and port than the one of the PoC Client depending on NAT traversal method used by SIP/IP Core.

· 2. SHALL include the media-level section for each accepted Media from the SDP offer consisting of:

a) the port number for Media Stream selected as specified in [OMA-PoC-UP] "Port numbers";

b) the codec(s) and Media Parameters acceptable by the PoC Client for the PoC Service selected from those in the SDP offer contained in the incoming SIP INVITE request or the SIP re-INVITE request within a Pre-established Session;

NOTE 3:
The Media Parameters of the Discrete Media are defined in [OMA_IM_TS_Endorsement].

c) the "a=label" attribute with a unique value as specified in [RFC4574], if the Media Stream is to be connected to a Media-floor Control Entity and except when only PoC Speech with Talk Burst Control Protocol as specified in [OMA-POC-1-UP] is accepted; 

d) the IP address of the PoC Client and port number to be used for RTCP selected as specified in [OMA-PoC-UP] "Port numbers", according to rules and procedures of [RFC3605], if the Media Stream uses the RTCP protocol and other than the default IP address or port number specified by the [RFC3550] is to be used;

e) under the media level definition of MSRP, add to "a=accept-types:" SDP attribute MIME Types "application/vnd.oma.poc.final-report+xml", "application/vnd.oma.poc.detailed-progress-report+xml" and "application/vnd.oma.poc.optimized-progress-report+xml" if included in the received SDP offer and if supported by the PoC Client;
f) indication of the manner of Simultaneous Media Stream as specified in E.3 "SDP Extensions" if supported;
NOTE 4: 
Includes an "a=sendonly" attribute for a media component if the Media Stream is placed on hold as specified in 6.1.4.2 "PoC Client placing media on hold".
g) include the "a=setup:active" attribute and the "a=connection:new" attribute according to rules and procedures of [RFC4145] if a "a=setup:passive" or "a=setup:actpass" attribute was received in the SDP offer and if the PoC Client will establish a new TCP connection for this PoC Session, if the PoC Client supports NAT traversal according to [RFC4145] and;

h) include the "a=setup: active" attribute and the "a=connection:existing" attribute according to rules and procedures of [RFC4145] if a "a=setup:passive" or "a=setup:actpass" attribute was received in the SDP offer and if the PoC Client will use an existing TCP connection for this PoC Session, if the PoC Client supports NAT traversal according to [RFC4145].

· 3. SHALL include for any Media-floor Control Entity, that is offered in the SDP offer and accepted in the SDP answer, the media-level section of each offered Media-floor Control Entity consisting of:

a) the format list field for the Media-floor Control Entity is set to "TBCP";

b) the Media-floor Control Entity parameters selected from those in the SDP offer contained in the SIP INVITE request or the SIP re-INVITE request within a Pre-established Session, including theTBCP MIME parameter "multimedia" with the appropriated value as specified in E.3 "SDP Extensions" if MBCP is used;

c) the port number for Media-floor Control Entity selected as specified in [OMA-PoC-UP] "Port numbers"; and,

d) the "a=floorid:0 mstrm" attribute with value(s) referencing the Media Stream as specified in [RFC4583] intended to be connected the Media-floor Control Entity except when only PoC Speech with Talk Burst Control Protocol as specified in [OMA-POC-1-UP] is accepted;

· 4. SHALL mark as rejected according to rules and procedures of [RFC3264] the Media-floor Control Entity and all the Media Streams bound to the rejected Media-floor Control Entity, if the Media-floor Control Entity is either rejected or not supported;

· 5. SHALL mark as rejected according to rules and procedures of [RFC3264] the Media Streams rejected or not supported;

· 6. SHOULD include a QoE Profile attribute, as specified in subclause E.3.2 "QoE Profile" with the following value, if QoE Profiles are provisioned to the PoC Client:

a) the value of the Local QoE Profile corresponding to the QoS achieved by the PoC Client for the PoC Session if the SDP answer is used in the modification of a PoC Session.

b) the value of the Local QoE Profile for the PoC Session in other case. The chosen Local QoE Profile SHOULD be equal to the QoE Profile indicated in the received SDP offer, if allowed according to the QoE Profiles provisioned to the PoC Client. Otherwise it SHOULD be the highest QoE Profile provisioned to the PoC Client.

When composing an SDP answer, the PoC Client:

· 1. SHALL bind the media-level section that identifies PoC Speech to the corresponding Media-floor Control Entity as in the SDP offer, if PoC Speech is accepted;

· 2. SHALL bind the media-level section that identifies Video to the corresponding Media-floor Control Entity as in the SDP offer, if Video is accepted;

· 3. SHALL bind the media-level section that identifies Audio to the corresponding Media-floor Control Entity as in the SDP offer, if Audio is accepted;

· 4. SHALL bind the media-level section that identifies Discrete Media to the corresponding Media-floor Control Entity as in the SDP offer, if Discrete Media is accepted and bound to the Media-floor Control Entity; and,
· 5. SHALL bind the media-level section that identifies Media Streaming Control, i.e., either TCP/RTSP or TCP/TLS/RTSP, to the corresponding Media-floor Control Entity as in the SDP offer, if Media Streaming Control is accepted.
When the SIP/IP Core corresponds to 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

Change 4:  7.2.1.1a
7.2.1.1a
SDP answer generation

When receiving an SDP offer to initiate a 1-1 PoC Session, an Ad-hoc PoC Group Session or Pre-arranged PoC Group Session and if the PoC Session does not yet exist, then the PoC Server either:

· 1. SHALL accept all the Media with bound Media-floor Control Entities and the Media not bound to Media-floor Control Entity from the received SDP offer, which are allowed by adding Media policy as specified in subclause 7.2.1.21 "Policy for allowing Media Streams in a PoC Session", when Unconfirmed Indication is used; or,
· 2. SHALL accept all the Media with bound Media-floor Control Entities and the Media not bound to Media-floor Control Entity from the received SDP offer, which are allowed by adding Media policy as specified in subclause 7.2.1.21 "Policy for allowing Media Streams in a PoC Session", when the PoC Server has received the SDP answer(s) from one or more, but not from all the Invited PoC Clients; or,
· 3. SHALL accept all the Media with bound Media-floor Control Entities and the Media not bound to a Media-floor Control Entities from the received SDP offer which are also accepted in at least one of the received SDP answers from the Invited PoC Clients.

NOTE 1:
The conditions for the removal of the Media Type offered by the Inviting PoC Client, accepted by the PoC Server and not accepted by any Invited PoC Client is out of scope of this specification.

NOTE 2:
The PoC Server as a matter of local policy can wait for a number of answers, for amount of time or for other reasons before sending the SDP answer.

NOTE 3:
In step 3, the adding Media policy is not needed to be checked anymore as it has been already checked when the SDP offers have been sent towards the terminating PoC Clients.
When the Media with bound Media-floor Control Entities and the Media not bound to Media-floor Control Entity from the received SDP offer are accepted the PoC Server either:

· 1. SHALL accept all parameters which indicate the manner to render Simultaneous Media Streams, which are allowed by Group definition as specified in [XDM- Groups] in case of Pre-arranged PoC Group Session and if Simultaneous Media Streams are supported; or,
· 2. SHALL accept all parameters which indicate the manner to render Simultaneous Media Streams, which are allowed according to local policy in case of 1-1 PoC Session and Ad-hoc PoC Group Session, if Simultaneous Media Streams are supported.
When receiving an SDP offer to initiate a Pre-arranged PoC Group Session that already exists or when receiving an SDP offer to re-join a PoC Session, the PoC Server:

· 1. SHALL accept all the Media Streams with bound Media-Floor Control Entities in the received SDP offer that are currently used in the PoC Session and that are bound to the same Media-Floor Control Entity; and,

· 2. SHALL accept all Discrete Media Streams not bound to a Media-Floor Control Entity in the received SDP offer and which are currently used in the PoC Session without Media-Floor Control Entity binding.

When receiving an SDP offer to initiate or join a Chat PoC Group Session, the PoC Server:

· 1. SHALL accept all the Media Types with bound Media-Floor Control Entities in the received SDP offer which are currently used in the PoC Session, if the PoC Session already exists, or which are allowed by adding Media policy as specified in subclause 7.2.1.21 "Policy for allowing Media Streams in a PoC Session"; and,

· 2. SHALL accept the Discrete Media without bound Media-Floor Control Entity in the received SDP offer which are currently used in the PoC Session, if the PoC Session already exists, or which are allowed by adding Media policy as specified in subclause 7.2.1.21 "Policy for allowing Media Streams in a PoC Session".

When composing an SDP answer according to rules and procedures of [RFC3264] and [RFC4566] the PoC Server:

· 1. SHALL set the IP address of the PoC Server for each accepted Media Stream from the received SDP offer and for each accepted Media-floor Control Entity from the received SDP offer;

· 2. SHALL include the media-level section for each accepted Media Stream from the received SDP offer consisting of:

a) the port number for the Media Stream selected as specified in [OMA-PoC-UP] "Port numbers";

b) the codec(s) and Media Parameters selected by the PoC Server from the list contained in the received SDP offer; optionally further reduced based on: 

i. the SDP answer(s) received in SIP 200 "OK" response(s) from the Invited PoC Client(s), if already received;
ii. the SDP answer(s) received in SIP 200 "OK" response(s) from the Participant(s) other than Invited PoC Client(s), if already received; 

iii. the SDP answer(s) sent in SIP 200 "OK" response(s) to the Participant(s), if sent previously; and,
iv. the Media Parameters that are currently used in this PoC Session, if PoC Session has already been set up.

NOTE 4:
The Media Parameters of the Discrete Media are defined in [OMA_IM_TS_Endorsement].

NOTE 5:
If transcoding is supported and codec(s) and Media Parameters other than those contained in the received SDP offer have been offered in the SDP of the SIP INVITE request sent to Invited PoC Client(s), the SDP answer in the SIP 200 "OK" response towards the Inviting PoC Client can be different from the SDP answer received in SIP 200 "OK" response from the Invited PoC Client(s).

c) the "a=label" attribute with a unique value as specified in [RFC4574], if the Media Stream is to be connected to a Media-floor Control Entity except when only PoC Speech with Talk Burst Control Protocol as specified in [OMA-POC-1-UP] is accepted;

d) the IP address of the PoC Server and port number to be used for RTCP selected as specified in [OMA-PoC-UP] "Port numbers", according to rules and procedures of [RFC3605], if the Media Stream uses the RTCP protocol and other than the default IP address or port number specified by the [RFC3550] is to be used; 

e) the "a=upcc:0" attribute as specified in [RFC3108], if the PoC Server supports the PoC Media Traffic Optimisation, the Participant did not put the PoC Session on hold, the media-level section offers a Continuous Media and the 1-many-1 communication method is not used in the PoC Session;

f) under the media level definition of MSRP, add to "a=accept-types:" SDP attribute MIME Types "application/vnd.oma.poc.final-report+xml", "application/vnd.oma.poc.detailed-progress-report+xml" and optionally "application/vnd.oma.poc.optimized-progress-report+xml" if any of these were included in the received SDP offer and if supported by the PoC Server;

g) indication of the manner of to render Simultaneous Media Streams as specified in E.3 "SDP Extensions" if supported and the value is allowed in case of Pre-arranged PoC Group Session by Group definition as specified in [XDM -Groups] and if Simultaneous Media Streams are supported; and,

h) the indicatesion of the manner of to render Simultaneous Media Streams as specified in in E.3 "SDP Extensions" if supported and the value is allowed by Group definition as specified in [XDM -Groups]according to local policy in case of 1-1 PoC Session and Ad-hoc PoC Group Session, if Simultaneous Media Streams are supported.
· 3. SHALL include for any Media-floor Control Entity, that is offered in the received SDP offer and accepted in the SDP answer by the PoC Server, the media-level section of each offered Media-floor Control Entity consisting of:

a) the format list field for the Media-floor Control Entity is set to "TBCP";

b) the Media-floor Control Entity parameters selected by the PoC Server from the list contained in the received SDP offer; optionally reduced based on the SDP answer(s) received in SIP 200 "OK" response from the Invited PoC Client(s), if already received;

NOTE 6:
The PoC Server can reduce Media-floor Control Entity parameters depending on answers received from Invited PoC Clients, e.g. if the SDP offer in SIP INVITE request from the Inviting PoC Client contained a request to use queuing in the PoC Session and a received SDP answer from an Invited PoC Client did not indicate support for queuing the PoC Server can return to the Inviting PoC Client that queuing is not used in this PoC Session.

c) the port number for Media-floor Control Entity selected as specified in [OMA-PoC-UP] "Port numbers";

d) the "a=floorid:0 mstrm" attribute with value(s) referencing the Media Stream as specified in [RFC4583] intended to be connected the Media-floor Control Entity except when only PoC Speech with Talk Burst Control Protocol as specified in [OMA-POC-1-UP] is accepted; and,

e) optionally TBCP MIME parameters indication as specified in E.3 "SDP Extensions" including the TBCP MIME parameter "multimedia" with the appropriated value as specified in E.3 "SDP Extensions" if MBCP is used;

· 4. SHALL mark as rejected according to rules and procedures of [RFC3264] the Media-floor Control Entity and all the Media Stream bound to the rejected Media-floor Control Entity, if the Media-floor Control Entity is rejected: 

· 5. SHALL mark the Media Stream as rejected according to rules and procedures of [RFC3264], if the Media Stream is rejected; and,

· 6. SHALL include the QoE Profile assigned for the PoC Session, as specified in subclause E.3.2 "QoE Profile", if QoE Profiles are enabled and if a QoE Profile was included in the received SDP offer.

When composing an SDP answer, the PoC Server:

· 1. SHALL bind the media-level section that identifies PoC Speech to the corresponding Media-floor Control Entity as in the received SDP offer, if PoC Speech is accepted;

· 2. SHALL bind the media-level section that identifies Video to the corresponding Media-floor Control Entity as in the received SDP offer, if Video is accepted;

· 3. SHALL bind the media-level section that identifies Audio to the corresponding Media-floor Control Entity as in the received SDP offer, if Audio is accepted;

· 4. SHALL bind the media-level section that identifies Discrete Media to the corresponding Media-floor Control Entity as in the received SDP offer, if Discrete Media is accepted and bound to the Media-floor Control Entity; and,
· 5. SHALL bind the media-level section that identifies Media Streaming Control, i.e., either TCP/RTSP or TCP/TLS/RTSP, to the corresponding Media-floor Control Entity as in the SDP offer, if Media Streaming Control is accepted.
When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS Session establishment mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

Change 5:  7.2.1.23A.2
7.2.1.23A.2. External Media Content Server (EMCS) Retrieval function

Upon receiving:

· a SIP MESSAGE request containing a MIME body with a reference to external Media with the Content-Disposition value set to "relay", as defined in Annex E.7.1"Relay Value and EMCS-RF Parameter", but not containing a MIME body of the MIME Type application/vnd.poc.fdcfo+xml  or

· a rejoin request as described in the subclause 7.2.1.4 "Rejoining PoC Session request" containing a MIME body with a reference to external Media stored in an EMCS with the Content-Disposition value set to "relay", as defined in Annex E.7.1"Relay Value and EMCS-RF Parameter", or,

· a join request as described in the subclause  7.2.1.5 "Joining Chat PoC Group Session request" containing a MIME body with a reference to external Media stored in an EMCS with the Content-Disposition value set to "relay", as defined in Annex E.7.1"Relay Value and EMCS-RF Parameter",
· a SIP 200 "OK" as described in SIP 200 "OK" response for a SIP INVITE request as described in as specified in subclause 7.2.1.2 "Ad-hoc PoC Group and 1-1 PoC Session setup request", or  7.2.1.8 "Adding Participants to PoC Session request", or 7.2.1.3.1 "General".
the PoC Server:

· 1. SHALL verify that the Media is available using procedures agreed between the PoC Server and the External Media Content Server and if the Media is not available the PoC Server SHALL either 
·             a) return a SIP 404 "Not Found" with the warning text set to '121 Function not allowed due to <detailed reason>' to the originating network as specified in subclause 5.6 "Warning header", and do not continue with the rest of the steps.; or,  
·             b) return a SIP 415 "Unsupported Media Type" with the warning text set to '121 Function not allowed due to <detailed reason>' to the originating network as specified in subclause 5.6 "Warning header",  and do not continue with the rest of the steps.
· 2. SHALL initiate PoC Session Modification towards the Participants in the PoC Session as described in 7.2.2.5 "PoC Session modification" using: 

a) One Media-floor Control Entity for Media Streaming Control if Media Streaming Control is required; and.
b) One or more Media-floor Control Entities, as required, for the distribution of Discrete Media and/or Streaming Media stored in the EMCS to the Participants in the PoC Session..

The PoC Server SHALL ensure PoC Media and Streaming Media are consistent with one another, and if not, the PoC Server SHALL release the PoC Media and Streaming Media from the PoC Session.  

NOTE 1:  Streaming Media runs over PoC Media and therefore the two must be consistent with one another.  The PoC Server may transcode as necessary between Media from the EMCS and PoC based Streaming Media to PoC Session Participants. When a Participant needs to be removed from the PoC Session, as described in 7.2.2.4 "Removal of Participant from PoC Session", the EMCS Retrieval function SHALL release EMCS related established PoC Media associated with the PoC Client, and ceases to source EMCS media towards the PoC Client.  

NOTE 2: According to Service Provider Policy, the EMCS Retrieval function may terminate media access with the EMCS itself, and then release all EMCS Retrieval based PoC media with the Participants, as in subclause 7.2.2.5 "PoC Session modification".

When EMCS Retrieval associated PoC Media is removed, as described in subclause 7.2.2.5 "PoC Session modification", the EMCS Retrieval function SHALL ceases to source EMCS media content to the associated PoC Client.   
When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
Change 6:  7.3.1.1a
7.3.1.1a
SDP offer generation in case of On-demand session

The SDP offer is generated based on the received SDP offer. The PoC Server SHALL offer the same or a subset of Media Streams and the connected Media-floor Control Entities as included in the received SDP offer.

When composing the SDP offer according to rules and procedures of [RFC3264] and [RFC4566] the PoC Server:

· 1. SHALL set the IP address of the PoC Server for each offered Media Stream from the list contained in the received SDP offer and for each offered Media-floor Control Entity from the list contained in the received SDP offer;

· 2. SHALL include the media-level section for each offered Media from the list contained in the received SDP offer consisting of:

a) the port number for the Media Stream selected as specified in [OMA-PoC-UP] "Port numbers";

b) the codec(s) and Media Parameters selected by the PoC Server from the list contained in the received SDP offer and/or, if transcoding is supported by the PoC Server, other codec(s), that the PoC Server is capable of transcoding;

NOTE 1: The Media Parameters of the Discrete Media are specified in [OMA_IM_TS_Endorsement].
NOTE 2: The PoC Server can narrow the selection of Media Parameters and codec(s) according to the local policy, which can be a function of one or more of the following: Inter-operator service level agreement; domain of the Invited PoC Client; other factors.
c) the "a=label" attribute with a unique value as specified in [RFC4574], if the Media Stream is to be connected to a Media-floor Control Entity except when only PoC Speech with Talk Burst Control Protocol as specified in [OMA-POC-1-UP] is offered; 

d) the "i=" field set to "speech" as specified in subclause 5.10 "PoC Speech" when PoC Speech with MBCP is offered;

NOTE 3:
PoC Speech Media exists at most once in the SDP offer. 

e) the IP address of the PoC Server and port number to be used for RTCP at the PoC Server selected as specified in [OMA-PoC-UP] "Port numbers", according to rules and procedures of [RFC3605], if the Media Stream uses the RTCP protocol and other than the default IP address or port number specified by the [RFC3550] is to be used;

f) the "a=upcc:0" attribute as specified in [RFC3108], if the PoC Server supports the PoC Media Traffic Optimisation, the Participant did not put the PoC Session on hold and the media-level section offers a Continuous Media; 

g) the "a=sendonly" attribute according to rules and procedures of [RFC4566], if the PoC Server supports the PoC Media Traffic Optimisation, the Participant did not put the PoC Session on hold, the media-level section offers a Continuous Media, the PoC Server performing the Controlling PoC Function indicated the PoC Media Traffic Optimisation support in the SIP Session of the other Participant and the RTP Session of the SIP Session of the other Participant is selected for the Media transmission between the PoC Server and the PoC Server performing the Controlling PoC Function; and,

h) indication of the manner to render Simultaneous Media Streams as received in the incoming offer and as specified in E.3 "SDP Extensions" if supported and received in the incoming offer. 

· 3. SHALL include the media-level section of each offered Media-floor Control Entity from the list contained in the received SDP offer, if any Media-floor Control Entity is offered:

a) the format list field for the Media-floor Control Entity set to "TBCP";

b) the Media-floor Control Entity parameters selected by the PoC Server from those contained in the received SDP offer;

c) the port number for Media-floor Control Entity selected as specified in [OMA-PoC-UP] "Port numbers";

d) the "a=floorid:0 mstrm" attribute with value(s) referencing the Media Stream as specified in [RFC4583] intended to be connected to the Media-floor Control Entity except when only PoC Speech with Talk Burst Control Protocol as specified in [OMA-POC-1-UP] is offered; and,

e) optionally TBCP MIME parameters in the received SDP offer as specified in E.3 "SDP Extensions", TBCP MIME parameter "multimedia=1" is included, unless only PoC Speech with Talk Burst Control Protocol as specified in [OMA-POC-1-UP] is offered.

· 4. SHALL mark as rejected according to rules and procedures of [RFC3264] the Media-floor Control Entity and all the Media Stream bound to the rejected Media-floor Control Entity, if the Media-floor Control Entity is rejected;

· 5. SHALL mark the Media Stream as rejected according to rules and procedures of [RFC3264], if the Media Stream is rejected; and,

· 6. SHALL include the received QoE Profile attribute as specified in subclause E.3.2 "QoE Profile", if QoE Profiles are enabled and if a QoE Profile attribute is present in the received SDP offer. 

When composing an SDP offer, the PoC Server:

· 1. SHALL bind the media-level section that identifies PoC Speech to Media-floor Control Entity as in the received SDP offer, if PoC Speech is offered;

· 2. SHALL bind the media-level section that identifies Video to Media-floor Control Entity as in the received SDP offer, if Video is offered;

· 3. SHALL bind the media-level section that identifies Audio to Media-floor Control Entity as in the received SDP offer, if Audio is offered;

· 4. SHALL bind the media-level section that identifies Discrete Media to the Media-floor Control Entity as in the received SDP offer, if Discrete Media is offered and bound to the Media-floor Control Entity; and,
· 5. SHALL bind the media-level section that identifies Media Streaming Control, i.e., either TCP/RTSP or TCP/TLS/RTSP, as in the received SDP offer, if Media Streaming Control is offered.
· When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

Change 7:  7.3.1.1c
7.3.1.1c 
SDP answer generation

When composing an SDP answer according to rules and procedures of [RFC3264] and [RFC4566] the PoC Server:

· 1. SHALL set the IP address of the PoC Server for each accepted Media Streams from the list contained in the received SDP offer and for each accepted Media-floor Control Entity from the list contained in the received SDP offer;

· 2. SHALL include the media-level section for each accepted Media Stream from the list contained in the received SDP offer consisting of:

a) the port number for the Media Stream selected as specified in [OMA-PoC-UP] "Port numbers";

b) the codec(s) and Media Parameters selected by the PoC Server from the list contained in the received SDP offer, and those contained in the SDP answer in SIP 200 "OK" response from the Controlling PoC Function, if already received;

NOTE 1:
The Media Parameters of the Discrete Media are defined in [OMA_IM_TS_Endorsement].

c) the "a=label" attribute with a unique value as specified in [RFC4574], if the Media Stream is to be connected to a Media-floor Control Entity except when only PoC Speech with Talk Burst Control Protocol as specified in [OMA-POC-1-UP] is accepted; and,

d) the IP address of the PoC Server and port number to be used for RTCP selected as specified in [OMA-PoC-UP] "Port numbers", according to rules and procedures of [RFC3605], if the Media Stream uses the RTCP protocol and other than the default IP address or port number specified by the [RFC3550] is to be used;

· 3. SHALL include for any Media-floor Control Entity, that is offered in the received SDP offer and accepted in the SDP answer by the PoC Server, the media-level section of each offered Media-floor Control Entity consisting of:

a) the format list field for the Media-floor Control Entity is set to "TBCP";

b) the Media-floor Control Entity parameters selected by the PoC Server from the list contained in the received SDP offer;

c) the port number for Media-floor Control Entity selected as specified in [OMA-PoC-UP] "Port numbers";

d) the "a=floorid:0 mstrm" attribute with value(s) referencing the Media Stream as specified in [RFC4583] intended to be connected the Media-floor Control Entity except when only PoC Speech with Talk Burst Control Protocol as specified in [OMA-POC-1-UP] is accepted;

e) optionally TBCP MIME parameters as specified in E.3 " SDP Extensions", including theTBCP MIME parameter "multimedia" with the appropriated value as specified in E.3 "SDP Extensions" if MBCP is used; and,

f) indication of the manner to render Simultaneous Media Streams as received in the incoming answer and as specified in E.3 "SDP Extensions" if supported and received in the incoming answer.
· 4. SHALL mark as rejected according to rules and procedures of [RFC3264] the Media-floor Control Entity and all the Media Streams bound to the rejected Media-floor Control Entity, if the Media-floor Control Entity is rejected; 

· 5. SHALL mark the Media Stream as rejected according to rules and procedures of [RFC3264], if the Media Stream is rejected;

· 6. SHALL include the QoE Profile attribute corresponding to the QoE Profile assigned to the PoC Session, as specified in subclause E.3.2 "QoE Profile", if QoE Profiles are enabled and if a QoE Profile attribute was present in the SDP offer.

NOTE 2:
For Pre-established Sessions, the answered QoE Profile value corresponds to the QoE Profile assigned to the Pre-established Session; For On-demand Sessions, the QoE Profile assigned to the PoC Session is the one in the received SDP answer.

When composing an SDP answer, the PoC Server:

· 1. SHALL bind the media-level section that identifies PoC Speech to the corresponding Media-floor Control Entity as in the received SDP offer, if PoC Speech is accepted;

· 2. SHALL bind the media-level section that identifies Video to the corresponding Media-floor Control Entity as in the received SDP offer, if Video is accepted;

· 3. SHALL bind the media-level section that identifies Audio to the corresponding Media-floor Control Entity as in the received SDP offer, if Audio is accepted;

· 4. SHALL bind the media-level section that identifies Discrete Media to the corresponding Media-floor Control Entity as in the received SDP offer, if Discrete Media is accepted and bound to the Media-floor Control Entity; and,
· 5. SHALL bind the media-level section that identifies Media Streaming Control, i.e., either TCP/RTSP or TCP/TLS/RTSP, to the corresponding Media-floor Control Entity as in the received SDP offer, if Media Streaming Control is accepted.
When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

Change 8:  7.3.2.1a
7.3.2.1a
SDP offer generation

The SDP offer is generated based on the received SDP offer. The PoC Server SHALL offer the same or a subset based on local policy of the Media Streams and the connected Media-floor Control Entities as included in the received SDP offer.

The SDP offer SHALL be generated based on Access Control for Incoming Media Stream Barring associated to the Invited PoC User, if Incoming Media Stream Barring is supported by the PoC Server and if Service Setting for Incoming Media Content Barring and if set to 'active' for the PoC User.

When composing an SDP offer according to rules and procedures of [RFC3264] and [RFC4566] the PoC Server:

· 1. SHALL set the IP address of the PoC Server for each offered Media Stream from the list contained in the received SDP offer and for each offered Media-floor Control Entity from the list contained in the received SDP offer;

· 2. SHALL include the media-level section for each offered Media Stream from the list contained in the received SDP offer consisting of:

a) the port number for the Media Stream selected as specified in [OMA-PoC-UP] "Port numbers";

b) the codec(s) and Media Parameters selected by the PoC Server from the list contained in the received SDP offer; and optionally the codec(s) and Media Parameters, which can be transcoded by the PoC Server to a codec contained in the received SDP offer, if transcoding is supported by the PoC Server; 
Editor's note: The coding of the SDP for RTSP are FFS. The direction of TCP establishment need to be considered in the same way as done for MSRP.
NOTE 1: The Media Parameters of the Discrete Media are specified in [OMA_IM_TS_Endorsement].
c) the "a=label" attribute with a unique value as specified in [RFC4574], if the Media Stream is to be connected to a Media-floor Control Entity except when only PoC Speech with Talk Burst Control Protocol as specified in [OMA-POC-1-UP] is offered; 

d) the "i=" field set to "speech" as specified in subclause 5.10 "PoC Speech" when PoC Speech with MBCP is offered;

NOTE 2:
PoC Speech Media exists at most once in the SDP offer.

e) the IP address of the PoC Server and port number to be used for RTCP at the PoC Server selected as specified in [OMA-PoC-UP] "Port numbers", according to rules and procedures of [RFC3605], if the Media stream uses the RTCP protocol and other than the default IP address or port number specified by the [RFC3550] is to be used; and,

f) include the "a=setup" attribute with the value "actpass'' according to rules and procedures of [RFC4145] if the Media Type is "message" if the PoC Server is not sure if the PoC Client is behind NAT or not.

· 3. SHALL include the media-level section of each offered Media-floor Control Entity from the list contained in the received SDP offer, if any Media-floor Control Entity is offered:

a) the format list field for the Media-floor Control Entity set to "TBCP";

b) the Media-floor Control Entity parameters selected by the PoC Server from the received SDP offer;

c) the port number for Media-floor Control Entity selected as specified in [OMA-PoC-UP] "Port numbers"; 

d) the "a=floorid:0 mstrm" attribute with value(s) referencing the Media as specified in [RFC4583] intended to be connected to the Media-floor Control Entity except when only PoC Speech with Talk Burst Control Protocol as specified in [OMA-POC-1-UP] is offered;

e) optionally TBCP MIME parameters in the received SDP offer as specified in E.3 "SDP Extensions", TBCP MIME parameter "multimedia=1" is included, unless only PoC Speech with Talk Burst Control Protocol as specified in [OMA-POC-1-UP] is offered; and,

f) indication of the manner to render Simultaneous Media Streams as received in the incoming offer and as specified in E.3 "SDP Extensions" if supported and received in the incoming offer.

· 4. SHALL mark as rejected according to rules and procedures of [RFC3264] the Media-floor Control Entity and all the Media Stream bound to the rejected Media-floor Control Entity, if the Media-floor Control Entity is rejected;

· 5. SHALL mark the Media Stream as rejected according to rules and procedures of [RFC3264], if the Media Stream is rejected; and,

NOTE 3:
Media Streams can have been rejected due to local policy and/or Invited PoC User’s Access Control.

· 6. SHALL include the received QoE Profile attribute as specified in subclause E.3.2 "QoE Profile", if QoE Profiles are enabled and if a QoE Profile attribute is present in the received SDP offer. 

When composing an SDP offer, the PoC Server:

· 1. SHALL bind the media-level section that identifies PoC Speech to Media-floor Control Entity as in the received SDP offer, if PoC Speech is offered;

· 2. SHALL bind the media-level section that identifies Video to Media-floor Control Entity as in the received SDP offer, if Video is offered;

· 3. SHALL bind the media-level section that identifies Audio to Media-floor Control Entity as in the received SDP offer, if Audio is offered;

· 4. SHALL bind the media-level section that identifies Discrete Media to Media-floor Control Entity as in received SDP offer, if Discrete Media is offered and bound to the Media-floor Control Entity; and,
· 5. SHALL bind the media-level section that identifies Media Streaming Control, i.e., either TCP/RTSP or TCP/TLS/RTCP, to the corresponding Media-floor Control Entity as in the SDP offer, if Media Streaming Control is accepted.
When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
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