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1 Reason for Change

Justification

The policy for Dynamic PoC Group member information policy is not solved yet according to EN in 7.2.1.31. The policy is based on the agreed CR #0354R02.
A new actions element “<allow-conditions-override>” is introduced to define who is allowed to override pre-defined Dynamic PoC Group rules. The new element should be specified by CBUS enabler as for the conditions and the usage in PoC defined in [OMA-PoC-Document-Mgmt]!
Also, an error is corrected in step 3 of 7.2.2.10.2.

NOTE: CR #0354R02 has not yet been implemented in PoC V2.1 RD. The below items are fetched from the CR.

	FUNC-XDM-DG-008
	If the PoC Client supports 'Condition Re-evaluation' then the PoC User, who specified the rules for Dynamic PoC Group SHALL be able to additionally require, that during an ongoing PoC Session the members of the Dynamic PoC Group whether Participants or not, are continuously monitored and the Dynamic PoC Group rules are re-evaluated continuously.
NOTE:
The continuous monitoring and re-evaluation of Dynamic PoC Group members are moved to CBUS V1.0, see [OMA CBUS RD 1.0].
	PoC V2.1

	FUNC-XDM-DG-012
	A PoC User who is a member of a Dynamic PoC Group of type Chat PoC Group or Pre-arranged PoC Group SHALL be able to subscribe to the status of the Dynamic PoC Group and receive a notification as soon as there is at least one other PoC User who matches the rules of the Dynamic PoC Group, other than the subscribing PoC User.
NOTE:
The requirement to notify the PoC User at the conditions mentioned herein is moved to CBUS V1.0, see [OMA CBUS RD 1.0].
	PoC V2.1

	FUNC-XDM-DG-013
	A PoC User, who is a member of a Dynamic PoC Group of type Chat PoC Group or Pre-arranged PoC Group, SHALL be able to subscribe to the status of the Dynamic PoC Group and receive a notification when another PoC User who matches the rules becomes an active member of the Dynamic PoC Group or when another PoC User who was an active member no longer matches the rules and ceases to be an active member of the Dynamic PoC Group.

NOTE:
The requirement to notify the PoC User at the conditions mentioned herein is moved to CBUS V1.0, see [OMA CBUS RD 1.0].
	PoC V2.1

	FUNC-XDM-DG-018
	It SHALL be possible for a PoC User authorized to initiate a PoC Session for a Dynamic PoC Group, except for a Chat PoC Group, to initiate the PoC Session regardless of whether the initiator matches the rules for the Dynamic PoC Group or not, and need not be removed from the PoC Session at re-evaluation of the Dynamic PoC Group rules.

NOTE:
The initiation is still subject to other rules and policies applicable for the action, which may restrict the PoC User from performing the action.
	PoC V2.1

	FUNC-XDM-DG-0xx
	A PoC User SHALL be able specify the rules for a Dynamic PoC Group of type Ad-hoc PoC Group and subscribe to the status of a URI list and receive a notification as soon as there is at least one PoC User according to the URI list who matches the rules of the Dynamic PoC Group.
NOTE:
The requirement to notify the PoC User at the conditions mentioned herein is supported by CBUS V1.0, see [OMA CBUS RD 1.0].
	PoC V2.1

	FUNC-XDM-DG-0xx+1
	A PoC User SHALL be able to subscribe to the status of a Dynamic PoC Group of type Ad-hoc PoC Group and receive a notification when a PoC User who is listed in the URI list for the Ad-hoc PoC Group and who matches the rules becomes an active member of the Dynamic PoC Group or when a PoC User who is listed in the URI list for the Ad-hoc PoC Group and who was an active member no longer matches the rules and ceases to be an active member of the Dynamic PoC Group.

NOTE:
The requirement to notify the PoC User at the conditions mentioned herein is supported by CBUS V1.0, see [OMA CBUS RD 1.0].
	PoC V2.1


Summary of Change

The Dynamic PoC Group member information policy is added.  

Scope of Change

Subclause 7.2.1.30.1, 7.2.1.31, 7.2.2.10.1, 7.2.2.10.2 are affected.

Consequence if not accepted

The Dynamic PoC Group member information policy is missing.

2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To include the proposed changes as described in chapter 6.
6 Detailed Change Proposal

Change 1:  7.2.1.31 – solving an EN for policy
7.2.1.31 Dynamic PoC Group member information policy

The PoC Server performing the Controlling PoC Function SHALL only allow the subscription to the Dynamic PoC Group member information of the Dynamic PoC Group hosted by the PoC Server, to those PoC Users which satisfy the following:
· 1. the Authenticated Originator's PoC Address is a PoC Address of a member of the Dynamic PoC Group according to the <list> element of the Pre-arranged or Chat PoC Group; or,

· 2. the Authenticated Originator's PoC Address is a PoC Address of PoC User that has specified the Dynamic PoC Group rules for an Ad-hoc PoC Group. 
The PoC Server performing the Controlling PoC Function SHALL only allow Condition Re-evaluation of the Dynamic PoC Group member information of the Dynamic PoC Group hosted by the PoC Server, to those PoC Users which satisfy the following:
1. the Authenticated Originator's PoC Address is a PoC Address of a member of the Dynamic PoC Group according to the <list> element of the Pre-arranged or Chat PoC Group; or,
2. the Authenticated Originator's PoC Address is a PoC Address of PoC User that has specified the Dynamic PoC Group rules for an Ad-hoc PoC Group. 
Editor’s Note: Whether Condition Re-evaluation is needed/useful in a subscription from the PoC Client when it also can be performed via CBUS and according to RD is required only during an on-going PoC Session is FFS.
The PoC Server performing the Controlling PoC Function SHALL only allow override of pre-defined Dynamic PoC Group rules for a subscription to the Dynamic PoC Group member information of the Dynamic PoC Group hosted by the PoC Server with, to those PoC Users which satisfy the following:
1. the Authenticated Originator's PoC Address is a PoC Address allowed to override the Dynamic PoC Group rules of the Pre-arranged or Chat PoC Group according to the <allow-conditions-override> element as specified in [OMA-PoC-Document-Mgmt]; or,
2. when allowed by the PoC Server local policy.
If override of Dynamic PoC Group rules is not allowed the PoC Server SHALL remove the MIME vnd.cbus.xxx+xml body contained in the incoming SIP SUBSCRIBE request.
NOTE:
Whether a PoC User is allowed to subscribe or not will also depend on the policies defined by the owner of the member information at the information source. Such policies are outside scope of PoC specifications.

Change 2:  7.2.1.30.1 – removing cbus MIME body if not supported by the PoC Server

7.2.1.30.1 Subscription to Dynamic PoC Group member information request

Upon receiving a SIP SUBSCRIBE request with the Event header set to 'dynamic group event' according to rules and procedures of [draft-cbus-event] and when the PoC Server supports Dynamic PoC Groups, the PoC Server:

· 1. SHALL act as a SIP proxy according to rules and procedures of [RFC3261] and not stay on the subscription path;
· 2. SHOULD check if a Resource-Priority header requesting the priority treatment of the 'Official Government Use' QoE Profile is included in the SIP SUBSCRIBE request, if the 'Official Government Use' QoE Profile is supported. If included, the PoC Server SHALL apply preferential treatment to the SIP SUBSCRIBE request, as specified in [RFC4412];
· 3. SHALL check whether the Conference-factory-URI in the Request-URI is owned by the PoC Server, if the Request-URI contains a Conference-factory-URI, and perform the actions specified in subclause 7.5.1 "Conference-factory- URI does not exist" if it is not owned by the PoC Server; Otherwise continue with the rest of the steps;
Editor’s Note: Whether the PoC User can subscribe to a URI-list via the PoC Server or only via the CBUS Server is FFS.
· 4. SHALL check whether the PoC Group identified with the PoC Group Identity in the Request-URI is owned by the PoC Server, if the request-URI contains a PoC Group Identity and perform the actions specified in subclause 7.5.2 "Conference URI does not exist" if it is not owned by the PoC Server. Otherwise continue with the rest of the steps;
· 5. SHALL perform the actions to verify that override of Dynamic PoC Group rules is allowed as specified in subclause 7.2.1.31 "Dynamic PoC Group member information policy", if a MIME vnd.cbus.xxx+xml body is contained in the incoming SIP SUBSCRIBE request, and if it is not allowed remove the MIME vnd.cbus.xxx+xml body;
· Editor’s Note: The MIME body type vnd.cbus.xxx+xml for Dynamic PoC Groups conditions is FFS. Whether evaluation parameters, e.g., Condition Re-evaluation indication is included in this body type or as a separate block of parameters is FFS.
· 6. SHALL perform the actions to verify the Authenticated Originator's PoC Address and authorize the request as specified in subclause 7.2.1.Y "Dynamic PoC Group member information policy" and if it is not authorized the PoC Server SHALL return a SIP 403 "Forbidden" response with the warning text set to '121 Function not allowed due to <detailed reason>' as specified in subclause 5.6 "Warning header". Otherwise, continue with the rest of the steps;

· 7. SHALL send the SIP SUBSCRIBE request to the Dynamic PoC Group member information according to rules and procedures of [RFC3265] and [draft-cbus-event] towards the CBUS Server operated by the PoC User’s Service Provider as specified in 7.2.2.X "Subscribing to Dynamic PoC Group member information ";

Upon receiving a SIP 200 "OK" or a SIP 202 "Accepted" response, the PoC Server:

· 1. SHALL forward the SIP 200 "OK" response toward the initiating PoC Client according to rules and procedures of [RFC3261] and SIP/IP Core.
Upon receiving a SIP final response other than a SIP 200 "OK" or SIP 202 "Accepted", the PoC Server SHALL forward the SIP final response along the signalling path towards the initiating PoC Client.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
Change 3:  7.2.2.10.1, 7.2.2.10.2 – adjusting subscribe procedures to the Dynamic PoC Group member information policy
7.2.2.10 Subscribing to Dynamic PoC Group member information

This subclause describes the procedures that the PoC Server uses when sending a subscription request for Dynamic PoC Group member information.

The request for subscription to Dynamic PoC Group member information initiated by a PoC User is described in the subclause 7.2.2.X.1 "Subscription initiated by a PoC Client request".

The request for subscription to Dynamic PoC Group member information initiated by a PoC Server during Dynamic PoC Group Session establishment is described in the subclause 7.2.2.X.2 "Subscription initiated by PoC Server ".

Editor's note: The handling when condition re-evaluation is requested by the PoC Client or pre-defined in the Pre-arranged or Chat PoC Group is FFS. 
7.2.2.10.1 Subscription initiated by a PoC Client request

The procedure is initiated by the PoC Server as the result of an action specified in subclause 7.2.1.X.1 "Subscription to Dynamic PoC Group member information request".

When sending a subscription request for Dynamic PoC Group member information the PoC Server: 

· 1. SHALL generate a SIP SUSCRIBE request according to rules and procedures of [RFC3265] and [draft-cbus-event];
· 2. SHALL set the Request-URI of the SIP SUBSCRIBE request to the SIP URI identifying the address of the CBUS Server according to local policy.

· 3. SHALL include an Accept-Contact header with the CBUS feature tag '+g.xxx' along with 'require' and 'explicit' parameters according to rules and procedures of [RFC3841];
Editor's note: The appropriate name of the CBUS feature tag '+g.xxx' is FFS. 

· 4. SHALL include the Authenticated Originator's PoC Address as specified in subclause 5.2 "Authenticated Originator's PoC Address" with the URI set to the PoC Address of the initiating PoC User;
· 5. SHALL include a Referred-By header with the PoC Address of the initiating PoC User;

· 6. SHALL include a Content-Type header with the value "multipart/mixed" as specified in [RFC2046];

· 7. SHALL include in the SIP SUBSCRIBE request the MIME resource-lists body contained in the incoming SIP SUBSCRIBE request according to rules and procedures of [RFC5367], if a Conference-factory-URI owned by the PoC Server was received in the Request-URI of the incoming SIP SUBSCRIBE request;
· 9. SHALL include in the SIP SUBSCRIBE request a MIME resource-lists body according to rules and procedures of [RFC5367] containing the members of the Pre-arranged or Chat PoC Group contained in the <list> element of the PoC Group document as specified in [OMA-PoC-Document-Mgmt], if a Group Identity owned by the PoC Server was received in the Request-URI of the incoming SIP SUBSCRIBE request;
· 10. SHALL either:
a) include in the SIP SUBSCRIBE request the MIME vnd.cbus.xxx+xml body contained in the incoming SIP SUBSCRIBE request and not removed; or,
b) include in the SIP SUBSCRIBE request a MIME vnd.cbus.xxx+xml body with the Dynamic PoC Group rules defined for the Pre-arranged or Chat PoC Group as specified in [OMA-PoC-Document-Mgmt], if a MIME vnd.cbus.xxx+xml body was not contained in the incoming SIP SUBSCRIBE request.
· 11. SHALL NOT include the PoC Server in the Record-Route header in order to not stay on the subscription path.

Editor’s Note: The MIME body type vnd.cbus.xxx+xml for Dynamic PoC Groups conditions is FFS.
· 12. SHALL send the SIP SUSCRIBE request towards the SIP/IP Core according to rules and procedures of the SIP/IP Core.
When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
7.2.2.10.2 Subscription initiated by PoC Server

The procedure is initiated by the PoC Server as the result of an action specified in subclause 7.2.1 "Request terminating at the Controlling PoC Function".

Editor's note: The heading and content of 7.2.2.Y.1 "xxxxx" is FFS. 
When initiating a subscription request for Dynamic PoC Group member information the PoC Server: 

· 1. SHALL generate a SIP SUSCRIBE request according to rules and procedures of [RFC3265] and [draft-cbus-event];
· 2. SHALL set the Request-URI to XXX;

Editor's note: The content of the Request-URI is FFS. 

· 3. SHALL include the Authenticated Originator's PoC Address as specified in subclause 5.2 "Authenticated Originator's PoC Address" with the URI set to
a) the Group Identity received in the Request-URI of the incoming SIP INVITE request, if the PoC Session is initiated for a Dynamic Pre-arranged or Chat PoC Group; or,
a) NOTE:
The PoC Server also includes the PoC Group Identity in case of a subscription performed for an entire Dispatch PoC Group for which Dynamic PoC Group rules are defined.
b) the PoC Address of the initiating PoC User, if the PoC Session is initiated for a Dynamic Ad-hoc PoC Group; or,
c) the PoC Address of the initiating PoC User, if the PoC Session is initiated for a sub-group of a Dispatch PoC Group.
· 4. SHALL include a Referred-By header with the PoC Address of the PoC User initiating the PoC Session;

· 5. SHALL include a Content-Type header with the value "multipart/mixed" as specified in [RFC2046];

· 6. SHALL include in the SIP SUBSCRIBE request the MIME resource-lists body contained in the incoming SIP INVITE request according to rules and procedures of [RFC5367], if a Conference-factory-URI owned by the PoC Server was received in the incoming SIP INVITE request;
· 7. SHALL include in the SIP SUBSCRIBE request a MIME resource-lists body according to rules and procedures of [RFC5367] containing all the members of the Pre-arranged PoC Group contained in the <list> element of the PoC Group document as specified in [OMA-PoC-Document-Mgmt] and exclude the Inviting PoC User, if a Group Identity for a Pre-arranged PoC Group owned by the PoC Server was received in the Request-URI of the incoming SIP INVITE request;

NOTE:
The PoC Server excludes the Inviting PoC User, as a PoC User authorized to initiate a Pre-arranged PoC Group Session also is allowed to initiate a Dynamic Pre-arranged PoC Group Session regardless of whether the PoC User matches the Dynamic PoC Group rules or not.

· 8. SHALL include in the SIP SUBSCRIBE request the MIME resource-lists body contained in the incoming SIP INVITE request according to rules and procedures of [RFC5367, if a Group Identity with for a Dispatch PoC Group owned by the PoC Server was received in the Request-URI of the incoming SIP INVITE request together with a Dispatch Type uri-parameter "dispatch=sub-group";
Contributor’s Note: The PoC Server will according to solution in CR #0076 check on incoming side if a subscription is already ongoing for the entire PoC Group and in that case not start another subscription for a sub-group but use the already cached PoC Addresses. This note shall not be included.
· 9. SHALL include in the SIP SUBSCRIBE request a MIME resource-lists body according to rules and procedures of [RFC5367] containing the members of the Chat PoC Group contained in the <list> element of the PoC Group document as specified in [OMA-PoC-Document-Mgmt], if a Group Identity for a restricted Chat PoC Group owned by the PoC Server was received in the Request-URI of the incoming SIP INVITE request;
· 10. SHALL either:

a) include in the SIP SUBSCRIBE request the MIME vnd.cbus.xxx+xml body contained in the incoming SIP INVITE request and not removed; or,
b) include in the SIP SUBSCRIBE request a MIME vnd.cbus.xxx+xml body with the Dynamic PoC Group rules defined for the Pre-arranged or Chat PoC Group as specified in [OMA-PoC-Document-Mgmt], if a MIME vnd.cbus.xxx+xml body was not contained in the incoming SIP INVITE request.
Editor’s Note: The MIME body type vnd.cbus.xxx+xml for Dynamic PoC Groups conditions is FFS.

NOTE 1:
The Inviting PoC Client if authorized can override the Dynamic PoC Group conditions pre-defined for a Pre-arranged or Chat PoC Group by explicitly include conditions in the Dynamic PoC Group Session invitation request.
· 11. SHALL send the SIP SUSCRIBE request towards the SIP/IP Core according to rules and procedures of the SIP/IP Core.
The responses to the SIP SUBSCRIBE request SHALL be handled according to rules and procedures of [RFC3265] and [draft-cbus-event], and rules and procedures of the SIP/IP Core with the clarifications given in this subclause.

Upon receiving a SIP 200 "OK" or a SIP 202 "Accepted" response to the SIP SUBSCRIBE request the PoC Server: 

· 1. SHALL cache the address of the CBUS Server received in the Contact header.

Upon receiving an incoming SIP NOTIFY request that is part of the same SIP dialog as the previously sent SIP SUBSCRIBE request the PoC Server: 

· 1. SHALL handle the request as specified in subclause 7.2.1.X.2"Receiving notification of Dynamic PoC Group member information".

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Server SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
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