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1 Reason for Change

Justification

R01: Updated after comments in OMA F2F meeting in Helsinki:
        - Setting it multipart/mixed in 3.a is removed (not needed).
        - Step 3.b “SIP INVITE” --> “SIP SUBSCRIBE”.
The PoC Client shall address any subscriptions to URI-lists to CBUS server instead of PoC server. The proposal is to update the PoC Client subscription procedure accordingly and remove the associated Editor’s Note.

The Editor’s Note associated with the reference [OMA CBUS] in 2.1 is also solved which affect 6.1.19.
Summary of Change
An Editor’s note is removed.  
Scope of Change

Subclauses 2.1 and 6.1.19 are affected.

Consequence if not accepted

An editor’s Note remains unsolved.

2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To include the proposed changes as described in chapter 6.
6 Detailed Change Proposal

Change 1:  6.1.19 – solving an EN

6.1.19 PoC Client subscription to the Dynamic PoC Group member information

A PoC Client that supports Dynamic PoC Groups MAY subscribe to the ‘dynamic group event’ event package by sending a SIP SUBSCRIBE request e.g., in order to invite new Participants matching the Dynamic PoC Group rules to a Dynamic PoC Group Session or to expel Participants no longer matching the rules. 

NOTE:
The subscription can be done to Dynamic PoC Group member information for Pre-arranged and Chat PoC Groups. Subscription to Dynamic PoC Group member information for an Ad-hoc PoC Group is done using a CBUS Client subscribing to the CBUS Server, as specified in [OMA CBUS TS] and [draft-cbus-event].
When subscribing to the ‘dynamic group event’ event package, the PoC Client: 

· 1. SHALL generate a SIP SUBSCRIBE request and use a new SIP-dialog, as specified in subclause 6.1.3.1 "General" and according to rules and procedures of [RFC3265] and [draft-cbus-event]; 
· 2. SHALL set the Request-URI of the SIP SUBSCRIBE request to the PoC Group Identity;
a) 
b) 
· 3. MAY include in the SIP SUBSCRIBE request a MIME vnd.cbus.xxx+xml body as defined in [OMA-PoC-Document-Mgmt];
a) 
b) 
Editor’s Note: The MIME body type vnd.cbus.xxx+xml for Dynamic PoC Groups conditions is FFS.
· 4. SHOULD include a Resource-Priority header according to rules and procedures of [RFC4412], if the PoC Client supports 'Official Government Use QoE Profile and the PoC User requests the priority treatment of the QoE Profile. If included, the value of the Resource-Priority header SHALL be equal to the level of priority assigned to the PoC User, as specified in subclause 5.8 "QoE Profiles"; and,

· 5. SHALL send the SIP SUBSCRIBE request towards the PoC Server using a new SIP dialog, according to rules and procedures of the SIP/IP Core.

The responses to the SIP SUBSCRIBE request SHALL be handled according to rules and procedures of [RFC3265] and [draft-cbus-event], and rules and procedures of the SIP/IP Core with the clarifications given in this subclause.

Upon receiving a SIP 200 "OK" or a SIP 202 "Accepted" response to the SIP SUBSCRIBE request the PoC Client: 

· 1. SHALL cache the address of the CBUS Server received in the Contact header.

Upon receiving an incoming SIP NOTIFY request that is part of the same SIP dialog as the previously sent SIP SUBSCRIBE request the PoC Client: 

· 1. SHALL handle the request according to rules and procedures of [RFC3265] and [draft-cbus-event];

· 2. SHALL cache the contact if received in the Contact header; and,

NOTE 1:
PoC Server re-directs the subscription to the ‘dynamic group event’ event package to the CBUS Server, as specified in 7.2.1.30.1 "Subscription to Dynamic PoC Group member information request".
· 3. MAY display the members currently matching the Dynamic PoC Group conditions to the PoC User based on the information in the SIP NOTIFY request body.

When needed the PoC Client SHALL terminate the subscription and indicate it terminated according to rules and procedures of [RFC3265].

The contents of the SIP NOTIFY request body is specified in [OMA CBUS TS].
When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the PoC Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [3GPP TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause. 
Change 2:  2.1 – Solving an EN
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