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1 Reason for Change

This CR proposes fixes to the PAL V1.0 AD, in order to resolve the following Presence Access Layer CONRs:
2.2 OMA-AD-PAL-V1_0-20100407-D

	ID
	Open Date
	Type
	Section
	Description
	Status

	B016
	2010.04.14
	T
	5.3.6
	Source: bmccolgan@rim.com
Form: OMA-CONR-2010-0064

Comment: Note incorrectly refers to just SIP protocol, but Ut reference is also shown. 

Proposed Change: Add HTTP to the note.
	Status: / CLOSED
OMA-COM-PRS-2010-0068

	B017
	2010.04.22
	Q/T
	5.3.6

Figure 2
	Source: DTAG

Form: OMA-CONR-2010-0066

Comment: 1) PAL Server is not equal to IMS application server, i.e. should be a box within the IMS AS

2) PAL 1 reference point includes PAL client and PAL Server, i.e. the line need to end at the PAL Client and the PAL server (after applying 1)

3) Should show IMS components not SIP/IP Core or show http/IP core as well

4) PAL-1 goes either via IMS components (CSCF’s) i.e. Gm and Mw which are SIP based reference points or via the Ut reference point based on http – shouldn’t both be shown?

5) same for PUSH reference points

6) Is the table complete?

Proposed Change: Please consider to change accordingly
	Status: / CLOSED
OMA-COM-PRS-2010-0068


R01: Revision to 3GPP/IMS PAL sample deployment diagram.
R02: Further clarifications to the 3GPP/IMS PAL deployment diagram.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

COM-PRS(WA) is kindly requested to review the proposed changes and agree to incorporate these changes into the OMA/PAL V1.0 Architecture Document (AD).
6 Detailed Change Proposal

Change 1:  5.3.6  PAL deployment – 3GPP  IMS network (B016/B017) 
5.3.6 PAL deployment - 3GPP IMS network

Figure 2, below, illustrates the PAL Enabler deployed within a 3GPP IMS network realization:
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Figure 2: PAL Deployment – 3GPP IMS Network

The PAL Enabler deployed within an IMS network segment utilizes the following IMS Reference Points as defined in [3GPP-TS_23.002] section “IM Subsystem Reference Points” and [PUSH_SIP] section “SIP Push Functional Components and Interfaces”.

NOTE: Figure 2 assumes a PAL Client/Server running in an IMS Core Network utilizing SIP or HTTP protocol bindings, and OMA Push Enabler (e.g. PUSH/SIP Client for PUSH-OTA over SIP protocol bindings).

The following table provides a mapping of 3GPP IMS CN Reference Points to OMA PAL Enabler Reference Points:

	IMS Reference Point
	OMA PAL Enabler Reference Point

	Ut
	PAL-1 (i.e. UE based PAL Clients supporting HTTP protocol bindings)

	Gm
	PAL-1 (i.e. UE based PAL Clients supporting SIP protocol bindings)

	ISC
	PAL-1 (i.e. PAL Functional Components supporting SIP protocol bindings)
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