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1 Reason for Change

This CR proposes fixes to the PAL V1.0 TS, to resolve the following Presence Access Layer CONRs:
2.4 OMA-TS-PAL-V1_0-20100407-D
	ID
	Open Date
	Type
	Section
	Description
	Status

	D0032 
	2010.04.22
	Q/T
	6.3.2.1.1
	Source: DTAG
Form: OMA-CONR-2010-0066

Comment: what to do with the request URI is missing IMO,

Proposed Change: Clarify this in the PAL Server procedures.
	Status: / CLOSED
OMA-COM-PRS-2010-0085R03.

	D0033 
	2010.04.15
	T
	6.3.2.1.1
	Source: bmccolgan@rim.com
Form: OMA-CONR-2010-0064

Comment: Editors note.

Proposed Change: Resolve editor's note.
	Status: / CLOSED
OMA-COM-PRS-2010-0085R03.

	D0034 
	2010.04.15
	T
	6.3.2.2.1
	Source: bmccolgan@rim.com
Form: OMA-CONR-2010-0064

Comment: Item #1 should refer to PAL Clients public identity.

Proposed Change: Modify text in brackets to clarify this i.e. 'to the PAL Clients Public User Identity).  
	Status: / CLOSED
OMA-COM-PRS-2010-0085R03.


R01: Added missing definition (for the term ‘PAL Service’ from PAL RD).
R02: Added Dieter as co-signer to this CR.
R03: Modified to remove change (3GPP 23.003, ‘Public User Identity’) and removed use of this term.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

COM-PRS(WA) is kindly requested to review the proposed changes and agree to incorporate these changes into the OMA/PAL V1.0 Technical Specification (TS).
6 Detailed Change Proposal

Change 1:  2.2 Normative Reference (D034) – Minor editorial. 

2.2 Normative References

	3GPP
	

	[3GPP-TS_23.002]
	3GPP TS 23.002 “Network architecture”,
URL: http://www.3gpp.org/ftp/Specs/archive/23_series/23.002/

	
	


	[3GPP-TS_23.228]
	3GPP TS 23.228 “IP Multimedia Subsystem (IMS); Stage 2”,                                                                                URL: http://www.3gpp.org/ftp/Specs/archive/23_series/23.228/

	[3GPP-TS_24.109]
	3GPP TS 24.109 “Bootstrapping interface (Ub) and network application function interface (Ua); Protocol details ; Stage 3”,                                                                                                                                                       URL: http://www.3gpp.org/ftp/Specs/archive/24_series/24.109/

	[3GPP-TS_24.229]
	3GPP TS 24.229 “Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3”,                                                                                       URL: http://www.3gpp.org/ftp/Specs/archive/24_series/24.229/


Change 2:  3.2 Definitions (D034) – Add PAL Service definition. 

3.2 Definitions

	Client
	Use definition from [XDM_Core].

	Class of Service
	Use definition from [PAL_AD].

	Enabler
	Use definition from [OMADICT].

	Interface
	Use definition from [OMADICT].

	Logical Observer
	Use definition from [PAL_RD].

	PAL Client
	Use definition from [PAL_RD].

	PAL Presence Parameters
	Use definition from [PAL_RD].

	PAL Profile
	Use definition from [PAL_RD].

	PAL Rules
	Use definition from [PAL_RD].

	PAL Server
	Use definition from [PAL_RD].

	PAL Service
	Use definition from [PAL_RD].

	Presence Aspect
	Use definition from [PAL_RD].

	Presence Aware Service
	Use definition from [PAL_RD].

	Presence Context
	Use definition from [PAL_RD].

	Presence Information
	Use definition from [PRS_RD].

	Presence List
	Use definition from [PRS_AD].

	Presence Service
	Use definition from [PRS_RD].

	Presence Trigger
	Use definition from [PAL_RD].

	Presentity
	Use definition from [PRS_RD].

	Primary Principal
	Use definition from [XDM_Core].

	Principal
	Use definition from [XDM_Core].

	
	

	Service XUI
	Use definition from [PAL_XDM]

	XDM Agent
	An XDM entity as described in [XDM_AD] Section “XDM Functional Entities, XDM Agent”.


Change 3:  6.3.2.1.1 PAL Client Interaction with a PAL Server using SIP (D032/D033) 
6.3.2.1.1 PAL Client Interaction with a PAL Server using SIP

A registered PAL Client, interacting with a PAL Server utilizing SIP protocol bindings over the PAL-1 reference point, SHALL construct PAL Enabler requests (i.e. as described in section 6.2 “PAL-1i Interface”), based on SIP MESSAGE requests described in [RFC3428].  PAL Client SIP MESSAGE requests SHALL be constructed using the following clarifying steps:

1. Set the Request-URI of the SIP MESSAGE with the value of a PAL Service (i.e. as a SIP URI).

2. Set the To header field of the SIP MESSAGE with the value of a Presence Aware Service or Class of Service (i.e. a Service XUI);

3. Set the From header field to a PAL Client identity (i.e. a SIP URI corresponding to the requesting PAL Client);

4. Set the Accept header field to a value mutually established (i.e. during resource negotiation) with a PAL Server, as described in section 6.3.2.1 “PAL Client Procedures using SIP”;

5. Set an appropriate Content-type header field to a valid PAL MIME-type as described in section 6.4 “PAL MIME Types”; 

6. Set a message payload corresponding to the particular PAL Enabler request as described in [XSD_palMessagePayload]; and

7. Set the Content-length header field to the length of the message body described in the preceding step.


Change 4:  6.3.2.2.1  PAL Server Interaction with a PAL Client using SIP (D034)

6.3.2.2.1 PAL Server Interaction with a PAL Client using SIP

A PAL Server interacting with a PAL Client utilizing SIP protocol bindings over the PAL-1 reference point, SHALL construct PAL Enabler responses, as described in section 6.2 “PAL-1i Interface”, based on SIP MESSAGE requests described in [RFC3428].  PAL Server SIP MESSAGE responses SHALL be constructed using the following clarifying steps:

1. Set the Request-URI and To header fields of the SIP MESSAGE to a PAL Client identity (i.e. as received in the Contact header of the corresponding PAL Client request);

2. Set the From header field with the value of a Presence Aware Service or Class of Service (i.e. a Service XUI);

3. Set the Accept header field to a value mutually established (i.e. during resource negotiation) with a PAL Client, as described in section 6.3.2.1 “PAL Client Procedures using SIP”;

4. Set an appropriate Content-Type header field to a valid PAL MIME-type as described in section 6.4 “PAL MIME Types”;

5. Set a message payload corresponding to the particular PAL Enabler response as described in [XSD_palMessagePayload]; and

6. Set the Content-Length header field to the length of the message body described in the preceding step.
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