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Change Request

	Title:
	PDE1.2 CONR B013.
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	COM-PRS

	Doc to Change:
	OMA-DDS-PAL_Data_Ext-V1_0-20100701-D

	Submission Date:
	8 Jul 2010

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Brian McColgan, Research In Motion Limited, bmccolgan@rim.com     

	Replaces:
	n/a


1 Reason for Change

This change request (CR) provides a proposed solution for the following PDE 1.2 CONR comments:

	ID
	Open Date
	Type
	Section
	Description
	Status

	B013
	2010.06.02
	T
	9.2.1.5
	Source: bmccolgan@rim.com
Form: OMA-COM-PRS-2010-0087

Comment: Editors note.

Proposed Change: Resolve editor’s note.
	Status: CLOSED
OMA-COM-PRS-2010-0105.


2 Impact on Backward Compatibility

N/A
3 Impact on Other Specifications

N/A
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

OMA COM-PRS(WA) is kindly requested to review this proposal and agree to the changes contained in sub-section 6, below.
6 Detailed Change Proposal

Change 1:  Section 3.2/3.3 (B013) – Definition for Quality of Service/abbreviation required.

3.2 Definitions

	Application-specific availability
	Use definition from [PDE_RD].

	Application-specific Willingness
	Use definition from [PDE_RD].

	Class of Service
	Use definition from [PAL_AD].

	Enabler
	Use definition from [OMADICT].

	Functional Component
	Use definition from [OMADICT].

	Logical Observer
	Use definition from [PAL_RD].

	Overriding Willingness
	Use definition from [PDE_RD].

	PAL Client
	Use definition from [PAL_RD].

	PAL Policy
	Use definition from [PAL_RD].

	PAL Presence Parameters
	Use definition from [PAL_RD].

	PAL Profile
	Use definition from [PAL_RD].

	PAL Rule
	Use definition from [PAL_RD].

	PAL Server
	Use definition from [PAL_RD].

	Presence Aspect
	Use definition from [PAL_RD].

	Presence Aware Service
	Use definition from [PAL_RD].

	Presence Context
	Use definition from [PAL_RD].

	Presence Information Element
	Use definition from [PRS_RD].

	Presence Trigger
	Use definition from [PAL_RD].

	Presentity
	Use definition from [PRS_RD].

	Quality of Service
	Use definition from [PAL_RD].

	Watcher
	Use definition from [PRS_RD].

	
	


3.3 Abbreviations

	3GPP
	3rd Generation Partnership Project

	IMS
	IP Multimedia Subsystem

	OMA
	Open Mobile Alliance

	PAL
	Presence Access Layer

	QoS
	Quality of Service

	XDM
	XML Document Management

	XML
	eXtensible Markup Language


Change 2:  Section 9.2.1.5 (B013)
9.2 Applicable-access-network-type

9.2.1 Applicable-access-network-type Semantics

9.2.1.1 Description

The “applicable-access-network-type” PAL Policy SHALL be referred to by a PAL Server during rules processing, as a guideline for which network types are applicable to a given Presence Context (i.e. a relevant Presence Aware Service or Class of Service).

9.2.1.2 Policy Values

Values corresponding to PAL Policy “applicable-access-network-type” SHALL include one or more of the following:

· IMS – a corresponding Presence Context functions appropriately within an IMS network; or,

· Alpha-numeric string token - an applicable access network type for the given Presence Context which corresponds to "access-type" in the P-Access-Network-Info header specified in [3GPP-TS_24.229] Section 7.2A.4.2 “Syntax”.

9.2.1.3 Default Values

void.

9.2.1.4 XMLSchema

The XML schema for PAL Policy “applicable-access-network-type” is specified in [XSD_palBasePolicy].

9.2.1.5 Notes

In scenarios where “applicable-access-network-type” corresponding to a Presence Context has two or more applicable networks, specific behavior SHALL be applied (e.g. a PAL Server determining the applicable access network type based on the QoS associated with a given Presence Context).
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