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1 Reason for Change

This CR proposes fixes to the PAL V1.0 TS, in order to resolve missing parameter in the PAL Presence Context Establishment request/response.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

COM-PRS(WA) is kindly requested to review the proposed changes and agree to incorporate these changes into the OMA/PAL V1.0 Requirements Document (TS).
6 Detailed Change Proposal

Change 1:  6. 1 PAL-1i Message Parameters (Editor to verify parameter value names below).
6.1     PAL-1i Message Parameters

The following table provides detailed descriptions of common PAL-1i interface message parameters included as part of supported request/response messages detailed in section 6.2 “PAL-1i Interface”.  These message parameters may also be referred to in other portions of this document.

	Parameter name
	Description

	PresenceAspect
	Used to identify a Presence Aspect, e.g. 'contactable' as described in [PDE_DDS] Section “Presence Aspect Definitions”.

	PresenceContextID
	A canonical identifier (e.g. a URI) associated with a Presence Context.  PresenceContextID uniquely identifies a Presence Aware Service or Class of Service instance to a requesting PAL Client, e.g. “sip:friendlychat@example.com/%7Bsip:bob@example.com%7D/:01”.   

	PresenceTrigger
	Used to identify a Presence Trigger, e.g. ‘onContactable’ as described in [PDE_DDS] Section “Presence Aspect Definitions”.

	Presentity
	One or more logical entities as described in [PRS_RD] Section “Definitions” or an optional reference to a Presence List as described in [PRS_Spec] Section “Subscription to a Presence List”.

	PresentityContact
	A contact address corresponding to a unique Presentity provided in the Presentity parameter of the corresponding PALPresenceAspectRequest.  A contact address is equivalent to a <contact> element as described in [RFC3862] Section “The Contact Element”.

NOTE: Contact addresses are optional indicators.  If two or more Presentities are included as part of a PALPresenceAspectResponse, and one or more of the associated Presentities chooses to hide their contact addresses, an empty or undefined contact placeholder corresponding to that Presentity SHALL be supplied by the PAL Server.

	PresenceAspectValue
	A unique Presence Aspect value (e.g. 'contactable', 'optIn', etc).

NOTE: If two or more Presentities are included as part of a PALPresenceAspectResponse, and one or more of those Presentities does not provide a Presence Aspect value, then a Presence Aspect value placeholder SHALL be supplied by the PAL Server.


Table 1: PAL-1i Interface common message parameters

Change 2:  6.2.1.1 PALPresenceContextRequest/6.2.1.2 PALPresenceContextResponse 

6.2.1.1      PALPresenceContextRequest

A PAL Client SHALL issue a ‘PALPresenceContextRequest’ via the PAL-1i Interface, in order to establish a Presence Context with a PAL Server.

The PAL Client SHALL provide request parameters corresponding to the PALPresenceContextRequest as described in the first column of Table 3, and request parameters SHALL be of the data type denoted in the second column of Table 3.  The cardinality of each request parameter SHALL be supported as described in the third column of Table 3.

	Parameter name
	Data type
	Parameter cardinality
	Description

	ServiceID
	String
	1 
	A Service XUI (e.g. Instant Messenger service “sip:friendlychat@example.com”).

	QualityOfService
	String
	0..1
	A parameter which identifies a QoS associated with a Presence Context. Valid QoS parameter values SHALL include:

· “Gold” – highest QoS;

· “Silver” – medium QoS; or

· “Bronze” – lowest QoS.

	PALClientID
	String
	1 
	An identifier used to identify a PAL Client, e.g. “alice@example.com”.  The PALClientID is defined as a URI as described in [RFC3986].

NOTE:  The creation of PALClientID is out of scope of this Enabler.

	Presentity
	String 
	0..N 
	See description in section 6.1 “PAL-1i Interface”.

	Verbose
	Boolean
	0..1
	An indicator which when “true” provides as part of the response, a detailed list of PAL Presence Parameters incorporated as part of the established Presence Context.

NOTE:   If this flag is omitted, parameter ‘Verbose’ is assumed to be “false”.

	PresenceAspect
	String
	0..N
	See description in section 6.1 “PAL-1i Interface”.


Table 3: PALPresenceContextRequest parameters

6.2.1.2      PALPresenceContextResponse

‘PALPresenceContextResponse’ is a message sent to the PAL Client by a PAL Server via the PAL-1i Interface, in order to provide a Presence Context, in response to a ‘PALPresenceContextRequest’ (see section 6.2.1.1).

The PAL Server SHALL provide response parameters as described in the first column of Table 4, and response parameters SHALL be of the data type denoted in the second column of Table 4.  The cardinality of each response parameter SHALL be supported as described in the third column of Table 4.

	Parameter name
	Data type
	Parameter cardinality
	Description

	PresenceContextID
	String
	1 
	See description in section 6.1 “PAL-1i Interface”.

	Version
	String
	0..1
	Version information associated with the Presence Aware Service or Class of Service represented by this Presence Context (e.g. ‘v1.0’).

	PresenceAspect
	String
	0..N
	If a corresponding PALPresenceContextRequest includes ‘Verbose=true’ then the PresenceAspect parameter SHALL include a list of Presence Aspects incorporated as part of the established Presence Context.

See description in section 6.1 “PAL-1i Interface”

	PresenceTrigger
	String
	0..N
	If a corresponding PALPresenceContextRequest includes ‘Verbose=true’ then the PresenceTrigger parameter SHALL include a list of Presence Triggers incorporated as part of the established Presence Context.

See description in section 6.1 “PAL-1i Interface”

	Presentity
	String
	0..N
	See description in section 6.1 “PAL-1i Interface”.

	PresentityContact
	String
	0..N
	See description in section 6.1 “PAL-1i Interface”.

	PresenceAspectValue
	String
	0..N
	See description in section 6.1 “PAL-1i Interface”.


Table 4: PALPresenceContextResponse parameters
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