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1 Reason for Change
This CR proposes to add more details on Presence Aspect/Trigger management, searching and sharing.
2 Impact on Backward Compatibility

N/A.
3 Impact on Other Specifications

N/A.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

OMA PAG WG is kindly requested to review and agree to the following change-request as detailed in the next section.
6 Detailed Change Proposal

Change 1:  Add new section 5.1.8 
5.1.8 Manage Presence Aspect/Trigger

A PAL Client SHALL be able to request the Presence Aspect and Presence Trigger management operation to PAL XDMS. In this case, the PAL Client SHALL function as XDMC described in [XDM_Core] and be able to create, modify or delete user specified Presence Aspect or Presence Trigger.

The PAL Client SHALL support the following:

· XDMC management operations described in [XDM_Core] “XDM Operations using XCAP”;
· PAL Profile Application Usage as specified in [PAL_XDM];
Change 2:  Add section 5.1.9

5.1.9 Search Presence Aspect/Trigger

A PAL Client SHALL be able to request the Presence Aspect and Presence Trigger search operation to PAL XDMS. In this case, the PAL Client SHALL function as XDMC described in [XDM_Core].

The PAL Client SHALL support the following:

· XDM Search operation described in [XDM_Core] “Searching for Data in XML Documents”;
· PAL Profile Application Usage as specified in [PAL_XDM];
Change 3:  Add section 5.1.10

5.1.10 Share Presence Aspect/Trigger

A PAL Client SHALL be able to request the Presence Aspect and Presence Trigger share operation to PAL XDMS. In this case, the PAL Client SHALL function as XDMC described in [XDM_Core].

The PAL Client SHALL support the following:

· XDM Resource Forwarding operation described in [XDM_Core] “XDM Resource Forwarding Operations”;
· PAL Profile Application Usage as specified in [PAL_XDM];
Change 4:  Section 2.1 Normative References 
2.1 Normative References

	3GPP
	

	[3GPP-TS_23.002]
	3GPP TS 23.002 “Network architecture”

URL: http://www.3gpp.org/ftp/Specs/archive/23_series/23.002/

	[3GPP-TS_24.229]
	3GPP TS 24.229 “Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3”,                                                                                       URL: http://www.3gpp.org/ftp/Specs/archive/24_series/24.229/

	OMA
	

	[PAL_AD]
	“Presence Access Layer Architecture”, Open Mobile Alliance™, OMA-AD-PAL-V1_0, 

URL: http://www.openmobilealliance.org/

	[PAL_RD]
	“Presence Access Layer Requirements”, Open Mobile Alliance™, OMA-RD-PAL-V1_0,
URL:http://www.openmobilealliance.org/

	[PAL_XDM]
	“Presence Access Layer XDM Specification”, Open Mobile Alliance™, OMA-TS-PAL_XDM-V1_0,
URL:http://www.openmobilealliance.org/

	[PDE_DDS]
	“Presence SIMPLE Data Specification”, Version 2.0, Open Mobile Alliance™, OMA-DDS-Presence_Data_Ext-V2_0,                                                                                                                                     URL: http://www.openmobilealliance.org/

	[PRS_RD]
	“Presence SIMPLE Requirements”, Version 2.0, Open Mobile Alliance(, OMA-RD-Presence_SIMPLE-V2_0,                                                                                                                                                                URL: http://www.openmobilealliance.org

	[PRS_Spec]
	“Presence SIMPLE Specification”, Version 2.0, Open Mobile Alliance™, OMA-TS-Presence_SIMPLE-V2_0,                                                                                                             

URL: http://www.openmobilealliance.org/

	[PUSH_SIP]
	“Push using SIP”, Version 1.0, Open Mobile Alliance™, OMA-TS-SIP_Push-V1_0,

URL:http://www.openmobilealliance.org/ 

	[SCRRULES]
	“SCR Rules and Procedures”, Open Mobile Alliance™, OMA-ORG-SCR_Rules_and_Procedures, URL:http://www.openmobilealliance.org/

	[XDM_Core]
	“XML Document Management (XDM) Specification”, Version 2.1, Open Mobile Alliance(, OMA-TS-XDM_Core-V2_1,

URL: http://www.openmobilealliance.org/

	IETF
	

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[RFC2616]
	“Hypertext Transfer Protocol -- HTTP/1.1”, R. Fielding, June 1999, 

URL:http://www.ietf.org/rfc/rfc2616.txt

	[RFC3261]
	“Session Initiaton Protocol (SIP)", J. Rosenberg, June 2002,

 URL:http://www.ietf.org/rfc/rfc3261.txt

	[RFC3428]
	“Session Initiation Protocol (SIP) Extension for Instant Messaging”, J. Rosenberg, December 2002,

URL:http://www.ietf.org/rfc/rfc3428.txt 

	[RFC3966]
	“The tel URI for Telephone Numbers”, H. Schulzrinne, December 2004,

URL:http://www.ietf.org/rfc/rfc3966.txt

	[RFC3986]
	“Uniform Resource Identifier (URI): Generic Syntax”, T. Berners-Lee, January 2005,

URL:http://www.ietf.org/rfc/rfc3986.txt

	[RFC4825]
	“The Extensible Markup Language (XML) Configuration Access protocol (XCAP)”, J. Rosenberg, May 2007,

URL:http://www.ietf.org/rfc/rfc4825.txt 

	[RFC5627]
	“Obtaining and Using Globally Routable User Agent (UA) URIs (GRUU) in the Session Initiation Protocol (SIP)”, J. Rosenberg, October 2009, 

URL:http://www.ietf.org/rfc/rfc5627.txt
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