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1 Reason for Change

Prior to OMA Presence/SIMPLE 2.0 gaining approval, a re-review seemed in order to ensure consistency and correctness.  

The purpose of this CR, is to highlight and correct any errors in the reference section of the RLS TS. This includes removing expired/dead IETF drafts, as well as those that have evolved (i.e. either to RFC’s or to updated drafts) and to update the text in sections using the reference.
2 Impact on Backward Compatibility

N/A.
3 Impact on Other Specifications

Not applicable.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

OMA COM-PRS(WA) is requested to review and agree the following changes.
6 Detailed Change Proposal

Change 1:  Section 2 
2. References

2.1 Normative References

	OMA
	

	[PRS_AD]
	“Presence SIMPLE Architecture”, Version 2.0, Open Mobile Alliance(, OMA-AD-Presence_ SIMPLE-V2_0, URL: http://www.openmobilealliance.org/

	[PRS_RLSXDM]
	“Resource List Server (RLS) XDM Specification”, Version 2.0, Open Mobile Alliance(, OMA-TS-Presence_SIMPLE_RLS_XDM-V2_0,                                                                                                                 URL: http://www.openmobilealliance.org/

	[PRS_Spec]
	“Presence SIMPLE Specification”, Version 2.0, Open Mobile Alliance(, OMA-TS-Presence_SIMPLE-V2_0,                                                                                                             URL: http://www.openmobilealliance.org/

	[XDM_Core]
	“XML Document Management Specification”, Version 2.0, Open Mobile Alliance(, OMA-TS-XDM_Core-V2_0,                                                                                                                                                                    URL: http://www.openmobilealliance.org/

	[XDM_List]
	“Shared List XDM Specification”, Version 2.0, Open Mobile Alliance(, OMA-TS-XDM_Shared-V2_0,     URL: http://www.openmobilealliance.org/

	IETF
	

	
	


	[RFC1952]
	IETF RFC 1952 “GZIP file format specification version 4.3”, P. Deutsch, May 1996, 
URL: http://www.ietf.org/rfc/rfc1952.txt

	[RFC2046]
	IETF RFC 2046 “Multipurpose Internet Mail Extensions (MIME) Part Two: Media Types”, N. Freed et. al., Nov 1996,                                                                                                                                                          URL: http://www.ietf.org/rfc/rfc2046.txt

	[RFC2119]
	IETF RFC 2119 “Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, Mar 1997,                     URL: http://www.ietf.org/rfc/rfc2119.txt

	[RFC3265]
	IETF RFC 3265 “Session Initiation Protocol (SIP)-Specific Event Notification”, A. B. Roach, Jun 2002,              URL: http://www.ietf.org/rfc/rfc3265.txt

	[RFC3323]
	IETF RFC 3323 “A Privacy Mechanism for the Session Initiation Protocol (SIP)”, J. Peterson, Nov 2002,  URL: http://www.ietf.org/rfc/rfc3323.txt

	[RFC4474]
	IETF RFC 4474 “Enhancements for Authenticated Identity Management in the Session Initiation Protocol (SIP)”, J. Peterson et al., Aug 2006,                                                                                                                            URL: http://www.ietf.org/rfc/rfc4474.txt

	[RFC4662]
	IETF RFC 4662 “A Session Initiation Protocol (SIP) Event Notification Extension for Resource Lists”, A. B. Roach et al., Aug 2006,                                                                                                                                              URL: http://www.ietf.org/rfc/rfc4662.txt

	[RFC5367]
	IETF RFC 5367 “Subscriptions to Request-Contained Resource Lists in the Session Initiation Protocol (SIP)”, G. Camarillo et al., Oct  2008, 
URL: http://www.ietf.org/rfc/rfc5367.txt 

	[RFC5839]
	IETF RFC 5839 “An Extension to Session Initiation Protocol (SIP) Events for Conditional Event Notification”, A. Niemi, May, 2010, 
URL: http://www.ietf.org/rfc/rfc5839.txt

	[RFC6446]
	IETF RFC 6446 “Session Initiation Protocol (SIP) Event Notification Extension for Notification Rate Control”, A. Niemi et al., Jan 2012, 
URL: http://www.ietf.org/rfc/rfc6446.txt                                                               



	3GPP/3GPP2
	

	[3GPP-TS_23.228]
	3GPP TS 23.228 “IP Multimedia Subsystem (IMS); Stage 2”,                                                                                URL: http://www.3gpp.org/ftp/Specs/archive/23_series/23.228/

	[3GPP-TS_24.109]
	3GPP TS 24.109 “Bootstrapping interface (Ub) and network application function interface (Ua); Protocol details ; Stage 3”,                                                                                                                                                       URL: http://www.3gpp.org/ftp/Specs/archive/24_series/24.109/

	[3GPP-TS_24.229]
	3GPP TS 24.229 “Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3”,                                                                                       URL: http://www.3gpp.org/ftp/Specs/archive/24_series/24.229/

	[3GPP-TS_33.203]
	3GPP TS 33.203 “Access Security for IP-based services”,                                                                                        URL: http://www.3gpp.org/ftp/Specs/archive/33_series/33.203/

	[3GPP2-S.R0086]
	3GPP2 S.R0086 “IMS Security Framework”,                                                                                                          URL: http://www.3gpp2.org/Public_html/specs/index.cfm

	[3GPP2-X.S0013-002]
	3GPP2 X.S0013-002 “All-IP Core Network Multimedia Domain: IP Multimedia Subsystem - Stage 2”,                   URL: http://www.3gpp2.org/Public_html/specs/index.cfm

	[3GPP2-X.S0013-004]
	3GPP2 X.S0013-004 “All-IP Core Network Multimedia Domain: IP Multimedia Call Control Protocol Based on SIP and SDP Stage 3”,                                                                                                                                         URL: http://www.3gpp2.org/Public_html/specs/index.cfm


Change 2:  Update section 5.5
5.5Handling of Event Notification Suppression
The RLS SHALL support event notification suppression according to the procedures described in this section.
If the RLS receives a SUBSCRIBE request including:

· a wildcarded Suppress-If-Match header field using the special "*" entity-tag value as described in [RFC5839] “Generating SUBSCRIBE Requests”.
· 
the RLS SHALL suppress the generation of event notifications until the Subscriber cancels the suppression with a re-SUBSCRIBE request or the subscription state changes.
Change 3:  Update section 5.7

5.7Applying Event Notification Throttling
Subject to rate limitations described below, the RLS SHALL generate notifications when it receives updated resource state information from back-end subscriptions.

The RLS MAY have local throttling configuration settings that limit the rate at which notification are generated (i.e. the shortest time period between two NOTIFY requests). In this case, the RLS SHALL NOT generate NOTIFY requests more often than the throttling configuration dictates, except when generating the notification either upon receipt of a SUBSCRIBE request or upon subscription state changes.  

The RLS SHALL support Subscriber requested event notification throttling. The RLS SHALL follow the notifier procedures described in [RFC6446] “Operation of the Maximum Rate Mechanism; Notifier Behavior”. 


If multiple back-end notifications arrive while rate control restrictions apply, the RLS MAY aggregate those notifications (i.e. combine the resource states into a single NOTIFY request) and transmit them when those restrictions expire.  The mechanism by which multiple notifications are aggregated is described in [RFC4662].
Change 4:  Update section B.1
B.1RLS

	Item
	Function
	Reference
	Requirement

	PRS-CRLS-S-001-M
	Subscriptions to Resource List (PRSv2.0)
	Error! Reference source not found.
	

	PRS-CRLS-S-002-O
	Subscriptions to Request-contained Resource List according to [RFC5367] (PRSv2.0)
	Error! Reference source not found.
	

	PRS-CRLS-S-003-M
	List notifications (PRSv1.1)
	Error! Reference source not found.
	

	PRS-CRLS-S-004-M
	Back-end subscriptions (PRSv1.1)
	Error! Reference source not found.
	

	PRS-CRLS-S-005-O
	Limiting the number of back-end subscriptions (PRSv1.1)
	Error! Reference source not found.
	

	PRS-CRLS-S-006-O
	Conditional back-end subscriptions (PRSv2.0)
	Error! Reference source not found.
	

	PRS-CRLS-S-007-O
	Event notification filtering for the back-end subscriptions (PRSv1.1)
	Error! Reference source not found.
	

	PRS-CRLS-S-008-M
	Handling of event notification suppression for the back-end subscriptions (PRSv2.0)
	Error! Reference source not found.
	

	PRS-CRLS-S-009-O
	Apply event notification throttling according to [RFC6446] for the back-end subscriptions (PRSv2.0)
	Error! Reference source not found.
	

	PRS-CRLS-S-010-O
	Event notification filtering for the list notifications (PRSv1.1)
	Error! Reference source not found.
	

	PRS-CRLS-S-011-M
	Conditional event notifications for the list notifications (PRSv2.0)
	Error! Reference source not found.
	

	PRS-CRLS-S-012-M
	Handling of event notification suppression for the list notifications (PRSv2.0)
	0
	

	PRS-CRLS-S-013-M
	Fetch Resource List from Presence XDMS (PRSv1.1)
	Error! Reference source not found.
	

	PRS-CRLS-S-014-O
	Subscription to Resource List changes (PRSv2.0)
	Error! Reference source not found.
	

	PRS-CRLS-S-015-M
	Fetch URI List(s) from Shared List XDMS (PRSv1.1)
	Error! Reference source not found.
	

	PRS-CRLS-S-016-O
	Subscribe to URI List(s) changes (PRSv2.0)
	Error! Reference source not found.
	

	PRS-CRLS-S-017-M
	Apply event notification throttling according to [RFC6446] for the list notifications (PRSv2.0)
	0
	

	PRS-CRLS-S-018-O
	Compression of NOTIFY body using gzip (PRSv2.0)
	Error! Reference source not found.
	


















































NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.

THIS DOCUMENT IS PROVIDED ON AN "AS IS" "AS AVAILABLE" AND "WITH ALL FAULTS" BASIS.

© 2012 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 1 (of 6)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20120101-I]

© 2012 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 2 (of 6)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20120101-I]

