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1 Reason for Change

This CR specifies message reference creation for different message types
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

SpamRep AHG is kindly asked to review and agree with this CR

6 Detailed Change Proposal

Change 1:  (optional)Brief description of specific change

5.1.1.2 Message Reference
For the purposes of the SpamRep enabler, message reference consists of full or partial message metadata (e.g. message headers) and optionally partial message data. Message reference MAY be further processed by application of a hashing function in order to reduce its size. 
The applied hashing function SHALL be specified in the “reference-type” attribute of the ReportType parameter. Allowed values for this attribute are:

1. “null” – indicates that no hashing function is applied to the message reference
2. “MD4” – indicates that MD4 hashing function as defined in [RFC1320] is applied to the message reference.
3. “MD5” – indicates that MD5 hashing function as defined in [RFC1321] is applied to the message reference.
The SpamRep Server SHALL support both MD4 and MD5 hashing functions. The SpamRep Client SHOULD support both MD4 and MD5 hashing functions. The preferred hashing function SHALL be determined by operator’s policies.
When preparing a Spam Report and the MessageType Parameter is set to “Email” and ReportType is set to “By-Reference”, the SpamRep Client SHALL include the following data in the message reference:
1. All message headers in the order in which they were received.  The structure of the email message is defined in [RFC2822]
When preparing a Spam Report and the MessageType Parameter is set to “SMS” and ReportType is set to “By-Reference”, the SpamRep Client SHALL include the following data in the message reference:
1. The entire SMS-DELIVER PDU as defined in [3GPP-TS_23.040] except for the last field (TP-UD).
When preparing a Spam Report and the MessageType Parameter is set to “MMS” and ReportType is set to “By-Reference”, the SpamRep Client SHALL include the following data in the message reference:
1. The entire M-Notification.ind PDU as defined in [OMA_MMS].
When preparing a Spam Report and the MessageType Parameter is set to “IM” and ReportType is set to “By-Reference”, the SpamRep Client SHALL include the following data in the message reference:
1. Entire message including both Content and metadata.
Change 2:  Adding references
2.1 Normative References

	[RFC1320]
	IETF RFC 1320 “The MD4 Message-Digest Algorithm”, R. Rivest, April 1992,
URL: http://www.ietf.org/rfc/rfc1320.txt

	[RFC1321]
	IETF RFC 1321 “The MD5 Message-Digest Algorithm”, R. Rivest, April 1992,
URL: http://www.ietf.org/rfc/rfc1321.txt

	[RFC2822]
	IETF RFC 1321 “Internet Message Format”, P. Resnick, April 2001,
URL: http://www.ietf.org/rfc/rfc2822.txt

	[3GPP-TS_23.040]
	3GPP TS 23.040 “Technical Specification Group Core Network and Terminals;Technical realization of the Short Message Service (SMS)”,
URL: http://www.3gpp.org/ftp/Specs/archive/23_series/23.040/
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