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1 Reason for Change

This contribution (sister contribution to OMA-PAG-2004-0xx7) proposes to:

· Add reference point GM-1 which is missing from Figure 4 (SIMPLE Presence Reference Architecture), and 

· Update the labeling of the reference points in Section 6.1.1.2 (Presence User Agent) to align with those in Figure 4.  
2 Impact on Backward Compatibility

n/a

3 Impact on Other Specifications

n/a

4 Intellectual Property Rights

None known.

5 Recommendation

Approve this CR and incorporate the proposed changes to the current OMA Presence AD.
6 Detailed Change Proposal

6. Architectural Model
(Informative)

The following figure illustrates the OMA Presence architecture
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Figure 4-SIMPLE Presence Reference Architecture

Elements shown in bold are defined in this architecture document.  The remaining elements are external to this specification.

The access network used by the Presence architecture may include any radio or other access as well as the other nodes required to gain IP connectivity and IP mobility.

6.1.1 System and Subsystem Descriptions

6.1.1. Presence Functional Entities

:


:


:

6.1.1.2 Presence User Agent

The Presence User Agent (PUA) SHALL perform the following functions:

· Collect presence information associated with a presentity representing a principal.

· Assemble the presence information in the format defined for the PRS-2 reference point.

· Send the presence information to the PS over the PRS-1 and PRS-2 reference points.

· Manage the Subscription Authorisation Policy.

Handle any necessary interworking required to support terminals that do not support the PRS-1 reference point.

· Identify itself uniquely among other PUAs of the same presentity when publishing presence information.

The PUA may be located in the user’s terminal or within a network entity.
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