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1 Reason for Change

Update based on the recently published 3GPP2 references.
Addition of the “3GPP2 MMD Default Codecs” reference (equivalent of 3GPP TS 26.141).
2 Impact on Backward Compatibility

N/A
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To adopt the changes proposed in Section 6.
6 Detailed Change Proposal
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---------------------next change in 5.1.1.2--------------------------

Handling of large objects

The Presence Source MAY implement the ‘multipart/related’ content type as described in [RFC2387], in order to aggregate other MIME objects with the ‘application/pidf-diff+xml’ content type. 

If a presence attribute has a value of a refernce to a MIME object, the Presence Source can either:

· Use the content indirection mechanism as defined in [CONTENTIND] and upload the content to to the Content Server; or

· Send the MIME object directly together with the presence document by utilising the ‘multipart/related’ content-type in the PUBLISH request.

The MIME object format SHALL conform to [3GPP TS 26.141] and [3GPP2 C.P0071-0].

---------------------next change in 10.4.11.1--------------------------

Description

The “Icon” building block provides a small image that the presentity may chose, such that the watcher’s terminal can use this information to represent the presentity in a graphical user interface.  

Presentities SHOULD provide images of sizes and aspect ratios that are appropriate for mobile devices. 

The “Icon” SHALL be expressed in one of the following image formats:  JPEG, PNG and GIF, as described in [3GPP TS 26.141] and [3GPP2 C.P0071-0].

7 References

None.
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