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1 Reason for Change

The new version of the IETF draft draft-ietf-simple-partial-notify-08 is now available. The changes to the previous version are available at: 

http://tools.ietf.org/wg/simple/draft-ietf-simple-partial-notify/draft-ietf-simple-partial-notify-08-from-07.diff.html
The new version of the IETF draft draft-ietf-simple-partial-pidf-format-07 is now available. The changes to the previous version are available at:
http://tools.ietf.org/wg/simple/draft-ietf-simple-partial-pidf-format/draft-ietf-simple-partial-pidf-format-07-from-06.diff.html
The new version of the IETF draft draft-ietf-simple-partial-publish-05 is now available. The changes to the previous version are available at:

http://tools.ietf.org/wg/simple/draft-ietf-simple-partial-publish/draft-ietf-simple-partial-publish-05-from-04.diff.html
The new version of the IETF draft draft-ietf-simple-xcap-diff-04 is now available. The changes to the previous version are available at: 

http://tools.ietf.org/wg/simple/draft-ietf-simple-xcap-diff/draft-ietf-simple-xcap-diff-04-from-03.diff.html
The changes are:

* updated XML reference to 2004 version

* replaced I-D references with RFCs that have been published

* removed section on usage with packages

* fixed schema bug which allowed only one document element

* added processcontents=lax to extension points

* changed xml-patch-ops reference to its URN

The new version of the IETF draft draft-ietf-simple-presence-rules-08 is now available. The changes to the previous version are available at: 

http://tools.ietf.org/wg/simple/draft-ietf-simple-presence-rules/draft-ietf-simple-presence-rules-08-from-07.diff.html
The changes are:

* clarified the reasoning why anonymous digest doesn't count as

   authenticated, but anonymous RFC 4474 does. Text says:

<t>

An anonymous From header field with RFC 4474 <xref target="RFC4474"/>

is considered authenticated, while anonymous digest is not considered

authenticated, because the former still involves the usage of an

actual username and credential as part of an authentication operation

in the originating domain.

</t>

* a bug was identified in extensibility for the sub-handling

   element. The text says you an extend it with new values, but this is

   contradited by the schema (which doesnt allow that) and the

   guidelines on extensibility. Consequently, I removed the offending

   text which says that the values for sub-handling are extensible. THe

   text says instead:

<t>

Future specifications that wish to define new types of actions MUST

define an entirely new action (separate from &lt;sub-handling&gt;),

and define their own set of values for that action. A document could

contain both &lt;sub-handling&gt; and a subscription handling action

defined by a future specification; in that case, since each action is

always a positive grant of information, the resulting action is the

least restrictive one across both elements.

</t>

* mention in section 4 that a user can have multiple authorization

   documents and that the rules for their composition are in the

   geopriv common policy spec

* mention in security considerations section the privacy properties of

   authorization documents:

<t>

Authorization documents themselves exist for the purposes of providing

a security function - privacy. The SIP presence specifications <xref

target="RFC3856"/> require

the usage of an authorization function prior to the granting of

presence information, and this specification meets that

need. Presence authorization documents inherit the privacy properties

of the common policy format on which they are based. This format has

been designed to be privacy-safe, which means that failure of the

presence server to obtain or understand an authorization document can

never reveal more information than is desired about the user, only

less. This is a consequence of the fact that all permissions are

positive grants of information, and not negative grants.

</t>

* based on the discussions last IETF, with the decision to drop

   xcap-policy-caps, we had a need for an alternate way for the client

   to know the capabilities of the server. It was decided to handle

   this by including the namespaces for the permission extensions known

   by the presence server, in the list of supported capabilities in the

   xcap-caps document. I've added a paragraph in the schema

   extensibility section which describes this:

<t>

When extensions are made to the set of permissions, it becomes

necessary for the agent constructing the permission document

(typically a SIP user agent, though not necessarily) to know which

permissions are supported by the server. This allows the agent to know

how to build a document which results in the desired behavior, since

unknown permissions would be ignored by the server. To handle this,

when presence authorization documents are transported using XCAP, the

XCAP capabilities document stored at the server SHOULD contain the

namespaces for the permissions supported by the presence server. This

way, an agent can query for this list prior to constructing a

document.

</t>

* updated references with published RFC, removed reference to

   xcap-policy-caps

In informative references the draft-ietf-lemonade-profile-bis has version 4 now. 
Small editorial changes are included.
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The recommendation is to agree the changes proposed in chapter 6.
6 Detailed Change Proposal

Change 1:  Update of references
2
References

2.1
Normative References

	OMA
	

	[OMA-DM-v1-1-2]
	OMA Device Management, V1.1.2 (based on SyncML DM), OMA-DM-V1_1_2

URL:http://www.openmobilealliance.com/

	[OMA-DM-v1-2]
	OMA Device Management, V1.2 ( based on SyncML DM), OMA-DM-V1_2

URL:http://www.openmobilealliance.com/

	[OMNA]
	Open Mobile Naming Authority, Open Mobile Alliance(
http://www.openmobilealliance.org/tech/omna/

	[PRES_V1]
	“OMA Presence SIMPLE”, Version 1.0, OMA-ERP-Presence_ SIMPLE-V1_0

	[PRESAD]
	“Presence using SIMPLE”, Version 2.0, OMA-AD-Presence_ SIMPLE-V2_0, URL:http://www.openmobilealliance.org/

	[PRESMO]
	“OMA Management Object for SIMPLE Presence”, Version 1.0, Open Mobile Alliance(, OMA-TS-Presence_SIMPLE_MO-V1_0, URL:http://www.openmobilealliance.org/.

	[PRESREQ]
	“Presence Requirements”, Version 2.0,  OMA-RD-Presence_SIMPLE-V2_0, URL:http://www.openmobilealliance.org/

	[PRESXDM]
	“Presence XDM Specification”, Draft Version 2.0, OMA-TS-Presence_SIMPLE_XDM- V2_0, URL:http://www.openmobilealliance.org/

	[PRESAC]
	“Presence Application Characteristics file of Presence V1.0”, Version 1.0, Open Mobile Alliance(, OMA-SUP-AC_ap0002_presence-V1_0, URL:http://www.openmobilealliance.org/

	 [Provisioning Content] 
	OMA – Provisioning Content V1.1, URL:http://www.openmobilealliance.org/

	[RLSXDM]
	“RLS XDM Specification”, Draft Version 2.0, OMA-TS-Presence_SIMPLE_RLS_XDM- V2_0, URL:http://www.openmobilealliance.org/

	[SharedXDM]
	“Shared XDM Specification”, Draft Version 2.0, OMA-TS-XDM_Shared-V2_0, URL:http://www.openmobilealliance.org/

	[XDMSPEC]
	“XML Document Management Specification”, Draft Version 2.0, OMA-TS-XDM_Core-V2_0, URL:http://www.openmobilealliance.org/

	[XSD_PRSPIDF_V1]
	“OMA-defined PIDF extensions”, Version 1.0, Open Mobile Alliance(, OMA-SUP-XSD_prs_pidf_omaext -V1_0, URL: http://www.openmobilealliance.org/tech/profiles/

	[XSD_PRSPIDF]
	“OMA-defined PIDF extensions 2”, Draft Version 1.0, Open Mobile Alliance(, OMA-SUP-XSD_prs_pidf_omaext2-V1_0-20060824-D, URL: http://www.openmobilealliance.org/tech/profiles/

	IETF
	

	[FILTER]
	“Functional Description of Event Notification Filtering”, H.Khartabil et al., Mar. 2005 (http://www.ietf.org/internet-drafts/draft-ietf-simple-event-filter-funct-05.txt)

Note: IETF Draft work in progress

	[FILTERFORMAT]
	“An Extensible Markup Language (XML) Based Format for Event Notification Filtering”, H.Khartabil et al., Mar. 2005 (http://www.ietf.org/internet-drafts/draft-ietf-simple-filter-format-05.txt)

Note: IETF Draft work in progress

	[PARFORMAT]
	“Presence Information Data format (PIDF) Extension for Partial Presence”, M. Lonnfors et al., July 21, 2006, (http://www.ietf.org/internet-drafts/draft-ietf-simple-partial-pidf-format-07.txt)

Note: IETF Draft work in progress

	[PARNOT]
	Session Initiation Protocol (SIP) extension for Partial Notification of Presence Information”, M.Lonnfors et al., July 6 2006, (http://www.ietf.org/internet-drafts/draft-ietf-simple-partial-notify-08.txt)

Note: IETF Draft work in progress

	[PARPUBLISH]
	" Publication of Partial Presence Information", M.LonnforsA. Niemi et al., July 20, 2006, (http://www.ietf.org/internet-drafts/draft-ietf-simple-partial-publish-05.txt)

Note: IETF Draft work in progress

	[PRESRULES]
	“Presence Authorization Rules”, J. Rosenberg, October 22,, 2006, (http://www.ietf.org/internet-drafts/draft-ietf-simple-presence-rules-08.txt)

Note: IETF Draft work in progress

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, (:http://www.ietf.org/rfc/rfc2119.txt)

	[RFC2234]
	“Augmented BNF for Syntax Specifications: ABNF”. D. Crocker, Ed., P. Overell. November 1997, (http://www.ietf.org/rfc/rfc2234.txt)

	[RFC2246]
	“The TLS Protocol Version 1.0”, T. Dierks et al., January 1999, RFC 2246, (http://www.ietf.org/rfc/rfc2246.txt)

	[RFC2387]
	“The MIME Multipart/Related Content-type”, E. Levinson, Aug. 1998, RFC 2387, (http://www.ietf.org/rfc/rfc2387.txt)

	[RFC2396]
	“Uniform Resource Identifiers (URI): Generic Syntax”, T.Berners-Lee et al., Aug. 1998, RFC 2396, (http://www.ietf.org/rfc/rfc2396.txt)

	[RFC2616]
	“Hypertext Transfer Protocol -- HTTP/1.1”, URL:http://www.ietf.org/rfc/rfc2616.txt

	[RFC2778]
	“A Model for Presence and Instant Messaging”, M. Day et al., Feb. 2000, RFC 2778, (http://www.ietf.org/rfc/rfc2778.txt) 

	[RFC2779]
	“Instant Messaging / Presence Protocol Requirements “, M.Day et al., Feb 2000, RFC 2779, 

(http://www.ietf.org/rfc/rfc2779.txt)

	[RFC2818]
	“HTTP Over TLS”, E. Rescorla, May 2000, RFC 2818, (http://www.ietf.org/rfc/rfc2818.txt)

	[RFC3261]
	"Session Initiaton Protocol (SIP)", Rosenberg, J., Schulzrinne, H., Camarillo, G., Johnston, A., Peterson, J., Sparks, R., Handley, M. and E. Schooler,June 2002, RFC 3261, (http://www.ietf.org/rfc/rfc3261.txt)

	[RFC3265]
	“Session Initiation Protocol (SIP)-Specific Event Notification”, A.B.Roach, June 2002, RFC 3265, (http://www.ietf.org/rfc/rfc3265.txt)

	[RFC3320]
	“Signaling Compression (SigComp)”, Price, R., et al., Jan. 2003, RFC 3320, (http://www.ietf.org/rfc/rfc3320.txt)

	[RFC3323]
	“A Privacy Mechanism for the Session Initiation Protocol (SIP)”, Peterson, J.,  Nov. 2002, RFC 3323, (http://www.ietf.org/rfc/rfc3323.txt)

	[RFC3325]
	“Private Extensions to the Session Initiation Protocol (SIP) for Asserted Identity within Trusted Networks”, Jennings, C., et al, Nov. 2002, RFC 3325, (http://www.ietf.org/rfc/rfc3325.txt)

	[RFC3485]
	“The Session Initiation Protocol (SIP) and Session Description Protocol (SDP) Static Dictionary for Signaling Compression (SigComp)”, Garcia-Martin, M.,  et al.,Feb. 2003, RFC 3485, (http://www.ietf.org/rfc/rfc3485.txt) 

	[RFC3486]
	“Compressing the Session Initiation Protocol (SIP)”, Camarillo, G.,  Feb. 2003, RFC 3486, (http://www.ietf.org/rfc/rfc3486.txt)

	[RFC3856]
	“A Presence Event Package for the Session Initiation Protocol (SIP)”, J.Rosenberg, Jan. 2003, RFC 3856, (http://www.ietf.org/rfc/rfc3856.txt)

	[RFC3857]
	“A watcher Information Event Template-Package for the Session Initiation Protocol (SIP)”, J.Rosenberg, Aug. 2004, RFC 3857, (http://www.ietf.org/rfc/rfc3857.txt)

	[RFC3858]
	“An Extensible Markup Language (XML) Based Format for Watcher Information”, J.Rosenberg, Aug. 2004, RFC 3858, (http://www.ietf.org/rfc/rfc3858.txt)

	[RFC3859]
	“Common Profile for Presence (CPP)”, J.Peterson, Aug. 2004, RFC 3859, (http://www.ietf.org/rfc/rfc3859.txt)

	[RFC3863]
	“Presence Information Data Format (PIDF)”, H.Sugano et al., Aug 2004 (http://www.ietf.org/rfc/rfc3863.txt)

	[RFC3903]
	”An Event State Publication Extension to the Session Initiation Protocol (SIP) “, A. Niemi, Oct. 2004,  (http://www.ietf.org/rfc/rfc3903.txt)

	[RFC4119]
	“Presence-based GEOPRIV Location Object Format”, J. Peterson, Dec. 2005, (http://www.ietf.org/rfc/rfc4119.txt)

	[RFC4122]
	“A Universally Unique IDentifier (UUID) URN Namespace”, P.Leach et al., July 2005, (http://www.ietf.org/rfc/rfc4122.txt)

	[RFC4479]
	“A Data Model for Presence”, J. Rosenberg, Jul 2006
(http://www.ietf.org/rf/rfc4479.txt)

	[RFC4480]
	“RPID: Rich Presence Extensions to the Presence Information Data Format (PIDF)”, H. Schulzrinne et al., July 2006, (http://www.ietf.org/rfc/rfc4480.txt)

	[RFC4483]
	"A Mechanism for Content Indirection in Session Initiation Protocol (SIP) Messages", E. Burger, Ed, May 2006 ,URL: http://www.ietf.org/rfc/rfc4483.txt

	[RFC4662]
	“A Session Initiation Protocol (SIP) Event Notification Extension for Resource Lists”, A. B. Roach et al., August 2006, (http://www.ietf.org/rfc/rfc4662.txt)

	[XCAP_Diff]
	“An Extensible Markup Language (XML) Document Format for Indicating Changes in XML Configuration Access Protocol (XCAP) Resources”, J. Rosenberg, October 17, 2006, (http://www.ietf.org/internet-drafts/draft-ietf-simple-xcap-diff-04.txt)

Note: IETF Draft work in progress

	3GPP/3GPP2
	

	[3GPP TS 22.228]
	“Service requirements for the Internet Protocol (IP) multimedia core network subsystem; Stage 1”, 3GPP TS 22.228, Release 6, 2005

	[3GPP TS 23.228]
	“IP Multimedia Subsystem (IMS); Stage 2”, 3GPP TS 23.228, Release 6,  2005

	[3GPP TS 24.109]
	“Bootstrapping interface (Ub) and network application function interface (Ua); Protocol details ; Stage 3”, 3GPP TS 24.109, Release 6

	[3GPP TS 24.141]
	“Presence service using the IP Multimedia (IM) Core Network (CN) subsystem; Stage-3“, 3GPP TR 24.141, Release 6, 2005 

	[3GPP TS 24.229]
	“Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3”, 3GPP TS 24.229, Release 6, 2005

	[3GPP TS 26.141]
	“IP Multimedia System (IMS) Messaging and Presence; Media formats and codecs (Release 6)”, 3GPP, 2005

	[3GPP TS 32.240]
	“Charging management; Charging architecture and principles”,3GPP TS 32.240, Release 6, 2005

	[3GPP TS 32.260]
	“Charging Management; IP Multimedia Subsystem (IMS) Charging”, 3GPP TS 32.260, Release 6, 2005

	[3GPP TS 33.141]
	“Presence Service; Security”, 3GPP TS 33.141, Release 6, 2004

	[3GPP TS 33.203]
	“Access Security for IP-based services”, 3GPP TS 33.203, Release 6, 2005

	[3GPP2 C.P0071-0]
	“IP Multimedia Domain(MMD) Codecs and Transport Protocols”, Revision 0, Version 1.0, 3GPP2, 2005

	[3GPP2 S.R0086-A]
	“IMS Security Framework”, Revision A, Version 1.0, 3GPP2, 2004

	[3GPP2 X.P0027-002-0]
	“Presence Security”, Revision 0, Version 1.0, 3GPP2, 2005

Note: Work in progress, estimated availability January 2006.

	[3GPP2 X.P0027-003-0]
	“Presence Service using IP Multimedia Core Network Subsystem; Stage 3”, Revision 0, Version 1.0, 3GPP2, 2005

Note: Work in progress, estimated availability January 2006.

	[3GPP2 X.S0013-002-A]
	“All-IP Core Network Multimedia Domain: IP Multimedia Subsystem - Stage 2”, Revision A, Version 1.0, 3GPP2, 2005



	[3GPP2 X.S0013-004-A]
	“All-IP Core Network Multimedia Domain: IP Multimedia Call Control Protocol Based on SIP and SDP Stage 3”, Revision A, Version 1.0, 3GPP2, 2005

	[3GPP2 X.S0013-007-0]
	“All-IP Core Network Multimedia Domain: IP Multimedia Subsystem - Charging Architecture”, Revision A, Version 1.0, 3GPP2, 2005

	[3GPP2 X.S0013-008-A]
	“All-IP Core Network Multimedia Domain: IP Multimedia Subsystem – Offline Accounting, Information Flows and Protocol”, Revision A, Version 1.0, 3GPP2, 2005


2.2
Informative References

	[3GPP TS 22.141]
	“Presence Service; Stage 1”, 3GPP TS 22.141 Release 6,  2005

	[3GPP TS 23.141]
	 “Presence Service; Architecture and functional description”, 3GPP TS 23.141, Release 6, 2005

	[3GPP TS 23.218]
	“IP Multimedia (IM) session handling; IM call model; Stage 2”, 3GPP TS 23.218 Release 6,  2005

	[3GPP TS 29.228]
	“IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents”, 3GPP TS 29.228 Release 6 2005

	[3GPP2 S.R0062-0]
	"Presence for Wireless Systems Stage 1 Requirements", Revision 0, Version 1.0,  2002

	[3GPP2 X.P0027-004-0]
	“Network Presence”, Revision 0, Version 1.0, 3GPP2, 2005

Note: Work in progress, estimated availability January 2006.

	[3GPP2 X.S0013-003-A]
	“All-IP Core Network Multimedia Domain: IP Multimedia (IMS) session handling; IP Multimedia (IM) call model; Stage 2”, Revision A, Version 1.0, 2005

	[3GPP2 X.S0013-006-A]
	“All-IP Core Network Multimedia Domain: Cx Interface based on the Diameter Protocol; Protocol Details”, Revision A, 2005

	[3GPP2 X.S0027-001-0]
	“Presence Service; Architecture and functional description”, Revision 0, Version 1.0, 3GPP2, 2004

	[3GPP TS 03.40]
	“Technical realization of the Short Message Service (SMS)”, 3GPP TS 03.40 Release 1998

	[3GPP2 X.S0004-641-E]
	“Short Message Service”, Revision 1, Version 1.0, 3GPP2, 2005

	[3GPP TS 23.140]
	“Multimedia Messaging Service (MMS); Functional description; Stage 2”, 3GPP TS 23.140 Release 6

	[3GPP2 X.S0016-000-B]
	“3GPP2 MMS Specification Overview Multimedia Messaging System Specification - Revision B”, Revision B, Version 1.0, 3GPP2, 2004

	[RFC2368]
	“The mailto URL Scheme”, P. Hoffman, L. Masinter, J. Zawinski, July 1998, RFC2368, (URL: http://www.ietf.org/rfc/rfc2368.txt)

	[RFC3966]
	“The tel URI for Telephone Numbers”, H. Schulzrinne, December 2004, RFC3966, (URL: http://www.ietf.org/rfc/rfc3966.txt)

	[LEMONADE-PROF]
	“LEMONADE profile bis”, S. Maes, Ed. et. al., October 19 2006, (URL: http://www.ietf.org/internet-drafts/draft-ietf-lemonade-profile-bis-04.txt)
Note: IETF Draft work in progress

	[SMS-SERVICE]
	“Registration of GSTN SMS Service Qualifier”, E. Wilde, February 2006, (URL: http://www.ietf.org/internet-drafts/draft-wilde-sms-service-11.txt)

Note: IETF Draft work in progress

	[SMS-URI]
	“URI scheme for GSM Short Message Service”, E. Wilde, A.Vaha-Sipila, February 2006, (URL:http://www.ietf.org/internet-drafts/draft-wilde-sms-uri-11.txt)

Note: IETF Draft work in progress

	[SMS-URI-REG]
	“Registration Request for SMS URI Scheme”, E. Wilde, March 2006, (URL: http://www.ietf.org/internet-drafts/draft-wilde-sms-uri-registration-00.txt)

Note: IETF Draft work in progress

	[OMA-GS-AD]
	“Game Services Architecture”, Version 1.0, OMA-AD-Game-Services-V1_0-20060210-D, URL:http://www.openmobilealliance.org/

	[OMA-IM-AD]
	“Instant Messaging using SIMPLE Architecture”, Version 1.0.0, OMA-AD-IM_SIMPLE-V1_0_0-20060117-D.doc, URL:http://www.openmobilealliance.org/

	[OMA-IM-TS]
	“Instant Messaging using SIMPLE – Specification”, Draft Version 1.0.0, OMA-TS-IM_SIMPLE-V1_0_0-20060421-D, URL: http//www.openmobilealliance.org/

	[OMA-IMPS-AD]
	“IMPS Architecture”, Version 1.3, OMA-AD-IMPS-V1_3-20051011-C, URL: http//www.openmobilealliance.org/

	[OMA-IMPS-CSP]
	“Client-Server Protocol Session and Transactions”, Version 1.3, OMA-TS-IMPS-CSP-V1_3-20060419-D.zip, URL :http://www.openmobilealliance.org/

	[OMA-MEM-AD]
	“Mobile Email Architecture “, Draft version 1.0, OMA-AD-Mobile-Email-V1_0_0-20060314-D.zip, URL: http://www.openmobilealliance.org

	[OMA-PoC-AD]
	“Push to talk over Cellular (PoC) - Architecture”, Draft version 2.0, OMA-AD-PoC-V2_0-20060425-D.zip, URL: http://www.openmobilealliance.org

	[OMA-PoC-CP-TS]
	“OMA PoC Control Plane”, OMA-TS-PoC-ControlPlane-V1_0-20060127-C, URL:http//www.openmobilealliance.org/














NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.

THIS DOCUMENT IS PROVIDED ON AN "AS IS" "AS AVAILABLE" AND "WITH ALL FAULTS" BASIS.

© 2006 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 1 (of 9)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20060101-I]

© 2006 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 8 (of 9)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20060101-I]

