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1 Reason for Change

The PRS2 RD specifies charging requirements and purpose of this CR is to suggest the use the OMA charging enabler as one mechanism to meet those requirements. 
The Charging Enabler AD provides a mechanism to allow OMA enablers to report potentially chargeable events upon which the charging enabler will generate charge detail records for billing activities. The Charging Enabler AD describes three interfaces to support Online Charging, Offline Charging and online/off line charging determination, although the latter will be dropped in the first release.
R01: Editorial changes in the figure for better view.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Approve the proposed changes.
6 Detailed Change Proposal

2.   References

2.1   Informative References

	OMA:

	[OMA-CHARGING]
	“Charging Architecture”, Version 1.0, Open Mobile Alliance(, OMA-AD-Charging-V1_0, URL: http://www.openmobilealliance.org

	[OMA-DICT]
	“Dictionary for OMA Specifications”, Version 2.4, Open Mobile Alliance(, OMA-ORG-Dictionary-V2_4, URL: http://www.openmobilealliance.org

	[OMA DM]
	OMA Device Management, V1.1.2 ( based on SyncML DM)

	[OMA PRESRD]
	“Presence Requirements“,OMA-RD_Presence-V2_0, URL:http://www.openmobilealliance.org

	[OMA PROAD]
	OMA – Provisioning Architecture Overview V1.1

	[OMA PROCONT]
	OMA – Provisioning Content V1.1

	[OMA PROSEC]
	OMA -  Provisioning Bootstrap V1.1

	[OMA PROUA]
	OMA – Provisioning User Agent Behaviour V1.1

	[OMA XDMAD]
	“XML Document Management (XDM) Architecture, V 1.0”, Open Mobile Alliance

	IETF:

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner. March 1997,
(http://www.ietf.org/rfc/rfc2119.txt)

	[RFC2778]
	“A Model for Presence and Instant Messaging”, M. Day et al., Feb. 2000, RFC 2778, (http://www.ietf.org/rfc/rfc2778.txt) 

	[RFC3265]
	“Session Initiation Protocol (SIP)-Specific Event Notification”, A.B.Roach, June 2002, RFC 3265, (http://www.ietf.org/rfc/rfc3265.txt)

	[RFC3856]
	“A Presence Event Package for the Session Initiation Protocol (SIP)”, J.Rosenberg, Aug. 2004, RFC3856, (http://www.ietf.org/rfc/rfc3856.txt)

	[RFC3863]
	“Presence Information Data Format (PIDF)”, H.Sugano et al., Aug 2004 (http://www.ietf.org/rfc/rfc3863.txt)

	[RFC4483]
	"A Mechanism for Content Indirection in Session Initiation Protocol (SIP) Messages", E. Burger, Ed, May 2006 ,URL: http://www.ietf.org/rfc/rfc4483.txt

	3GPP / 3GPP2

	[3GPP TS 23.141]
	 “Presence Service; Architecture and functional description”, 3GPP TS 23.141, Release 6,   2005

	[3GPP TS 23.228]
	“IP Multimedia Subsystem (IMS); Stage 2”, 3GPP TS 23.228, Release 6, 2005  

	[3GPP TS 24.141]
	“Presence service using the IP Multimedia (IM) Core Network (CN) subsystem; Stage-3“, 3GPP TS 24.141, Release 6, 2005

	[3GPP TS 33.222]
	“Generic Authentication Architecture (GAA);

Access to network application functions using Hypertext Transfer Protocol over Transport Layer Security (HTTPS)” 3GPP TS 33.222, Release 6, 2006

	[3GPP2 X.P0027-003-0]
	“Presence Service using IP Multimedia Core Network Subsystem; Stage 3”, Revision 0, Version 1.0, 3GPP2, 2005

Note: 3GPP2 Work in progress

	[3GPP2 X.S0013-002-A]
	“All-IP Core Network Multimedia Domain:  IP Multimedia Subsystem - Stage 2”, Revision A, Version 1.0, 3GPP2, 2005

	[3GPP2 X.S0027-001-0]
	“Presence Service; Architecture and functional description”, Revision 0, Version 1.0, 3GPP2, 2004




3.2   Definitions

	Chargeable Event
	A service request or service delivery that has taken place, and can be specified and recorded. [OMA-DICT]

	Context  Collaboration Model
	An extension of the Context Model. It expands on the Context Model by describing the interactions (collaborations) between the entities of this architecture and external entities (e.g. entities in other architectures).

	Contextual Item
	A logical entity in an architecture

	Context Model
	A model that identifies all contextual items relevant to understanding architecture.

	Presence Information
	Defined in [OMA PRESRD]

	Presence Information Element
	Defined in [OMA PRESRD]

	Presence Reference Architecure
	Replaced instances of “Presence Reference Architecture” with “Presence Architecture” and delete the definition.

	Presence Source
	Defined in [OMA PRESRD]

	Presentity
	Defined in [OMA PRESRD]

	Watcher
	Defined in [OMA PRESRD]


6.1.7   Charging
Appropriate charging mechanisms may need to be provided by the underlying network or other suitable entities in order to support the charging requirements described in [OMA_PRESRD]. One such mechanism is through the OMA Charging Enabler [OMA-CHARGING], described in the following section.

Description of how charging is performed is beyond the scope of the present specification.
6.1.7.1   Support of Charging through the OMA Charging Enabler
The OMA Charging Enabler [OMA-CHARGING] coordinates charging data triggers and flow from OMA enablers into an underlying charging infrastructure, supporting on-line and off-line charging.  Presence entities that may optionally report Chargeable Events are:

· Presence Server
· Resource List Server
· Presence XDMS
· RLS XDMS
· Content Server
The above mentioned entities act as Charging Enabler Users as defined in [OMA-CHARGING], and figure 2 shows the reference points between these entities and the charging enabler. Two reference points are currently supported by the Charging Enabler, CH-1 for offline charging and CH-2 for on line charging. These are described in [OMA-CHARGING].
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Figure 2 Support of charging through the OMA Charging Enabler
Elements shown in bold are defined in this architecture document.  The remaining elements are external to this specification.
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