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 2: Bug Fix
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1 Reason for Change
Generic cleanup for OMA-DDS-Presence_Data_Ext-V1_0
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation
Approve the proposed changes in the attachment.
6 Detailed Change Proposal
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1. Scope




This document provides data extensions for the OMA Presence SIMPLE enabler [PRES ERELD].

2. References


























2.1 Normative References


		[RFC2119]

		“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt



		[PRES ERELD]

		“Enabler Release Definition for OMA Presence SIMPLE”, Version 1.1, Open Mobile Alliance(, OMA-ERELD-Presence_SIMPLE-V1_1, URL:http://www.openmobilealliance.org/



		[PRES TS]

		“Presence SIMPLE Specification”, Version 1.1, Open Mobile Alliance(, OMA-TS-Presence_SIMPLE-V1_1, URL:http://www.openmobilealliance.org/



		[3GPP TS 24.229]

		“Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3”, 3GPP TS 24.229, Release 6



		[3GPP2 X.S0013-004-A]

		“All-IP Core Network Multimedia Domain: IP Multimedia Call Control Protocol Based on SIP and SDP Stage 3”, Revision A, Version 1.0, 3GPP2



		





2.2 Informative References

2.3 

2.4 

		[OMADICT]

		“Dictionary for OMA Specifications”, Version x.y, Open Mobile Alliance™,
OMA-ORG-Dictionary-Vx_y, URL:http://www.openmobilealliance.org/



		[RFC4479]

		“A Data Model for Presence”, J. Rosenberg, Jul 2006
(http://www.ietf.org/rf/rfc4479.txt)



		

		



		





3. Terminology and Conventions


3.1 Conventions




The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].


All sections and appendixes, except “Scope” and “Introduction”, are normative, unless they are explicitly indicated to be informative.








3.2 Definitions













		Presence Information Element

		See [PRES TS]



		

		



		





Abbreviations





		

		



		IETF

		Internet Engineering Task Force



		IMS

		IP Multimedia Subsystem



		OMA

		Open Mobile Alliance



		PAG

		Presence and Availabilty



		PIDF

		Presence Information Data Format



		SIMPLE

		SIP Instant Message and Presence Leveraging  Extensions



		URN

		Uniform Resource Name



		WG

		Working Group



		XML

		eXtensible Markup Language



		

		



		





4. Introduction




· 

· 

· 

· 



This document provides data extensions for the OMA Presence SIMPLE enabler [PRES ERELD]. Section 10 of the Presence Specification [PRES TS] defines the presence document content based on the IETF presence data model [RFC4479] extending it with OMA specific PIDF extensions.

This document includes further extensions to the above mentioned OMA defined presence data model or defines actual mappings or values for the Presence Information Elements defined in section 10 of the Presence Specification [PRES TS].

5. Justification


6. Void.



7. PIDF extensions



This section includes PIDF extension packages to the OMA defined presence data model [PRES TS]. New extension packages are created based on Input Contributions reviewed and agreed by the OMA PAG WG. A template for creating such Input Contributions is available from Appendix B.

Each PIDF extension package has a reserved Namespace URN and includes a number of Presence Information Elements with XML schema definition. Every Presence Information Element SHALL be described according to the following template:


· Description


· Mapping to presence data model


· Mapping to PIDF


· Watcher Processing 


· Limitations


7.1 







































7.1.1 

7.1.2 

7.1.3 

8. Registry for Presence Information Elements

This section includes mappings and values associated with Presence Information Elements definedin [PRES TS]. New mappings or values are created based on Input Contributions reviewed and agreed by the OMA PAG WG.

8.1 Network Availability

This section includes registered values for the <network-availability> element defined in [PRES TS]. New values are created based on Input Contributions reviewed and agreed by the OMA PAG WG. A template for creating such Input Contributions is available from Appendix C.

8.1.1 Network IMS

8.1.1.1 “id” attribute


The “id” attribute has the value of “IMS”.

8.1.1.2 Specification reference


The Stage-3 specification of the IP Multimedia Core Network Call Control Protocol is available in [3GPP TS 24.229] and [3GPP2 X.S0013-004-A].

8.1.1.3 Network-specific description of the <active> element


The IMS registration procedures are defined in [3GPP TS 24.229] and [3GPP2 X.S0013-004-A]. The presentity’s “active” IMS registration status indicates whether the presentity has performed a successful registration procedure with the IMS network and that registration is not expired or otherwise deregistered. Otherwise, the presentity’s IMS registration status is set to “terminated”.

8.1.1.4 Any additional information relevant for this type of network

N/A.

9. Operational Considerations

10. Void.



11. 

11.1 



11.1.1 



11.1.1.1 







		

		

		



		

		

		



		

		

		







Appendix A. Change History
(Informative)




A.1 Approved Version History


		Reference

		Date

		Description



		n/a

		n/a

		No prior version –or- No previous version within OMA





A.2 Draft/Candidate Version <current version> History


		Document Identifier

		Date

		Sections

		Description



		Draft Versions


OMA-DDS-Presence_Data_Ext-V1_0

		05 Jun 2007

		n/a

		First version



		

		10 Aug 2007

		title page

		The name of the document corrected





Appendix B. Template for Input Contributions defining a new PIDF extension package

B.1 PIDF extension package A

<< Describe the semantics of the PIDF extension package and how it relates to the Presene Data Model, person-service-device concept >>


B.1.1 Extension Package overview

<< Show the structure of the information; map the presence information elements under the appropriate person-service-device component >>






B.1.2 Example presence document


<< Give an example document >>


B.1.3 Presence Information Element semantics

<< Describe the Presence Information Element semantics >>


B.1.3.1 Presence Information Element A


B.1.3.1.1 Description

B.1.3.1.2 Mapping to presence data model

<< Describe the the mapping to the presence data model.  For example, the “Presence Information Element A” is a part of  “person/service/device” information according to the presence data model. >>



B.1.3.1.3 Mapping to PIDF

<< Describe the the mapping to PIDF.  For example, The “Presence Information Element A” building block SHALL be mapped to PIDF as following: <xxx>( <yyy>( <zzz>.the “Presence Information Element A” is a part of  “person/service/device” information according to the presence data model. The <xxx> element is defined in section B.1.4.1>>



B.1.3.1.4 Watcher Processing


<< Describe Watcher Processing >>


B.1.3.1.5 Limitations

<< Describe Limitations >>

B.1.4 PIDF extension elements


<< Define PIDF extension elements >>


B.1.4.1 <example>

B.1.4.2 

B.1.4.3 

B.1.5 PIDF extension attributes


<< Define PIDF extension attributes >>


B.1.5.1 “example”


B.1.5.2 

B.1.6 XML Schema


<< Define the XML schema >>


Appendix C. Template for Input Contributions defining values for the <network-availibility> element


C.1 Network XXX


C.1.1 “id” attribute


C.1.2 << Define the id attribute to be allocated. >>

C.1.3 Specification reference

<< Include the reference where the particular network is defined. >>

C.1.4 Network-specific description of the <active> element


C.1.5 << Describe the semantics of the <active> element > for the particular network. >>

C.1.6 Any additional information relevant for this type of network

<< Include “N/A” if none. >>

( 2007 Open Mobile Alliance Ltd.  All Rights Reserved.
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-DataDefSpec-20070320-D]
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