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Change Request

	Title:
	Updating Examples with xcap-diff
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	PAG

	Doc to Change:
	OMA-TS-Presence_SIMPLE-V2_0-20080611-D

	Submission Date:
	26 Jun 2008

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Arun Prasath R, Samsung Electronics, arun.prasath@samsung.com

	Replaces:
	n/a


1 Reason for Change

	C362
	2009.09.09
	T
	D.1.4 
	Source: Samsung

Form: OMA-CONR-2008-0063

Comment: The event package name should be “xcap-diff”. 

Proposed Change:  Update the figure to carry “xcap-diff” event name instead of “sip-profile”
	Status: CLOSED

by OMA-PAG-2008-0485

	C364
	2009.09.09
	T
	D.1.4 

Step 1
	Source: Samsung

Form: OMA-CONR-2008-0063

Comment: “document” header is not needed based on the new draft.

Proposed Change:  Update the entire step based on the new draft.
	StatusCLOSED

 by OMA-PAG-2008-0485


2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to changes proposed in section 6.

6 Detailed Change Proposal

D.1.4 PS Subscribing to Changes Made to Presence Authorization Rules
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Figure 20: PS subscribing to changes made to a Presentity’s Presence Authorization Rules
1. A PS that wishes to subscribe to changes made to a Presentity’s Presence Authorization Rules document, sends a SIP SUBSCRIBE request with the “Event” header field set to “xcap-diff” as described in [XDM_Core] “XDMC residing in an Application Server”. The Request-URI of the SIP SUBSCRIBE request is set to the XUI part of the XCAP URI pointing to the Presence Authorisation Rules document of the Presentity that PS wishes to subscribe to changes made and set the “auid” parameter  to the value of “org.openmobilealliance.pres-rules”..

2. The SIP/IP Core forwards the request to the appropriate Presence XDMS.

3. The Presence XDMS accepts the subscription and responds with a SIP 200 (OK).

4. The SIP/IP Core forwards the response to the PS.

5. The Presence XDMS sends the first SIP NOTIFY request, which is used in order to synchronize the Presence XDMS and PS on a common “baseline” document as described in [IETF-XCAP_Diff].

6. The SIP/IP Core forwards the SIP NOTIFY request to the PS.

7. The PS accepts the SIP NOTIFY request with a SIP 200 (OK) response.

8. The SIP/IP Core forwards the SIP 200 (OK) response to the Presence XDMS.

9. The PS fetches using HTTP (XCAP) GET request the version of the document indicated (with the Etag) in the received SIP NOTIFY request, as defined in [IETF-XCAP_diff] and [XDM_Core].

10. The version of the document requested is provided by the Presence XDMS.

11. When changes occur in the Presence Authorization Rules document, the Presence XDMS informs the PS about the changes with a SIP NOTIFY request with the changed data.

12. The SIP/IP Core forwards the SIP NOTIFY request to the PS.

13. The PS responds to the SIP NOTIFY request with a 200 (OK) response.

14. The SIP/IP Core forwards the 200 (OK) response to the Presence XDMS.
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