Doc# [image: image3.jpg]"sOMaQa

Open Mobile Alliance



OMA-MWG-XDM-2010-0087-CR_XDM2.1_AD_Resolving_B18_B19_B21_B57
Change Request

Doc# OMA-MWG-XDM-2010-0087-CR_XDM2.1_AD_Resolving_B18_B19_B21_B57
Change Request



Change Request

	Title:
	Resolving B018, B019, B021
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	COM-XDM(WA)
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	Classification:
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 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Arunprasath R, Samsung Electronics, arun.prasath@samsung.com 

	Replaces:
	n/a


1 Reason for Change

To resolve the following CONR comments:
	  B018
	2010.03.21
	T
	3.2
	Source: Samsung

Form: OMA-CONR-2010-0042

Comment: Forward List is called Forwarding Notification List. 

Proposed Change: Rephrase the definition accordingly.
	Status: CLOSED BY OMA-MWG-XDM-2010-0087-CR_XDM2.1_AD_Resolving_B18_B19_B21_B57

	  B021
	2010.03.21
	
T
	4.2 (3rd Para)
	Source: Samsung

Form: OMA-CONR-2010-0042

Comment: The reference to the XCAP Diff event draft is old. 

Proposed Change: Update the reference with the latest draft.
	Status: CLOSED BY OMA-MWG-XDM-2010-0087-CR_XDM2.1_AD_Resolving_B18_B19_B21_B57

	B0019 B006
	2010.03.21
	E
	3.3
	Source: Samsung

Form: OMA-CONR-2010-0042

Comment: Remove the unused Abbreviations. 

Proposed Change: Remove abbreviation for RLS.
	Status: CLOSED BY OMA-MWG-XDM-2010-0073R01-INP_XDM_2.1_Editorial_updates_to_AD and OMA-MWG-XDM-2010-0087-CR_XDM2.1_AD_Resolving_B18_B19_B21_B57

	  B057
	2010.02.25
	T
	Appendix D
	Source: Orange

Form: INP doc

Comment: The Subscription XDMS is missing from the list of XDM Enabler defined XDMSs. 

Proposed Change: Add the Subscription XDMS.
	Status: CLOSED BY OMA-MWG-XDM-2010-0087-CR_XDM2.1_AD_Resolving_B18_B19_B21_B57

	B055
	2010.03.21
	T
	6.2
	Source: Samsung

Form: OMA-CONR-2010-0042

Comment: Terms like Shared Group is existing. 

Proposed Change: Remove the usage of Shared from the XDMS names.
	Status: OPEN / CLOSED

<provide response>

	B056
	2010.03.21
	T
	Appendix B
	Source: Samsung

Form: OMA-CONR-2010-0042

Comment: UPP Directory XDMS is missing in the Figure 3. 

Proposed Change: Add the UPP Directory XDMS.
	Status: OPEN / CLOSED

<provide response>


Note : Not sure of some points in Scenario A and Scenarion B
R01 : 
Added the latest AD Document name

Removed the definition for XDM Resource Subscription List

Added the definition for Forwarding Notification List Document

Removed the Chapter for Backward Compatibility and the corresponding changes
2 To resolve the Following CONR comments: Impact on Backward Compatibility

N/A.
3 Impact on Other Specifications

N/A.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

OMA PAG WG is kindly requested to review and agree to the following change-request as detailed in the next section.
6 Detailed Change Proposal

Change 1:  Section 3.2
3.2 Definitions
	Access Permissions
	Use definition from [XDM_RD].

	Access Permissions List
	A list of XDM resources that the Primary Principal has permission to access.

	Alias Principal
	Use definition from [XDM_RD].

	Chargeable Event
	Use definition from [Dict].

	Document Share by Reference
	A function to share all content in two documents by using one document as the master document and in the other document only having a reference to that master document.

	Client
	Use definition from [Dict].

	Enabler
	Use definition from [Dict].

	Enabler Release
	Use definition from [Dict].

	Extended Group Advertisements
	Use definition from [XDM_RD].

	Forwarding Notification List
	
A list containing the details of Forward Requests received from other Principals and also the status of the Forward Requests sent to other Principals.

	Forwarding Notification List Document
	An XDM Document containing Forward Notification Lists.

	Forward Request
	An XDCP Request for forwarding the XDM Resources to other Principals.

	Group
	Use definition from [XDM_RD].

	Group Usage List
	Use definition from [XDM_RD].

	History Information
	The information containing the details of XDM Operations performed on a particular XDM Document.

	I2 Interface
	Use definition from [OSE_AD_V1_0].

	Interface
	Use definition from [Dict].

	Limited XQuery over HTTP
	The subset of XQuery functions that are used in OMA XDM Search requests.

	Management Object
	Use definition from [DM_SO]. 

	Primary Principal
	Use definition from [XDM_RD].

	Principal
	Use definition from [Dict].

	Push Enabled Application
	Use definition from [Push_AD-V2_2].

	Push Initiator
	Use definition from [Push_AD-V2_2].

	Push Messages
	Use definition from [Push_AD-V2_2].

	Reference Point
	Use definition from [Dict].

	Remote Network
	A network where a requesting Principal is not a Subscriber.

	
	

	
	

	Subscriber
	Use definition from [Dict].

	UPP Directory
	Use definition from [XDM_RD].

	URI List
	Use definition from [XDM_RD].

	User Access Policy
	Use definition from [XDM_RD].

	User Profile
	Use definition from [XDM_RD].

	XDCP Request
	A request to perform an XDCP operation.

	XDM Differential
	A format that conveys changes to an XDM Document. 

	XDMSs
	A logical entity to group XDMSs defined by the XDM Enabler.

	XDM Document
	Use definition from [XDM_RD].

	XDM Document Part
	Use definition from [XDM_RD].

	XDM Resource
	Use definition from [XDM_RD].

	XDM Search
	A Limited XQuery over HTTP protocol used to search the XML Resource located in any XDMS.

	XML Document Command Protocol
	An HTTP based protocol used to issue commands related to XDM Resource processing, which does not include XCAP and XDM Search.


Change 2:  Section 3.3

3.3 Abbreviations
	CPM
	Converged IP Messaging

	DM
	Device Management

	GAA
	Generic Authentication Architecture

	HTTP
	Hyper Text Transfer Protocol

	IETF
	Internet Engineering Task Force

	IM
	Instant Messaging

	IP
	Internet Protocol

	OMA
	Open Mobile Alliance

	PoC
	Push to talk over Cellular

	
	

	
	

	SIC
	SIP/IP Core

	SIMPLE
	SIP for Instant Messaging and Presence Leveraging Extension

	SIP
	Session Initiation Protocol

	TLS 
	Transport Layer Security

	UE
	User Equipment

	UPP
	User Preferences Profile

	XCAP
	XML Configuration Access Protocol

	XDCP
	XML Document Command Protocol

	XDM
	XML Document Management

	XDMC
	XML Document Management Client

	XDMS
	XML Document Management Server

	XML
	Extensible Markup Language

	XQuery
	XML Query


Change 3:  Removed Section 6.2 
6.2 


· 
· 
· 
· 
· 

· 
· 
· 
· 
· 
· 

· 
· 
· 
· 
· 

· 
· 
Change 4:  Appendix B

Appendix B. How to show re-use of the XDM Enabler (Informative)
This section describes how OMA Enabler can re-use the XDM Enabler and shows how this should be reflected in the Enabler’s architecture diagrams.

To make the architecture diagrams of Enablers re-using XDM Enabler simpler, the architecture diagrams should show only how the Enabler is using the different XDMSs and not the entire XDM archictecture model. The architecture document is recommended to include the following information:

· A figure as shown below as part of the “Architectural Diagram” section. It is recommended 

· to shows which Enabler specific entities that are using the XDM Enabler; 

· to show which XDMSs that the Enabler is using;

· to show which of XDM/SIC Interfaces Enabler specific entities are using;

· to show an Enabler Specific Entity with an embedded XDMC when the functions of an XDMC defined in the XDM Enabler does not cover needs of the reusing Enabler; 

· not to show in the “main” Enabler architectural diagram how the XDM Enabler is used.

· In the section “Functional Entities” it is recommended that per Entity using the XDM Enabler it is listed which particular XDMSs this entity is using;

· In the section “Functional Entities” it is recommended that per Enabler Specific XDMS it is listed which XDM functions in the list in section 5.3.1.12 it supports;

· The XDM Interfaces in the diagram are recommended to be described under a Sub section “External Interfaces” under the “Interfaces” Section in the architecture document. The description is recommended only to contain a text that contains a reference to the XDM-AD e.g. “The XDM-8.2i Interface is described in [XDM_AD]”.
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Figure 3: How to show reuse of the XDM Enabler.

Change 5:  Section 6.1

6.1 Backward Compatibility towards the XDM 2.0 version

The following deployment scenarios are supported for the purpose of backward compatibility for the XDM Enabler version 2.1 described in this document:

Scenario A) whereby:

· XDM Enabler version 2.0 [XDM_ERELD-V2_0] server entity implementations are replaced with XDM Enabler version 2.1 server entity implementations; and
· XDM Enabler version 2.0 [XDM_ERELD-V2_0] XDMC implementations exist e.g. embedded in other Enablers entities.
In order to support  Scenario A) it is required that: 
· All XDM Enabler version 2.1 XDM entities supports all XDM Enabler version 2.0 functions including the backward compatibility scenarios described in section 6 “Backward compatibility towards the XDM Enabler version 1.1 and the PoC Enabler version 1.0.” of [XDM_AD-V2_0]:

Scenario B) whereby:

· XDM Enabler version 2.0 [XDM_ERELD-V2_0] server entity implementations are not replaced with XDM Enabler version 2.1 [XDM_ERELD-V2_1] server entity implementations; and
· XDM Enabler version 2.1 [XDM_ERELD-V2_1] XDMC implementations are introduced e.g. via other Enablers.
In order to support  Scenario B) it is required that:

· XDM Enabler version 2.1 XDMC implementations use the XDM Enabler defined capability requests to find out with type of XDM Documents that are supported in order to use only XDM Enabler version 2.0 specified XDM Documents.

NOTE: The XDM Enabler version 2.0 entities “Shared Group XDMS”, “Shared List XDMS”, “Shared Policy XDMS” and “Shared Profile XDMS” have in the XDM Enabler version 2.1 been renamed to “Group XDMS”, “List XDMS”, “Policy XDMS” and “Profile XDMS” but this does not affect the implementation of any other entity implemented according to the XDM Enabler versions 2.0 or 2.1 specifications.
Change 6:  Section 2.1

2.1 Normative References
	OMA
	

	[Charging_AD]
	“Charging Architecture”, Version 1.0, Open Mobile Alliance(, OMA-AD-Charging-V1_0,                       URL: http://www.openmobilealliance.org/

	[Dict]
	“Dictionary for OMA Specifications”, Version 2.7, Open Mobile Alliance(, OMA-ORG-Dictionary-V2_7,                                                                                                                                                               URL: http://www.openmobilealliance.org/

	[DM_ERELD]
	“Enabler Release Definition for OMA Device Management”, Version 1.2, Open Mobile Alliance(, OMA-ERELD-DM-V1_2,                                                                                                                                 URL: http://www.openmobilealliance.org/

	[DM_SO]
	“OMA Device Management Standardized Objects”, Version 1.2, Open Mobile Alliance(, 
OMA-TS-DM-StdObj-V1_2,
URL: http://www.openmobilealliance.org/                  

	[IM_ERELD-V1_0]
	“Enabler Release Definition for SIMPLE IM”, Draft Version 1.0, Open Mobile Alliance(, OMA-ERELD-SIMPLE_IM-V1_0,                                                                                                                          URL: http://www.openmobilealliance.org/

	[OSE_AD_V1_0]
	“OMA Service Environment”, Version 1.0, Open Mobile Alliance(, OMA-AD-Service-Environment-V1_0,                                                                                                                                                           URL: http://www.openmobilealliance.org/

	[PoC_AD-V1_0]
	“Push to talk over Cellular (PoC) – Architecture”, Version 1.0, Open Mobile Alliance(, OMA-AD-PoC-V1_0,                                                                                                                                                               URL: http://www.openmobilealliance.org/

	[PoC_ERELD-V1_0]
	“Enabler Release Definition for Push-to-Talk over Cellular”, Version 1.0, Open Mobile Alliance(, OMA-ERELD-POC-V2_0,                                                                                                                                   URL: http://www.openmobilealliance.org/

	[PoC_ERELD-V2_0]
	“Enabler Release Definition for Push-to-Talk over Cellular”, Draft Version 2.0, Open Mobile Alliance(, OMA-ERELD-POC-V2_0,                                                                                                                             URL: http://www.openmobilealliance.org/

	[Push_AD-V2_2]
	“Push Architecture” Version 2.2,  Open Mobile Alliance(, OMA-AD-Push-V2_2,                                                                                                                                                           URL: http://www.openmobilealliance.org/

	[SEC_CF-V1_0]
	“Security Common Functions Architecture”, Version 1.0, Open Mobile Alliance(, OMA-ERELD-SEC_CF-V1_0,                                                                                                                                           URL: http://www.openmobilealliance.org/

	[XDM_AD-V2_0]
	“XML Document Management Architecture”, Version 2.0, Open Mobile Alliance(, OMA-AD-XDM-V2_0,                                                                                                                                                               URL: http://www.openmobilealliance.org/

	[XDM_ERELD-V1_1]
	“Enabler Release Definition for XML Document Management”, Version 1.1, Open Mobile Alliance(, OMA-ERELD-XDM-V1_1,                                                                                                                            URL: http://www.openmobilealliance.org/

	[XDM_ERELD-V2_0]
	“Enabler Release Definition for XML Document Management”, Version 2.0, Open Mobile Alliance(, OMA-ERELD-XDM-V2_0,                                                                                                                            URL: http://www.openmobilealliance.org/

	[XDM_RD]
	“XML Document Management Requirements”, Version 2.1, Open Mobile Alliance(, OMA-RD-XDM-V2_1,                                                                                                                                                                 URL: http://www.openmobilealliance.org/

	IETF
	

	[IETF-XCAP_Diff_Event]
	IETF draft-ietf-sip-xcapevent-08 “An Extensible Markup Language (XML) Configuration Access Protocol (XCAP) Diff Event Package”, J. Urpalainen, D. Willis, July 2009,                                                                                URL: http://www.ietf.org/internet-drafts/draft-ietf-sip-xcapevent-08.txt
Note: Work in progress

	[RFC2119]
	IETF RFC 2119 “Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL: http://www.ietf.org/rfc/rfc2119.txt

	[RFC4662]
	IETF RFC 4662 “A Session Initiation Protocol (SIP) Event Notification Extension for Resource Lists”, A. B. Roach, B. Campbell, J. Rosenberg, August 2006,                                                                                     URL: http://www.ietf.org/rfc/rfc4662.txt

	3GPP
	

	[3GPP2-X.S0013-000]
	3GPP2 X.S0013-000 “All-IP Core Network Multimedia Domain: Overview”,                                       URL: http://www.3gpp2.org/Public_html/specs/index.cfm

	[3GPP2-X.S0013-002]
	3GPP2 X.S0013-002 “All-IP Core Network Multimedia Domain: IP Multimedia Subsystem - Stage 2”, URL: http://www.3gpp2.org/Public_html/specs/index.cfm

	[3GPP-TS_23.002]
	3GPP TS 23.002 “Network architecture”,                                                                                                         URL: http://www.3gpp.org/ftp/Specs/archive/23_series/23.002/

	[3GPP-TS_23.228]
	3GPP TS 23.228 “IP Multimedia Subsystem (IMS); Stage 2”,                                                                       URL: http://www.3gpp.org/ftp/Specs/archive/23_series/23.228/
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