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1 Reason for Change

Update IM architecture based on Session based IM concepts discussed and agreed upon in OMA-IM-2005-0060-SIMPLE-Session-Arch.ppt. This moves IM-8 to be a server to server link between operator domains.
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Accept these changes.
6 Detailed Change Proposal

This CR assumes that that OMA-IM-2005-0018R02-SIMPLE-AD-Session-IM.doc has already been applied to the AD document. Thus, this document shows subsequent changes. 

Details start on the next page.

2. Architectural Model
(Informative)
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Figure 1: Instant Messaging SIMPLE Architecture
******************* Next Change ***************
2.1 Reference Points

2.1.1 Reference Point IM-7: IM-Client ( IM-Server
The protocols over IM-7 reference point support the communication between the IM Client and the IM Server for session based messaging within the same domain. The IM-7 reference point is based on MSRP [MSRP]. In an optional configuration, a remote IM Client from a different domain may communicate with the IM Server for session based messaging over this interface.
The IM-7 reference point SHALL support:

· Messaging transportation.

· Support of text based media types.

The IM-7 reference point MAY support the following:

· Support for a richer set of MIME types.

2.1.2 Reference Point IM-8: IM-Server ( IM-Server
The protocols over IM-8 reference point support the communication between the remote IM Server and the IM Server for session based messaging across different domains. The IM-8 reference point is based on MSRP [MSRP].

The IM-8 reference point SHALL support:

· Messaging transportation.

· Support of text based media types.

The IM-8 reference point MAY support the following:

· Support for a richer set of MIME types.
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