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1 Reason for Change

This proposal describes what the originating client should do when adding a user to a 1-1 IM session

2 Impact on Backward Compatibility

none

3 Impact on Other Specifications

none

4 Intellectual Property Rights
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5 Recommendation

Agree to add this CR to the technical specification

6 Detailed Change Proposal

See attached document
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1. Scope


The scope of the SIP/SIMPLE Instant Messaging spesification document is to manage the specification for the IM service enabler. 


2. References


2.1 Normative References


		

		



		[RFC3891

		This document defines a new header for use with Session Initiation Protocol (SIP) multi-party applications and call control.  The Replaces header is used to logically replace an existing SIP dialog with a new SIP dialog.  This primitive can be used to enable a variety of features, for example: "Attended Transfer" and "Call Pickup".  Note that the definition of these example features is non-normative.


http://www.ietf.org/rfc/rfc3891.txt



		draft-ietf-sipping-uri-list-conferencing-04.txt

		This document describes how to create a conference using SIP URI-list services.  In particular, it describes a mechanism that allows a client to provide a conference server with the initial list of participants using an INVITE-contained URI-list.


http://www.ietf.org/internet-drafts/draft-ietf-sipping-uri-list-conferencing-04.txt





2.2 Informative References


3. Terminology and Conventions


3.1 Conventions


<< If doc includes normative material keep the next two paragraphs.  DELETE THIS COMMENT >>


The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].


All sections and appendixes, except “Scope” and “Introduction”, are normative, unless they are explicitly indicated to be informative.


<< OR if doc is informative just keep the next line.  DELETE THIS COMMENT>>


This is an informative document, which is not intended to provide testable requirements to implementations.


<< If needed, describe or declare using appropriate normative references the additional conventions that are used.  DELETE THIS COMMENT >>


3.2 Definitions


<< Add definitions in new rows of the following table as needed.  DELETE THIS COMMENT >>


3.3 Abbreviations


4. Introduction


5. Common procedures


5.1 General


5.2 Authenticated Originator's IM Address



6. PROCEDURES AT THE IM CLIENT


6.1 IM CLIENT ORIGINATING PROCEDURES


6.1.1 IM service registration


6.1.1.1 General


6.1.1.2 IM service registration and re-registration


6.1.1.3 IM service de-registration


6.1.2 IM service settings procedure


6.1.3 IM Chat Session initiation


6.1.3.1 General


6.1.3.2 Establishment of Chat IM Session –Ad Hoc


6.1.3.2.1 IM Client initiates an Ad-hoc IM Chat Session or One-to-One IM chat session 


6.1.3.3 IM Client Chat session Modification


6.1.3.4 IM Client extends 1-to-1 IM Session to a conference


 When the IM Client initiates a Session the IM Client:


· 1.  SHALL generate an initial SIP INVITE request as specified in subclause 6.1.3.1 "General";

· 2.  SHALL set the Request-URI of the SIP INVITE request to the Conference-factory-URI for the IM service in the Home IM Network of the IM User;


· 3.  SHALL add the invited user(s) in a MIME resource-list body according to [draft-ietf-sipping-uri-list-conferencing-04.txt] including the IM user Identity of the ongoing IM Session.

· 4. SHALL include a MIME resource-list body with the invited IM Users as specified in  [draft-ietf-sipping-uri-list-conferencing-04.txt]


· 

· 6. The IM Client SHALL check that the number of Invited IM Users on the URI-list does not exceed the maximum number of Participants allowed in an Ad-hoc IM Group Session as indicated in “MAX-ADHOC-GROUP-SIZE” parameter provisioned for IM Client. If exceeded, the IM Client SHOULD notify the IM User. Otherwise, continue with the rest of the steps


· 7. SHALL insert in the SIP INVITE request a Content-Type header with multipart/mixed as specified in [RFC2046];


· 8. SHALL include in the SIP INVITE request a MIME SDP body as a SDP offer according to rules and procedures of [RFC3264] and [RFC2327], and [draft-ietf-simple-message-sessions]:




-     a   set the path attribute a=path: to the msrp path

     b.  include the codec(s) and Media Parameters being offered by the IM Client for the IM Service:


· 

· 9. SHALL for the IM user Identity of the ongoing IM Session, include a Replace header according to rules and procedures of  [RFC3891]; and,


· 10. SHALL send the SIP INVITE request towards the IM Server within the existing dialog according to rules and procedures of SIP/IP Core.

NOTE:
The BYE request received as a result of the Replace header is handled as described in x.x.x.x “Disconnected from an IM Session”.


When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the IM Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
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