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1. Scope


The scope of the SIP/SIMPLE Instant Messaging spesification document is to manage the specification for the IM service enabler. 


2. References


2.1 Normative References


		

		



		[RFC3891

		This document defines a new header for use with Session Initiation Protocol (SIP) multi-party applications and call control.  The Replaces header is used to logically replace an existing SIP dialog with a new SIP dialog.  This primitive can be used to enable a variety of features, for example: "Attended Transfer" and "Call Pickup".  Note that the definition of these example features is non-normative.

http://www.ietf.org/rfc/rfc3891.txt



		

		





2.2 Informative References


3. Terminology and Conventions


		IM Session Identity

		SIP URI received by the IM Client during the IM Session establishment in the Contact header



		Authenticated Originator's IM Address

		The Authenticated Originator's IM Address is the IM Address of the originating IM Client that has been authenticated by the SIP/IP Core. E.g. the P-Asserted Identity



		IM Address

		A IM Address identifies a IM User. The IM Address can be used by one IM User to request communication with other IM Users.





3.1 Conventions


<< If doc includes normative material keep the next two paragraphs.  DELETE THIS COMMENT >>


The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].


All sections and appendixes, except “Scope” and “Introduction”, are normative, unless they are explicitly indicated to be informative.


<< OR if doc is informative just keep the next line.  DELETE THIS COMMENT>>


This is an informative document, which is not intended to provide testable requirements to implementations.


<< If needed, describe or declare using appropriate normative references the additional conventions that are used.  DELETE THIS COMMENT >>


3.2 Definitions


<< Add definitions in new rows of the following table as needed.  DELETE THIS COMMENT >>


3.3 Abbreviations


4. Introduction


5. Common procedures


5.1 General


5.2 Authenticated Originator's IM Address



6. PROCEDURES AT THE IM CLIENT


6.1 IM CLIENT ORIGINATING PROCEDURES


6.2 IM CLIENT TERMINATION PROCEDURES


6.2.1 IM Client invited to a IM Session


On receipt of the initial SIP INVITE request the IM Client: 


· 1. MAY reject the SIP INVITE request with an appropriate reject code as specified in [RFC3261] e.g.


a) when the IM Client is occupied in another IM Session and can not handle Simultaneous IM Sessions as specified in 6.2.7 “Simultaneous IM Sessions control procedures”; or,


c) when the IM Client determines that there is not enough resources to handle the IM Session; or,


d) any other reason outside the scope of this specification.


NOTE 1:
The decision to reject a SIP INVITE request to a IM Session can e.g. be based on procedures between the IM Client and the IM User outside the scope of this specification. 


· 2. SHALL replace the exiting SIP Session indicated in REPLACE header as specified in [RFC 3891] if the INVITE request includes a REPLACE header;

· 3. SHALL store the list of supported SIP methods if received in the Allow header; and,

· 4. SHALL store as the IM Session Identity the content of the Contact header.

When generating SIP responses other than the SIP 100 "Trying" to the received initial SIP request the IM Client:


· 1. SHALL generate SIP responses according to rules and procedures of [RFC3261]; 

· 2. SHALL include Server header to indicate the IM release version as specified in subclause xxx “Release version in User-agent and Server headers”;


· 3. SHOULD include an Allow header with all supported SIP methods; 

· 4. SHALL include the IM Address of the IM User as the Authenticated Originator's IM Address as specified in subclause xxx “Authenticated Originator's IM Address”.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the IM Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [ TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
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