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1 Reason for Change

After registration, the user publishes his IM user settings.  This CR adds this functionality to the TS for the client
This CR is part of  a bunch of related CR’s

2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

none
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Review and agree
6 Detailed Change Proposal

************************************Change 1*****************************************************************
2.1   Normative References
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************************************Change 2*****************************************************************
3.3   Abbreviations

<< Add abbreviations as needed to the following table.  DELETE THIS COMMENT >>

	AAA
	Authentication, Authorization, Accounting

	CHS
	Conversation History Storage

	CSP
	Client-to-Server Protocol

	DMS
	Deferred Message Storage

	DNS
	Domain Name Service

	ENUM
	The IETF working group that produced RFC2916 “E.164 and DNS. 

	GLMS
	Group and List Management Server

	GM
	Group Management

	GPRS
	General Packet Radio Service

	HSS
	Home Subscriber Server

	HTTP
	Hyper Text Transfer Protocol

	ISB
	Incoming Session Barring

	IETF
	Internet Engineering Task Force

	IM
	Instant / Immediate Messaging

	IMS
	IP Multimedia Subsystem

	IPMB
	Incoming Pager Mode Barring

	ISC
	IMS Service Control interface

	IWF
	Inter-Working Function

	MDN
	Mobile Directory Number

	MIM
	Mobile IM

	MIME
	Multipurpose Internet Mail Extension 

	MM
	Multimedia Message

	MMD
	Multi Media Domain

	MMS
	Multimedia Messaging Service

	MSISDN
	Mobile Station international Integrated Services Digital Network number 

	MSRP
	Message Session Relay Protocol

	OMA
	Open Mobile Alliance

	OTAP
	Over The Air Provisioning

	PDU
	Protocol Data Unit

	PoC
	Push to talk over Cellular

	PS
	Presence Server

	PUA
	Presence User Agent

	RADIUS
	Remote Authentication Dial In User Service 

	RFC
	Request for Comments

	RLS
	Resource List Server

	SIGCOMP
	Signalling Compression, an IETF compression protocol

	SIMPLE
	SIP Instant Message and Presence Leveraging  Extensions

	SIMS
	SIMPLE Instant Messaging Sessions

	SIP
	Session Initiation Protocol

	SMS
	Short Message Service

	SSP
	Server-to-Server Protocol

	UE
	User Equipment

	UMTS
	Universal Mobile Telecommunications System

	URI
	Uniform Resource Identifier

	URL
	Uniform Resource Locator

	VIS
	VISibility

	
	

	
	

	
	

	XCAP
	Extensible mark-up language (XML) Configuration Access Protocol

	XML
	Extensible Mark-up Language


************************************Change 3*****************************************************************
6.1.1   IM service settings
6.1.1.1 IM service settings publish procedure
To set, update or refresh the IM service settings, the IM Client:

· 1. SHALL generate a SIP PUBLISH request according to rules and procedures of [RFC3903] and [draft-poc-isb-am] with extension as described in [editor to add reference to Appendix for IM service settings];

· 2. SHALL set the Request-URI of the SIP PUBLISH request to the IM Address of the IM User;
· 3. SHALL include the IM Address of the IM User as the Authenticated Originator's IM Address as specified in xx[editor to add reference to chapter 5.2]
· 4. SHALL include an Accept-Contact header with the IM feature-tag '+g.oma.sip-im ' along with ‘require’ and ‘explicit’ parameters according to rules and procedures of [RFC 3841]; 
· 5. SHALL set the Event header to the value 'service-settings';
· 6. SHALL NOT include an ‘Expires’ header field
· 7. SHALL include the IM settings as follows:

a. Incoming IM Session Barring setting (ISB active or ISB not active);

b. Incoming Pager Mode IM Barring setting (IPMB active or IPMB not active);

c. IM visibility setting  (VIS active or VIS not active);
d. Deferred message active setting (DMS active or DMS not active)
e. Conversation History active setting (CHS active or CHS not active)
· 8. SHALL send the SIP PUBLISH request according to rules and procedures of SIP/IP Core.

On receiving the SIP 200 "OK" response to the SIP PUBLISH request the IM Client MAY indicate to the IM User the successful communication of the service settings to the IM Server. 
When the SIP/IP Core corresponds to 3GPP/3GPP2 IMS, the IM Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
6.1.1.2 IM service settings retrieval procedure

To retrieve the IM service settings, the IM Client:

· 1. SHALL generate a SIP SUBSCRIBE request according to rules and procedures of [RFC3265];
· 2. SHALL set the Request-URI of the SIP SUBSCRIBE request to the IM Address of the IM User;
· 3. SHALL include the IM Address of the IM User as the Authenticated Originator's IM Address as specified in xx[editor to add reference to chapter 5.2]
· 4. SHALL set the Event header to the value 'service-settings';
· 5. SHALL include an ‘Expires’ header field with value ‘0’
· 6. SHALL send the SIP PUBLISH request according to rules and procedures of SIP/IP Core.

On receiving the Notification,  the IM Client MAY display the IM User the values of the IM service settings. 

When the SIP/IP Core corresponds to 3GPP/3GPP2 IMS, the IM Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [TS 24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.
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