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1 Reason for Change

To add a definition of authenticated originator’s IM Address which is currently missing.

2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

None

4 Intellectual Property Rights

None

5 Recommendation

To be agreed as basis for TS texts.

6 Detailed Change Proposal

***********************************************************************

5 Common Procedures

5.1
General

5.1.1
Authenticated Originator’s IM Address

The Authenticated Originator's IM Address is the IM Address of the originating IM Client that has been authenticated by the SIP/IP Core or the Group Identity when the IM Server performing the Controlling IM Function invites users to a Group Session. 

When the SIP/IP Core corresponds to 3GPP/3GPP2 IMS, then the Authenticated Originator's IM Address is contained in the P-Asserted-Identity header according to rules and procedures of [TS24.229] / [3GPP2 X.S0013.4]. The IM Client MAY insert a P-Preferred-Identity header, which contains a client preferred identity, for the SIP/IP Core to be used inside the P-Asserted-identity header. If privacy is required, the From header SHALL contain an anonymous URI according to RFC 3323 and optionally a nickname or "Anonymous" as the display name, and the Privacy header field values SHALL be set according to RFC3323 and RFC3325. 

The From header MAY be used to carry the Authenticated Originator's IM Address, and MAY be supported by the PoC Server. The IM Server MAY be able to support an Authenticated Originator's IM Address in the From header if the IM Server has transitive trust with the SIP/IP Core, and if the SIP/IP Core is able to perform proxy authentication of the IM Client.

If the IM Server cannot obtain an Authenticated Originator's IM Address for an initial request, it SHALL reject the request with a SIP 403 "Forbidden" response.  
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