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1 Reason for Change

New functions needed to support History

2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

None

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org

5 Recommendation

MWG-IM is requested to review this document for approval 

6 Detailed Change Proposal
7.3.2.2 IM User has requested history

Reception of an initial SIP INVITE IM Session request 

Upon receiving an initial SIP INVITE request the Participant Function:

· 1. SHALL check whether the Accept-Contact header includes the feature-tag '+g.oma.sip-im.' and if it does not, the Participant Function SHALL return a SIP 403 “Forbidden” response. Otherwise, continue with the rest of the steps;

· 2.   SHALL check if the P-Asserted Identity in the initial SIP request has history=yes set  in the IM XDMS as described in [IM-XDM Specification].  If so proceed with chapter 7.3.2.11 IM User has requested history,  before continue with the rest of the steps;

· 2. If the Participant Function stays in the media path the Participant Function:

· a. SHALL behave as a B2BUA according to rules and procedures of [RFC3261] for the duration of the IM Session; 

· b. SHALL generate a SIP INVITE request as specified in subclause xxx "General";

· c. SHALL insert a URI identifying its own address and the IM feature-tag '+g.oma.sip-im in the Contact-header of the SIP INVITE request; 

· d. SHALL copy the received Request-URI.

· e. SHALL include a MIME SDP body as a SDP offer in the SIP INVITE request according to rules and procedures of [RFC3264] and [RFC2327], and 

· i  SHALL include the codec(s) and Media Parameters being offered by the IM Client:, and

· ii SHALL replace IM clients msrp path attribute a=path:  to refer to the participatings functions own MSRP endpoin
· f. SHALL send the SIP INVITE request according to rules and procedures of the SIP/IP Core.

· 3. If the Participant Function does not stays in the media path the Participant Function

· a. SHALL act as a SIP proxy according to rules and procedures of [RFC3261] for the duration of the IM Session;

· b. SHALL include a Record-Route header containing a URI identifying its own address; and,

· 1. SHALL forward the SIP INVITE response according to rules and procedures of [RFC3261] and SIP/IP Core.

Upon receiving a SIP 200 "OK" response, the Participant Function is acting as a B2BUA, the Participant Function: 

· 1. SHALL store the list of supported SIP methods if received in the Allow header;
· 2. SHALL store the contact received in the Contact header;

· 3. SHALL generate a SIP 200 "OK" response as specified in the subclause xxx "General"; 

4. SHALL include a MIME SDP body as a SDP answer according to rules and procedures of [RFC3264] and [RFC2327] and include the codec(s) and Media Parameters being offered by the IM Client:; and,
· 5. SHALL send the SIP 200 "OK" response to the IM Client according to rules and procedures of SIP/IP Core;

Upon receiving a SIP 200 "OK" response, when the Participant Function is acting as a SIP proxy

· 1. SHALL forward the SIP 200 "OK" response toward the initiating IM Client according to rules and procedures of [RFC3261] and SIP/IP Core; and,

· 2. SHALL continue to act as a SIP proxy for the duration of the IM Session.

Upon receiving a SIP final response other than a SIP 200 "OK", the Participant Function SHALL forward the SIP final response along the signalling path towards the initiating IM Client.

When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the IM Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of  [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause.

7.3.2.3 IM User has requested history
Upon receiving a request from the IM User to add history to an ongoing IM Conference Session, the IM Participating function can then invoke IM History by acting as a B2BUA. 

The IM client

Editors Note If a one to one session is requested it must be upgraded to a conference before proceeding with the steps below

Some type of error must be sent back and be taken care of in the client spec and force the client to follow the upgrade path to conference

· 1. SHALL, generate an initial SIP REFER request as specified in subclause 6.1.2.1 "General" and according to rules and procedures of [RFC3515]. 

· 2.  SHALL set the Request-URI of the SIP REFER request to the IM Address of the IM Session Identity of the Public Conference session; 

· 3. SHALL, set the Refer-To header of the SIP REFER request to History@mydomain user according to rules and procedures of [RFC3515].

a)  SHALL set the Refer-Sub header to “true” according to rules and procedures of [draft-ietf-sip-refer-with-norefersub-03].

Since the Refer-Sub header was set to “true” in step 3. a) above, then the Notify will be delivered when the recording starts..
When the SIP/IP Core corresponds with 3GPP/3GPP2 IMS, the IM Client SHALL use 3GPP/3GPP2 IMS mechanisms according to rules and procedures of [TS24.229] / [3GPP2 X.S0013.4] with the clarifications given in this subclause. 
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