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1 Reason for Change

The definition of User-ID and Friendly Name is not entirely correct and not inline with the definitions 3GPP.  Friendly Name should be inline with the display name defined in IETF



2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

OMA-AD-IM_SIMPLE-V1_0_0-20051130-D
OMA-TS-IM-SIMPLE-V1_0_0-20060223-D

Other CR’s change these documents
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree on proposed definitions
6 Detailed Change Proposal

	Accounting
	The process of apportioning charges between actors. [OMA1]

	Auto Login
	A user setting within the device that allows the IM client to log into the IM service automatically without user action (e.g. selecting a "login" function or starting an application). The login sequence may be triggered at the client's discretion in a variety of ways (e.g. at power-on, when the service becomes available after an outage due to coverage, phone calls, use of other services etc.).

	Chat Alias
	A unique identifier used by an IM user in a chat room.

	Contact List
	Contact information of individuals which are grouped together by an end user for his/her convenience, e.g. Friends, Family, Business, also referred to as ‘buddy list’. A Contact List can exist in different ways in different applications, with the end user having some control of it. For example, it can be used in a messaging application to group a set of presentities together, enabling the end user to easily see the presence information of those individuals.
Note : a Contact List is not a (presence enhanced) phonebook or address list which is stored in a mobile device.


	Conversation
	An ordered exchange of immediate messages in the context of a session between users.

	Emoticon or smiley: 


	An UTF-8 glyph used to indicate an emotional state in Internet messaging (e-mail, news, Instant Messaging…). When displayed, emoticons are usually replaced by graphical representations of the emotion they convey.

	Display-Name
	Non-unique and not routable identification of a user that could be displayed to the user. Defined in RFC 3261

	IM Client
	An IM Service endpoint.

	IM Group
	A defined set of IM participants amongst whom an IM session may take place or who may participate in a chat session.

	IM Server
	A networked entity that provides real-time messaging functionality.

	Instant Messaging Service (IM Service)
	A system application by which a client is able to provide (near) real-time messaging capabilities.

	Invisibility in IM
	The Invisible option allows the user to do everything like a normal IM user, but with his status shown as ‘offline’.

	Mobile Directory Number (MDN)
	A Mobile Directory Number (MDN) is used in 3GPP2. An MDN is a dialable number associated with the mobile station through a service subscription. A Mobile Directory Number is not necessarily the same as the mobile station identification on the air interface.  An MDN consists of country code, national destination code, and subscriber number. An MDN consists up to 15 digits.

	Mobile Station international Integrated Services Digital Network number (MSISDN)
	A Mobile Station international Integrated Services Digital Network number (MSISDN) is used in 3GPP. An MSISDN is a dialable number associated with the mobile station through a service subscription. An MSISDN consists of country code, national destination code and subscriber number. An MSISDN MAY be up to 15 digits.

	Nickname
	A name assigned by an end user to an individual contact in a Contact List to support that end user’s familiarity with the person.

	One-to-Many-to-One
	A conversation service that allows a user to send a message to multiple recipients and allows the individual recipients to  communicate back to the sender ONLY.

	Phonebook
	A local database in the terminal containing phone numbers, names, etc.

	Private Chat
	A Chat room conversation on a server that allows access to authorised IM users only and is usually created, managed and administered by a user.

	Private data
	Data in the private profile


	Private Profile
	The part of the User Profile that is open only to users that the owner of the profile has accepted should be able to search in the profile.


	Presence
	Presence, or a model for presence, may include a combination of network state information (online or offline, location), application state information (idle or active) and user specified state information (available or busy).

	Public Chat
	A Chat room conversation on a server that allows access to any IM user and is usually created, managed and administered by a network administrator or service provider.

	Public Data
	Data in the Public Profile


	Public Domain
	Domain accessible by any internet user


	Public Profile
	The part of the User Profile that is open for anyone to search in.


	Registration

	The action or process by which an individual, who generally is a subscriber of the mobile network operator, becomes a user of the IM-Service.

	Session
	A stateful association of presence and other user preference, capability and identity data through which it is possible to communicate immediate messages. A session may be established between IM users or between an IM user and an IM Server.

	System Message
	A special type of message sent by the System for different purposes (e.g. advice of charge, service notifications, advertisements, instructions, etc). System Messages may contain a list of possible options and require a response from the user.

	User-ID
	Routable unique identification of an IM user.  It shall take the form of a SIP URI (as defined in RFC 3261 and RFC 2396 or the “tel”-URL format as defined in RFC 2806


	User Profile
	Data related to a user which is stored by the service. It may contain data which can be managed by the user and data that can be managed by the service provider. Some data can be available only to selected users while other can be available to all users















�Updated definition, see OMA-IM-2006-0005-R01 (Kent Bogestam / Ericsson)


�Added definition, see OMA-IM-2006-0005-R01 (Kent Bogestam / Ericsson)


�Added definition, see OMA-IM-2006-0005-R01 (Kent Bogestam / Ericsson)


�Added definition, see OMA-IM-2006-0005-R01 (Kent Bogestam / Ericsson)


�Added definition, see OMA-IM-2006-0005-R01 (Kent Bogestam / Ericsson)


�Modified definition, see OMA-IM-2006-0005-R01 (Kent Bogestam / Ericsson)


�Added definition, see OMA-IM-2006-0005-R01 (Kent Bogestam / Ericsson)
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